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This procedure is used to establish necessary resources in an NG-RAN node for an incoming handover. If the procedure concerns a conditional handover, parallel transactions are allowed. Possible parallel requests are identified by the target cell ID when the source UE AP IDs are the same.
The procedure uses UE-associated signalling.
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Figure 8.2.1.2-1: Handover Preparation, successful operation
The source NG-RAN node initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node. When the source NG-RAN node sends the HANDOVER REQUEST message, it shall start the timer TXnRELOCprep.

<<< skip unchanged procedural text >>>
Upon reception of UE History Information IE in the HANDOVER REQUEST message, the target NG-RAN node shall collect the information defined as mandatory in the UE History Information IE and shall, if supported, collect the information defined as optional in the UE History Information IE, for as long as the UE stays in one of its cells, and store the collected information to be used for future handover preparations.
If the Trace Activation IE is included in the HANDOVER REQUEST message, or one or more instances of the Trace Activation IE are included in the Multiple Trace Activation IE, which includes
-	the MDT Activation IE set to "Immediate MDT and Trace", then the target NG-RAN node shall if supported, initiate the requested trace session and MDT session as described in TS 32.422 [23].
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", the target NG-RAN node shall, if supported, initiate the requested MDT session as described in TS 32.422 [23] and the target NG-RAN node shall ignore the Interfaces To Trace IE, and the Trace Depth IE.
-	the MDT Location Information IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, store this information and take it into account in the requested MDT session.
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", and if the Signalling based MDT PLMN List IE is included in the MDT Configuration IE, the target NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [43].
-	the Bluetooth Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the WLAN Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the Sensor Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall take it into account for MDT Configuration as described in TS 37.320 [43].
-	the MDT Configuration IE and if the target NG-RAN node is a gNB receiving a MDT Configuration-EUTRA IE, or the target NG-RAN node is a ng-eNB receiving a MDT Configuration-NR IE, the target NG-RAN node shall store it as part of the UE context, and use it as described in TS 37.320 [43].
If the Area Scope IE is not present in the MDT Configuration IE, the target NG-RAN node shall consider that the MDT Configuration is applied to all PLMNs indicated in the MDT PLMN List, as described in TS 32.422 [23].
If the Management Based MDT PLMN List IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store the received information in the UE context, and use this information to allow subsequent selection of the UE for management based MDT defined in TS 32.422 [23].
If the HANDOVER REQUEST message includes the Management Based MDT PLMN List IE, the target NG-RAN node shall, if supported, store it in the UE context, and take it into account if it includes information regarding the PLMN serving the UE in the target NG-RAN node.

<<< skip unchanged procedural text >>>
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This message is sent by the source NG-RAN node to the target NG-RAN node to request the preparation of resources for a handover.
Direction: source NG-RAN node  target NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	Source NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the source NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	reject

	Target Cell Global ID
	M
	
	9.2.3.25
	Includes either an E-UTRA CGI or an NR CGI
	YES
	reject

	GUAMI
	M
	
	9.2.3.24
	
	YES
	reject

	UE Context Information
	
	1
	
	
	YES
	reject

	>NG-C UE associated Signalling reference
	M
	
	AMF UE NGAP ID
9.2.3.26
	Allocated at the AMF on the source NG-C connection.
	–
	

	>Signalling TNL association address at source NG-C side
	M
	
	CP Transport Layer Information
9.2.3.31
	This IE indicates the AMF’s IP address of the SCTP association used at the source NG-C interface instance.
NOTE: If no UE TNLA binding exists at the source NG-RAN node, the source NG-RAN node indicates the TNL association address it would have selected if it would have had to create a UE TNLA binding.
	–
	

	>UE Security Capabilities
	M
	
	9.2.3.49
	
	–
	

	>AS Security Information
	M
	
	9.2.3.50
	
	–
	

	>Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	–
	

	[bookmark: OLE_LINK29][bookmark: OLE_LINK30]>UE Aggregate Maximum Bit Rate
	M
	
	9.2.3.17
	
	–
	

	>PDU Session Resources To Be Setup List
	
	1
	9.2.1.1
	Similar to NG-C signalling, containing UL tunnel information per PDU Session Resource;
and in addition, the source side QoS flow  DRB mapping
	–
	

	>RRC Context
	M
	
	OCTET STRING
	Either includes the HandoverPreparationInformation message as defined in subclause 10.2.2. of TS 36.331 [14], or the HandoverPreparationInformation-NB message as defined in subclause 10.6.2 of TS 36.331 [14], if the target NG-RAN node is an ng-eNB,
or the HandoverPreparationInformation message as defined in subclause 11.2.2 of TS 38.331 [10], if the target NG-RAN node is a gNB.
	–
	

	>Location Reporting Information
	O
	
	9.2.3.47
	Includes the necessary parameters for location reporting.
	–
	

	>Mobility Restriction List
	O
	
	9.2.3.53
	
	–
	

	>5GC Mobility Restriction List Container
	O
	
	9.2.3.100
	
	YES
	ignore

	[bookmark: _Hlk44414173]>NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.2.3.107
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	>LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.2.3.108
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	>Management Based MDT PLMN List 
	O
	
	MDT PLMN List
9.2.3.133
	
	YES
	ignore

	>UE Radio Capability ID
	O
	
	9.2.3.138
	
	YES
	reject

	>MBS Session Information List
	O
	
	9.2.1.36
	
	YES
	ignore

	>5G ProSe UE PC5 Aggregate Maximum Bit Rate
	O
	
	NR UE Sidelink Aggregate Maximum Bit Rate
9.2.3.107
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	>UE Slice Maximum Bit Rate List
	O
	
	9.2.3.167
	
	YES
	ignore

	>NR A2X UE PC5 Aggregate Maximum Bit Rate
	O
	
	NR UE Sidelink Aggregate Maximum Bit Rate
9.2.3.107
	This IE applies only if the UE is authorized for NR A2X services.
	YES
	ignore

	>LTE A2X UE PC5 Aggregate Maximum Bit Rate
	O
	
	LTE UE Sidelink Aggregate Maximum Bit Rate
9.2.3.108
	This IE applies only if the UE is authorized for LTE A2X services.
	YES
	ignore

	Trace Activation
	O
	
	9.2.3.55
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.32
	
	YES
	ignore

	UE History Information
	M
	
	9.2.3.64
	
	YES
	ignore

	UE Context Reference at the S-NG-RAN node
	O
	
	
	
	YES
	ignore

	>Global NG-RAN Node ID
	M
	
	9.2.2.3
	
	–
	

	>S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	
	–
	

	Conditional Handover Information Request
	O
	
	
	
	YES
	reject

	>CHO Trigger
	M
	
	ENUMERATED (CHO-initiation, CHO-replace, …)
	
	–
	

	>Target NG-RAN node UE XnAP ID
	C-ifCHOmod
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the target NG-RAN node
	–
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	–
	

	>Conditional Handover Time Based Information
	O
	
	
	This IE only applies to NTN.
	YES
	ignore

	>>Handover Window Start
	M
	
	INTEGER (0..549755813887)
	Corresponds to information provided in the t1-Threshold contained in the ReportConfigNR IE as defined in TS 38.331 [10]
	–
	

	>>Handover Window Duration
	M
	
	INTEGER (1..6000)
	Corresponds to information provided in the duration contained in the condEventT1 contained in the ReportConfigNR IE as defined in TS 38.331 [10]
	–
	

	>Maximum Number of Conditional Reconfigurations to Prepare
	O
	
	INTEGER (1..8 , …)
	Indicates that the target NG-RAN node may prepare for CHO with candidate PSCell(s) configuration and indicates the maximum number of conditional reconfigurations that the target NG-RAN node may prepare.
	YES
	reject

	NR V2X Services Authorized
	O
	
	[bookmark: _Hlk44414243]9.2.3.105
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.2.3.106
	
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.2.3.109
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Information related to the handover; the source NG-RAN node provides it in order to enable later analysis of the conditions that led to a wrong HO.
	YES
	ignore

	UE History Information from the UE
	O
	
	[bookmark: _Hlk44418955]9.2.3.110
	
	YES
	ignore

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	No PDU Session Indication
	O
	
	ENUMERATED (true, ...)
	This IE applies only if the UE is an IAB-MT.
	YES
	ignore

	Time Synchronisation Assistance Information 
	O
	
	9.2.3.153
	
	YES
	ignore

	QMC Configuration Information
	O
	
	9.2.3.156
	
	YES
	ignore

	5G ProSe Authorized
	O
	
	9.2.3.159
	
	YES
	ignore

	5G ProSe PC5 QoS Parameters
	O
	
	9.2.3.160
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	DL LBT Failure Information Request
	O
	
	ENUMERATED (inquiry, …)
	This IE indicates that information on DL LBT Failures occurring at the target gNB during handover execution that results in mobility failure is requested
	YES
	ignore

	Aerial UE Subscription Information
	O
	
	9.2.3.175
	
	YES
	ignore

	NR A2X Services Authorized
	O
	
	9.2.3.176
	
	YES
	ignore

	LTE A2X Services Authorized
	O
	
	9.2.3.177
	
	YES
	ignore

	A2X PC5 QoS Parameters
	O
	
	9.2.3.178
	This IE applies only if the UE is authorized for NR A2X services.
	YES
	ignore

	Cell Based UE Trajectory Prediction
	O
	
	9.2.3.180
	This IE contains information about cells that a UE is predicted to be connected to.
	YES
	ignore

	Data Collection ID
	O
	
	9.2.3.184
	
	YES
	ignore

	Candidate Relay UE Info List
	O
	
	9.2.3.188
	
	YES
	reject

	SN-related QMC Information at MN
	O
	
	9.2.3.199
	This IE contains the information that the M-NG-RAN node has about the QMC configurations at the S-NG-RAN node.
	YES
	ignore

	Source SN to Target SN QMC Information
	O
	
	QMC Configuration Information
9.2.3.156
	This IE contains SN-related QMC configuration information to be forwarded to the target S-NG-RAN node.
	YES
	ignore

	Mobile IAB Authorization Status
	O
	
	9.2.2.105
	
	YES
	Reject

	Enhanced Trace Activation
	O
	
	9.2.3.x
	
	
	



	Condition
	Explanation

	ifCHOmod
	This IE shall be present if the CHO Trigger IE is present and set to "CHO-replace".



	Range bound
	Explanation

	maxnoofMDTPLMNs
	PLMNs in the Management Based MDT PLMN list. Value is 16.
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<<< skip unchanged text >>>
9.2.3.x	Enhanced Trace Activation
This IE contains configuration information for one or more trace sessions.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Enhanced Trace Activation List
	
	0..1
	
	

	>Enhanced Trace Activation List Item
	
	1 .. <maxnoofTraceActivations>
	
	

	>>Trace Activation
	M
	
	9.2.3.55
	



	Range bound
	Explanation

	maxnoofTraceActivations
	Max number of Trace Activations. Value is 16.
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-- ASN1START
<<< skip unchanged ASN.1 >>>
	EnergyCost,
	UETrajectoryCollectionConfiguration,
	UEPerformanceCollectionConfiguration,
	CellMeasurementResultForDataCollection,
	CellToReportForDataCollection-List,
	CandidateRelayUEInfoList,
	NRPagingLongeDRXInformationforRRCINACTIVE,
	QMCCoordinationRequest,
	QMCCoordinationResponse,
	SNRelatedQMCInfoAtMN,
	QoERVQoEReportingPaths,
	DirectForwardingPathAvailabilityWithSourceMN,
	Conditional-Reconfig-List,
	PDUSetbasedHandlingIndicator,
	MobileIAB-AuthorizationStatus,
	BAPAddress,
	EnhancedTraceActivation

<<< skip unchanged ASN.1 >>>
	id-EnergyCost,
	id-UETrajectoryCollectionConfiguration,
	id-UEPerformanceCollectionConfiguration,
	id-CellMeasurementResultForDataCollection,
	id-CellToReportForDataCollection-List,
	id-CandidateRelayUEInfoList,
	id-NRCellsAndSSBsList,
	id-ActivatedNRCellsAndSSBsList,
[bookmark: _Hlk148714569]	id-NRPagingLongeDRXInformationforRRCINACTIVE,
	id-QMCCoordinationRequest,
	id-QMCCoordinationResponse,
	id-QoE-Measurement-Results,
	id-SNRelatedQMCInfoAtMN,
	id-Src-SN-to-Tgt-SNQMCInfoInquiry,
	id-DirectForwardingPathAvailabilityWithSourceMN,
	id-accessed-PSCellID,
	id-conditional-Reconfig-ToCancel-List,
	id-PDUSetbasedHandlingIndicator,
	id-MobileIAB-AuthorizationStatus,
	id-MIAB-MT-BAP-Address,
	id-EnhancedTraceActivation,

<<< skip unchanged ASN.1 >>>

-- **************************************************************
--
-- HANDOVER REQUEST
--
-- **************************************************************

HandoverRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{HandoverRequest-IEs}},
	...
}

HandoverRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-sourceNG-RANnodeUEXnAPID					CRITICALITY reject	TYPE NG-RANnodeUEXnAPID									PRESENCE mandatory}|
	{ ID id-Cause										CRITICALITY reject	TYPE Cause													PRESENCE mandatory}|
	{ ID id-targetCellGlobalID							CRITICALITY reject	TYPE Target-CGI												PRESENCE mandatory}|
	{ ID id-GUAMI										CRITICALITY reject	TYPE GUAMI													PRESENCE mandatory}|
	{ ID id-UEContextInfoHORequest						CRITICALITY reject	TYPE UEContextInfoHORequest								PRESENCE mandatory}|
	{ ID id-TraceActivation								CRITICALITY ignore	TYPE TraceActivation										PRESENCE optional }|
	{ ID id-MaskedIMEISV								CRITICALITY ignore	TYPE MaskedIMEISV											PRESENCE optional }|
	{ ID id-UEHistoryInformation						CRITICALITY ignore	TYPE UEHistoryInformation								PRESENCE mandatory}|
	{ ID id-UEContextRefAtSN-HORequest					CRITICALITY ignore	TYPE UEContextRefAtSN-HORequest						PRESENCE optional }|
	{ ID id-CHOinformation-Req							CRITICALITY reject	TYPE CHOinformation-Req									PRESENCE optional }|
	{ ID id-NRV2XServicesAuthorized						CRITICALITY ignore	TYPE NRV2XServicesAuthorized							PRESENCE optional }|
	{ ID id-LTEV2XServicesAuthorized					CRITICALITY ignore	TYPE LTEV2XServicesAuthorized							PRESENCE optional }|
	{ ID id-PC5QoSParameters							CRITICALITY ignore	TYPE PC5QoSParameters										PRESENCE optional }|
	{ ID id-MobilityInformation							CRITICALITY ignore	TYPE MobilityInformation									PRESENCE optional }|
	{ ID id-UEHistoryInformationFromTheUE				CRITICALITY ignore	TYPE UEHistoryInformationFromTheUE					PRESENCE optional }|
	{ ID id-IABNodeIndication							CRITICALITY reject	TYPE IABNodeIndication									PRESENCE optional }|
	{ ID id-NoPDUSessionIndication						CRITICALITY ignore	TYPE NoPDUSessionIndication								PRESENCE optional }|
	{ ID id-TimeSynchronizationAssistanceInformation	CRITICALITY ignore	TYPE TimeSynchronizationAssistanceInformation		PRESENCE optional }|
	{ ID id-QMCConfigInfo								CRITICALITY ignore	TYPE QMCConfigInfo											PRESENCE optional }|
	{ ID id-FiveGProSeAuthorized						CRITICALITY ignore	TYPE FiveGProSeAuthorized								PRESENCE optional }|
	{ ID id-FiveGProSePC5QoSParameters					CRITICALITY ignore	TYPE FiveGProSePC5QoSParameters						PRESENCE optional }|
	{ ID id-DLLBTFailureInformationRequest				CRITICALITY ignore	TYPE DLLBTFailureInformationRequest					PRESENCE optional }|
	{ ID id-AerialUESubscriptionInformation				CRITICALITY ignore	TYPE AerialUESubscriptionInformation					PRESENCE optional }|
	{ ID id-NRA2XServicesAuthorized						CRITICALITY ignore	TYPE NRA2XServicesAuthorized							PRESENCE optional }|
	{ ID id-LTEA2XServicesAuthorized					CRITICALITY ignore	TYPE LTEA2XServicesAuthorized							PRESENCE optional }|
[bookmark: _Hlk148729344]	{ ID id-A2XPC5QoSParameters							CRITICALITY ignore	TYPE A2XPC5QoSParameters									PRESENCE optional }|
	{ ID id-CellBasedUETrajectoryPrediction				CRITICALITY ignore	TYPE CellBasedUETrajectoryPrediction					PRESENCE optional }|
	{ ID id-DataCollectionID							CRITICALITY ignore	TYPE DataCollectionID										PRESENCE optional }|
	{ ID id-CandidateRelayUEInfoList					CRITICALITY reject	TYPE CandidateRelayUEInfoList							PRESENCE optional }|
	{ ID id-SNRelatedQMCInfoAtMN						CRITICALITY ignore	TYPE SNRelatedQMCInfoAtMN								PRESENCE optional }|
	{ ID id-QMCConfigInfo								CRITICALITY ignore	TYPE QMCConfigInfo											PRESENCE optional }|
	{ ID id-MobileIAB-AuthorizationStatus				CRITICALITY reject	TYPE MobileIAB-AuthorizationStatus					PRESENCE optional }|
	{ ID id-EnhancedTraceActivation					CRITICALITY ignore	TYPE EnhancedTraceActivation							PRESENCE optional },
	...
}


[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc88654106][bookmark: _Toc97904462][bookmark: _Toc98868600][bookmark: _Toc105174886][bookmark: _Toc106109723][bookmark: _Toc113825545][bookmark: _Toc146228150]9.3.5	Information Element definitions
-- ASN1START

<<< skip unchanged ASN.1 >>>
	maxnoofThresholdsForExcessPacketDelay,
	maxnoofESNPNs,
	maxnoofSuccessfulPSCellChangeReports,
[bookmark: _Hlk133929443]	maxnoofUEsforRAReportIndications,
	maxnoofPSCellsinCPAC,
	maxnoofCPACexecutioncond,
	maxnoofLBTFailureInformation,
	maxnoofCellsTrajectoryPredict,
	maxnoofCellsTrajectory,
	maxFailedCellMeasObjects,
	maxFailedMeasPerNode,
	maxnoofUEReports,
	maxnoofCandidateRelayUEs,
	maxnoofCAGforMDT,
	maxnoofMDTSNPNs,
	maxnoofSecurityConfigurations,
	maxnoofTraceActivation


FROM XnAP-Constants



<<< skip unchanged ASN.1 >>>
-- E

[bookmark: _Hlk148727365]EnergyCost ::= INTEGER (0..10000, ...)

EnhancedTraceActivation ::= SEQUENCE {
	enhancedTraceActivationList						EnhancedTraceActivationList													OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { { EnhancedTraceActivation-ExtIEs} }	OPTIONAL,
	...
}

EnhancedTraceActivation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


EnhancedTraceActivationList ::= SEQUENCE (SIZE(1..maxnoofTraceActivation)) OF EnhancedTraceActivationListItem


EnhancedTraceActivationListItem ::= SEQUENCE {
	enhancedTraceActivationListItem					TraceActivation,
	iE-Extensions									ProtocolExtensionContainer { { EnhancedTraceActivationListItem-ExtIEs} }		OPTIONAL,
	...
}

EnhancedTraceActivationListItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


EquivalentSNPNs ::= SEQUENCE (SIZE(1..maxnoofESNPNs)) OF SNPNIdentity


E-RAB-ID		::= INTEGER (0..15, ...)


E-UTRAARFCN ::= INTEGER (0..maxEARFCN)
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<<< skip unchanged ASN.1 >>>

maxnoofSuccessfulPSCellChangeReports		INTEGER ::= 64
maxnoofUEsforRAReportIndications			INTEGER ::= 64
maxnoofPSCellsinCPAC						INTEGER ::= 8
maxnoofCPACexecutioncond					INTEGER ::= 2
maxnoofLBTFailureInformation				INTEGER ::= 64
[bookmark: _Hlk148727244]maxnoofCellsTrajectoryPredict				INTEGER ::= 16
maxnoofCellsTrajectory						INTEGER	::=	16
maxFailedCellMeasObjects					INTEGER ::= 124
maxFailedMeasPerNode						INTEGER ::= 124
maxnoofUEReports							INTEGER ::= 16
maxnoofCandidateRelayUEs					INTEGER ::= 32
maxnoofCAGforMDT							INTEGER ::= 256
maxnoofMDTSNPNs								INTEGER ::= 16
maxnoofSecurityConfigurations				INTEGER ::= 8
maxnoofTraceActivation						INTEGER ::= 16


<<< skip unchanged ASN.1 >>>

id-EnergyCost																						ProtocolIE-ID ::= 407
id-UETrajectoryCollectionConfiguration																ProtocolIE-ID ::= 408
id-UEPerformanceCollectionConfiguration																ProtocolIE-ID ::= 409
id-CellMeasurementResultForDataCollection															ProtocolIE-ID ::= 410
id-CellToReportForDataCollection-List																ProtocolIE-ID ::= 411
id-FiveGProSeLayer2Multipath																		ProtocolIE-ID ::= 412
id-FiveGProSeLayer2UEtoUERelay																		ProtocolIE-ID ::= 413
id-FiveGProSeLayer2UEtoUERemote																		ProtocolIE-ID ::= 414
id-CandidateRelayUEInfoList																			ProtocolIE-ID ::= 415
id-NRCellsAndSSBsList																				ProtocolIE-ID ::= 416
id-ActivatedNRCellsAndSSBsList																		ProtocolIE-ID ::= 417
id-ClockQualityReportingControlInfo																	ProtocolIE-ID ::= 418
id-CapabilityForBATAdaptation																		ProtocolIE-ID ::= 419
id-PNI-NPN-AreaScopeofMDT																			ProtocolIE-ID ::= 420
id-PNI-NPNBasedMDT																					ProtocolIE-ID ::= 421
id-SNPN-CellBasedMDT																				ProtocolIE-ID ::= 422
id-SNPN-TAIBasedMDT																					ProtocolIE-ID ::= 423
id-SNPN-IDBasedMDT																					ProtocolIE-ID ::= 424
id-S-CPAC-Request																					ProtocolIE-ID ::= 425
id-S-CPAC-Request-Info																				ProtocolIE-ID ::= 426
id-S-CPAC-ReferenceConfigRequest																	ProtocolIE-ID ::= 427
id-S-CPAC-InterSN-ExecutionNotify																	ProtocolIE-ID ::= 428
id-S-CPAC-dataforwardinginfofromSource																ProtocolIE-ID ::= 429
id-CPACcandidatePSCells-wotherInfo-list																ProtocolIE-ID ::= 430
[bookmark: _Hlk148714863]id-eRedcap-Bcast-Information																		ProtocolIE-ID ::= 431
id-NRPagingLongeDRXInformationforRRCINACTIVE														ProtocolIE-ID ::= 432
id-MBS-AssistanceInformation																		ProtocolIE-ID ::= 433
id-QMCCoordinationRequest																			ProtocolIE-ID ::= 434
id-QMCCoordinationResponse																			ProtocolIE-ID ::= 435
id-QoE-Measurement-Results																			ProtocolIE-ID ::= 436
id-MBSCommServiceType																				ProtocolIE-ID ::= 437
id-AssistanceInformationQoE-Meas																	ProtocolIE-ID ::= 438
id-SNRelatedQMCInfoAtMN																				ProtocolIE-ID ::= 439
id-QoERVQoEReportingPaths																			ProtocolIE-ID ::= 440
id-Src-SN-to-Tgt-SNQMCInfoInquiry																	ProtocolIE-ID ::= 441
id-DirectForwardingPathAvailabilityWithSourceMN														ProtocolIE-ID ::= 442
id-CHO-Maxnoof-CondReconfig																			ProtocolIE-ID ::= 443
id-accessed-PSCellID																				ProtocolIE-ID ::= 444
id-conditional-Reconfig-ToCancel-List																ProtocolIE-ID ::= 445
id-CHOinformation-AddReqAck																			ProtocolIE-ID ::= 446
id-CHO-CPAC-Info																					ProtocolIE-ID ::= 447
id-PDUSetQoSParameters																				ProtocolIE-ID ::= 448
id-N6JitterInformation																				ProtocolIE-ID ::= 449
id-ECNMarkingorCongestionInformationReportingRequest												ProtocolIE-ID ::= 450
id-PDUSetbasedHandlingIndicator																		ProtocolIE-ID ::= 451
id-TAISliceUnavailableCellList																		ProtocolIE-ID ::= 452
id-MobileIAB-AuthorizationStatus																	ProtocolIE-ID ::= 453
id-MIAB-MT-BAP-Address																				ProtocolIE-ID ::= 454
id-MobileIABCell																					ProtocolIE-ID ::= 455
id-EnhancedTraceActivation																			ProtocolIE-ID ::= xxx



END
-- ASN1STOP
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