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[bookmark: _Toc112687947][bookmark: _Toc105657463][bookmark: _Toc106108844]///////////////////////////////////////////////////////////////////////skip unrelated///////////////////////////////////////////////////////////////////////
9.3.1.266	ECN Marking or Congestion Information Reporting Request
This IE indicates to the NG-RAN node to perform ECN marking or to report information for ECN marking or to report congestion information for a QoS Flow.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	[bookmark: _Hlk151067638]CHOICE ECN Marking or Congestion Information Request
	M
	
	
	

	>ECN Marking at RAN 
	
	
	
	

	>>ECN Marking at NG-RAN Request 
	M
	
	ENUMERATED (ul, dl, both, stop, …)
	

	>ECN Marking at UPF 
	
	
	
	

	>>ECN Marking at UPF Request 
	M
	
	ENUMERATED (ul, dl, both, stop, …)
	

	>Congestion Information 
	
	
	
	

	>>Congestion Information Request
	M
	
	ENUMERATED (ul, dl, both, stop, …)
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ECNMarkingorCongestionInformationReportingRequest ::= CHOICE {
	eCNMarkingRequest				ECNMarkingRequest,
	eCNMarkingAtRANRequest			ECNMarkingAtRANRequest,
	eCNMarkingAtUPFRequest			ECNMarkingAtUPFRequest,
	congestionMonitoringRequest		CongestionMonitoringRequest,
	choice-Extensions				ProtocolIE-SingleContainer { {ECNMarkingorCongestionInformationReportingRequest-ExtIEs} }
}

ECNMarkingorCongestionInformationReportingRequest-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}


ECNMarkingRequest ::= ENUMERATED {ul, dl, both, stop, ...}

ECNMarkingAtRANRequest ::= ENUMERATED {ul, dl, both, stop, ...}

ECNMarkingAtUPFRequest ::= ENUMERATED {ul, dl, both, stop, ...}

CongestionMonitoringRequest	::= ENUMERATED {ul, dl, both, stop, ...}
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