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/**********************Start of changes****************************************/
[bookmark: _Toc20955773][bookmark: _Toc29892867][bookmark: _Toc36556804][bookmark: _Toc45832190][bookmark: _Toc51763370][bookmark: _Toc64448533][bookmark: _Toc66289192][bookmark: _Toc74154305][bookmark: _Toc81383049][bookmark: _Toc88657682][bookmark: _Toc97910594][bookmark: _Toc99038233][bookmark: _Toc99730494][bookmark: _Toc105510613][bookmark: _Toc105927145][bookmark: _Toc106109685][bookmark: _Toc113835122][bookmark: _Toc120123965][bookmark: _Toc155980249]8.3.1	UE Context Setup 
[bookmark: _CR8_3_1_1][bookmark: _Toc20955774][bookmark: _Toc29892868][bookmark: _Toc36556805][bookmark: _Toc45832191][bookmark: _Toc51763371][bookmark: _Toc64448534][bookmark: _Toc66289193][bookmark: _Toc74154306][bookmark: _Toc81383050][bookmark: _Toc88657683][bookmark: _Toc97910595][bookmark: _Toc99038234][bookmark: _Toc99730495][bookmark: _Toc105510614][bookmark: _Toc105927146][bookmark: _Toc106109686][bookmark: _Toc113835123][bookmark: _Toc120123966][bookmark: _Toc155980250]8.3.1.1	General
The purpose of the UE Context Setup procedure is to establish the UE Context including, among others, SRB,DRB, BH RLC channel, Uu Relay RLC channel, PC5 Relay RLC channel, and SL DRB configuration. The procedure uses UE-associated signalling.
[bookmark: _CR8_3_1_2][bookmark: _Toc20955775][bookmark: _Toc29892869][bookmark: _Toc36556806][bookmark: _Toc45832192][bookmark: _Toc51763372][bookmark: _Toc64448535][bookmark: _Toc66289194][bookmark: _Toc74154307][bookmark: _Toc81383051][bookmark: _Toc88657684][bookmark: _Toc97910596][bookmark: _Toc99038235][bookmark: _Toc99730496][bookmark: _Toc105510615][bookmark: _Toc105927147][bookmark: _Toc106109687][bookmark: _Toc113835124][bookmark: _Toc120123967][bookmark: _Toc155980251]8.3.1.2	Successful Operation
[image: ]
[bookmark: _Hlk44097902]Figure 8.3.1.2-1: UE Context Setup Request procedure: Successful Operation
<Unchanged part skipped>
If the LTM Complete Configuration Indicator IE set to "complete" is contained in the LTM Configuration IE included in the UE CONTEXT SETUP RESPONSE message, the gNB-CU shall, if supported, consider that the LTM candidate configuration is a complete configuration.
If the Indirect Path Addition IE is contained in the Path Addition Information IE which is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall, if supported, consider that the request concerns the indirect path addition for the MP Remote UE using PC5 link and use it as specified in TS 38.401 [4]. If the N3C Indirect Path Addition IE is contained in the Path Addition Information IE, the gNB-DU shall, if supported, consider that the request concerns the indirect path addition for the MP Remote UE using N3C and use it as specified in TS 38.401 [4].
If the DL LBT Failure Information Request IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU node shall, if supported, consider that the gNB-CU has requested the DL LBT failure information of the UE in the target cell during handover and feedback to the gNB-CU in the DU-CU ACCESS AND MOBILITY INDICATION message when available.
Interaction with UE Inactivity Notification procedure
If the SDT Volume Threshold IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall, if supported, use the information during an SDT transaction to inform the gNB-CU via the UE INACTIVITY NOTIFICATION message as specified in TS 38.401 [4].
/**********************Next change****************************************/
[bookmark: OLE_LINK35][bookmark: OLE_LINK36]8.11.x	DU-CU Access and Mobility Indication
8.11.x.1	General
This procedure is initiated by the gNB-DU to send the Access and Mobility related Information to the gNB-CU.
The procedure uses non-UE-associated signalling.
8.11.x.2	Successful Operation


Figure 8.11.x.2-1: DU-CU Access and Mobility Indication procedure. Successful operation
The DU-CU Access and Mobility Indication procedure is initiated by DU-CU ACCESS AND MOBILITY INDICATION message sent from the gNB-DU to the gNB-CU.
If the DU-CU ACCESS AND MOBILITY INDICATION message contains the DL LBT Failure Information List IE, the gNB-CU shall take it into account for optimisation of mobility parameters.
8.11.2.3	Abnormal Conditions 
Not applicable.
/**********************Next change****************************************/
[bookmark: _Toc20955873][bookmark: _Toc29892985][bookmark: _Toc36556922][bookmark: _Toc45832353][bookmark: _Toc51763606][bookmark: _Toc64448772][bookmark: _Toc66289431][bookmark: _Toc74154544][bookmark: _Toc81383288][bookmark: _Toc88657921][bookmark: _Toc97910833][bookmark: _Toc99038553][bookmark: _Toc99730816][bookmark: _Toc105510945][bookmark: _Toc105927477][bookmark: _Toc106110017][bookmark: _Toc113835454][bookmark: _Toc120124301][bookmark: _Toc155980635]9.2.2.1	UE CONTEXT SETUP REQUEST
This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU  gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	SpCell ID
	M
	
	NR CGI 9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	reject

	Unchanged part skipped

	NR UE Sidelink Aggregate Maximum Bit Rate for A2X
	O
	
	9.3.1.119
	This IE applies only if the UE is authorized for NR A2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate for A2X
	O
	
	9.3.1.118
	This IE applies only if the UE is authorized for LTE A2X services.
	YES
	ignore

	DL LBT Failure Information Request
	O
	
	ENUMERATED (inquiry, …)
	This IE indicates that information on DL LBT Failures occurring at the target gNB-DU during handover execution that results in mobility failure is requested
	YES
	ignore



/**********************Next change****************************************/
9.2.10.x	DU-CU ACCESS AND MOBILITY INDICATION
This message is sent by the gNB-DU to provide access and mobility information to the gNB-CU.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	DL LBT Failure Information List
	
	0..1
	
	
	YES
	ignore

	> DL LBT Failure Information Item
	
	1 .. <maxnoofLBTFailureInformation>
	
	
	
	

	>>DL LBT Failure Information
	M
	
	9.3.1.x
	
	–
	



	Range bound
	Explanation

	[bookmark: OLE_LINK45][bookmark: OLE_LINK46]maxnoofLBTFailureInformation
	Maximum no. of UEs for which LBT Failure Information is provided, the maximum value is 64.



/**********************Next change****************************************/
[bookmark: _Toc155960227]9.3.1.x	DL LBT Failure Information
This IE contains information on DL LBT Failures at the target gNB-DU during handover execution.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UE Assistant Identifier
	M
	
	gNB-CU UE AP ID
9.2.3.16
	

	Number of DL LBT Failures
	O
	
	INTEGER (1..1000,…)
	This IE indicates the number of DL LBT Failures, if available, occurring at the target gNB-DU during handover execution 





	
/**********************Next change****************************************/
[bookmark: _Toc155981124][bookmark: _Toc120124732][bookmark: _Toc113835876][bookmark: _Toc106110434][bookmark: _Toc105927894][bookmark: _Toc105511362][bookmark: _Toc99731227][bookmark: _Toc99038964][bookmark: _Toc97911140][bookmark: _Toc88658228][bookmark: _Toc81383594][bookmark: _Toc74154850][bookmark: _Toc66289737][bookmark: _Toc64449078][bookmark: _Toc51763906][bookmark: _Toc45832584][bookmark: _Toc36557064][bookmark: _Toc29893127][bookmark: _Toc20956001]9.4.3	Elementary Procedure Definitions
-- ASN1START 
-- **************************************************************
--
-- Elementary Procedure definitions
--
-- **************************************************************

F1AP-PDU-Descriptions  { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Descriptions (0)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Criticality,
	ProcedureCode

FROM F1AP-CommonDataTypes
	Reset,
	ResetAcknowledge,
	F1SetupRequest,
<Skip unchanged part>
	MulticastCommonConfigurationRequest,
	MulticastCommonConfigurationResponse,
	MulticastCommonConfigurationRefuse,
	BroadcastTransportResourceRequest，
	DUCUAccessAndMobilityIndication


FROM F1AP-PDU-Contents
	id-Reset,
	id-F1Setup,
	id-gNBDUConfigurationUpdate,
	id-gNBCUConfigurationUpdate,
	id-UEContextSetup,
	id-UEContextRelease,
	id-UEContextModification,
	id-UEContextModificationRequired,
	id-dUCUAccessAndMobilityIndication,

<Skip unchanged part>
	id-MIABF1SetupOutcomeNotification,
	id-MulticastContextNotification,
	id-MulticastCommonConfiguration,
	id-BroadcastTransportResourceRequest


<Skip unchanged part>

F1AP-ELEMENTARY-PROCEDURES-CLASS-2 F1AP-ELEMENTARY-PROCEDURE ::= {	
	errorIndication							|
	uEContextReleaseRequest					|
	dLRRCMessageTransfer					|
	uLRRCMessageTransfer					|
	uEInactivityNotification				|
	privateMessage							|
	initialULRRCMessageTransfer				|
	systemInformationDelivery				|
	paging									|
	notify									|
	pWSRestartIndication					|
	pWSFailureIndication					|
	gNBDUStatusIndication					|
	rRCDeliveryReport						|
	networkAccessRateReduction				|
	traceStart								|
	deactivateTrace							|
	dUCURadioInformationTransfer			|
	cUDURadioInformationTransfer			|
	resourceStatusReporting					|
	accessAndMobilityIndication				|
	referenceTimeInformationReportingControl|
	referenceTimeInformationReport			|
	accessSuccess							|
	cellTrafficTrace						|
	positioningAssistanceInformationControl		|
	positioningAssistanceInformationFeedback	|
	positioningMeasurementReport				|
	positioningMeasurementAbort					|
	positioningMeasurementFailureIndication		|
	positioningMeasurementUpdate				|
	positioningDeactivation						|
	e-CIDMeasurementFailureIndication			|
	e-CIDMeasurementReport						|
	e-CIDMeasurementTermination					|
	positioningInformationUpdate				|
	multicastGroupPaging						|
	broadcastContextReleaseRequest				|
	multicastContextReleaseRequest				|
	pDCMeasurementReport						|
	pDCMeasurementTerminationCommand			|
	pDCMeasurementFailureIndication				|
	measurementActivation						|
	qoEInformationTransfer						|
	posSystemInformationDelivery					|
	dUCUCellSwitchNotification					|
	cUDUCellSwitchNotification					|
	dUCUTAInformationTransfer					|
	cUDUTAInformationTransfer					|
	qoEInformationTransferControl					|
	rachIndication								|
	timingSynchronisationStatusReport				|
	mIABF1SetupTriggering						|
	mIABF1SetupOutcomeNotification				|
	broadcastTransportResourceRequest			|
	dUCUAccessAndMobilityIndication,
	...
}

<Skip unchanged part>
broadcastTransportResourceRequest F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BroadcastTransportResourceRequest
	PROCEDURE CODE			id-BroadcastTransportResourceRequest
	CRITICALITY				reject
}

dUCUAccessAndMobilityIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DUCUAccessAndMobilityIndication
	PROCEDURE CODE			id-dUCUAccessAndMobilityIndication
	CRITICALITY				ignore
}



END
-- ASN1STOP 

/**********************Next change****************************************/
[bookmark: _Toc155981125][bookmark: _Toc120124733][bookmark: _Toc113835877][bookmark: _Toc106110435][bookmark: _Toc105927895][bookmark: _Toc105511363][bookmark: _Toc99731228][bookmark: _Toc99038965][bookmark: _Toc97911141][bookmark: _Toc88658229][bookmark: _Toc81383595][bookmark: _Toc74154851][bookmark: _Toc66289738][bookmark: _Toc64449079][bookmark: _Toc51763907][bookmark: _Toc45832585][bookmark: _Toc36557065][bookmark: _Toc29893128][bookmark: _Toc20956002]9.4.4	PDU Definitions
-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
[bookmark: OLE_LINK51][bookmark: OLE_LINK52]<Skip unchanged part>
[bookmark: _Hlk152270104]	LTEA2XServicesAuthorized,
	NReRedCapUEIndication,
	NRPaginglongeDRXInformationforRRCINACTIVE,
	Cells-With-SSBs-Activated-List,
	Recommended-SSBs-for-Paging-List,
	DLLBTFailureInformationRequest,
	DLLBTFailureInformationList

<Skip unchanged part>
	id-LTEA2XServicesAuthorized,
	id-NRUESidelinkAggregateMaximumBitrateForA2X,
	id-LTEUESidelinkAggregateMaximumBitrateForA2X,
	id-NReRedCapUEIndication,
	id-NRPaginglongeDRXInformationforRRCINACTIVE,
	id-DLLBTFailureInformationRequest,
	id-DLLBTFailureInformationList,


FROM F1AP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerPair{},
	ProtocolIE-SingleContainer{},
	F1AP-PRIVATE-IES,
	F1AP-PROTOCOL-EXTENSION,
	F1AP-PROTOCOL-IES,
	F1AP-PROTOCOL-IES-PAIR

<Skip unchanged part>
UEContextSetupRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID						CRITICALITY ignore	TYPE GNB-DU-UE-F1AP-ID									PRESENCE optional 	}|
	{ ID id-SpCell-ID								CRITICALITY reject	TYPE NRCGI												PRESENCE mandatory	}|
	{ ID id-ServCellIndex							CRITICALITY reject	TYPE ServCellIndex										PRESENCE mandatory	}|
	{ ID id-SpCellULConfigured						CRITICALITY ignore	TYPE CellULConfigured									PRESENCE optional	}|
	{ ID id-CUtoDURRCInformation					CRITICALITY reject	TYPE CUtoDURRCInformation								PRESENCE mandatory}|
	{ ID id-Candidate-SpCell-List					CRITICALITY ignore	TYPE Candidate-SpCell-List							PRESENCE optional	}|
	{ ID id-DRXCycle								CRITICALITY ignore	TYPE DRXCycle											PRESENCE optional	}|
	{ ID id-ResourceCoordinationTransferContainer	CRITICALITY ignore	TYPE ResourceCoordinationTransferContainer		PRESENCE optional	}|
	{ ID id-SCell-ToBeSetup-List					CRITICALITY ignore	TYPE SCell-ToBeSetup-List								PRESENCE optional	}|
	{ ID id-SRBs-ToBeSetup-List						CRITICALITY reject	TYPE SRBs-ToBeSetup-List								PRESENCE optional	}|
	{ ID id-DRBs-ToBeSetup-List						CRITICALITY reject	TYPE DRBs-ToBeSetup-List								PRESENCE optional	}|
	{ ID id-InactivityMonitoringRequest				CRITICALITY reject	TYPE InactivityMonitoringRequest					PRESENCE optional	}|
	{ ID id-RAT-FrequencyPriorityInformation		CRITICALITY reject	TYPE RAT-FrequencyPriorityInformation				PRESENCE optional	}|
	{ ID id-RRCContainer							CRITICALITY ignore	TYPE RRCContainer										PRESENCE optional	}|
	{ ID id-MaskedIMEISV							CRITICALITY ignore	TYPE MaskedIMEISV										PRESENCE optional	}|
	{ ID id-ServingPLMN								CRITICALITY ignore	TYPE PLMN-Identity										PRESENCE optional	}|
	{ ID id-GNB-DU-UE-AMBR-UL						CRITICALITY ignore	TYPE BitRate											PRESENCE conditional }|
	{ ID id-RRCDeliveryStatusRequest				CRITICALITY ignore	TYPE RRCDeliveryStatusRequest						PRESENCE optional }|
	{ ID id-ResourceCoordinationTransferInformation	CRITICALITY ignore	TYPE ResourceCoordinationTransferInformation	PRESENCE optional	}|
	{ ID id-ServingCellMO							CRITICALITY ignore	TYPE ServingCellMO										PRESENCE optional	}|
	{ ID id-new-gNB-CU-UE-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID									PRESENCE optional }|
	{ ID id-RANUEID									CRITICALITY ignore	TYPE RANUEID											PRESENCE optional	}|
	{ ID id-TraceActivation							CRITICALITY ignore	TYPE TraceActivation									PRESENCE optional	}|
	{ ID id-AdditionalRRMPriorityIndex				CRITICALITY ignore	TYPE AdditionalRRMPriorityIndex						PRESENCE optional }|
	{ ID id-BHChannels-ToBeSetup-List				CRITICALITY reject	TYPE BHChannels-ToBeSetup-List						PRESENCE optional	}|
	{ ID id-ConfiguredBAPAddress					CRITICALITY reject	TYPE BAPAddress											PRESENCE optional	}|
	{ ID id-NRV2XServicesAuthorized					CRITICALITY ignore	TYPE NRV2XServicesAuthorized							PRESENCE optional }|
	{ ID id-LTEV2XServicesAuthorized				CRITICALITY ignore	TYPE LTEV2XServicesAuthorized						PRESENCE optional }|
	{ ID id-NRUESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional }|
	{ ID id-LTEUESidelinkAggregateMaximumBitrate	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate		PRESENCE optional }|
	{ ID id-PC5LinkAMBR								CRITICALITY ignore	TYPE BitRate											PRESENCE optional}|
	{ ID id-SLDRBs-ToBeSetup-List					CRITICALITY reject	TYPE SLDRBs-ToBeSetup-List							PRESENCE optional	}|
	{ ID id-ConditionalInterDUMobilityInformation	CRITICALITY reject	TYPE ConditionalInterDUMobilityInformation		PRESENCE optional}|
	{ ID id-ManagementBasedMDTPLMNList				CRITICALITY ignore	TYPE 		MDTPLMNList									PRESENCE optional }|
	{ ID id-ServingNID								CRITICALITY reject	TYPE NID												PRESENCE optional }|
	{ ID id-F1CTransferPath							CRITICALITY reject	TYPE F1CTransferPath									PRESENCE optional }|
	{ ID id-F1CTransferPathNRDC						CRITICALITY reject	TYPE F1CTransferPathNRDC								PRESENCE optional }|
	{ ID id-MDTPollutedMeasurementIndicator			CRITICALITY ignore	TYPE MDTPollutedMeasurementIndicator				PRESENCE optional }|
	{ ID id-SCGActivationRequest					CRITICALITY ignore	TYPE SCGActivationRequest								PRESENCE optional }|
	{ ID id-CG-SDTSessionInfoOld					CRITICALITY ignore	TYPE CG-SDTSessionInfo									PRESENCE optional }|
	{ ID id-FiveG-ProSeAuthorized					CRITICALITY ignore	TYPE FiveG-ProSeAuthorized							PRESENCE optional }|
	{ ID id-FiveG-ProSeUEPC5AggregateMaximumBitrate	CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional }|
	{ ID id-FiveG-ProSePC5LinkAMBR					CRITICALITY ignore	TYPE BitRate											PRESENCE optional}|
	{ ID id-UuRLCChannelToBeSetupList				CRITICALITY reject	TYPE UuRLCChannelToBeSetupList						PRESENCE optional}|
	{ ID id-PC5RLCChannelToBeSetupList				CRITICALITY reject	TYPE PC5RLCChannelToBeSetupList						PRESENCE optional}|
	{ ID id-PathSwitchConfiguration					CRITICALITY ignore	TYPE PathSwitchConfiguration				 			PRESENCE optional	}|
	{ ID id-GNBDUUESliceMaximumBitRateList			CRITICALITY ignore  TYPE GNBDUUESliceMaximumBitRateList 				PRESENCE optional }|
	{ ID id-MulticastMBSSessionSetupList			CRITICALITY reject	TYPE MulticastMBSSessionList							PRESENCE optional }|
	{ ID id-UE-MulticastMRBs-ToBeSetup-List			CRITICALITY reject	TYPE UE-MulticastMRBs-ToBeSetup-List				PRESENCE optional	}|
	{ ID id-ServingCellMO-List						CRITICALITY ignore	TYPE ServingCellMO-List									PRESENCE optional	}|
	{ ID id-NetworkControlledRepeaterAuthorized		CRITICALITY ignore	TYPE NetworkControlledRepeaterAuthorized			PRESENCE optional	}|
	{ ID id-SDT-Volume-Threshold						CRITICALITY ignore	TYPE SDT-Volume-Threshold								PRESENCE optional  }|
	{ ID id-LTMInformation-Setup					CRITICALITY reject	TYPE LTMInformation-Setup								PRESENCE optional	}|
	{ ID id-LTMConfigurationIDMappingList			CRITICALITY reject	TYPE LTMConfigurationIDMappingList					PRESENCE optional	}|
	{ ID id-EarlySyncInformation-Request			CRITICALITY ignore	TYPE EarlySyncInformation-Request					PRESENCE optional	}|	
	{ ID id-Source-gNB-DU-ID						CRITICALITY reject	TYPE GNB-DU-ID											PRESENCE optional	}|
	{ ID id-PathAdditionInformation				CRITICALITY ignore	TYPE PathAdditionInformation							PRESENCE optional}|
	{ ID id-NRA2XServicesAuthorized					CRITICALITY ignore	TYPE NRA2XServicesAuthorized							PRESENCE optional }|
	{ ID id-LTEA2XServicesAuthorized				CRITICALITY ignore	TYPE LTEA2XServicesAuthorized								PRESENCE optional }|
	{ ID id-NRUESidelinkAggregateMaximumBitrateForA2X		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate		PRESENCE optional }|
	{ ID id-LTEUESidelinkAggregateMaximumBitrateForA2X	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate		PRESENCE optional }|
	{ ID id-DLLBTFailureInformationRequest			CRITICALITY ignore	TYPE DLLBTFailureInformationRequest				PRESENCE optional },
	...
} 

<Skip unchanged part>

-- **************************************************************
--
-- Timing Synchronisation Status Reporting Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- TIMING SYNCHRONISATION STATUS REPORT
--
-- **************************************************************

TimingSynchronisationStatusReport::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ TimingSynchronisationStatusReport-IEs}},
	...
}

TimingSynchronisationStatusReport-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-RANTimingSynchronisationStatusInfo				CRITICALITY ignore	TYPE RANTimingSynchronisationStatusInfo							PRESENCE mandatory },
	...
}

-- **************************************************************
--
--  DU-CU Access And Mobility Indication ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- DU-CU Access And Mobility Indication 
--
-- **************************************************************

[bookmark: OLE_LINK114]DUCUAccessAndMobilityIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { DUCUAccessAndMobilityIndicationIEs} },
	...
}

DUCUAccessAndMobilityIndicationIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory }|
	{ ID id-DLLBTFailureInformationList				CRITICALITY ignore	TYPE DLLBTFailureInformationList	PRESENCE optional},
	...
}


END
-- ASN1STOP 
/**********************Next change****************************************/

[bookmark: _Toc155981126][bookmark: _Toc120124734][bookmark: _Toc113835878][bookmark: _Toc106110436][bookmark: _Toc105927896][bookmark: _Toc105511364][bookmark: _Toc99731229][bookmark: _Toc99038966][bookmark: _Toc97911142][bookmark: _Toc88658230][bookmark: _Toc81383596][bookmark: _Toc74154852][bookmark: _Toc66289739][bookmark: _Toc64449080][bookmark: _Toc51763908][bookmark: _Toc45832586][bookmark: _Toc36557066][bookmark: _Toc29893129][bookmark: _Toc20956003]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<Skip unchanged part>

	maxnoofSuccessfulPSCellChangeReports,
	maxnoofPeriodicities,
	maxnoofThresholdMBS,
	maxMBSSessionsinSessionInfoList,
	maxnoofLBTFailureInformation


<Skip unchanged part>

DynamicPQIDescriptor	::= SEQUENCE {
	resourceType						ENUMERATED {gbr, non-gbr, delay-critical-grb, ...}	OPTIONAL,
	qoSPriorityLevel					INTEGER (1..8, ...),
	packetDelayBudget					PacketDelayBudget,
	packetErrorRate						PacketErrorRate,
	averagingWindow 					AveragingWindow										OPTIONAL,
	-- C-ifGBRflow: This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.
	maxDataBurstVolume					MaxDataBurstVolume									OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { DynamicPQIDescriptor-ExtIEs } } OPTIONAL
}

DynamicPQIDescriptor-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: OLE_LINK61][bookmark: OLE_LINK62][bookmark: OLE_LINK41][bookmark: OLE_LINK44]DLLBTFailureInformationRequest 	::= ENUMERATED {inquiry, ...}
DLLBTFailureInformationList		::= SEQUENCE (SIZE(1.. maxnoofLBTFailureInformation)) OF DLLBTFailureInformationList-Item

DLLBTFailureInformationList-Item::= SEQUENCE {
	uEAssistantIdentifier		GNB-CU-UE-F1AP-ID,
	numberOfDLLBTFailures		INTEGER (1..1000,...)							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { DLLBTFailureInformationList-Item-ExtIEs} }	OPTIONAL,
	...
}

DLLBTFailureInformationList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


/**********************Next change****************************************/
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-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

F1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
<Skip unchanged part>
id-MIABF1SetupOutcomeNotification			ProcedureCode ::= 91
id-MulticastContextNotification 			ProcedureCode ::= 92
id-MulticastCommonConfiguration				ProcedureCode ::= 93
id-BroadcastTransportResourceRequest		ProcedureCode ::= 94
id-DUCUAccessAndMobilityIndication			ProcedureCode ::= xx

<Skip unchanged part>

maxnoofUEsInQMCTransferControlMessage	INTEGER ::= 512
maxnoofUEsforRAReportIndications		INTEGER ::= 64
maxnoofSuccessfulPSCellChangeReports	INTEGER ::= 64
maxnoofPeriodicities					INTEGER ::= 8
maxnoofThresholdMBS						INTEGER ::= 64
maxMBSSessionsinSessionInfoList			INTEGER ::= 1024
maxnoofLBTFailureInformation			INTEGER ::= 64

<Skip unchanged part>
id-ECNMarkingorCongestionInformationReportingStatus	ProtocolIE-ID ::= 778
id-NRA2XServicesAuthorized							ProtocolIE-ID ::= 779
id-LTEA2XServicesAuthorized							ProtocolIE-ID ::= 780
id-NRUESidelinkAggregateMaximumBitrateForA2X		ProtocolIE-ID ::= 781
id-LTEUESidelinkAggregateMaximumBitrateForA2X		ProtocolIE-ID ::= 782
id-NReRedCapUEIndication 							ProtocolIE-ID ::= 783
id-ERedcap-Bcast-Information 						ProtocolIE-ID ::= 784
id-NRPaginglongeDRXInformationforRRCINACTIVE		ProtocolIE-ID ::= 785
id-DLLBTFailureInformationRequest					ProtocolIE-ID ::= XXX
id-DLLBTFailureInformationList						ProtocolIE-ID ::= YYY


END
-- ASN1STOP 

/**********************End of changes****************************************/
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