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CHANGES START
.
2.3.115	TSC Assistance Information
This IE provides the TSC assistance information for a TSC QoS flow in the uplink or downlink (see TS 23.501 [7]). 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Periodicity
	M
	
	9.2.3.116
	Periodicity as specified in TS 23.501 [7].
	–
	

	Burst Arrival Time
	O
	
	9.2.3.117
	Burst Arrival Time as specified in TS 23.501 [7].
	–
	

	Survival Time
	O
	
	9.2.3.152
	
	YES
	ignore

	Capability for BAT Adaptation
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore




<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc88654106][bookmark: _Toc97904462][bookmark: _Toc98868600][bookmark: _Toc105174886][bookmark: _Toc106109723][bookmark: _Toc113825545][bookmark: _Toc155960266]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

	id-FiveGProSeLayer2Multipath,
	id-FiveGProSeLayer2UEtoUERelay,
	id-FiveGProSeLayer2UEtoUERemote,
	id-ClockQualityReportingControlInfo,
	id-CapabilityForBATAdaptation,
	id-PNI-NPNBasedMDT,
	id-PNI-NPN-AreaScopeofMDT,
	id-SNPN-CellBasedMDT,


<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


CapabilityForBATAdaptation ::= ENUMERATED {true, ...}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


TSCAssistanceInformation ::= SEQUENCE {
	periodicity			INTEGER (0.. 640000, ...),
	burstArrivalTime	OCTET STRING				OPTIONAL,
	ie-Extension 			ProtocolExtensionContainer { { TSCAssistanceInformation-ExtIEs} } OPTIONAL,
	...	
}

TSCAssistanceInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{	ID id-SurvivalTime						CRITICALITY ignore	EXTENSION SurvivalTime							PRESENCE optional}|
	{	ID id-CapabilityForBATAdaptation		CRITICALITY ignore	EXTENSION CapabilityForBATAdaptation		PRESENCE optional}|
	{	ID id-N6JitterInformation				CRITICALITY ignore	EXTENSION N6JitterInformation					PRESENCE optional},
	...
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc20955410][bookmark: _Toc29991618][bookmark: _Toc36556021][bookmark: _Toc44497806][bookmark: _Toc45108193][bookmark: _Toc45901813][bookmark: _Toc51850894][bookmark: _Toc56693898][bookmark: _Toc64447442][bookmark: _Toc66286936][bookmark: _Toc74151634][bookmark: _Toc88654108][bookmark: _Toc97904464][bookmark: _Toc98868602][bookmark: _Toc105174888][bookmark: _Toc106109725][bookmark: _Toc113825547][bookmark: _Toc155960268]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


id-FiveGProSeLayer2UEtoUERemote																		ProtocolIE-ID ::= 414
id-CandidateRelayUEInfoList																			ProtocolIE-ID ::= 415
id-NRCellsAndSSBsList																				ProtocolIE-ID ::= 416
id-ActivatedNRCellsAndSSBsList																		ProtocolIE-ID ::= 417
id-ClockQualityReportingControlInfo																	ProtocolIE-ID ::= 418
id-CapabilityForBATAdaptation																		ProtocolIE-ID ::= 419
id-PNI-NPN-AreaScopeofMDT																			ProtocolIE-ID ::= 420
id-PNI-NPNBasedMDT																					ProtocolIE-ID ::= 421
id-SNPN-CellBasedMDT																				ProtocolIE-ID ::= 422

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
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