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<Start of changes>
[bookmark: _Toc534903041][bookmark: _Toc51775903][bookmark: _Toc56772925][bookmark: _Toc64447554][bookmark: _Toc74152210][bookmark: _Toc88654063][bookmark: _Toc99056112][bookmark: _Toc99959045][bookmark: _Toc105612221][bookmark: _Toc106109437][bookmark: _Toc112766329][bookmark: _Toc113379245][bookmark: _Toc120091798][bookmark: _Toc155982712]8.2.1.2	Successful Operation


Figure 8.2.1.2-1: E-CID Measurement Initiation procedure, successful operation
The LMF initiates the procedure by sending an E-CID MEASUREMENT INITIATION REQUEST message. If the NG-RAN node is able to initiate the requested E-CID measurements, it shall reply with the E-CID MEASUREMENT INITIATION RESPONSE message.
The Measured Results IE shall be included in the E-CID Measurement Result IE of the E-CID MEASUREMENT INITIATION RESPONSE message when measurement results other than the "Cell-ID" have been requested.
If the Report Characteristics IE is set to "OnDemand", the NG-RAN node shall return the result of the measurement in the E-CID MEASUREMENT INITIATION RESPONSE message including, if available, the NG-RAN Access Point Position IE or the Geographical Coordinates IE in the E-CID Measurement Result IE, and the LMF shall consider that the E-CID measurements for the UE has been terminated by the NG-RAN node. If available, the NG-RAN node shall include the Cell Portion ID IE, the Time Stamp IE and the Measurement Quality IE in the E-CID MEASUREMENT INITIATION RESPONSE message. Upon reception of the Cell Portion ID IE, the LMF may use the value as the cell portion for the measurement. If the Report Characteristics IE is set to "OnDemand" and the Inter-RAT Measurement Quantities IE is included in the E-CID MEASUREMENT INITIATION REQUEST message, the NG-RAN node shall, if supported, provide the corresponding measurements, if available in the NG-RAN node, in the Inter-RAT Measurement Result IE in E-CID MEASUREMENT INITIATION RESPONSE message. If the Report Characteristics IE is set to "OnDemand" and the WLAN Measurement Quantities IE is included in the E-CID MEASUREMENT INITIATION REQUEST message, the NG-RAN node shall, if supported, provide the corresponding measurements, if available in the NG-RAN node, in the WLAN Measurement Result IE in E-CID MEASUREMENT INITIATION RESPONSE message. 
If the Report Characteristics IE is set to "Periodic", the NG-RAN node shall initiate the requested measurements and shall reply with the E-CID MEASUREMENT INITIATION RESPONSE message without including either the E-CID Measurement Result IE or the Cell Portion ID IE or the Time Stamp IE or the Measurement Quality IE in this message. The NG-RAN node shall then periodically initiate the E-CID Measurement Report procedure for the measurements, with the requested reporting periodicity.
<NEXT CHANGE>
[bookmark: _Toc105612229][bookmark: _Toc106109445][bookmark: _Toc112766337][bookmark: _Toc113379253][bookmark: _Toc120091806][bookmark: _Toc155982720]8.2.3	E-CID Measurement Report
[bookmark: _CR8_2_3_1][bookmark: _Toc534903048][bookmark: _Toc51775910][bookmark: _Toc56772932][bookmark: _Toc64447561][bookmark: _Toc74152217][bookmark: _Toc88654070][bookmark: _Toc99056119][bookmark: _Toc99959052][bookmark: _Toc105612230][bookmark: _Toc106109446][bookmark: _Toc112766338][bookmark: _Toc113379254][bookmark: _Toc120091807][bookmark: _Toc155982721]8.2.3.1	General
The purpose of E-CID Measurement Report procedure is for the NG-RAN node to provide the E-CID measurements for the UE to the LMF.
[bookmark: _CR8_2_3_2][bookmark: _Toc534903049][bookmark: _Toc51775911][bookmark: _Toc56772933][bookmark: _Toc64447562][bookmark: _Toc74152218][bookmark: _Toc88654071][bookmark: _Toc99056120][bookmark: _Toc99959053][bookmark: _Toc105612231][bookmark: _Toc106109447][bookmark: _Toc112766339][bookmark: _Toc113379255][bookmark: _Toc120091808][bookmark: _Toc155982722]8.2.3.2	Successful Operation


Figure 8.2.3.2-1: E-CID Measurement Report procedure, successful operation
The NG-RAN node initiates the procedure by sending an E-CID MEASUREMENT REPORT message. The E-CID MEASUREMENT REPORT message contains the E-CID measurement results according to the measurement configuration in the respective E-CID MEASUREMENT INITIATION REQUEST message.
The Measured Results IE shall be included in the E-CID Measurement Result IE of the E-CID MEASUREMENT REPORT message when measurement results other than the "Cell-ID" have been requested.
If available, the NG-RAN node shall include the NG-RAN Access Point Position IE or the Geographical Coordinates IE which is the configured estimated serving antenna position in the E-CID Measurement Result IE within the E-CID MEASUREMENT REPORT message. Upon reception of this NG-RAN Access Point Position IE, the LMF may use the value as the geographical position of the NG-RAN access point.
If available, the NG-RAN node shall include the Cell Portion ID IE in the E-CID MEASUREMENT REPORT message. Upon reception of the Cell Portion ID IE, the LMF may use the value as the cell portion for the measurement.
If available, the NG-RAN node shall include the Mobile Access Point Location Information IE in the E-CID MEASUREMENT REPORT message. Upon reception of the Mobile Access Point Location Information IE, the LMF may use the value as the location information of the mobile NG-RAN access point that is associated to the mobile TRP.
If available, the NG-RAN node shall include the Time Stamp IE in the E-CID Measurement Result IE in the E-CID MEASUREMENT REPORT message. The LMF may use the value as the time stamp of the measurement.
If available, the NG-RAN node shall include the Measurement Quality IE in the E-CID Measurement Result IE in the E-CID MEASUREMENT REPORT message. the LMF may use the value as the measurement quality of the measurement.

<NEXT CHANGE>


[bookmark: _Toc534903085][bookmark: _Toc51776024][bookmark: _Toc56773046][bookmark: _Toc64447675][bookmark: _Toc74152331][bookmark: _Toc88654184][bookmark: _Toc99056253][bookmark: _Toc99959186][bookmark: _Toc105612372][bookmark: _Toc106109588][bookmark: _Toc112766480][bookmark: _Toc113379396][bookmark: _Toc120091949][bookmark: _Toc155982863]9.2.5	E-CID Measurement Result
The purpose of the E-CID Measurement Result information element is to provide the E-CID measurement result.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Serving Cell ID
	M
	
	NG-RAN CGI
9.2.6
	NG-RAN Cell Identifier of the serving cell
	-
	

	Serving Cell TAC
	M
	
	TAC
9.2.11
	Tracking Area Code of the serving cell
	-
	

	NG-RAN Access Point Position
	O
	
	9.2.10
	The configured estimated geographical position of the antenna of the cell.
If the Geographical Coordinates IE is used, the NG-RAN Access Point Position IE shall be ignored.
	-
	

	Measured Results
	
	0..1
	
	Measurement results of the serving RAT.
	-
	

	>CHOICE Measured Results Value
	
	1 ..<maxnoMeas>
	
	
	-
	

	>>Value Angle of Arrival EUTRA
	
	
	INTEGER (0..719)
	According to mapping in TS 36.133 [9]
	
	

	>>Value Timing Advance Type 1 EUTRA
	
	
	INTEGER (0..7690)
	As defined in TS 36.214 [17]
	
	

	>>Value Timing Advance Type 2 EUTRA
	
	
	INTEGER (0..7690)
	As defined in TS 36.214 [17]
	
	

	>>Result RSRP EUTRA
	
	
	
	
	
	

	>>>Result RSRP EUTRA Item
	
	1 .. <maxCellReport> 
	
	
	-
	

	>>>>PCI EUTRA
	M
	
	INTEGER (0..503)
	Physical Cell Identifier of the reported E-UTRA cell
	-
	

	>>>>EARFCN
	M
	
	INTEGER (0.. 262143, …)
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 36.104 [7]
	-
	

	>>>>CGI EUTRA
	O
	
	9.2.7
	Cell Global Identifier of the reported E-UTRA cell
	-
	

	>>>>Value RSRP EUTRA
	M
	
	INTEGER (0..97, …)
	
	-
	

	>>Result RSRQ EUTRA
	
	
	
	
	
	

	>>>Result RSRQ EUTRA Item
	
	1 .. <maxCellReport>
	
	
	-
	

	>>>>PCI EUTRA
	M
	
	INTEGER (0..503)
	Physical Cell Identifier of the reported E-UTRA cell
	-
	

	>>>>EARFCN
	M
	
	INTEGER (0..262143, …)
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 36.104 [7]
	-
	

	>>>>CGI EUTRA
	O
	
	9.2.7
	Cell Global Identifier of the reported E-UTRA cell
	-
	

	>>>>Value RSRQ EUTRA
	M
	
	INTEGER (0..34, …)
	
	-
	

	>>Result SS-RSRP
	
	
	
	
	YES
	ignore

	>>>Result SS-RSRP Item
	
	1 .. <maxCellReportNR>
	
	
	-
	

	>>>>NR PCI
	M
	
	INTEGER (0..1007)
	
	-
	

	>>>>NR ARFCN
	M
	
	INTEGER (0..3279165)
	
	-
	

	>>>>NR CGI
	O
	
	9.2.9
	
	-
	

	>>>>Value SS-RSRP Cell
	O
	
	INTEGER (0..127)
	SS-RSRP measurement aggregated at cell level
	-
	

	>>>>SS-RSRP per SSB Resource
	
	0..1
	
	
	-
	

	>>>>>SS-RSRP per SSB Resource Item
	
	1 .. <maxIndexesReport>
	
	
	-
	

	>>>>>>SSB Index
	M
	
	INTEGER (0..63)
	
	-
	

	>>>>>>Value SS-RSRP
	M
	
	INTEGER (0..127)
	SS-RSRP measurement per SSB resource
	-
	

	>>Result SS-RSRQ
	
	
	
	
	YES
	ignore

	>>>ResultSS-RSRQ-Item
	
	1 .. <maxCellReportNR>
	
	
	-
	

	>>>>NR PCI
	M
	
	INTEGER (0..1007)
	
	-
	

	>>>>NR ARFCN
	M
	
	INTEGER (0..3279165)
	
	-
	

	>>>>NR CGI
	O
	
	9.2.9
	
	-
	

	>>>>Value SS-RSRQ Cell
	O
	
	INTEGER (0..127)
	SS-RSRQ measurement aggregated at cell level
	-
	

	>>>>SS-RSRQ per SSB Resource
	
	0..1
	
	
	-
	

	>>>>>SS-RSRQ PerSSB Resource Item
	
	1 .. <maxIndexesReport>
	
	
	-
	

	>>>>>>SSB Index
	M
	
	INTEGER (0..63)
	
	-
	

	>>>>>>Value SS-RSRQ
	M
	
	INTEGER (0..127)
	SS-RSRQ measurement per SSB resource
	-
	

	>>Result CSI-RSRP
	
	
	
	
	YES
	ignore

	>>>Result CSI-RSRP Item
	
	1 .. <maxCellReportNR>
	
	
	-
	

	>>>>NR PCI
	M
	
	INTEGER (0..1007)
	
	-
	

	>>>>NR ARFCN
	M
	
	INTEGER (0..3279165)
	
	-
	

	>>>>NR CGI
	O
	
	9.2.9
	
	-
	

	>>>>Value CSI-RSRP Cell
	O
	
	INTEGER (0..127)
	CSI-RSRP measurement aggregated at cell level
	-
	

	>>>>CSI-RSRP per CSI-RS Resource
	
	0..1
	
	
	-
	

	>>>>>CSI-RSRP per CSI-RS Resource Item
	
	1.. <maxIndexesReport>
	
	
	-
	

	>>>>>>CSI-RS Index
	M
	
	INTEGER (0..95)
	
	-
	

	>>>>>>Value CSI-RSRP
	M
	
	INTEGER (0..127)
	CSI-RSRP measurement per CSI-RS resource
	-
	

	>>Result CSI-RSRQ
	
	
	
	
	YES
	ignore

	>>>Result CSI-RSRQ Item
	
	1 .. <maxCellReportNR>
	
	
	-
	

	>>>>NR PCI
	M
	
	INTEGER (0..1007)
	
	-
	

	>>>>NR ARFCN
	M
	
	INTEGER (0..3279165)
	
	-
	

	>>>>NR CGI
	O
	
	9.2.9
	
	-
	

	>>>>Value CSI-RSRQ Cell
	O
	
	INTEGER (0..127)
	CSI-RSRQ measurement aggregated at cell level
	-
	

	>>>>CSI-RSRQ per CSI-RS Resource
	
	0..1
	
	
	-
	

	>>>>>CSI-RSRQ per CSI-RS Resource Item
	
	1 .. <maxIndexesReport>
	
	
	-
	

	>>>>>>CSI-RS Index
	M
	
	INTEGER (0..95)
	
	-
	

	>>>>>>Value CSI-RSRQ
	M
	
	INTEGER (0..127)
	CSI-RSRQ measurement per CSI-RS resource
	-
	

	>>Angle of Arrival NR
	
	
	UL Angle of Arrival
9.2.38
	
	YES
	ignore

	>>Value Timing Advance NR
	
	
	INTEGER (0.. 7690)
	As defined in TS 38.215 [19] 
	YES
	ignore

	Geographical Coordinates
	O
	
	9.2.46
	
	YES
	ignore

	Mobile Access Point Location Information
	O
	
	Mobile TRP Location Information
9.2.88
	The location information of the mobile access point of the cell that is associated to the mobile TRP.
	YES
	ignore

	Time Stamp
	O
	
	9.2.42
	
	YES
	ignore

	Measurement Quality
	O
	
	9.2.43
	
	YES
	ignore



	Range bound
	Explanation

	maxnoMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 64.

	maxCellReport
	Maximum no. of cells that can be reported with one message. Value is 9.

	maxCellReportNR
	Maximum no. of NR cells that can be reported with one message. Value is 9.

	maxIndexesReport
	Maximum no. of beam level measurement results that can be reported with one message. Value is 64.



<NEXT CHANGE>
[bookmark: _Toc534903103][bookmark: _Toc51776082][bookmark: _Toc56773104][bookmark: _Toc64447734][bookmark: _Toc74152390][bookmark: _Toc88654244][bookmark: _Toc99056335][bookmark: _Toc99959268][bookmark: _Toc105612454][bookmark: _Toc106109670][bookmark: _Toc112766563][bookmark: _Toc113379479][bookmark: _Toc120092035][bookmark: _Toc155982952]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NRPPA-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-MeasurementQuantities-Item,
[bookmark: _Hlk50146160][bookmark: _Hlk50051367]	id-CGI-NR,
	id-SFNInitialisationTime-NR,
	id-GeographicalCoordinates,
	id-ResultSS-RSRP,
	id-ResultSS-RSRQ,
	id-ResultCSI-RSRP,
	id-ResultCSI-RSRQ,
	id-AngleOfArrivalNR,
	id-ResultNR,
	id-ResultEUTRA,
	maxCellinRANnode,
	maxCellReport,
	maxNrOfErrors,
	maxNoMeas,
	maxnoOTDOAtypes,
	maxServCell,
	id-OtherRATMeasurementQuantities-Item,
	id-WLANMeasurementQuantities-Item,
	maxGERANMeas,
	maxUTRANMeas,
	maxWLANchannels,
	maxnoFreqHoppingBandsMinusOne,
[bookmark: _Hlk50051846][bookmark: _Hlk50146182]	id-TDD-Config-EUTRA-Item,
	maxNrOfPosSImessage,
	maxnoAssistInfoFailureListItems,
	maxNrOfSegments,
	maxNrOfPosSIBs,
	maxnoPosMeas,
	maxnoTRPs,
	maxnoTRPInfoTypes,
	maxNoOfMeasTRPs,
	maxNoPath,
	maxnoofAngleInfo,
	maxnolcs-gcs-translation,
	maxnoBcastCell,
[bookmark: _Hlk42766711]	maxnoSRSTriggerStates,
	maxnoSpatialRelations,
	maxNRMeas,
	maxEUTRAMeas,
	maxIndexesReport,
	maxCellReportNR,
	maxnoSRS-Carriers,
	maxnoSCSs,
	maxnoSRS-Resources,
	maxnoSRS-PosResources,
	maxnoSRS-ResourceSets,
	maxnoSRS-ResourcePerSet,
	maxnoSRS-PosResourceSets,
	maxnoSRS-PosResourcePerSet,
	maxPRS-ResourceSets,
	maxPRS-ResourcesPerSet,
	maxNoSSBs,
	maxnoofPRSresourceSet,
	maxnoofPRSresource,
	maxnoofULAoAs,
	maxNoPathExtended,
	maxnoARPs,
	maxnoTRPTEGs,
	maxnoUETEGs,
	maxFreqLayers,
	maxnoPRSTRPs,
	maxNumResourcesPerAngle,
[bookmark: _Hlk96616442]	maxnoAzimuthAngles,
	maxnoElevationAngles,
	id-Cell-ID,
	id-TRPInformationTypeItem,
	id-SrsFrequency,
	id-TRPType,
	id-SRSSpatialRelationPerSRSResource,
	id-PRS-Resource-ID,
	id-OnDemandPRS,
	id-AoA-SearchWindow,
	id-ZoA,
	id-MultipleULAoA,
	id-UL-SRS-RSRPP,
	id-SRSResourcetype,
	id-ExtendedAdditionalPathList,
	id-ARPLocationInfo,
	id-ARP-ID,
	id-LoS-NLoSInformation,
	id-NumberOfTRPRxTEG,
	id-NumberOfTRPRxTxTEG,
	id-TRPTxTEGAssociation,
	id-TRPTEGInformation,
	id-TRP-Rx-TEGInformation,
	id-TRPBeamAntennaInformation,
	id-NR-TADV,
	id-pathPower,
	id-SRSPortIndex,
	id-UETxTimingErrorMargin,
	id-nrofSymbolsExtended,
	id-repetitionFactorExtended,
	id-StartRBHopping,
	id-StartRBIndex,
	id-transmissionCombn8,
	id-ExtendedResourceSymbolOffset,
	id-Mobile-TRP-LocationInformation,
	id-Mobile-IAB-MT-UE-ID,
	id-MobileAccessPointLocation,
	id-CommonTAParameters,
	id-timeStamp,
	id-measurementQuality

<NEXT CHANGE>
MeasurementQuantitiesValue ::= ENUMERATED {
	cell-ID,
	angleOfArrival,
	timingAdvanceType1,
	timingAdvanceType2,
	rSRP,
	rSRQ,
	... ,
	sS-RSRP,
	sS-RSRQ,
	cSI-RSRP,
	cSI-RSRQ,
	angleOfArrivalNR,
	timingAdvanceNR
}

<NEXT CHANGE>
-- E

[bookmark: _Hlk515361362]E-CID-MeasurementResult ::= SEQUENCE {
	servingCell-ID					NG-RAN-CGI,
	servingCellTAC					TAC,
	nG-RANAccessPointPosition		NG-RANAccessPointPosition	OPTIONAL,
	measuredResults					MeasuredResults				OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { E-CID-MeasurementResult-ExtIEs} } OPTIONAL,
	...
}

E-CID-MeasurementResult-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-GeographicalCoordinates	CRITICALITY ignore	EXTENSION GeographicalCoordinates PRESENCE optional}|
	{ ID id-MobileAccessPointLocation	CRITICALITY ignore EXTENSION Mobile-TRP-LocationInformation	PRESENCE optional }|
	{ ID id-timeStamp			CRITICALITY ignore	EXTENSION TimeStamp 			PRESENCE optional}|
	{ ID id-measurementQuality	CRITICALITY ignore	EXTENSION TrpMeasurementQuality	PRESENCE optional},
	...
}


<NEXT CHANGE>
[bookmark: _Toc534903105][bookmark: _Toc51776084][bookmark: _Toc56773106][bookmark: _Toc64447736][bookmark: _Toc74152392][bookmark: _Toc88654246][bookmark: _Toc99056337][bookmark: _Toc99959270][bookmark: _Toc105612456][bookmark: _Toc106109672][bookmark: _Toc112766565][bookmark: _Toc113379481][bookmark: _Toc120092037][bookmark: _Toc155982954]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NRPPA-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	ProcedureCode,
	ProtocolIE-ID
FROM NRPPA-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-errorIndication												ProcedureCode ::= 0
id-privateMessage												ProcedureCode ::= 1
id-e-CIDMeasurementInitiation									ProcedureCode ::= 2
id-e-CIDMeasurementFailureIndication							ProcedureCode ::= 3
id-e-CIDMeasurementReport										ProcedureCode ::= 4
id-e-CIDMeasurementTermination									ProcedureCode ::= 5
id-oTDOAInformationExchange										ProcedureCode ::= 6
[bookmark: _Hlk50053256]id-assistanceInformationControl									ProcedureCode ::= 7
id-assistanceInformationFeedback								ProcedureCode ::= 8
id-positioningInformationExchange								ProcedureCode ::= 9
id-positioningInformationUpdate									ProcedureCode ::= 10
id-Measurement													ProcedureCode ::= 11
id-MeasurementReport											ProcedureCode ::= 12
id-MeasurementUpdate											ProcedureCode ::= 13
id-MeasurementAbort												ProcedureCode ::= 14
id-MeasurementFailureIndication									ProcedureCode ::= 15
id-tRPInformationExchange										ProcedureCode ::= 16
id-positioningActivation										ProcedureCode ::= 17
id-positioningDeactivation										ProcedureCode ::= 18
id-pRSConfigurationExchange										ProcedureCode ::= 19
id-measurementPreconfiguration									ProcedureCode ::= 20
id-measurementActivation										ProcedureCode ::= 21

-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxNrOfErrors								INTEGER ::= 256
maxCellinRANnode							INTEGER ::= 3840
[bookmark: _Hlk50053312]maxIndexesReport							INTEGER ::= 64
maxNoMeas									INTEGER ::= 64
maxCellReport								INTEGER ::= 9
[bookmark: _Hlk50053328]maxCellReportNR								INTEGER ::= 9
maxnoOTDOAtypes								INTEGER ::= 63
maxServCell									INTEGER ::= 5
[bookmark: _Hlk50147438][bookmark: _Hlk50053339]maxEUTRAMeas								INTEGER ::= 8
maxGERANMeas								INTEGER ::= 8
[bookmark: _Hlk50053350]maxNRMeas									INTEGER ::= 8
maxUTRANMeas								INTEGER ::= 8
maxWLANchannels								INTEGER ::= 16
maxnoFreqHoppingBandsMinusOne				INTEGER ::= 7
[bookmark: _Hlk50053376][bookmark: _Hlk50147461]maxNoPath									INTEGER ::= 2
maxNrOfPosSImessage							INTEGER ::= 32
maxnoAssistInfoFailureListItems				INTEGER ::= 32
maxNrOfSegments								INTEGER ::= 64
[bookmark: _Hlk515623150]maxNrOfPosSIBs								INTEGER ::= 32 
maxNoOfMeasTRPs								INTEGER ::= 64
maxnoTRPs									INTEGER ::= 65535
maxnoTRPInfoTypes							INTEGER ::= 64
maxnoofAngleInfo							INTEGER ::= 65535
maxnolcs-gcs-translation					INTEGER ::= 3
maxnoBcastCell								INTEGER ::= 16384
[bookmark: _Hlk42767092]maxnoSRSTriggerStates						INTEGER ::= 3
maxnoSpatialRelations						INTEGER ::= 64
maxnoPosMeas								INTEGER ::= 16384
maxnoSRS-Carriers							INTEGER ::= 32
maxnoSCSs									INTEGER ::= 5
[bookmark: _Hlk50048717]maxnoSRS-Resources							INTEGER ::= 64
maxnoSRS-PosResources						INTEGER ::= 64
maxnoSRS-ResourceSets						INTEGER ::= 16
maxnoSRS-ResourcePerSet						INTEGER ::= 16
maxnoSRS-PosResourceSets					INTEGER ::= 16
[bookmark: _Hlk50064167]maxnoSRS-PosResourcePerSet					INTEGER ::= 16
maxPRS-ResourceSets							INTEGER ::= 2
maxPRS-ResourcesPerSet						INTEGER ::= 64
maxNoSSBs									INTEGER ::= 255
maxnoofPRSresourceSet						INTEGER ::= 8
maxnoofPRSresource							INTEGER ::= 64
maxnoofULAoAs								INTEGER ::= 8
maxNoPathExtended							INTEGER ::= 8
maxnoARPs									INTEGER ::=	16
maxnoUETEGs									INTEGER ::= 256
maxnoTRPTEGs								INTEGER ::= 8
maxFreqLayers								INTEGER ::= 4
maxNumResourcesPerAngle						INTEGER ::= 24
maxnoAzimuthAngles							INTEGER ::= 3600
maxnoElevationAngles						INTEGER ::= 1801
maxnoPRSTRPs								INTEGER ::= 256



-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-Cause														ProtocolIE-ID ::= 0
id-CriticalityDiagnostics										ProtocolIE-ID ::= 1
id-LMF-UE-Measurement-ID										ProtocolIE-ID ::= 2
id-ReportCharacteristics										ProtocolIE-ID ::= 3
id-MeasurementPeriodicity										ProtocolIE-ID ::= 4
id-MeasurementQuantities										ProtocolIE-ID ::= 5
id-RAN-UE-Measurement-ID										ProtocolIE-ID ::= 6
id-E-CID-MeasurementResult										ProtocolIE-ID ::= 7
id-OTDOACells													ProtocolIE-ID ::= 8
id-OTDOA-Information-Type-Group									ProtocolIE-ID ::= 9
id-OTDOA-Information-Type-Item									ProtocolIE-ID ::= 10
id-MeasurementQuantities-Item									ProtocolIE-ID ::= 11
id-RequestedSRSTransmissionCharacteristics						ProtocolIE-ID ::= 12
id-Cell-Portion-ID												ProtocolIE-ID ::= 14
id-OtherRATMeasurementQuantities								ProtocolIE-ID ::= 15
id-OtherRATMeasurementQuantities-Item							ProtocolIE-ID ::= 16
id-OtherRATMeasurementResult									ProtocolIE-ID ::= 17
id-WLANMeasurementQuantities									ProtocolIE-ID ::= 19
id-WLANMeasurementQuantities-Item								ProtocolIE-ID ::= 20
id-WLANMeasurementResult										ProtocolIE-ID ::= 21
id-TDD-Config-EUTRA-Item										ProtocolIE-ID ::= 22
id-Assistance-Information										ProtocolIE-ID ::= 23
id-Broadcast													ProtocolIE-ID ::= 24
[bookmark: _Hlk515611030]id-AssistanceInformationFailureList								ProtocolIE-ID ::= 25
id-SRSConfiguration												ProtocolIE-ID ::= 26
id-MeasurementResult											ProtocolIE-ID ::= 27
id-TRP-ID														ProtocolIE-ID ::= 28
id-TRPInformationTypeListTRPReq									ProtocolIE-ID ::= 29
id-TRPInformationListTRPResp									ProtocolIE-ID ::= 30
id-MeasurementBeamInfoRequest									ProtocolIE-ID ::= 31
id-ResultSS-RSRP												ProtocolIE-ID ::= 32
id-ResultSS-RSRQ												ProtocolIE-ID ::= 33
id-ResultCSI-RSRP												ProtocolIE-ID ::= 34
id-ResultCSI-RSRQ												ProtocolIE-ID ::= 35
id-AngleOfArrivalNR												ProtocolIE-ID ::= 36
id-GeographicalCoordinates										ProtocolIE-ID ::= 37
id-PositioningBroadcastCells									ProtocolIE-ID ::= 38
id-LMF-Measurement-ID											ProtocolIE-ID ::= 39
id-RAN-Measurement-ID											ProtocolIE-ID ::= 40
id-TRP-MeasurementRequestList									ProtocolIE-ID ::= 41
id-TRP-MeasurementResponseList									ProtocolIE-ID ::= 42
id-TRP-MeasurementReportList									ProtocolIE-ID ::= 43
id-SRSType														ProtocolIE-ID ::= 44
[bookmark: _Hlk42766383]id-ActivationTime												ProtocolIE-ID ::= 45
id-SRSResourceSetID												ProtocolIE-ID ::= 46
id-TRPList														ProtocolIE-ID ::= 47
id-SRSSpatialRelation											ProtocolIE-ID ::= 48
id-SystemFrameNumber											ProtocolIE-ID ::= 49
id-SlotNumber													ProtocolIE-ID ::= 50
id-SRSResourceTrigger											ProtocolIE-ID ::= 51
id-TRPMeasurementQuantities										ProtocolIE-ID ::= 52
id-AbortTransmission											ProtocolIE-ID ::= 53
id-SFNInitialisationTime										ProtocolIE-ID ::= 54
id-ResultNR														ProtocolIE-ID ::= 55
id-ResultEUTRA													ProtocolIE-ID ::= 56
id-TRPInformationTypeItem										ProtocolIE-ID ::= 57
id-CGI-NR														ProtocolIE-ID ::= 58
id-SFNInitialisationTime-NR										ProtocolIE-ID ::= 59
id-Cell-ID														ProtocolIE-ID ::= 60
id-SrsFrequency													ProtocolIE-ID ::= 61
id-TRPType														ProtocolIE-ID ::= 62
id-SRSSpatialRelationPerSRSResource								ProtocolIE-ID ::= 63
id-MeasurementPeriodicityExtended								ProtocolIE-ID ::= 64
id-PRS-Resource-ID												ProtocolIE-ID ::= 65
id-PRSTRPList													ProtocolIE-ID ::= 66
id-PRSTransmissionTRPList										ProtocolIE-ID ::= 67
id-OnDemandPRS													ProtocolIE-ID ::= 68
id-AoA-SearchWindow												ProtocolIE-ID ::= 69
id-TRP-MeasurementUpdateList									ProtocolIE-ID ::= 70
id-ZoA															ProtocolIE-ID ::= 71
id-ResponseTime													ProtocolIE-ID ::= 72
id-UEReportingInformation										ProtocolIE-ID ::= 73
id-MultipleULAoA												ProtocolIE-ID ::= 74
id-UL-SRS-RSRPP													ProtocolIE-ID ::= 75
id-SRSResourcetype												ProtocolIE-ID ::= 76
id-ExtendedAdditionalPathList									ProtocolIE-ID ::= 77
id-ARPLocationInfo												ProtocolIE-ID ::= 78
id-ARP-ID														ProtocolIE-ID ::= 79
id-LoS-NLoSInformation											ProtocolIE-ID ::= 80
id-UETxTEGAssociationList										ProtocolIE-ID ::= 81
id-NumberOfTRPRxTEG												ProtocolIE-ID ::= 82
id-NumberOfTRPRxTxTEG											ProtocolIE-ID ::= 83
id-TRPTxTEGAssociation											ProtocolIE-ID ::= 84
id-TRPTEGInformation											ProtocolIE-ID ::= 85
id-TRP-Rx-TEGInformation										ProtocolIE-ID ::= 86
id-TRP-PRS-Information-List										ProtocolIE-ID ::= 87
id-PRS-Measurements-Info-List									ProtocolIE-ID ::= 88
id-PRSConfigRequestType											ProtocolIE-ID ::= 89
id-UE-TEG-Info-Request											ProtocolIE-ID ::= 90
id-MeasurementTimeOccasion										ProtocolIE-ID ::= 91
id-MeasurementCharacteristicsRequestIndicator					ProtocolIE-ID ::= 92
id-TRPBeamAntennaInformation									ProtocolIE-ID ::= 93
id-NR-TADV														ProtocolIE-ID ::= 94
id-MeasurementAmount											ProtocolIE-ID ::= 95
id-pathPower													ProtocolIE-ID ::= 96
id-PreconfigurationResult										ProtocolIE-ID ::= 97
id-RequestType													ProtocolIE-ID ::= 98
id-UE-TEG-ReportingPeriodicity									ProtocolIE-ID ::= 99
id-SRSPortIndex													ProtocolIE-ID ::= 100
id-procedure-code-101-not-to-be-used							ProtocolIE-ID ::= 101
id-procedure-code-102-not-to-be-used							ProtocolIE-ID ::= 102
id-procedure-code-103-not-to-be-used							ProtocolIE-ID ::= 103
id-UETxTimingErrorMargin										ProtocolIE-ID ::= 104
id-MeasurementPeriodicityNR-AoA									ProtocolIE-ID ::= 105
id-SRSTransmissionStatus										ProtocolIE-ID ::= 106
id-nrofSymbolsExtended											ProtocolIE-ID ::= 107
id-repetitionFactorExtended										ProtocolIE-ID ::= 108
id-StartRBHopping												ProtocolIE-ID ::= 109
id-StartRBIndex													ProtocolIE-ID ::= 110
id-transmissionCombn8											ProtocolIE-ID ::= 111
id-ExtendedResourceSymbolOffset									ProtocolIE-ID ::= 112
id-NewNRCGI														ProtocolIE-ID ::= 113
id-Mobile-TRP-LocationInformation								ProtocolIE-ID ::= 114
id-Mobile-IAB-MT-UE-ID											ProtocolIE-ID ::= 115
id-MobileAccessPointLocation									ProtocolIE-ID ::= 116
id-CommonTAParameters											ProtocolIE-ID ::= 117
id-timeStamp													ProtocolIE-ID ::= xxx
id-MeasurementQuality											ProtocolIE-ID ::= xxy



END
-- ASN1STOP
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