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-------------------------------------------Start of changes-------------------------------------------
[bookmark: _Toc98403888][bookmark: _Toc155946002]5.2.10.2	IAB Transport Migration function
This function allows the exchange of information between the F1-terminating IAB-donor and the non-F1-terminating IAB-donor of a boundary IAB-node, for the purpose of managing the migration of the boundary and descendant IAB-node traffic between the topologies managed by the two IAB-donors. This function also allows the exchange of information between the F1-terminating IAB-donor and the RRC-terminating IAB-donor of a mobile IAB-node, for the purpose of managing the migration of the mobile IAB-node traffic between the topologies managed by the two IAB-donors. This function also allows the exchange of information between the F1-terminating IAB-donor and the non-F1-terminating IAB-donor of an IAB-node, and between the F1-terminating IAB-donor and the RRC-terminating IAB-donor of a mobile IAB-node, for the purpose of authorization handling of IAB-nodes and mobile IAB-nodes, respectively.

-------------------------------------------Next change-------------------------------------------
[bookmark: _Toc155946027]6.2.10	IAB procedures
The IAB procedures are used to enable the transfer of F1/non-F1 traffic for IAB, to exchange information between the F1-terminating IAB-donor and the non-F1-terminating IAB-donor of a boundary IAB-node, to enable the delivery of F1-C traffic between the M-NG-RAN node and the S-NG-RAN node serving a dual-connected non-boundary IAB-node, to exchange resource multiplexing related information between the F1-terminating IAB-donor and the non-F1-terminating IAB-donor of a boundary IAB-node, to exchange information between the F1-terminating IAB-donor and the RRC-terminating IAB-donor of a mobile IAB-node, and to exchange resource multiplexing related information between the F1-terminating IAB-donor and the RRC-terminating IAB-donor of the  mobile IAB-node, to exchange information related to IAB-node authorization handling between the F1-terminating IAB-donor and the non-F1-terminating IAB-donor of an IAB-node, and to exchange information related to mobile IAB-node authorization handling between the F1-terminating IAB-donor and the RRC-terminating IAB-donor of a mobile IAB-node:
-	F1-C Traffic Transfer
-	IAB Transport Migration Management
-	IAB Transport Migration Modification
-	IAB Resource Coordination

-------------------------------------------End of changes-------------------------------------------

