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	Reason for change:
	
The DRBs Subject To Status Transfer List IE in the SN STATUS TRANSFER message is used to indicate PDCP SN status of a list of DRBs. In the Tabular, the PDCP Status Transfer UL includes:
· Receive Status Of PDCP SDU
· UL COUNT Value
While the PDCP Status Transfer DL includes: 
· DL COUNT Value

However, in the ASN.1 these two are referring to the same DRBBStatusTransferChoice which includes both the receiveStatusofPDCPSDU and the cOUNTValue.  


	
	

	Summary of change:
	To be backwards compatible, update the Tabular to add Receive Status Of PDCP SDU for the PDCP Status Transfer DL, and specify that this new IE is not used in this version of the specification.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release) because we clarify that one IE is not used in the PDCP Status Transfer DL IE in the SN STATUS TRANSFER message
This CR has an impact under functional point of view. The correction clarifies that one IE is not used in the SN STATUS TRANSFER even if ASN.1 enables this. The impact only affects nodes using the IE in a way not intended.
The impact can be considered isolated because the change affects SN STATUS TRANSFER message.


	
	

	Consequences if not approved:
	Incorrect encoding in ASN.1 for the PDCP Status Transfer DL IE.  
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This IE contains a list of DRBs containing information about PDCP SN status.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DRBs Subject To Status Transfer Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>CHOICE PDCP Status Transfer UL
	M
	
	
	
	–
	

	>>12 bits
	
	
	
	
	
	

	>>>Receive Status Of PDCP SDU
	O
	
	BIT STRING (1.. 2048)
	The IE is used in case of 12-bit long PDCP-SN.
The first bit indicates the status of the SDU after the First Missing UL PDCP SDU.
The Nth bit indicates the status of the UL PDCP SDU in position (N + First Missing SDU Number) modulo (1 + the maximum value of the PDCP-SN).

0: PDCP SDU has not been received.
1: PDCP SDU has been received correctly.
	–
	

	>>>UL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 12 9.2.3.36
	PDCP-SN and Hyper Frame Number of the first missing UL SDU in case of 12-bit long PDCP-SN
	–
	

	>>18 bits
	
	
	
	
	
	

	>>>Receive Status Of PDCP SDU
	O
	
	BIT STRING (1.. 131072)
	The IE is used in case of 18-bit long PDCP-SN.
The first bit indicates the status of the SDU after the First Missing UL PDCP SDU.
The Nth bit indicates the status of the UL PDCP SDU in position (N + First Missing SDU Number) modulo (1 + the maximum value of the PDCP-SN).

0: PDCP SDU has not been received.
1: PDCP SDU has been received correctly.
	–
	

	>>>UL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 18 9.2.3.37
	PDCP-SN and Hyper Frame Number of the first missing UL SDU in case of 18-bit long PDCP-SN
	–
	

	>CHOICE PDCP Status Transfer DL
	M
	
	
	
	–
	

	>>12 bits
	
	
	
	
	
	

	>>>Receive Status Of PDCP SDU
	O
	
	BIT STRING (1.. 2048)
	This IE is not used in this version of the specification.
	–
	

	>>>DL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 12 9.2.3.36
	PDCP-SN and Hyper Frame Number that the target NG-RAN node (handover) or the NG-RAN node to which the DRB context is transferred (dual connectivity) should assign for the next DL SDU not having an SN yet in case of 12-bit long PDCP-SN.
	–
	

	>>18 bits
	
	
	
	
	
	

	>>>Receive Status Of PDCP SDU
	O
	
	BIT STRING (1.. 131072)
	This IE is not used in this version of the specification.
	–
	

	>>>DL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 18 9.2.3.37
	PDCP-SN and Hyper Frame Number that the target NG-RAN node (handover) or the NG-RAN node to which the DRB context is transferred (dual connectivity) should assign for the next DL SDU not having an SN yet in case of 18-bit long PDCP-SN.
	–
	

	>Old QoS Flow List - UL End Marker expected
	O
	
	QoS Flow List
9.2.1.4a
	This IE is included to be used for indicating that the source NG-RAN node has initiated QoS flow re-mapping and has not yet received SDAP end markers, as described in TS 38.300 [8].
	YES
	reject



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

<<<<<<<<<<<<<<<<<<<< For Information Only >>>>>>>>>>>>>>>>>>>>
DRBsSubjectToStatusTransfer-List ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DRBsSubjectToStatusTransfer-Item

DRBsSubjectToStatusTransfer-Item ::= SEQUENCE {
	drbID				DRB-ID,
	pdcpStatusTransfer-UL	DRBBStatusTransferChoice,
	pdcpStatusTransfer-DL	DRBBStatusTransferChoice,
	iE-Extension		ProtocolExtensionContainer { {DRBsSubjectToStatusTransfer-Item-ExtIEs} }	OPTIONAL,
	...
}

DRBsSubjectToStatusTransfer-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-OldQoSFlowMap-ULendmarkerexpected	CRITICALITY reject		EXTENSION QoSFlows-List					PRESENCE optional },
	...
}


DRBBStatusTransferChoice ::= CHOICE {
	pdcp-sn-12bits		DRBBStatusTransfer12bitsSN,
	pdcp-sn-18bits		DRBBStatusTransfer18bitsSN,
	choice-extension		ProtocolIE-Single-Container { {DRBBStatusTransferChoice-ExtIEs} }
}

DRBBStatusTransferChoice-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


DRBBStatusTransfer12bitsSN ::= SEQUENCE {
	receiveStatusofPDCPSDU	BIT STRING (SIZE(1..2048))											OPTIONAL,
	cOUNTValue				COUNT-PDCP-SN12,
	iE-Extension			ProtocolExtensionContainer { {DRBBStatusTransfer12bitsSN-ExtIEs} }	OPTIONAL,
	...
}

DRBBStatusTransfer12bitsSN-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DRBBStatusTransfer18bitsSN ::= SEQUENCE {
	receiveStatusofPDCPSDU	BIT STRING (SIZE(1..131072))										OPTIONAL,
	cOUNTValue				COUNT-PDCP-SN18,
	iE-Extension			ProtocolExtensionContainer { {DRBBStatusTransfer18bitsSN-ExtIEs} }	OPTIONAL,
	...
}

DRBBStatusTransfer18bitsSN-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
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