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	Reason for change:
	The ASN.1 part of Clock Quality Acceptance Criteria IE is not aligned with the tabular: 
- in the tabular, the code bits (e.g., syncE, pTP, etc.) are defined for the Parent Time Source IE，while those code points are added for clockFrequencyStability in the ASN.1 part. 
- in the tabular, the size of clock Frequency Stability IE is defied as 16, not extendable, and the size of parent time source is defined as 16, extendable. However, the ASN.1 definitions are written the other way around.

Moreover, it is agreed to remove the specific code bits of synchronisationState and parentTImeSource IE in the ASN.1.

	
	

	Summary of change:
	- Remove the code bits in the ASN.1 part of ClockQualityAcceptanceCriteria.
- change the size of parenttimesource to be extendable in ASN.1, i.e., add ‘...’ after the integer of size.
- change the size of clockFrequencyStability to be not extendable in ASN.1, i.e., remove the ‘...’ after the integer of size.

	
	

	Consequences if not approved:
	The ASN.1 part is not correct.
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	This CR's revision history:
	Rev 1: remove the code bits of ASN.1 as agreed in RAN3#123.
Rev 2:correct CR number, which was put as a wrong number by mistake.
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<unchanged text omitted>

ClockQualityAcceptanceCriteria ::= SEQUENCE {
	synchronisationState			BIT STRING 
										{
											locked(0), holdover(1), freeRun(2)
										}	(SIZE(8, ...))						OPTIONAL,
	traceabletoUTC					ENUMERATED {true, ...}						OPTIONAL,
	traceabletoGNSS					ENUMERATED {true, ...}						OPTIONAL,
	clockFrequencyStability			BIT STRING 
										{
											syncE (0), pTP (1), gNSS (2), atomicClock (3), terrestrialRadio (4),
											serialTimeCode (5), nTP (6), handset (7), other (8)
										}	(SIZE(16, ...))						OPTIONAL,
	clockAccuracy					INTEGER (1..40000000, ...)					OPTIONAL,
	parentTImeSource				BIT STRING (SIZE(16, ...))						OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { ClockQualityAcceptanceCriteria-ExtIEs} }	OPTIONAL,
	...
}
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