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<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

9.3.3.65
CAG List for MDT

This IE is used to identify the list of Public Network Integrated NPNs for MDT.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CAG List for MDT
	
	1..<maxnoofCAGforMDT>
	
	

	>PLMN Identity
	M
	
	9.3.3.5
	

	>CAG ID
	M
	
	9.3.3.43
	


	Range bound
	Explanation

	maxnoofCAGforMDT
	Maximum no. of CAG IDs for MDT area scope. Value is 128.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.4.7
Constant definitions

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- Lists

--

-- **************************************************************


maxnoofAllowedAreas






INTEGER ::= 16

maxnoofAllowedCAGsperPLMN




INTEGER ::= 256

maxnoofAllowedS-NSSAIs





INTEGER ::= 8

maxnoofBluetoothName





INTEGER ::= 4


maxnoofBPLMNs







INTEGER ::= 12

maxnoofCAGSperCell






INTEGER ::= 64

maxnoofCellIDforMDT






INTEGER ::= 32


maxnoofCellIDforWarning





INTEGER ::= 65535


maxnoofCellinAoI






INTEGER ::= 256

maxnoofCellinEAI






INTEGER ::= 65535

maxnoofCellinTAI






INTEGER ::= 65535


maxnoofCellsforMBS






INTEGER ::= 8192


maxnoofCellsingNB






INTEGER ::= 16384

maxnoofCellsinngeNB






INTEGER ::= 256


maxnoofCellsinNGRANNode





INTEGER ::= 16384


maxnoofCellsinUEHistoryInfo




INTEGER ::= 16


maxnoofCellsUEMovingTrajectory



INTEGER ::= 16

maxnoofDRBs








INTEGER ::= 32

maxnoofEmergencyAreaID





INTEGER ::= 65535

maxnoofEAIforRestart





INTEGER ::= 256


maxnoofEPLMNs







INTEGER ::= 15


maxnoofEPLMNsPlusOne





INTEGER ::= 16

maxnoofE-RABs







INTEGER ::= 256

maxnoofErrors







INTEGER ::= 256


maxnoofExtSliceItems





INTEGER ::= 65535

maxnoofForbTACs







INTEGER ::= 4096


maxnoofFreqforMDT






INTEGER ::= 8


maxnoofMBSAreaSessionIDs




INTEGER ::= 256


maxnoofMBSFSAs







INTEGER ::= 64


maxnoofMBSQoSFlows






INTEGER ::= 64


maxnoofMBSSessions






INTEGER ::= 32


maxnoofMBSSessionsofUE





INTEGER ::= 256


maxnoofMBSServiceAreaInformation


INTEGER ::= 256


maxnoofMDTPLMNs







INTEGER ::= 16


maxnoofMRBs








INTEGER ::= 32

maxnoofMultiConnectivity




INTEGER ::= 4


maxnoofMultiConnectivityMinusOne


INTEGER ::= 3


maxnoofNeighPCIforMDT





INTEGER ::= 32


maxnoofNGAPIESupportInfo




INTEGER ::= 32


maxnoofNGConnectionsToReset




INTEGER ::= 65536


maxnoofNRCellBands






INTEGER ::= 32


maxnoofNSAGs







INTEGER ::= 256


maxnoofPagingAreas






INTEGER ::= 64


maxnoofPC5QoSFlows 






INTEGER ::= 2048


maxnoofPDUSessions






INTEGER ::= 256


maxnoofPLMNs







INTEGER ::= 12


maxnoofPSCellsPerPrimaryCellinUEHistoryInfo
INTEGER ::= 8


maxnoofQosFlows







INTEGER ::= 64


maxnoofQosParaSets






INTEGER ::= 8


maxnoofRANNodeinAoI






INTEGER ::= 64


maxnoofRecommendedCells





INTEGER ::= 16


maxnoofRecommendedRANNodes




INTEGER ::= 16


maxnoofAoI








INTEGER ::= 64


maxnoofAoIMinusOne






INTEGER ::= 63


maxnoofReportedCells





INTEGER ::= 256


maxnoofSensorName






INTEGER ::= 3


maxnoofServedGUAMIs






INTEGER ::= 256


maxnoofSliceItems






INTEGER ::= 1024


maxnoofSuccessfulHOReports




INTEGER ::= 64


maxnoofTACs








INTEGER ::= 256


maxnoofTACsinNTN






INTEGER ::= 12


maxnoofTAforMDT







INTEGER ::= 8


maxnoofTAIforInactive





INTEGER ::= 16


maxnoofTAIforMBS






INTEGER ::= 1024


maxnoofTAIforPaging






INTEGER ::= 16


maxnoofTAIforRestart





INTEGER ::= 2048


maxnoofTAIforWarning





INTEGER ::= 65535


maxnoofTAIinAoI







INTEGER ::= 16


maxnoofTimePeriods






INTEGER ::= 2


maxnoofTNLAssociations





INTEGER ::= 32


maxnoofUEsforPaging






INTEGER ::=
4096


maxnoofUETypes







INTEGER ::=
8

maxnoofWLANName







INTEGER ::= 4


maxnoofXnExtTLAs






INTEGER ::= 16


maxnoofXnGTP-TLAs






INTEGER ::= 16


maxnoofXnTLAs







INTEGER ::= 2


maxnoofCandidateCells





INTEGER ::= 32


maxnoofTargetS-NSSAIs





INTEGER ::= 8


maxNRARFCN








INTEGER ::= 3279165


maxnoofCellIDforQMC






INTEGER ::= 32


maxnoofPLMNforQMC






INTEGER ::= 16


maxnoofUEAppLayerMeas





INTEGER ::= 16


maxnoofSNSSAIforQMC






INTEGER ::= 16


maxnoofTAforQMC







INTEGER ::= 8


maxnoofThresholdsForExcessPacketDelay

INTEGER ::= 255


maxnoofESNPNs







INTEGER ::= 15


maxnoofCandidateRelayUEs




INTEGER ::= 32


maxnoofSuccessfulPSCellChangeReports       
INTEGER ::= 64


maxnoofCellsTSS







INTEGER ::= 16384


maxnoofPeriodicities





INTEGER ::= 8 


maxnoofCAGforMDT






INTEGER ::= 128

maxnoofMDTSNPNs







INTEGER ::= 16

maxnoofPartiallyAllowedS-NSSAIs



INTEGER ::= 8

maxnoofRSPPQoSFlows






INTEGER ::= 2048
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

