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1 Introduction

CB: # AIRAN2_CCO

- Draft the TP for TS38.423 based on the agreements

- Discuss the open issues above and capture agreements if any
(moderator - SS)

Summary of offline disc R3-245716
2 For the Chairman’s Notes

Proposal: 
Information to validate the prediction is needed.
Further discuss whether UE performance or measurement as feedback is needed after CCO issue prediction.
TP to 38.423 R3-245722 is noted
3 Discussion open issue: UE performance after CCO?
[5431] proposes to take the cell throughput, cell level packet loss and cell level packet delay as the feedback information for predicted CCO issue and future CCO state. [5501] supports to report UE measurement reports as feedback information for predicted CCO issue detection. [5114] proposes to collect the UE performance at different geographical area with the cell as the feedback information to evaluate the future CCO state.
Q1: whether the UE performance after CCO should be collected as the feedback information to evaluate the CCO related output?

HW: network perforamnce should also be pursued.
ZTE: support to further discuss UE performance at this meeting.
E///: both the aspect of capacity and coverage are related to the UE measurements.
CATT: have sympathy with HW.

HW: fine with the UE measurements proposed by Ericsson.
QC: other kinds of aggreagted measurements, e.g., RLF can be counted as feedback.

Lenovo: is it inter cell? a smart cell 2 should take of the UE on its coverage.

CATT: you could never valid whether the predicted CCO issue is correct or not.

Rakuten: we cannot validate the prediction based on UE measurements, it also depends on the action taken.

ZTE: try to narrow down the discussion.
Jio: propose to put down all the measurements in a flow chart somehow.
TI, DT, E///, HW: would like to have the information as feedback for prediction,-.

Nokia: need to work further on the definition of UE perfomrance.

Information to validate the prediction is needed.
Further discuss whether UE performance or measurement as feedback is needed after CCO issue prediction.
3.1 TP to capture the following agreement and proposals:
Stage3 signalling design:

Xn interface:

Transferring Future Coverage State and the associated Coverage Modification Cause in the NG-RAN NODE CONFIGURATION UPDATE message.

The Coverage Modification Cause reflects the predicted CCO issue.

Timing information:

Time for future coverage state: The point in time when the future coverage state will be applied.

Please review the TP in the inbox.

