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1. Introduction
This contribution provides the TP to TS38.420 Introduction of Evolution of NR duplex operation Sub-band full duplex, which reflects the agreements achieved in RAN3#127bis.
2. TP for TS 38.420 
[bookmark: _Toc120123967][bookmark: _Toc367182965][bookmark: _Toc36556806][bookmark: _Toc121160967][bookmark: _Toc74154307][bookmark: _Toc99038235][bookmark: _Toc97910596][bookmark: _Toc105510615][bookmark: _Toc29892869][bookmark: _Toc105927147][bookmark: _Toc99730496][bookmark: _Toc81383051][bookmark: _Toc20955775][bookmark: _Toc113835124][bookmark: _Toc66289194][bookmark: _Toc88657684][bookmark: _Toc51763372][bookmark: _Toc45832192][bookmark: _Toc106109687][bookmark: _Toc64448535]<<<<<<<<<<<<<<<<<<<< Start of Changes >>>>>>>>>>>>>>>>>>>>
[bookmark: _CR5][bookmark: _Toc534717867][bookmark: _Toc45832901][bookmark: _Toc98403861][bookmark: _Toc162454140]5	Functions of the Xn interface
[bookmark: _CR5_1][bookmark: _Toc534717868][bookmark: _Toc45832902][bookmark: _Toc98403862][bookmark: _Toc162454141]5.1	General
The following clauses describe the functions supported in Xn interface.
[bookmark: _CR5_2][bookmark: _Toc534717869][bookmark: _Toc45832903][bookmark: _Toc98403863][bookmark: _Toc162454142]5.2	Functions of Xn-C
[bookmark: _CR5_2_1]<<<Unchanged part omitted>>>
5.2.x	CLI mitigation function
This function allows the transfer of CLI measurements and CLI mitigation request between NG-RAN nodes.
6	Xn interface procedures
[bookmark: _CR6_1][bookmark: _Toc534717893][bookmark: _Toc45832932][bookmark: _Toc98403899][bookmark: _Toc162454181]6.1	General
The Xn interface supports procedures over the control plane (Xn-C) and user plane (Xn-U).
[bookmark: _CR6_2][bookmark: _Toc534717894][bookmark: _Toc45832933][bookmark: _Toc98403900][bookmark: _Toc162454182]6.2	Control plane protocol procedures
<<<Unchanged part omitted>>>
6.2.x	CLI mitigation procedures
Editor’s Note: The name for procedure and message might be updated pending on further discussion.
The CLI mitigation procedures are used to report the result of CLI measurements, and to request the CLI mitigation.
-	CLI MEASUREMENT UPDATE
<<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>

