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<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Start of Change >>>>>>>>>><<<<<<<<<<<<>>>>>>>>>>

5.31
Timing Synchronisation Status Reporting function

The Timing Synchronisation Status Reporting function enables the AMF to request the NG-RAN node to report the RAN timing synchronisation status information, and for the NG-RAN node to provide the RAN timing synchronisation status information to the AMF.
5.xx
AIoT Service Management Function
The AIoT Service Management function is responsible for triggering establishment and release of AIoT RAN resources for performing AIoT services request and for triggering AIoT service reports.
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

6.27
Timing Synchronisation Status Reporting procedures

The following procedures are used to report the RAN timing synchronisation status information:

-
Timing Synchronization Status;

-
Timing Synchronization Status Report.

6.xx
AIoT procedures

The following procedures are used to trigger the execution of AIoT service:

-
Inventory Request;
-
Inventory Report;
-
Command Request.
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

8.3
NG-RAN NG interface: NG application protocol (NGAP) (TS 38.413)

TS 38.413 [4] specifies the radio network layer signalling procedures of the control plane between the NG-RAN node and the AMF or the AIOTF.

<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>><<<<<<<<<<<<>>>>>>>>>>

- 1 -

