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1 For the Chairman’s Notes
Propose the following:
MRO for LTM
For RACH-less LTM optimization:

Scenario needs to be further clarified (e.g. outdated TA, re-establishment in target cell, etc…).

For network-based solution for TA acquisition type:

Will TA acquisition type always be available in the CU or is there a need for the DU to store and retrieve (partial) UE Context?
MRO for CHO with candidate SCG(s)

New stage-2 definition referring to CHO with candidate SCG is needed
R3-250853 agreed

R3-250854 agreed
R3-250855 agreed

MRO for S-CPAC
R3-250900 agreed

2 Discussion
The following CB has been captured during online discussion:

CB: # SONMDT1_MRO

- Check the open issues above

- Capture agreements and open issues 

- Check R3-250856
- Check the TPs to reflect the agreements in MRO for CHO with Candidate SCG(s)
(moderator - E///)

Summary of offline disc R3-250859
This summary of offline discussion captures the state of the discussion after offline.
2.1 RACH-less LTM optimization
RACH-less LTM failures was briefly discussed, and it was decided that before moving forward, the scenario needs to be further clarified (e.g. outdated TA, re-establishment in target cell, etc…).
2.2 Network-based solution for TA acquisition type
Some companies think that the TA acquisition type will always be available in the CU, whereas some companies think that this information will come only from the DU, where storage and retrieval of UE Context is more cumbersome. It was agreed to take this understanding as baseline for next meeting discussion.
2.3 Reviewing TPs
TPs for MRO for CHO with candidate SCG(s) and MRO for S-CPAC were discussed and clarified. It is proposed to agree the latest versions.
3 Conclusion, Recommendations [if needed]
If needed
