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1 1	Introduction
This TP adds the following change:
[bookmark: _GoBack]Change “CLI MITIGATION UPDATE” to “CLI INDICATION” and remove Editor’s Note.
2 TP to BL CR for TS 38.423
<<<< Start of change >>>
[bookmark: _Toc13920085][bookmark: _Toc29393001][bookmark: _Toc29393049][bookmark: _Toc36556403][bookmark: _Toc45833067][bookmark: _Toc64448124][bookmark: _Toc74152920][bookmark: _Toc97909416][bookmark: _Toc98932582][bookmark: _Toc105668011][bookmark: _Toc112769902][bookmark: _Toc184830427]5.2	F1-C functions
<<<Unchanged part omitted>>>
[bookmark: _Toc98403892][bookmark: _Toc162454172]5.2. x	CLI mitigation function
The CLI mitigation function enables the transfer of CLI measurements and CLI mitigation request between gNB-DU and gNB-CU.
<<<Next change>>>
[bookmark: _Toc13920097][bookmark: _Toc29393015][bookmark: _Toc29393063][bookmark: _Toc36556417][bookmark: _Toc45833083][bookmark: _Toc64448142][bookmark: _Toc74152938][bookmark: _Toc97909434][bookmark: _Toc98932603][bookmark: _Toc105668032][bookmark: _Toc112769923][bookmark: _Toc184830449]6.1	Control plane procedures
<<<Unchanged part omitted>>>
6.1. x	CLI mitigation function

The following procedure is used to report the result of CLI measurements and to request CLI mitigation:
-	CLI INDICATION
<<<< End of change >>>

