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9.1.3
RADIO LINK SETUP REQUEST

9.1.3.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


S-RNTI
M

9.2.1.53

YES
reject

D-RNTI
O

9.2.1.24

YES
reject

Allowed Queuing Time
O

9.2.1.2

YES
reject

UL DPCH Information

1


YES
reject

>UL Scrambling Code
M

9.2.2.53

–


>Min UL Channelisation Code Length 
M

9.2.2.25

–


>Max Number of UL DPDCHs
C – CodeLen

9.2.2.24

–


>Puncture Limit
M

9.2.1.46
For the UL.
–


>TFCS
M

TFCS for the UL 9.2.1.63

–


>UL DPCCH Slot Format
M

9.2.2.52

–


>Uplink SIR Target
O

Uplink SIR

9.2.1.69

–


>Diversity mode
M

9.2.2.8

–


>D Field Length
C-FB

9.2.2.5

–


>SSDT Cell Identity Length
O

9.2.2.41

–


>S Field Length
O

9.2.2.36

–


DL DPCH Information

1


YES
reject

>TFCS
M

TFCS for the DL.

9.2.1.63

–


>DL DPCH Slot Format
M

9.2.2.9

–


>Number of DL channelisation codes
M



–


>TFCI Signalling Mode
M

9.2.2.46

–


>TFCI Presence
C- SlotFormat

9.2.1.55

–


>Multiplexing  Position
M

9.2.2.26

–


>Power Offset Information

1


–


>>PO1
M

Power Offset
9.2.2.30
Power offset for the TFCI bits.
–


>>PO2
M

Power Offset
9.2.2.30
Power offset for the TPC bits.
–


>>PO3
M

Power Offset
9.2.2.30
Power offset for the pilot bits.
–


>FDD TPC Downlink Step Size
M

9.2.2.16

–


>Limited Power Increase
M

9.2.1.33

–


DCH Information

1..<maxnoofDCHs>


GLOBAL
reject

>Payload CRC Presence Indicator
M

9.2.1.42

–


>UL FP Mode
M

9.2.1.67

–


>ToAWS
M

9.2.1.58

–


>ToAWE
M

9.2.1.57

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>TrCh Source Statistics Descriptor
M

9.2.1.65

–


>>Transport Format Set
M

9.2.1.64
For the UL.
–


>>Transport Format Set
M

9.2.1.64
For the DL.
–


>>BLER 
M

9.2.1.3
For the UL.
–


>>BLER 
M

9.2.1.3
For the DL.
–


>>Allocation/Retention  Priority
M

9.2.1.1

–


>>Frame Handling Priority
M

9.2.1.29

–


>>QE-Selector
M

9.2.2.34

–


>>DRAC control
M

9.2.2.13

–


DSCH Information

0..1


YES
reject

>DSCH Info

1..<maxnoofDSCHs>


EACH
reject

>>DSCH ID
M



–


>>TrCh Source

Statistics Descriptor
M



–


>>Transport Format 

Set
M


For DSCH
–


>>Allocation/Retention

Priority
M



–


>>Scheduling Priority

Indicator
M



–


>>BLER 
M



–


>PDSCH RL ID
M

RL ID




>TFCS
M

TFCS for the DL.
For DSCH
–


RL Information

1…<maxnoofRLs>


EACH
notify

>RL ID
M

9.2.1.49

–


>C-Id
M

9.2.1.6

–


>First RLS Indicator
M



-


>Frame Offset
M

9.2.1.30

–


>Chip Offset
M

9.2.2.1

–


>Propagation Delay
O

9.2.2.33

–


>Diversity Control Field
C – NotFirstRL

9.2.2.6

–


>Initial DL TX Power
O

DL Power

9.2.2.10

–


>Primary CPICH Ec/No
O

9.2.2.32

–


>SSDT Cell Identity 
O

9.2.2.40

–


>Transmit Diversity Indicator
C –
Diversity mode

9.2.2.50

–


Transmission Gap Pattern Sequence Information
O



YES
reject

Active Pattern Sequence Information
O



YES
reject

Condition
Explanation

CodeLen
This IE is present only if "Min UL Channelisation Code length" equals to 4

FB
This IE is present only if Feed Back mode diversity is activated.

SlotFormat
This IE is only present if the DL DPCH Slot Format is equal to any of the values 12 to 16.

NotFirstRL
This IE is present only if the RL is not the first one in the RL Information.

Diversity mode
This IE is present unless Diversity Mode IE in UL DPCH Information group is "none"

Range bound
Explanation

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofDCHs
Maximum number of DCHs for one UE.

MaxnoofRLs
Maximum number of RLs for one UE.

9.1.3.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


S-RNTI
M

9.2.1.53

YES
reject

D-RNTI
O

9.2.1.24

YES
reject

Allowed Queuing Time
O

9.2.1.2

YES
reject

UL Physical Channel Information

1


EACH
reject

>Maximum Timeslot per frame
M

9.2.3.x
For the UL



>Minimum Spreading Factor
M

9.2.3.x
For the UL



>Maximum number of UL physical channels per timeslot
M

9.2.3.x




DL Physical Channel Information

1


EACH
reject

>Maximum Timeslot per frame
M

9.2.3.x
For the DL



>Minimum Spreading Factor
M

9.2.3.x
For the DL



>Maximum number of DL physical channels per frame
M

9.2.3.x




UL CCTrCH Information

0..<maxnoofCCTrCHs>

For DCH and USCH
EACH
notify

>CCTrCH ID
M

9.2.3.2

–


>TFCS
M

9.2.1.63
For the UL.
–


>TFCI Coding
M

9.2.3.11

–


>Puncture Limit
M

9.2.1.46

–


DL CCTrCH Information

0..<maxnoofCCTrCHs>

For DCH and DSCH
EACH
notify

>CCTrCH ID
M

9.2.3.2

–


>TFCS
M

9.2.1.63
For the DL.
–


>TFCI Coding
M

9.2.3.11

–


>Puncture Limit
M

9.2.1.46

–


>TDD TPC Downlink Step Size
M

9.2.3.10

–


DCH Information

0..<maxnoofDCHs>


GLOBAL
reject

>Payload CRC Presence Indicator
M

9.2.1.42

–


>UL FP Mode
M

9.2.1.67

–


>ToAWS
M

9.2.1.58

–


>ToAWE
M

9.2.1.57

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.16

–


>>CCTrCH  ID
M

9.2.3.2
UL CCTrCH in which the DCH is mapped 
–


>>CCTrCH  ID
M

9.2.3.2
DL CCTrCH in which the DCH is mapped
–


>>TrCh Source Statistics Descriptor
M

9.2.1.65

–


>>Transport Format Set
M

9.2.1.64
For the UL.
–


>>Transport Format Set
M

9.2.1.64
For the DL.
–


>>BLER 
M

9.2.1.3
For the UL.
–


>>BLER 
M

9.2.1.3
For the DL.
–


>>Allocation/Retention Priority
M

9.2.1.1

–


>>Frame Handling Priority
M

9.2.1.29

–


>>QE-Selector
M



–


DSCH Information

0 to <maxnoofDSCHs>


GLOBAL
reject

>DSCH ID
M



–


>CCTrCH ID
M


DL CCTrCH in which the DSCH is mapped 
–


>TrCh Source Statistics Descriptor
M



–


>Transport Format Set
M


For DSCH
–


>Allocation/Retention Priority
M



–


>Scheduling Priority Indicator
M



–


>BLER
M



–


USCH Information

0 to  <maxnoofUSCHs>


GLOBAL
reject

>USCH ID
M



–


>CCTrCH ID
M


UL CCTrCH in which the USCH is mapped 
–


>TrCh Source Statistics Descriptor
M



–


>Transport Format Set
M


For USCH
–


>Allocation/Retention Priority
M



–


>Scheduling Priority Indicator
M



–


>RB Info

1 to <maxnoofRB>

All Radio Bearers using this USCH
–


>>RB Identity
M



–


RL Information

1


YES
reject

>RL ID
M

9.2.1.49

–


>C-Id
M

9.2.1.6

–


>Frame Offset
M

9.2.1.30

–


>Primary CCPCH RSCP
O

9.2.3.5

–


>Time slot ISCP Info

0..<maxnoofDLts>


–


>>Time slot
M



–


>>Time slot ISCP
M



–


Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for one UE.

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofUSCHs
Maximum number of USCHs for one UE.

MaxnoofRBs
Maximum number of Radio Bearers for one UE.

MaxnoofCCTrCHs
Maximum number of  CCTrCH for one UE.

MaxnoofDLts
Maximum number of Downlink time slots per Radio Link

9.2.3.x
Maximum Number of timeslots per frame

Defines the maximum number of timeslots the UE has the capability of receiving or transmitting.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Maximum Number of Timeslots per frame


INTEGER

(1..14)


9.2.3.x
Maximum number of UL physical channels per timeslot

Defines the maximum number of physical channels per frame that the UE is capable to transmit

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Maximum Number of UL Physical channels per Timeslot


INTEGER

(1..2)


9.2.3.x
Maximum number of DL physical channels per frame

Defines the maximum number of physical channels per frame that the UE is capable to receive.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Maximum Number of DL Physical channels per Frame


INTEGER

(1..224)


9.2.3.x
Minimum Spreading Factor

Defines the minimum spreading factor the UE has the capability of receiving or transmitting.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Minimum Spreading Factor


INTEGER

(1..16)


-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,

AllocationRetentionPriority,


AllowedQueuingTime,


BLER,


Block-STTD-Indicator,

BindingID,


BurstType,


C-ID,


C-RNTI,


CCTrCH-ID,


CellIndividualOffset,


CFN,


ClosedLoopMode1-SupportIndicator,


ClosedLoopMode2-SupportIndicator,


Closedlooptimingadjustmentmode,

CN-CS-DomainIdentifier,


CN-PS-DomainIdentifier,


Cause,


CellParameterID,


ChipOffset,


CriticalityDiagnostics,


D-FieldLength,


D-RNTI,


D-RNTI-ReleaseIndication,


DCH-ID,


DL-DPCH-SlotFormat,


DL-SIRTarget,


DL-Power,

DL-ScramblingCode,


DPCHConstantValue,


DPCH-ID,


DRACControl,


DRXCycleLengthCoefficient,


DedicatedMeasurementType,

DedicatedMeasurementValue,


DiversityControlField,


DiversityMode,


DSCH-ID,

FACH-InitialWindowSize,


SchedulingPriorityIndicator,

FDD-DL-ChannelisationCodeNumber,


FDD-S-CCPCH-Offset,


FDD-TPC-DownlinkStepSize,

FirstRLS-Indicator,

FrameHandlingPriority,


FrameOffset,


GA-AccessPointPosition,


GA-Cell,

IB-SG-POS,

IB-SG-REP,

IMSI,


ISCP,

L3-Information,


LimitedPowerIncrease,


MAC-c-sh-SDU-Length,


MaximumAllowedULTxPower,


MaxNrDLPhysicalchannels,

MaxNrOfUL-DPCHs,

MaxNrTimeslots,

MaxNrULPhysicalchannels,

MeasurementFilterCoefficient,


MeasurementID,


MidambleShift,

MinimumSpreadingFactor,

MinUL-ChannelisationCodeLength,


MultipleURAsIndicator,


MultiplexingPosition,


NrOfDLchannelisationcodes,

PDSCHCodeMapping,

PayloadCRC-PresenceIndicator,

PCCPCH-Power,

PowerAdjustmentType,

PowerOffset,


PRACH-Midamble,


PRACH-MinimumSpreadingFactor,


PreambleSignatures,

PrimaryCCPCH-RSCP,

PrimaryCPICH-EcNo,


PrimaryCPICH-Power,


PrimaryScramblingCode,


PropagationDelay,


PunctureLimit,


QE-Selector,


RACH-SubChannelNumbers,

RANAP-RelocationInformation,


RB-Identity,

RL-ID,


RL-Set-ID,


RNC-ID,


RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,


S-FieldLength,


S-RNTI,


SCH-TimeSlot,

SAI,


SN,


SSDT-CellID,


SSDT-CellID-Length,


SSDT-Indication,


SSDT-SupportIndicator,


STTD-Indicator,

STTD-SupportIndicator,


AdjustmentPeriod,

ScaledAdjustmentRatio,

MaxAdjustmentStep,


ScramblingCodeNumber,

SecondaryCCPCH-SlotFormat,


SyncCase,


TDD-ChannelisationCode,


TDD-PhysicalChannelOffset,


TDD-TPC-DownlinkStepSize,

TFCI-Coding,


TFCI-Presence,


TFCI-SignallingMode,


TimeSlot,


ToAWE,


ToAWS,


TransmitDiversityIndicator,


TransportBearerID,


TransportBearerRequestIndicator,


TFCS,


Transmission-Gap-Pattern-Sequence-Information,

Transmission-Gap-Pattern-Sequence-Information-Response,

TransportFormatManagement,


TransportFormatSet,


TransportLayerAddress,


TrCH-SrcStatisticsDescr,


TxDiversityIndicator,


UARFCN,


UC-ID,


UL-DPCCH-SlotFormat,


UL-InterferenceLevel,

UL-SIR,


UL-FP-Mode,


UL-ScramblingCode,


URA-ID,


USCH-ID
FROM RNSAP-IEs


PrivateIE-Container{},

ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


RNSAP-PRIVATE-IES,


RNSAP-PROTOCOL-EXTENSION,


RNSAP-PROTOCOL-IES,


RNSAP-PROTOCOL-IES-PAIR

FROM RNSAP-Containers


maxNoOfDSCHs,


maxNoOfRB,


maxNoOfUSCHs,

maxNrOfCCTrCHs,


maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDPCHs,


maxNrOfMACcshSDU-Length,


maxNrOfRLs,


maxNrOfRLSets,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfSCCPCHs,


maxNrOfULTs,

maxNrOfDLTs,

maxRNCinURA-1,


maxNrOfNeighbouringRNCs,


maxNrOfFDDNeighboursPerRNC,


maxNrOfTDDNeighboursPerRNC,


maxFACHCountPlus1,


maxIBSEG,


id-Active-Pattern-Sequence-Information,

id-AdjustmentRatio,

id-All-RLItem-DM-Rqst,


id-All-RLItem-Set-DM-Rqst,

id-AllowedQueuingTime,


id-BindingID,


id-C-ID,


id-C-RNTI,


id-CFN,


id-CN-CS-DomainIdentifier,


id-CN-PS-DomainIdentifier,


id-Cause,


id-CauseLevel-RL-AdditionFailureFDD,


id-CauseLevel-RL-AdditionFailureTDD,


id-CauseLevel-RL-ReconfFailure,


id-CauseLevel-RL-SetupFailureFDD,


id-CauseLevel-RL-SetupFailureTDD,

id-CellItem-PagingRqst,

id-CombiningItem-RL-AdditionFailureFDD,

id-CombiningItem-RL-AdditionRspFDD,

id-CombiningItem-RL-AdditionRspTDD,

id-CombiningItem-RL-SetupFailureFDD,

id-CombiningItem-RL-SetupRspFDD,

id-CriticalityDiagnostics,


id-D-RNTI,


id-D-RNTI-ReleaseIndication,


id-DCH-AddList-RL-ReconfPrepFDD,


id-DCH-AddList-RL-ReconfPrepTDD,


id-DCH-AddList-RL-ReconfRqstFDD,


id-DCH-AddList-RL-ReconfRqstTDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-Information-RL-SetupRqstFDD,


id-DCH-InformationList-RL-SetupRqstTDD,


id-DCH-InformationResponseListIE-RL-ReconfReadyFDD,


id-DCH-InformationResponseListIE-RL-ReconfReadyTDD,


id-DCH-InformationResponseListIE-RL-ReconfRsp,

id-DCH-ModifyList-RL-ReconfPrepFDD,


id-DCH-ModifyList-RL-ReconfPrepTDD,


id-DCH-ModifyList-RL-ReconfRqstFDD,


id-DCH-ModifyList-RL-ReconfRqstTDD,

id-DCH-InformationResponseListIE-RL-SetupRspTDD,


id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,

id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-DL-CodeInformationListIE-PhyChReconfRqstFDD,

id-DL-CodeInformationListIE-RL-AdditionFailureFDD,

id-DL-CodeInformationListIE-RL-AdditionRspFDD,

id-DL-CodeInformationListIE-RL-ReconfReadyFDD,

id-DL-CodeInformationListIE-RL-ReconfResp,

id-DL-CodeInformationListIE-RL-SetupFailureFDD,

id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-SetupRqstFDD,


id-DL-DPCH-Information-RL-ReconfRqstFDD,

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-DL-DPCH-InformationItem-RL-AdditionRspTDD,

id-DL-DPCH-InformationItem-RL-SetupRspTDD,

id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-DL-Physical-Channel-Information-RL-SetupRqstTDD,

id-DL-SIRTarget,


id-DLReferencePower,


id-DLReferencePowerList-DL-PC-Rqst,


id-DL-ReferencePowerInformation-DL-PC-Rqst,


id-DRXCycleLengthCoefficient,


id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rsp,


id-DedicatedMeasurementType,


id-DiversityIndicationItem-RL-AdditionFailureFDD,

id-DiversityIndicationItem-RL-AdditionRspFDD,

id-DiversityIndicationItem-RL-AdditionRspTDD,

id-DiversityIndicationItem-RL-SetupFailureFDD,

id-DiversityIndicationItem-RL-SetupRspFDD,

id-DSCH-AddList-RL-ReconfPrepTDD,


id-DSCH-Add-RL-ReconfPrepFDD,


id-DSCH-DeleteList-RL-ReconfPrepTDD,


id-DSCH-Delete-RL-ReconfPrepFDD,


id-DSCH-InformationItem-RL-SetupRqstFDD,


id-DSCH-InformationListIE-RL-AdditionRspTDD,


id-DSCH-InformationListIEs-RL-SetupRspTDD,


id-DSCH-InformationList-RL-SetupRqstTDD,


id-DSCH-InformationResponseItem-RL-SetupRspFDD,


id-DSCH-InformationResponseListIE-RL-AdditionFailureFDD,


id-DSCH-InformationResponseListIE-RL-SetupFailureFDD,


id-DSCH-Information-RL-SetupRqstFDD,


id-DSCH-ModifyList-RL-ReconfPrepTDD,


id-DSCH-Modify-RL-ReconfPrepFDD,


id-DSCHToBeAddedOrModifiedIE-RL-ReconfReadyFDD,


id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD,

id-FACH-InfoForDRNCSelectedS-CCPCH-CTCH-ResourceRspFDD,


id-FACH-InfoForDRNCSelectedS-CCPCH-CTCH-ResourceRspTDD,


id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD,


id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD,

id-GA-AccessPointPosition,


id-GA-Cell,

id-GeneralCauseItem-RL-AdditionFailureFDD,


id-GeneralCauseItem-RL-AdditionFailureTDD,


id-GeneralCauseItem-RL-ReconfFailure,


id-GeneralCauseItem-RL-SetupFailureFDD,


id-GeneralCauseItem-RL-SetupFailureTDD,

id-IMSI,


id-L3-Information,

id-MAC-c-sh-SDU-LengthListIE-CTCH-ResourceRspFDD,

id-MAC-c-sh-SDU-LengthListIE-CTCH-ResourceRspTDD,

id-MAC-c-sh-SDU-LengthListIE-option-CTCH-ResourceRspFDD,

id-MAC-c-sh-SDU-LengthListIE-option-CTCH-ResourceRspTDD,

id-AdjustmentPeriod,

id-MaxAdjustmentStep,

id-MeasurementAvailableItem-DedicatedMeasurementReport,


id-MeasurementnotAvailableItem-DedicatedMeasurementReport,

id-MeasurementFilterCoefficient,


id-MeasurementID,


id-MultipleURAsIndicator,


id-Neighbouring-CellInformationItem-RL-AdditionFailureFDD,


id-Neighbouring-CellInformationItem-RL-AdditionRsp,

id-Neighbouring-CellInformationItem-RL-SetupFailureFDD,

id-Neighbouring-CellInformationItem-RL-SetupRsp,

id-NonCombiningItem-RL-AdditionFailureFDD,

id-NonCombiningItem-RL-AdditionRspFDD,

id-NonCombiningItem-RL-AdditionRspTDD,

id-NonCombiningOrFirstRLItem-RL-SetupFailureFDD,


id-NonCombiningOrFirstRLItem-RL-SetupRspFDD,

id-PagingArea-PagingRqst,

id-PriorityIndicatorAndInitialWindowSizeListIE-CTCH-ResourceRspFDD,


id-PriorityIndicatorAndInitialWindowSizeListIE-CTCH-ResourceRspTDD,


id-PriorityIndicatorAndInitialWindowSizeListIE-option-CTCH-ResourceRspFDD,


id-PriorityIndicatorAndInitialWindowSizeListIE-option-CTCH-ResourceRspTDD,

id-PowerAdjustmentType,


id-ProcedureScope-DL-PC-Rqst,


id-RACH-InfoForDRNCSelectedPRACH-CTCH-ResourceRspFDD,


id-RACH-InfoForDRNCSelectedPRACH-CTCH-ResourceRspTDD,

id-RANAP-RelocationInformation,

id-RL-Information-PhyChReconfRqstFDD,


id-RL-Information-PhyChReconfRqstTDD,


id-RL-Information-RL-AdditionRqstFDD,


id-RL-Information-RL-AdditionRqstTDD,


id-RL-Information-RL-DeletionRqst,


id-RL-Information-RL-FailureInd,


id-RL-Information-RL-ReconfPrepFDD,


id-RL-Information-RL-RestoreInd,


id-RL-Information-RL-SetupRqstFDD,


id-RL-Information-RL-SetupRqstTDD,


id-RL-InformationItem-DM-Rprt,


id-RL-InformationItem-DM-Rqst,


id-RL-InformationItem-DM-Rsp,


id-RL-InformationItem-RL-SetupRqstFDD,


id-RL-InformationList-RL-AdditionRqstFDD,


id-RL-InformationList-RL-DeletionRqst,


id-RL-InformationList-RL-ReconfPrepFDD,


id-RL-InformationResponse-RL-AdditionRspTDD,


id-RL-InformationResponse-RL-ReconfReadyTDD,


id-RL-InformationResponse-RL-SetupRspTDD,


id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReadyFDD,


id-RL-InformationResponseItem-RL-ReconfRsp,


id-RL-InformationResponseItem-RL-SetupRspFDD,


id-RL-InformationResponseList-RL-AdditionRspFDD,


id-RL-InformationResponseList-RL-ReconfReadyFDD,


id-RL-InformationResponseList-RL-ReconfRsp,


id-RL-InformationResponseList-RL-SetupRspFDD,


id-RLItem-DM-Rprt,

id-RLItem-DM-Rqst,

id-RLItem-DM-Rsp,

id-RLItem-RL-FailureInd,


id-RLItem-RL-RestoreInd,

id-RL-ReconfigurationFailure-RL-ReconfFail,


id-RL-Set-InformationItem-DM-Rprt,


id-RL-Set-InformationItem-DM-Rqst,


id-RL-Set-InformationItem-DM-Rsp,


id-RL-Set-Information-RL-FailureInd,


id-RL-Set-Information-RL-RestoreInd,


id-RL-SetItem-DM-Rprt,

id-RL-SetItem-DM-Rqst,

id-RL-SetItem-DM-Rsp,

id-RL-SetItem-RL-FailureInd,


id-RL-SetItem-RL-RestoreInd,

id-RLSpecificCauseItem-RL-AdditionFailureFDD,


id-RLSpecificCauseItem-RL-AdditionFailureTDD,


id-RLSpecificCauseItem-RL-ReconfFailure,


id-RLSpecificCauseItem-RL-SetupFailureFDD, 


id-RLSpecificCauseItem-RL-SetupFailureTDD,

id-RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind,


id-RNCsWithCellsInTheAccessedURA-List-CTCH-ResourceRspFDD,


id-RNCsWithCellsInTheAccessedURA-List-CTCH-ResourceRspTDD,

id-ReportCharacteristics,


id-Reporting-Object-RL-FailureInd,

id-Reporing-Object-RL-RestoreInd,

id-S-RNTI,


id-SAI,


id-SRNC-ID,

id-SecondaryCCPCHListIE-CTCH-ResourceRspTDD,

id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD,


id-TransportBearerID,


id-TransportBearerRequestIndicator,


id-TransportLayerAddress,


id-UC-ID,


id-Transmission-Gap-Pattern-Sequence-Information,

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD,

id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,


id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,

id-UL-DPCH-Information-RL-SetupRqstFDD,

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-UL-DPCH-InformationItem-RL-AdditionRspTDD,

id-UL-DPCH-InformationItem-RL-SetupRspTDD,

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,


id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-UL-Physical-Channel-Information-RL-SetupRqstTDD,

id-UL-SIRTarget,


id-URA-ID,


id-URAItem-PagingRqst,


id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD,

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD,


id-UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD,


id-USCH-AddList-RL-ReconfPrepTDD,


id-USCH-DeleteList-RL-ReconfPrepTDD,


id-USCH-InformationListIE-RL-AdditionRspTDD,


id-USCH-InformationListIEs-RL-SetupRspTDD,


id-USCH-InformationList-RL-SetupRqstTDD,


id-USCH-ModifyList-RL-ReconfPrepTDD,


id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD
FROM RNSAP-Constants;

-- **************************************************************

--

-- Common Container List

--

-- **************************************************************

DPCH-IE-ContainerList   
{ RNSAP-PROTOCOL-IES : IEsSetParam} 
::= ProtocolIE-ContainerList { 1, maxNrOfDPCHs,    { IEsSetParam } }
RL-IE-ContainerList0      
{ RNSAP-PROTOCOL-IES : IEsSetParam} 
::= ProtocolIE-ContainerList { 0, maxNrOfRLs,      { IEsSetParam } }
RL-IE-ContainerList1      
{ RNSAP-PROTOCOL-IES : IEsSetParam} 
::= ProtocolIE-ContainerList { 1, maxNrOfRLs,      { IEsSetParam } }
RL-IE-ContainerList1-1      { RNSAP-PROTOCOL-IES : IEsSetParam} 
::= ProtocolIE-ContainerList { 1, maxNrOfRLs-1,    { IEsSetParam } }
RL-IE-ContainerList0-1      { RNSAP-PROTOCOL-IES : IEsSetParam} 
::= ProtocolIE-ContainerList { 0, maxNrOfRLs-1,    { IEsSetParam } }
RL-IE-ContainerList0-2      { RNSAP-PROTOCOL-IES : IEsSetParam} 
::= ProtocolIE-ContainerList { 0, maxNrOfRLs-2,    { IEsSetParam } }
RL-Set-IE-ContainerList     { RNSAP-PROTOCOL-IES : IEsSetParam} 
::= ProtocolIE-ContainerList { 1, maxNrOfRLSets,   { IEsSetParam } }
CCTrCH-IE-ContainerList0  
{ RNSAP-PROTOCOL-IES : IEsSetParam} 
::= ProtocolIE-ContainerList { 0, maxNrOfCCTrCHs,  { IEsSetParam } }
CCTrCH-IE-ContainerList1  
{ RNSAP-PROTOCOL-IES : IEsSetParam} 
::= ProtocolIE-ContainerList { 1, maxNrOfCCTrCHs,  { IEsSetParam } }

-- R3-001592,CR74r6
DSCH-IE-ContainerList  

{ RNSAP-PROTOCOL-IES : IEsSetParam} 
::= ProtocolIE-ContainerList { 1, maxNoOfDSCHs,  
 { IEsSetParam } }

USCH-IE-ContainerList  

{ RNSAP-PROTOCOL-IES : IEsSetParam} 
::= ProtocolIE-ContainerList { 1, maxNoOfUSCHs,  
 { IEsSetParam } }
-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

RadioLinkSetupRequestFDD ::= SEQUENCE {

protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-S-RNTI




CRITICALITY reject
TYPE S-RNTI 




PRESENCE mandatory
} |


{ ID id-D-RNTI




CRITICALITY reject
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime 


PRESENCE optional
} |


{ ID id-UL-DPCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE UL-DPCH-Information-RL-SetupRqstFDD

PRESENCE mandatory
} |


{ ID id-DL-DPCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE DL-DPCH-Information-RL-SetupRqstFDD

PRESENCE mandatory
} |


{ ID id-DCH-Information-RL-SetupRqstFDD

CRITICALITY reject
TYPE DCH-InformationList-RL-SetupRqstFDD

PRESENCE mandatory
} |

-- R3-001592,CR74r6


{ ID id-DSCH-Information-RL-SetupRqstFDD
CRITICALITY reject
TYPE DSCH-Information-RL-SetupRqstFDD


PRESENCE optional

} |

{ ID id-RL-Information-RL-SetupRqstFDD

CRITICALITY notify
TYPE RL-InformationList-RL-SetupRqstFDD

PRESENCE mandatory
}|

-- R3-001608,CR126r1


{ ID id-Transmission-Gap-Pattern-Sequence-Information

CRITICALITY reject
TYPE Transmission-Gap-Pattern-Sequence-Information
 PRESENCE optional } |
{ ID id-Active-Pattern-Sequence-Information
CRITICALITY reject
TYPE Active-Pattern-Sequence-Information
 PRESENCE optional },

...

}

UL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


ul-ScramblingCode



UL-ScramblingCode,


minUL-ChannelisationCodeLength


MinUL-ChannelisationCodeLength,


maxNrOfUL-DPCHs




MaxNrOfUL-DPCHs


OPTIONAL


-- This IE is present only if minUL-ChannelisationCodeLength equals to 4 -- ,


ul-PunctureLimit



PunctureLimit,


ul-TFCS






TFCS,


ul-DPCCH-SlotFormat



UL-DPCCH-SlotFormat,


ul-SIRTarget




UL-SIR


OPTIONAL,


diversityMode




DiversityMode,


d-FieldLength




D-FieldLength


OPTIONAL


-- This IE is present only if Feed Back mode diversity is activated -- ,


sSDT-CellIdLength



SSDT-CellID-Length

OPTIONAL,


s-FieldLength




S-FieldLength


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


tFCS






TFCS,


dl-DPCH-SlotFormat



DL-DPCH-SlotFormat,

-- R3-001470,CR84r3


nrOfDLchannelisationcodes

NrOfDLchannelisationcodes,

tFCI-SignallingMode



TFCI-SignallingMode,


tFCI-Presence




TFCI-Presence


OPTIONAL


-- This IE is present if Slot Format is from 12 to 16 --,


multiplexingPosition



MultiplexingPosition,


powerOffsetInformation



SEQUENCE {



po1-ForTFCI-Bits



PowerOffset,



po2-ForTPC-Bits




PowerOffset,



po3-ForPilotBits



PowerOffset,



...


},


fdd-dl-TPC-DownlinkStepSize

FDD-TPC-DownlinkStepSize,
-- R3-001257,CR78r2


limitedPowerIncrease


LimitedPowerIncrease,

iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationList-RL-SetupRqstFDD 


::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationItem-RL-SetupRqstFDD

DCH-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {

-- R3-001616,CR113r2


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,

dCH-SpecificInformationList


DCH-SpecificInformationList-RL-SetupRqstFDD,

iE-Extensions





ProtocolExtensionContainer { {DCH-InformationItem-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

DCH-InformationItem-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- R3-001616,CR113r2

DCH-SpecificInformationList-RL-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-SpecificItem-RL-SetupRqstFDD

DCH-SpecificItem-RL-SetupRqstFDD ::=
SEQUENCE {

dCH-ID







DCH-ID,

-- R3-001616,CR113r2

-- R3-001257,CR78r2


trCH-SrcStatisticsDescr



TrCH-SrcStatisticsDescr,


ul-transportFormatSet



TransportFormatSet,


dl-transportFormatSet



TransportFormatSet,


ul-BLER







BLER,


dl-BLER







BLER,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,

-- R3-001616,CR113r2


qE-Selector






QE-Selector,

-- R3-001616,CR113r2


dRACControl






DRACControl,

iE-Extensions





ProtocolExtensionContainer { {DCH-SpecificItem-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

DCH-SpecificItem-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- R3-001592,CR74r6

DSCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


dSCH-Information




DSCH-Info-RL-SetupRqstFDD,


pdSCH-RL-ID






RL-ID,


tFCS







TFCS,


iE-Extensions





ProtocolExtensionContainer { {DSCH-Information-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

DSCH-Information-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Info-RL-SetupRqstFDD ::= DSCH-IE-ContainerList {{DSCH-InformationItemIEs-RL-SetupRqstFDD} }

DSCH-InformationItemIEs-RL-SetupRqstFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationItem-RL-SetupRqstFDD
CRITICALITY reject
TYPE DSCH-InformationItem-RL-SetupRqstFDD 
PRESENCE mandatory
},


...

}

DSCH-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


dSCH-ID







DSCH-ID,


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr,


transportFormatSet




TransportFormatSet,


allocationRetentionPriority 

AllocationRetentionPriority,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


bLER







BLER,


iE-Extensions




ProtocolExtensionContainer { {DSCH-InformationItem-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

DSCH-InformationItem-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-RL-SetupRqstFDD 


::= RL-IE-ContainerList1 { {RL-InformationItemIEs-RL-SetupRqstFDD} }

RL-InformationItemIEs-RL-SetupRqstFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-RL-SetupRqstFDD
CRITICALITY notify
TYPE RL-InformationItem-RL-SetupRqstFDD 

PRESENCE mandatory
},


...

}

RL-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


rL-ID






RL-ID,


c-ID






C-ID,

-- R3-001314,CR110


firstRLS-indicator



FirstRLS-Indicator,

frameOffset





FrameOffset,


chipOffset





ChipOffset,


propagationDelay



PropagationDelay

OPTIONAL,


diversityControlField


DiversityControlField

OPTIONAL


-- This IE is present only if the RL is not the first one in the RL-InformationList-RL-SetupRqstFDD --,


dl-InitialTX-Power



DL-Power


OPTIONAL,


primaryCPICH-EcNo



PrimaryCPICH-EcNo


OPTIONAL,


sSDT-CellID





SSDT-CellID


OPTIONAL,


transmitDiversityIndicator

TransmitDiversityIndicator

OPTIONAL,


-- This IE is present unless Diversity Mode IE in UL DPCH Information group is "none"

iE-Extensions




ProtocolExtensionContainer { {RL-InformationItem-RL-SetupRqstFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationItem-RL-SetupRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST TDD

--

-- **************************************************************

RadioLinkSetupRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-S-RNTI









CRITICALITY reject
TYPE S-RNTI 











PRESENCE mandatory} |


{ ID id-D-RNTI









CRITICALITY reject
TYPE D-RNTI












PRESENCE optional
} |


{ ID id-AllowedQueuingTime






CRITICALITY reject
TYPE AllowedQueuingTime 








PRESENCE optional
} |


{ ID id-UL-Physical-Channel-Information-RL-SetupRqstTDD
CRITICALITY reject
TYPE UL-Physical-Channel-Information-RL-SetupRqstTDD

PRESENCE mandatory
} |


{ ID id-DL-Physical-Channel-Information-RL-SetupRqstTDD
CRITICALITY reject
TYPE DL-Physical-Channel-Information-RL-SetupRqstTDD

PRESENCE mandatory
} |


{ ID id-UL-CCTrCH-InformationList-RL-SetupRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationList-RL-SetupRqstTDD
PRESENCE optional
} |


{ ID id-DL-CCTrCH-InformationList-RL-SetupRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationList-RL-SetupRqstTDD 
PRESENCE optional
} |


{ ID id-DCH-InformationList-RL-SetupRqstTDD


CRITICALITY reject
TYPE DCH-InformationList-RL-SetupRqstTDD 


PRESENCE optional
} |


{ ID id-DSCH-InformationList-RL-SetupRqstTDD

CRITICALITY reject
TYPE DSCH-InformationList-RL-SetupRqstTDD


PRESENCE optional
} |


{ ID id-USCH-InformationList-RL-SetupRqstTDD

CRITICALITY reject
TYPE USCH-InformationList-RL-SetupRqstTDD


PRESENCE optional
} |

{ ID id-RL-Information-RL-SetupRqstTDD



CRITICALITY reject
TYPE RL-Information-RL-SetupRqstTDD




PRESENCE mandatory},


...

}
UL-Physical-Channel-Information-RL-SetupRqstTDD ::= SEQUENCE {

maxNrTimeslots-UL



MaxNrTimeslots,

minimumSpreadingFactor-UL

MinimumSpreadingFactor,

maxNrULPhysicalchannels


MaxNrULPhysicalchannels,


iE-Extensions




ProtocolExtensionContainer { {UL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-Physical-Channel-Information-RL-SetupRqstTDD ::= SEQUENCE {


maxNrTimeslots-DL



MaxNrTimeslots,


minimumSpreadingFactor-DL

MinimumSpreadingFactor,


maxNrDLPhysicalchannels


MaxNrDLPhysicalchannels,


iE-Extensions




ProtocolExtensionContainer { {DL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-Physical-Channel-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-RL-SetupRqstTDD


::= CCTrCH-IE-ContainerList1 { {UL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD} }

UL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationItem-RL-SetupRqstTDD 
PRESENCE mandatory
},


...

}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-TFCS





TFCS,


tFCI-Coding




TFCI-Coding,


ul-PunctureLimit



PunctureLimit,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-SetupRqstTDD


::= CCTrCH-IE-ContainerList1 { {DL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD} }

DL-CCTrCH-InformationItemIEs-RL-SetupRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationItem-RL-SetupRqstTDD
PRESENCE mandatory
 },


...

}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-TFCS





TFCS,


tFCI-Coding




TFCI-Coding,


dl-PunctureLimit



PunctureLimit,


tdd-TPC-DownlinkStepSize

TDD-TPC-DownlinkStepSize,

iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationList-RL-SetupRqstTDD 


::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationItem-RL-SetupRqstTDD

DCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,

dCH-SpecificInformationList


DCH-SpecificInformationList-RL-SetupRqstTDD,


iE-Extensions





ProtocolExtensionContainer { {DCH-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,

...

}

DCH-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-SpecificInformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-SpecificItem-RL-SetupRqstTDD

DCH-SpecificItem-RL-SetupRqstTDD ::=
SEQUENCE {

dCH-ID







DCH-ID,



ul-cCTrCH-ID





CCTrCH-ID, -- UL CCTrCH in which the DCH is mapped


dl-cCTrCH-ID





CCTrCH-ID, -- DL CCTrCH in which the DCH is mapped


trCH-SrcStatisticsDescr



TrCH-SrcStatisticsDescr,


ul-transportFormatSet



TransportFormatSet,


dl-transportFormatSet



TransportFormatSet,


ul-BLER







BLER,


dl-BLER







BLER,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


qE-Selector






QE-Selector,

iE-Extensions





ProtocolExtensionContainer { {DCH-SpecificItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

DCH-SpecificItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationList-RL-SetupRqstTDD ::=  SEQUENCE (SIZE (0..maxNoOfDSCHs)) OF DSCH-InformationItem-RL-SetupRqstTDD
DSCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


dSCH-ID







DSCH-ID,


dl-ccTrCHID






CCTrCH-ID,


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr,


transportFormatSet




TransportFormatSet,


allocationRetentionPriority 

AllocationRetentionPriority,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


bLER







BLER,


iE-Extensions





ProtocolExtensionContainer { {DSCH-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

DSCH-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-InformationList-RL-SetupRqstTDD ::=  SEQUENCE (SIZE (0..maxNoOfUSCHs)) OF USCH-InformationItem-RL-SetupRqstTDD
USCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


uSCH-ID







USCH-ID,


ul-CCTrCH-ID





CCTrCH-ID,


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr,


transportFormatSet




TransportFormatSet,


allocationRetentionPriority 

AllocationRetentionPriority,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


rb-Info







RB-Info,


iE-Extensions





ProtocolExtensionContainer { {USCH-InformationItem-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

USCH-InformationItem-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RB-Info ::= SEQUENCE (SIZE(1..maxNoOfRB)) OF RB-Identity
RL-Information-RL-SetupRqstTDD ::= SEQUENCE {


rL-ID





RL-ID,


c-ID





C-ID,


frameOffset




FrameOffset,


primaryCCPCH-RSCP



PrimaryCCPCH-RSCP

OPTIONAL,


timeSlot-ISCPList-RL-SetupRqstTDD
TimeSlot-ISCPList-RL-SetupRqstTDD
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-SetupRqstTDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-SetupRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TimeSlot-ISCPList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (0..maxNrOfDLTs)) OF Timeslot-ISCPItem-RL-SetupRspTDD

Timeslot-ISCPItem-RL-SetupRspTDD ::= SEQUENCE {


timeSlot




TimeSlot,


iSCP





ISCP,


iE-Extensions



ProtocolExtensionContainer { { Timeslot-ISCPItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...
}
Timeslot-ISCPItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RadioLinkSetupRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- M

MaxNrOfUL-DPCHs



::= INTEGER (1..6)

MAC-c-sh-SDU-Length


::= INTEGER (1..5000)
MaximumAllowedULTxPower

::= INTEGER (-50..33)

MaxNrDLPhysicalchannels 
::= INTEGER (1..2)

MaxNrTimeslots 



::= INTEGER (1..14)

MaxNrULPhysicalchannels 
::= INTEGER (1..224)

MaxTFCIvalue



::= INTEGER (1..1023)
MeasurementAvailabilityIndicator
::= ENUMERATED {


measurementAvailable,

measurementnotAvailable

}

MeasurementFilterCoefficient ::=  ENUMERATED{k0, k1, k2, k3, k4, k5, k6, k7, k8, k9, k11, k13, k15, k17, k19}
-- Measurement Filter Coefficient to be used for measurement
MeasurementID



::= INTEGER (0..1048575)

MinimumSpreadingFactor

::= INTEGER (1..16)
Multi-code-info



::= INTEGER (1..16)
MultipleURAsIndicator ::= ENUMERATED {


multiple-URAs-exist,


single-URA-exists
}

AdjustmentPeriod


::= INTEGER(1..300)

-- Unit Frame
ScaledAdjustmentRatio


::= INTEGER(0..100)

-- AdjustmentRatio  = ScaledAdjustmentRatio / 100
MaxAdjustmentStep


::= INTEGER(1..10)

-- Unit Slot
MeasurementChangeTime

::= INTEGER (1..6000)

-- The MeasurementChangeTime  gives the MeasurementChangeTime
-- in number of 10 ms periods.
-- E.g. Value 6000 means 60000ms(1min)

-- Unis is ms, Step is 10 ms

MeasurementHysteresisTime

::= INTEGER (1..6000)

-- The MeasurementHysteresisTime  gives the

-- MeasurementHysteresisTime in number of 10 ms periods.
-- E.g. Value 6000 means 60000ms(1min)

-- Unit is ms, Step is 10ms

MeasurementIncreaseDecreaseThreshold

::= CHOICE {


sir







SIR-Value-IncrDecrThres,


sir-error





SIR-Error-Value-IncrDecrThres,


transmitted-code-power


Transmitted-Code-Power-Value-IncrDecrThres,


rscp






RSCP-Value-IncrDecrThres,


round-trip-time




Round-Trip-Time-IncrDecrThres,

...

}
MeasurementThreshold 


::= CHOICE {


sir







SIR-Value,


sir-error





SIR-Error-Value,


transmitted-code-power


Transmitted-Code-Power-Value,


rscp






RSCP-Value,


round-trip-time




Round-Trip-Time-Value,

rx-timing-deviation



Rx-Timing-Deviation-Value,

...

}
MidambleShift



::= INTEGER (0..15)

MinUL-ChannelisationCodeLength

::= ENUMERATED {


v4,


v8,


v16,


v32,


v64,


v128,


v256

}

MultiplexingPosition ::= ENUMERATED {


fixed,


flexible

}

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AllowedQueuingTime













INTEGER ::= 4

id-BindingID















INTEGER ::= 5

id-C-ID

















INTEGER ::= 6

id-C-RNTI
















INTEGER ::= 7

id-CFN

















INTEGER ::= 8

id-CN-CS-DomainIdentifier












INTEGER ::= 9

id-CN-PS-DomainIdentifier












INTEGER ::= 10

id-Cause
















INTEGER ::= 11

id-CellItem-PagingRqst













INTEGER ::= 12

id-CombiningItem-RL-AdditionFailureFDD









INTEGER ::= 15

id-CombiningItem-RL-AdditionRspFDD










INTEGER ::= 16

id-CombiningItem-RL-AdditionRspTDD










INTEGER ::= 17

id-CombiningItem-RL-SetupFailureFDD










INTEGER ::= 18

id-CombiningItem-RL-SetupRspFDD











INTEGER ::= 19

id-CriticalityDiagnostics












INTEGER ::= 20

id-D-RNTI
















INTEGER ::= 21

id-D-RNTI-ReleaseIndication












INTEGER ::= 22

id-DCH-AddList-RL-ReconfPrepFDD











INTEGER ::= 26

id-DCH-AddList-RL-ReconfPrepTDD











INTEGER ::= 27

id-DCH-AddList-RL-ReconfRqstFDD











INTEGER ::= 28

id-DCH-AddList-RL-ReconfRqstTDD











INTEGER ::= 29

id-DCH-DeleteList-RL-ReconfPrepFDD










INTEGER ::= 30

id-DCH-DeleteList-RL-ReconfPrepTDD










INTEGER ::= 31

id-DCH-DeleteList-RL-ReconfRqstFDD










INTEGER ::= 32

id-DCH-DeleteList-RL-ReconfRqstTDD










INTEGER ::= 33

id-DCH-Information-RL-SetupRqstFDD










INTEGER ::= 34

id-DCH-InformationList-RL-SetupRqstTDD









INTEGER ::= 35

id-DCH-ModifyList-RL-ReconfPrepFDD










INTEGER ::= 39

id-DCH-ModifyList-RL-ReconfPrepTDD










INTEGER ::= 40

id-DCH-ModifyList-RL-ReconfRqstFDD










INTEGER ::= 41

id-DCH-ModifyList-RL-ReconfRqstTDD










INTEGER ::= 42

id-DCH-InformationResponseListIE-RL-SetupRspTDD







INTEGER ::= 43

id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD






INTEGER ::= 44

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






INTEGER ::= 45

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






INTEGER ::= 46

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD







INTEGER ::= 47

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






INTEGER ::= 48

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD






INTEGER ::= 49

id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD







INTEGER ::= 50

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






INTEGER ::= 51

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






INTEGER ::= 52

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD







INTEGER ::= 53

id-DL-CodeInformationListIE-PhyChReconfRqstFDD







INTEGER ::= 54

id-DL-CodeInformationListIE-RL-AdditionFailureFDD






INTEGER ::= 55

id-DL-CodeInformationListIE-RL-AdditionRspFDD







INTEGER ::= 56

id-DL-CodeInformationListIE-RL-ReconfReadyFDD







INTEGER ::= 57

id-DL-CodeInformationListIE-RL-SetupFailureFDD







INTEGER ::= 58

id-DL-DPCH-Information-RL-ReconfPrepFDD









INTEGER ::= 59

id-DL-DPCH-Information-RL-SetupRqstFDD









INTEGER ::= 60

id-DL-DPCH-Information-RL-ReconfRqstFDD









INTEGER ::= 61

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD







INTEGER ::= 62

id-DL-DPCH-InformationItem-RL-AdditionRspTDD







INTEGER ::= 63

id-DL-DPCH-InformationItem-RL-SetupRspTDD








INTEGER ::= 64

id-DL-Physical-Channel-Information-RL-SetupRqstTDD






INTEGER ::= xx
id-DL-SIRTarget















INTEGER ::= 66

id-DLReferencePower














INTEGER ::= 67

id-DLReferencePowerList-DL-PC-Rqst










INTEGER ::= 68

id-DL-ReferencePowerInformation-DL-PC-Rqst








INTEGER ::= 69

id-DRXCycleLengthCoefficient











INTEGER ::= 70

id-DedicatedMeasurementObjectType-DM-Rprt








INTEGER ::= 71

id-DedicatedMeasurementObjectType-DM-Rqst








INTEGER ::= 72

id-DedicatedMeasurementObjectType-DM-Rsp








INTEGER ::= 73

id-DedicatedMeasurementType












INTEGER ::= 74

id-DiversityIndicationItem-RL-AdditionFailureFDD






INTEGER ::= 75

id-DiversityIndicationItem-RL-AdditionRspFDD







INTEGER ::= 76

id-DiversityIndicationItem-RL-AdditionRspTDD







INTEGER ::= 77

id-DiversityIndicationItem-RL-SetupFailureFDD







INTEGER ::= 78

id-DiversityIndicationItem-RL-SetupRspFDD








INTEGER ::= 79

id-FACH-InfoForDRNCSelectedS-CCPCH-CTCH-ResourceRspFDD





INTEGER ::= 80

id-FACH-InfoForDRNCSelectedS-CCPCH-CTCH-ResourceRspTDD





INTEGER ::= 81

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD





INTEGER ::= 82

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD





INTEGER ::= 83

id-IMSI

















INTEGER ::= 84

id-L3-Information














INTEGER ::= 85

id-MAC-c-sh-SDU-LengthListIE-CTCH-ResourceRspFDD






INTEGER ::= 86

id-MAC-c-sh-SDU-LengthListIE-CTCH-ResourceRspTDD






INTEGER ::= 87

id-MAC-c-sh-SDU-LengthListIE-option-CTCH-ResourceRspFDD





INTEGER ::= 88

id-MAC-c-sh-SDU-LengthListIE-option-CTCH-ResourceRspTDD





INTEGER ::= 89

id-AdjustmentPeriod














INTEGER ::= 90

id-MaxAdjustmentStep













INTEGER ::= 91

id-MeasurementFilterCoefficient











INTEGER ::= 92

id-MeasurementID














INTEGER ::= 93

id-MultipleURAsIndicator












INTEGER ::= 94

id-Neighbouring-CellInformationItem-RL-SetupFailureFDD





INTEGER ::= 95
id-Neighbouring-CellInformationItem-RL-SetupRsp







INTEGER ::= 96

id-NonCombiningItem-RL-AdditionFailureFDD








INTEGER ::= 97

id-NonCombiningItem-RL-AdditionRspFDD









INTEGER ::= 98

id-NonCombiningItem-RL-AdditionRspTDD









INTEGER ::= 99

id-NonCombiningOrFirstRLItem-RL-SetupFailureFDD







INTEGER ::= 100

id-NonCombiningOrFirstRLItem-RL-SetupRspFDD








INTEGER ::= 101

id-PagingArea-PagingRqst












INTEGER ::= 102

id-PriorityIndicatorAndInitialWindowSizeListIE-CTCH-ResourceRspFDD


INTEGER ::= 103

id-PriorityIndicatorAndInitialWindowSizeListIE-CTCH-ResourceRspTDD


INTEGER ::= 104

id-PriorityIndicatorAndInitialWindowSizeListIE-option-CTCH-ResourceRspFDD
INTEGER ::= 105

id-PriorityIndicatorAndInitialWindowSizeListIE-option-CTCH-ResourceRspTDD
INTEGER ::= 106

id-PowerAdjustmentType













INTEGER ::= 107

id-ProcedureScope-DL-PC-Rqst











INTEGER ::= 108

id-RANAP-RelocationInformation











INTEGER ::= 109

id-RL-Information-PhyChReconfRqstFDD









INTEGER ::= 110

id-RL-Information-PhyChReconfRqstTDD









INTEGER ::= 111

id-RL-Information-RL-AdditionRqstFDD









INTEGER ::= 112

id-RL-Information-RL-AdditionRqstTDD









INTEGER ::= 113

id-RL-Information-RL-DeletionRqst










INTEGER ::= 114

id-RL-Information-RL-FailureInd











INTEGER ::= 115

id-RL-Information-RL-ReconfPrepFDD










INTEGER ::= 116

id-RL-Information-RL-RestoreInd











INTEGER ::= 117

id-RL-Information-RL-SetupRqstFDD










INTEGER ::= 118

id-RL-Information-RL-SetupRqstTDD










INTEGER ::= 119

id-RL-InformationItem-DM-Rprt











INTEGER ::= 120

id-RL-InformationItem-DM-Rqst











INTEGER ::= 121

id-RL-InformationItem-DM-Rsp











INTEGER ::= 122

id-RL-InformationItem-RL-SetupRqstFDD









INTEGER ::= 123

id-RL-InformationList-RL-AdditionRqstFDD








INTEGER ::= 124

id-RL-InformationList-RL-DeletionRqst









INTEGER ::= 125

id-RL-InformationList-RL-ReconfPrepFDD









INTEGER ::= 126

id-RL-InformationResponse-RL-AdditionRspTDD








INTEGER ::= 127

id-RL-InformationResponse-RL-ReconfReadyTDD








INTEGER ::= 128

id-RL-InformationResponse-RL-SetupRspTDD








INTEGER ::= 129

id-RL-InformationResponseItem-RL-AdditionRspFDD







INTEGER ::= 130

id-RL-InformationResponseItem-RL-ReconfReadyFDD







INTEGER ::= 131

id-RL-InformationResponseItem-RL-ReconfRsp








INTEGER ::= 132

id-RL-InformationResponseItem-RL-SetupRspFDD







INTEGER ::= 133

id-RL-InformationResponseList-RL-AdditionRspFDD







INTEGER ::= 134

id-RL-InformationResponseList-RL-ReconfReadyFDD







INTEGER ::= 135

id-RL-InformationResponseList-RL-ReconfRsp








INTEGER ::= 136

id-RL-InformationResponseList-RL-SetupRspFDD







INTEGER ::= 137

id-RLItem-DM-Rprt














INTEGER ::= 138

id-RLItem-DM-Rqst














INTEGER ::= 139

id-RLItem-DM-Rsp














INTEGER ::= 140

id-RL-ReconfigurationFailure-RL-ReconfFail








INTEGER ::= 141

id-RL-Set-InformationItem-DM-Rprt










INTEGER ::= 143

id-RL-Set-InformationItem-DM-Rqst










INTEGER ::= 144

id-RL-Set-InformationItem-DM-Rsp










INTEGER ::= 145

id-RL-Set-Information-RL-FailureInd










INTEGER ::= 146

id-RL-Set-Information-RL-RestoreInd










INTEGER ::= 147

id-RL-SetItem-DM-Rprt













INTEGER ::= 148

id-RL-SetItem-DM-Rqst













INTEGER ::= 149

id-RL-SetItem-DM-Rsp













INTEGER ::= 150

id-RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind







INTEGER ::= 151

id-ReportCharacteristics












INTEGER ::= 152

id-Reporting-Object-RL-FailureInd










INTEGER ::= 153

id-Reporing-Object-RL-RestoreInd










INTEGER ::= 154

id-S-RNTI
















INTEGER ::= 155

id-SAI

















INTEGER ::= 156

id-SRNC-ID
















INTEGER ::= 157

id-SecondaryCCPCHListIE-CTCH-ResourceRspTDD








INTEGER ::= 158

id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD




INTEGER ::= 159

id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD





INTEGER ::= 160

id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD



INTEGER ::= 161

id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD




INTEGER ::= 162

id-TransportBearerID













INTEGER ::= 163

id-TransportBearerRequestIndicator










INTEGER ::= 164

id-TransportLayerAddress












INTEGER ::= 165

id-UC-ID
















INTEGER ::= 166

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD







INTEGER ::= 167

id-UL-CCTrCH-InformationAddItem-RL-ReconfRqstTDD






INTEGER ::= 168

id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






INTEGER ::= 169

id-UL-CCTrCH-InformationAddList-RL-ReconfRqstTDD






INTEGER ::= 170

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD







INTEGER ::= 171

id-UL-CCTrCH-InformationList-RL-SetupRqstTDD







INTEGER ::= 172

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






INTEGER ::= 173

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD






INTEGER ::= 174

id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






INTEGER ::= 175

id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD







INTEGER ::= 176

id-UL-DPCH-Information-RL-ReconfPrepFDD









INTEGER ::= 177

id-UL-DPCH-Information-RL-ReconfRqstFDD









INTEGER ::= 178

id-UL-DPCH-Information-RL-SetupRqstFDD









INTEGER ::= 179

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD







INTEGER ::= 180

id-UL-DPCH-InformationItem-RL-AdditionRspTDD







INTEGER ::= 181

id-UL-DPCH-InformationItem-RL-SetupRspTDD








INTEGER ::= 182

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD






INTEGER ::= 183

id-UL-Physical-Channel-Information-RL-SetupRqstTDD






INTEGER ::= xx
id-UL-SIRTarget















INTEGER ::= 184

id-URA-ID
















INTEGER ::= 185

id-URAItem-PagingRqst













INTEGER ::= 186

id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD




INTEGER ::= 188

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD




INTEGER ::= 189

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD




INTEGER ::= 190
id-UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD



INTEGER ::= 191

id-UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD



INTEGER ::= 192

id-Active-Pattern-Sequence-Information









INTEGER ::= 193

id-AdjustmentRatio














INTEGER ::= 194
id-All-RLItem-DM-Rqst













INTEGER ::= 195

id-All-RLItem-Set-DM-Rqst












INTEGER ::= 196

id-CauseLevel-RL-AdditionFailureFDD










INTEGER ::= 197

id-CauseLevel-RL-AdditionFailureTDD










INTEGER ::= 198

id-CauseLevel-RL-ReconfFailure











INTEGER ::= 199

id-CauseLevel-RL-SetupFailureFDD










INTEGER ::= 200
id-CauseLevel-RL-SetupFailureTDD










INTEGER ::= 201
id-DCH-InformationResponseListIE-RL-ReconfReadyFDD






INTEGER ::= 202
id-DCH-InformationResponseListIE-RL-ReconfReadyTDD






INTEGER ::= 203
id-DCH-InformationResponseListIE-RL-ReconfRsp







INTEGER ::= 204
id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD






INTEGER ::= 205
id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD






INTEGER ::= 206
id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD






INTEGER ::= 207
id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD






INTEGER ::= 208
id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD






INTEGER ::= 209
id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD






INTEGER ::= 210
id-DL-CodeInformationListIE-RL-ReconfResp








INTEGER ::= 211
id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD






INTEGER ::= 212
id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD





INTEGER ::= 213
id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD





INTEGER ::= 214
id-DSCH-AddList-RL-ReconfPrepTDD










INTEGER ::= 215
id-DSCH-Add-RL-ReconfPrepFDD











INTEGER ::= 216
id-DSCH-DeleteList-RL-ReconfPrepTDD










INTEGER ::= 217
id-DSCH-Delete-RL-ReconfPrepFDD











INTEGER ::= 218
id-DSCH-InformationItem-RL-SetupRqstFDD









INTEGER ::= 219
id-DSCH-InformationListIE-RL-AdditionRspTDD








INTEGER ::= 220
id-DSCH-InformationListIEs-RL-SetupRspTDD








INTEGER ::= 221
id-DSCH-InformationList-RL-SetupRqstTDD









INTEGER ::= 222
id-DSCH-InformationResponseItem-RL-SetupRspFDD







INTEGER ::= 223
id-DSCH-InformationResponseListIE-RL-AdditionFailureFDD





INTEGER ::= 224
id-DSCH-InformationResponseListIE-RL-SetupFailureFDD





INTEGER ::= 225
id-DSCH-Information-RL-SetupRqstFDD










INTEGER ::= 226
id-DSCH-ModifyList-RL-ReconfPrepTDD










INTEGER ::= 227
id-DSCH-Modify-RL-ReconfPrepFDD











INTEGER ::= 228
id-DSCHToBeAddedOrModifiedIE-RL-ReconfReadyFDD







INTEGER ::= 229
id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD






INTEGER ::= 230
id-GA-AccessPointPosition












INTEGER ::= 231
id-GA-Cell
















INTEGER ::= 232
id-GeneralCauseItem-RL-AdditionFailureFDD








INTEGER ::= 233
id-GeneralCauseItem-RL-AdditionFailureTDD








INTEGER ::= 234
id-GeneralCauseItem-RL-ReconfFailure









INTEGER ::= 235
id-GeneralCauseItem-RL-SetupFailureFDD









INTEGER ::= 236
id-GeneralCauseItem-RL-SetupFailureTDD









INTEGER ::= 237
id-MeasurementAvailableItem-DedicatedMeasurementReport





INTEGER ::= 238

id-MeasurementnotAvailableItem-DedicatedMeasurementReport




INTEGER ::= 239

id-Neighbouring-CellInformationItem-RL-AdditionFailureFDD




INTEGER ::= 240
id-Neighbouring-CellInformationItem-RL-AdditionRsp






INTEGER ::= 241
id-RACH-InfoForDRNCSelectedPRACH-CTCH-ResourceRspFDD





INTEGER ::= 242
id-RACH-InfoForDRNCSelectedPRACH-CTCH-ResourceRspTDD





INTEGER ::= 243
id-RLItem-RL-FailureInd













INTEGER ::= 244
id-RLItem-RL-RestoreInd













INTEGER ::= 245
id-RL-SetItem-RL-FailureInd












INTEGER ::= 246
id-RL-SetItem-RL-RestoreInd












INTEGER ::= 247
id-RLSpecificCauseItem-RL-AdditionFailureFDD







INTEGER ::= 248
id-RLSpecificCauseItem-RL-AdditionFailureTDD







INTEGER ::= 249
id-RLSpecificCauseItem-RL-ReconfFailure









INTEGER ::= 250
id-RLSpecificCauseItem-RL-SetupFailureFDD








INTEGER ::= 251
id-RLSpecificCauseItem-RL-SetupFailureTDD








INTEGER ::= 252
id-RNCsWithCellsInTheAccessedURA-List-CTCH-ResourceRspFDD




INTEGER ::= 253
id-RNCsWithCellsInTheAccessedURA-List-CTCH-ResourceRspTDD




INTEGER ::= 254
id-Transmission-Gap-Pattern-Sequence-Information






INTEGER ::= 255
id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD







INTEGER ::= 256
id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD







INTEGER ::= 257
id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD






INTEGER ::= 258
id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD






INTEGER ::= 259
id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD






INTEGER ::= 260
id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD






INTEGER ::= 261
id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






INTEGER ::= 262
id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






INTEGER ::= 263
id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD





INTEGER ::= 264
id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD





INTEGER ::= 265
id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD




INTEGER ::= 266
id-USCH-AddList-RL-ReconfPrepTDD










INTEGER ::= 267
id-USCH-DeleteList-RL-ReconfPrepTDD










INTEGER ::= 268
id-USCH-InformationListIE-RL-AdditionRspTDD








INTEGER ::= 269
id-USCH-InformationListIEs-RL-SetupRspTDD








INTEGER ::= 270
id-USCH-InformationList-RL-SetupRqstTDD









INTEGER ::= 271
id-USCH-ModifyList-RL-ReconfPrepTDD










INTEGER ::= 272
id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD






INTEGER ::= 273
END



