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9.1.47
RADIO LINK RECONFIGURATION REQUEST

9.1.47.1
FDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantic Description
Criticality
Assigned Criticality

Message Discriminator
M

9.2.1.45

–


Message Type
M

9.2.1.46

YES
reject

Node B Communication Context ID
M

9.2.1.48
The reserved value “All NBCC” shall not be used.
YES
reject

Transaction ID 
M

9.2.1.62

–


UL DPCH Information 

0..1


YES
reject

>TFCS
O

9.2.1.58
For the UL.
–


DL DPCH Information 

0..1


YES
reject

>TFCS
O

9.2.1.58
For the DL.
–


>TFCI Signalling Mode
O

9.2.2.50

–


> TFCI Presence
O

9.2.1.57

-


>PDSCH code mapping
O

9.2.2.25




>PDSCH RL ID
O

RL ID

9.2.1.53




>Limited Power Increase
O



–


DCHs to Modify

0..<maxnoofDCHs>


GLOBAL
reject

>UL FP Mode
O

9.2.1.66

–


>ToAWS
O

9.2.1.61

–


>ToAWE
O

9.2.1.60

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.20

–


>>Transport Format Set
O

9.2.1.59
For the UL.
–


>>Transport Format Set
O

9.2.1.59
For the DL.
–


>>Frame Handling Priority
O

9.2.1.30

–


DCHs to Add

0..<maxnoofDCHs>


GLOBAL
reject

>Payload CRC Presence Indicator
M

9.2.1.49

–


>UL FP mode
M

9.2.1.66

–


>ToAWS
M

9.2.1.61

–


>ToAWE
M

9.2.1.60

–


>DCH Specific Info

1..<maxnoofDCHs>


–


>>DCH ID
M

9.2.1.20

–


>>Transport Format Set
M

9.2.1.59
For the UL.
–


>>Transport Format Set
M

9.2.1.59
For the DL.
–


>>Frame Handling Priority
M

9.2.1.30

–


>>QE-Selector
M

9.2.1.50A

–


DCHs to Delete

0..<maxnoofDCHs>


GLOBAL
reject

>DCH ID
M

9.2.1.20

–


DSCH to Modify

0..<maxnoofDSCHs>


YES
reject

>DSCH ID
M

9.2.1.27

–


>Transport Format Set
O

9.2.1.59
For the DL.
–


>Frame Handling Priority
O

9.2.1.30

–


>ToAWS
O

9.2.1.61

–


>ToAWE
O

9.2.1.60

–


DSCH to Add

0..<maxnoofDSCHs>


YES
reject

>DSCH ID
M

9.2.1.27

–


>Transport Format Set
M

9.2.1.59
For the DL.
–


>Frame Handling Priority
M

9.2.1.30

–


>ToAWS
M

9.2.1.61

–


>ToAWE
M

9.2.1.60

–


DSCH to Delete

0..1


YES
reject

>DSCH ID
M

9.2.1.27

–


Radio Link Information

0..<maxnoofRLs>


EACH
reject

>RL ID
M

9.2.1.53

–


>Maximum DL Power
O

DL Power
9.2.1.53

–


>Minimum DL Power
O

DL Power
9.2.1.53

–


>DL Code Information
C-SF/2
0..<maxnoofDLCodes<


–


>>DL Scrambling Code
O



–


>>FDD DL Channelisation Code Number
O



–


>>Transmission Gap Pattern sequence Code Information
O



–


Transmission Gap Pattern Sequence Information
O



YES
reject

Range Bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for a UE.

MaxnoofDSCHs
Maximum number of DSCHs for a UE.

MaxnoofRLs
Maximum number of RLs for a UE.

MaxnoofDLCodes
Maximum number of Downlink Channelisation Codes.

Condition
Explanation

SF/2
This IE group is present only if the Transmission Gap Pattern Sequence Information IE is included and the indicated Downlink Compressed Mode method for at least one of the included Transmission Gap Pattern Sequence is set to "SF/2'".

9.2.1.27
DSCH ID

The DSCH ID uniquely identifies a DSCH within a Node B Communication Context.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

DSCH ID


INTEGER

(0..255)


9.2.1.28
Void


9.2.1.29
Void



9.2.1.30
Frame Handling Priority

This parameter indicates the priority level to be used during the lifetime of the DCH/DSCH for temporary restriction of the allocated resources due overload reason.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Frame Handling Priority


INTEGER

(0..15)
0=lower priority,

15=higher priority

9.2.1.31
Frame Offset
Frame Offset is the required offset between the dedicated channel downlink transmission frames (CFN, Connection Frame Number) and the broadcast channel frame offset (Cell Frame Number). The Frame_offset is used in the translation between Connection Frame Number (CFN) on Iub/Iur and least significant 8 bits of SFN (System Frame Number) on Uu. The Frame Offset is UE and cell specific.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Frame Offset


INTEGER

(0..255)
Frames

9.2.1.32
IB_SG_DATA

Segment which is part of an Information Block.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

IB SG DATA


Bit String
“SIB data” in segment as defined in ref: [18].

9.2.1.58
TFCS (Transport Format Combination Set)

The Transport Format Combination Set is defined as a set of Transport Format Combinations on a Coded Composite Transport Channel. It is the allowed Transport Format Combinations of the corresponding Transport Channels. The DL Transport Format Combination Set is applicable for DL Transport Channels.

[FDD - Where the UE is assigned access to one or more DSCH transport channels then the UTRAN has the choice of two methods for signalling the mapping between TFCI(field 2) values and the corresponding TFC:

Method #1 - TFCI range

The mapping is described in terms of a number of groups, each group corresponding to a given transport format combination (value of CTFC(field2)). The CTFC(field2) value specified in the first group applies for all values of TFCI(field 2) between 0 and the specified 'Max TFCI(field2) value'. The CTFC(field2) value specified in the second group applies for all values of TFCI(field 2) between the 'Max TFCI(field2) value' specified in the last group plus one and the specified 'Max TFCI(field2) value' in the second group.   The process continues in the same way for the following groups with the TFCI(field 2) value used by the UE in constructing its mapping table starting at the largest value reached in the previous group plus one.

Method #2 - Explicit

The mapping between TFCI(field 2) value and CTFC(field2) is spelt out explicitly for each value of TFCI (field2) 

]






IE/Group Name
Presence
Range
IE type and reference
Semantics description

CHOICE DSCH





>No split in TFCI



This choice is made if :

a) The TFCS refers to the uplink

OR

b) The mode is FDD and none of the Node B communication contexts are assigned any DSCH transport channels

OR

c) The mode is TDD

>>TFCS

1 to <maxnoofTFCs>

The first instance of the parameter corresponds to TFC zero, the second to 1 and so on.

>>>CTFC
M

INTEGER(0..MaxCTFC)
Integer number calculated according to [18]

>>>CHOICE Gain Factors
C-PhysChan




>>>>Signalled Gain Factors





>>>>>Gain Factor (C
M

Integer (0..15)
For UL DPCCH or control part of PRACH or control part of PCPCH in FDD; mapping in accordance to [9]

>>>>>Gain Factor (D
M

Integer (0..15)
For UL DPDCH or data part of PRACH or data part of PCPCH in FDD: mapping in accordance to [9]

>>>>>Reference TFC nr
O

Integer (0..3)
If this TFC is a reference TFC, this IE indicates the reference number

>>>>Computed Gain Factors





>>>>>Reference TFC nr
M

Integer (0..3)
Indicates the reference TFC to be used to calculate the gain factors for this TFC

>There is a split in the TFCI



This choice is made if :

a) The TFCS refers to the downlink

AND

b) The mode is FDD and one of the Node B communication contexts  is assigned one or more DSCH transport channels

>>Transport format combination_DCH

1 to <MaxTFCI_1_Combs>

The first instance of the parameter Transport format combination_DCH corresponds to TFCI (field 1) = 0, the second to TFCI (field 1) = 1 and so on.

>>>CTFC(field1)
M

Integer(0..MaxCTFC)
Integer number calculated according to [18].  The calculation of CTFC ignores any DSCH transport channels which may be assigned

>>Choice Signalling method





>>>TFCI range





>>>>TFC mapping on DSCH

1 to <MaxNoTFCIGroups>



>>>>>Max TFCI(field2) value 
M

Integer(1..1023)
This is the Maximum value in the range of  TFCI(field2) values for which the specified CTFC(field2) applies

>>>>>>CTFC(field2)
M

Integer(0..MaxCTFC)
Integer number calculated according to [18].  The calculation of CTFC ignores any DCH transport channels which may be assigned

>>>Explicit





>>>>Transport format combination_DSCH

1 to <MaxTFCI_2_Combs>

The first instance of the parameter Transport format combination_DSCH corresponds to TFCI (field2) = 0, the second to TFCI (field 2) =  1 and so on.

>>>>>CTFC(field2)
M

Integer(0..MaxCTFC)
Integer number calculated according to [18].  The calculation of CTFC ignores any DCH transport channels which may be assigned

Condition
Explanation

PhysChan
The choice shall be present if the TFCS concerns a UL DPCH or PRACH channel or PCPCH channel in FDD, not when the TFCS is used for other physical channels.

Range bound
Explanation

MaxnoofTFCs
The maximum number of Transport Format Combinations.

MaxTFCI_1_Combs
Maximum number of TFCI (field 1) combinations (given by 2 raised to the power of the length of the TFCI (field 1))

MaxTFCI_2_Combs
Maximum number of TFCI (field 2) combinations (given by 2 raised to the power of the length of the TFCI (field 2))

MaxNoTFCIGroups
Maximum number of groups, each group described in terms of a range of TFCI(field 2) values for which a single value of CTFC(field2) applies 

MaxCTFC
Maximum number of the CTFC value is calculated according to the following:
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with the notation according to [18]

9.2.2.25
PDSCH code mapping


This IE indicates the association between each possible value of TFCI(field 2) and the corresponding PDSCH channelisation code(s). There are three fundamentally different ways that the UTRAN must choose between in order to signal the mapping information, these are described below. The signalling capacity consumed by the different methods will vary depending on the way in which the UTRAN configures usage of the DSCH. A fourth option is also provided which allows the UTRAN to replace individual entries in the TFCI(field 2) to PDSCH code mapping table with new PDSCH code values. 
Method #1 - Using code range

The mapping is described in terms of a number of groups, each group associated with a given spreading factor.  The UE maps TFCI(field2) values to PDSCH codes in the following way.  The PDSCH code used for TFCI(field 2) = 0 , is given by the SF and code number = 'PDSCH code start' of Group = 1.  The PDSCH code used for TFCI( field 2) = 1, is given by the SF and code number = 'PDSCH code start' + 1.  This continues, with unit increments in the value of TFC mapping to unit increments in code number up until the point that code number = 'PDSCH code stop'.  The process continues in the same way for the next group with the TFCI(field 2) value used by the UE when constructing its mapping table starting at the largest value reached in the previous group plus one. In the event that 'PDSCH code start' = 'PDSCH code stop' (as may occur when mapping the PDSCH root code to a TFCI (field 2) value) then this is to be interpreted as defining the mapping between the channelisation code and a single TFCI (ie. TFCI(field 2) should not be incremented twice).

Note that each value of TFCI (field 2) maps to a given code number and when the 'multi-code info' parameter is greater than 1, then each value of TFCI (field 2) actually maps to a set of PDSCH codes.   In this case contiguous codes are assigned,  starting at the channelisation code denoted by the 'code number' parameter and including all codes with code numbers up to and including 'code number' - 1 + the value given in the parameter 'multi-code info'.

Method #2 - Using TFCI range

The mapping is described in terms of a number of groups, each group corresponding to a given PDSCH channelisation code or codes for multicode.  The PDSCH code specified in the first group applies for all values of TFCI(field 2) between 0 and the specified 'Max TFCI(field2)'. The PDSCH code specified in the second group applies for all values of TFCI(field 2) between the 'Max TFCI(field2) value' specified in the last group plus one and the specified 'Max TFCI(field2)' in the second group.   The process continues in the same way for the following groups with the TFCI(field 2) value starting at the largest value reached in the previous group plus one.

Method #3 - Explicit

The mapping between TFCI(field 2) value and PDSCH channelisation code is spelt out explicitly for each value of TFCI (field2) 

Information Element/Group name
Presence
Range
IE type and reference
Semantics description

DL Scrambling Code
M

INTEGER

(0..15)
Scrambling code on which PDSCH is transmitted.

0= Primary scrambling code of the cell

 1…15 = Secondary scrambling code

Choice signalling method 





>code range





>>PDSCH code mapping

1 to <MaxNoCodeGroups>



>>Spreading factor
M

Enumerated(4, 8, 16, 32, 64, 128, 256)


>>multi-code info
M

Integer(1..16)
This parameter indicates the number of PDSCH transmitted to the UE.  The PDSCH codes all have the same SF as denoted by the Spreading factor parameter.  Contiguous codes are assigned,  starting at the channelisation code denoted by the spreading factor and code number parameter and including all codes, with code numbers up to and including 'code number' - 1 + 'multi-code info'.  Note that 'code number'-1+'multi-code info' will not be allowed to exceed 'maxCodeNumComp'-1

>>Code number
M

Integer(0..maxCodeNumComp-1)
PDSCH code start, Numbering as described in  [18]

>>Code number
M

Integer(0..maxCodeNumComp-1)
PDSCH code stop, Numbering as described in  [18]

>TFCI range





>>DSCH mapping

1 to <MaxNoTFCIGroups>



>>>Max TFCI(field2) value 
M

Integer(1..1023)
This is the maximum value in the range of TFCI(field 2) values for which the specified PDSCH code applies

>>>Spreading factor
M

Enumerated(4, 8, 16, 32, 64, 128, 256)
SF of PDSCH code

>>>multi-code info
M

Integer(1..16)
Semantics as described for this parameter above

>>>Code number
M

Integer(0..maxCodeNumComp-1)
Code number of PDSCH code.  Numbering as described in  [18]

>Explicit





>>PDSCH code

1 to MaxTFCI_2_Combs

The first instance of the parameter PDSCH code corresponds to TFCI (field2) = 0, the second to TFCI(field 2) = 1 and so on.

>>>Spreading factor
M

Enumerated(4, 8, 16, 32, 64, 128, 256)
SF of PDSCH code

>>>multi-code info
M

Integer(1..16)
Semantics as described for this parameter above

>>>Code number
M

Integer(0..maxCodeNumComp-1)
Code number of PDSCH code.  Numbering as described in  [18]

Range Bound
Explanation

MaxCodeNumComp
Maximum number of codes at the defined spreading factor, within the complete code tree.

MaxTFCI_2_Combs
Maximum number of TFCI (field 2) combinations (given by 2 raised to the power of the length of the TFCI field 2)

MaxNoTFCIGroups
Maximum number of groups, each group described in terms of a range of TFCI(field 2) values for which a single PDSCH code applies.



MaxNoCodeGroups
Maximum number of groups, each group described in terms of a range of PDSCH channelisation code values for which a single spreading factor applies.



-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST FDD

--

-- **************************************************************

RadioLinkReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationRequestFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID




CRITICALITY

reject

TYPE
NodeB-CommunicationContextID



PRESENCE
mandatory
} |


{ ID
id-UL-DPCH-Information-RL-ReconfRqstFDD


CRITICALITY

reject

TYPE
UL-DPCH-Information-RL-ReconfRqstFDD


PRESENCE
optional
} |


{ ID
id-DL-DPCH-Information-RL-ReconfRqstFDD


CRITICALITY

reject

TYPE
DL-DPCH-Information-RL-ReconfRqstFDD


PRESENCE
optional
} |


{ ID
id-DCH-ModifyList-RL-ReconfRqstFDD



CRITICALITY

reject

TYPE
DCH-ModifyList-RL-ReconfRqstFDD



PRESENCE
optional
} |


{ ID
id-DCH-AddList-RL-ReconfRqstFDD




CRITICALITY

reject

TYPE
DCH-AddList-RL-ReconfRqstFDD




PRESENCE
optional
} |


{ ID
id-DCH-DeleteList-RL-ReconfRqstFDD



CRITICALITY

reject

TYPE
DCH-DeleteList-RL-ReconfRqstFDD



PRESENCE
optional
} |


{ ID
id-DSCH-ModifyList-RL-ReconfRqstFDD



CRITICALITY

reject

TYPE
DSCH-ModifyList-RL-ReconfRqstFDD




PRESENCE
optional
} |


{ ID
id-DSCH-AddList-RL-ReconfRqstFDD



CRITICALITY

reject

TYPE
DSCH-AddList-RL-ReconfRqstFDD




PRESENCE
optional
} |


{ ID
id-DSCH-DeleteList-RL-ReconfRqstFDD



CRITICALITY

reject

TYPE
DSCH-DeleteList-RL-ReconfRqstFDD




PRESENCE
optional
} |


{ ID
id-RL-InformationList-RL-ReconfRqstFDD


CRITICALITY

reject

TYPE
RL-InformationList-RL-ReconfRqstFDD


PRESENCE
optional
}|


{ ID id-Transmission-Gap-Pattern-Sequence-Information
CRITICALITY 
reject

TYPE 
Transmission-Gap-Pattern-Sequence-Information
 PRESENCE optional },

...

}

RadioLinkReconfigurationRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-Information-RL-ReconfRqstFDD ::= SEQUENCE {

ul-TFCS










TFCS


OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { UL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-DPCH-Information-RL-ReconfRqstFDD ::= SEQUENCE {


dl-TFCS










TFCS


OPTIONAL,
 
tFCI-SignallingMode







TFCI-SignallingMode





OPTIONAL,

tFCI-Presence








TFCI-Presence






OPTIONAL,

pDSCH-CodeMapping







PDSCH-CodeMapping





OPTIONAL,


pDSCH-RL-ID









RL-ID








OPTIONAL,


limitedPowerIncrease






LimitedPowerIncrease




OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { DL-DPCH-Iformation-RL-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

DL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-ModifyItem-RL-ReconfRqstFDD

DCH-ModifyItem-RL-ReconfRqstFDD ::= SEQUENCE {


ul-FP-Mode






UL-FP-Mode

OPTIONAL,


toAWS







ToAWS


OPTIONAL,


toAWE







ToAWE


OPTIONAL,


dCH-SpecificInformationList


DCH-ModifySpecificInformationList-RL-ReconfRqstFDD,


iE-Extensions








ProtocolExtensionContainer { { DCH-ModifyItem-RL-ReconfRqstFDD-ExtIEs} }


OPTIONAL,

...

}

DCH-ModifyItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-ModifySpecificInformationList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-ModifySpecificItem-RL-ReconfRqstFDD

DCH-ModifySpecificItem-RL-ReconfRqstFDD ::=
SEQUENCE {

dCH-ID










DCH-ID,


ul-TransportFormatSet






TransportFormatSet


OPTIONAL,


dl-TransportFormatSet






TransportFormatSet


OPTIONAL,


frameHandlingPriority






FrameHandlingPriority

OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DCH-ModifySpecificItem-RL-ReconfRqstFDD-ExtIEs} }


OPTIONAL,


...
}

DCH-ModifySpecificItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-AddItem-RL-ReconfRqstFDD

DCH-AddItem-RL-ReconfRqstFDD ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,


dCH-SpecificInformationList


DCH-AddSpecificInformationList-RL-ReconfRqstFDD,


iE-Extensions





ProtocolExtensionContainer { { DCH-Add-RL-ReconfRqstFDDItem-ExtIEs} }

OPTIONAL,

...

}

DCH-Add-RL-ReconfRqstFDDItem-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-AddSpecificInformationList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-AddSpecificItem-RL-ReconfRqstFDD

DCH-AddSpecificItem-RL-ReconfRqstFDD ::=
SEQUENCE {

dCH-ID










DCH-ID,


ul-TransportFormatSet






TransportFormatSet,


dl-TransportFormatSet






TransportFormatSet,


frameHandlingPriority






FrameHandlingPriority,


qE-Selector









QE-Selector,

iE-Extensions








ProtocolExtensionContainer { { DCH-AddSpecificItem-ExtIEs} }

OPTIONAL,


...
}

DCH-AddSpecificItem-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfRqstFDD

DCH-DeleteItem-RL-ReconfRqstFDD ::= SEQUENCE {


dCH-ID










DCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DCH-DeleteItem-RL-ReconfRqstFDD-ExtIEs} }


OPTIONAL,


...
}

DCH-DeleteItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-ModifyList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF ProtocolIE-Container {{DSCH-ModifyItemIE-RL-ReconfRqstFDD }}

DSCH-ModifyItemIE-RL-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-ModifyItem-RL-ReconfRqstFDD

CRITICALITY
reject

TYPE
DSCH-ModifyItem-RL-ReconfRqstFDD
PRESENCE
mandatory},


...

}

DSCH-ModifyItem-RL-ReconfRqstFDD ::= SEQUENCE {

dSCH-ID









DSCH-ID,

dl-TransportFormatSet





TransportFormatSet


OPTIONAL,


frameHandlingPriority





FrameHandlingPriority

OPTIONAL,


toAWS









ToAWS





OPTIONAL,


toAWE









ToAWE





OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { DSCH-ModifyItem-RL-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-ModifyItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-AddList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF ProtocolIE-Container {{DSCH-AddItemIE-RL-ReconfRqstFDD }}

DSCH-AddItemIE-RL-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-AddItem-RL-ReconfRqstFDD

CRITICALITY
reject

TYPE
DSCH-AddItem-RL-ReconfRqstFDD
PRESENCE
mandatory},


...

}

DSCH-AddItem-RL-ReconfRqstFDD ::= SEQUENCE {

dSCH-ID









DSCH-ID,


dl-TransportFormatSet





TransportFormatSet,


frameHandlingPriority





FrameHandlingPriority,


toAWS









ToAWS,


toAWE









ToAWE,


iE-Extensions







ProtocolExtensionContainer { { DSCH-AddItem-RL-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-AddItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-DeleteList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF ProtocolIE-Container {{DSCH-DeleteItemIE-RL-ReconfRqstFDD }}

DSCH-DeleteItemIE-RL-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-DeleteItem-RL-ReconfRqstFDD

CRITICALITY
reject

TYPE
DSCH-DeleteItem-RL-ReconfRqstFDD
PRESENCE
mandatory},


...

}

DSCH-DeleteItem-RL-ReconfRqstFDD ::= SEQUENCE {

dSCH-ID









DSCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DSCH-DeleteItem-RL-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-DeleteItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{ RL-InformationItemIE-RL-ReconfRqstFDD}}

RL-InformationItemIE-RL-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationItem-RL-ReconfRqstFDD



CRITICALITY

reject


TYPE
RL-InformationItem-RL-ReconfRqstFDD


PRESENCE
mandatory},


...

}

RL-InformationItem-RL-ReconfRqstFDD ::= SEQUENCE {


rL-ID









RL-ID,


maxDL-Power








DL-Power

OPTIONAL,


minDL-Power








DL-Power

OPTIONAL,


dl-CodeInformationList





DL-CodeInformationList-RL-ReconfRqstFDD

OPTIONAL,

-- This IE is group present only if Downlink compressed mode method is set to "SF/2'"in the Transmission Gap Pattern Sequence Information IE.

iE-Extensions







ProtocolExtensionContainer { { RL-InformationItem-RL-ReconfRqstFDD-ExtIEs} }


OPTIONAL,


...
}

DL-CodeInformationList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDLCodes)) OF DL-CodeInformationItem-RL-ReconfRqstFDD

DL-CodeInformationItem-RL-ReconfRqstFDD ::= SEQUENCE {


dl-scramblingCode








DL-ScramblingCode





OPTIONAL,


fdd-DL-ChannelisationCodeNumber





FDD-DL-ChannelisationCodeNumber


OPTIONAL,


transmissionGapPatternSequenceCodeInformation

TransmissionGapPatternSequenceCodeInformation OPTIONAL,


iE-Extensions









ProtocolExtensionContainer { { DL-CodeInformationList-RL-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

}

DL-CodeInformationList-RL-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
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1)
Open the CR cover sheet with MS Word 97. The lastest version of the CR coversheet can be found at:


ftp://ftp.3gpp.org/information/3gCRF-??.DOC


2)
Fill out all areas that are relevant on the CR cover sheet - only the areas that have yellow shading shall be filled out. See Annex A of these instructions for further detail. 


3)
Open the specification to which you wish to make a change. It is very IMPORTANT  to ensure that you are using the latest version of the specification to make the change. The latest versions of all approved 3G specifications is located at:


for the 3GPP:  ftp://ftp.3gpp.org/specifications/      for SMG: http://docbox.etsi.org/tech-org/document/smg/specs

Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).

4)
If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:



ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


6)
Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc
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