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9.2.3
TDD specific Parameters
9.2.3.1
Block STTD Indicator

Indicates if Block STTD antenna diversity is applied or not to the PCCPCH.

Information Element/Group Name
Presence
Range
IE type and reference
Semantics description

Block STTD Indicator


ENUMERATED(active, inactive)


9.2.3.2
Burst Type

The Burst Type as described in [19].
IE/Group Name
Presence
Range
IE type and reference
Semantics description

Burst Type


ENUMERATED (Type1, Type2, Type3)


9.2.3.3
CCTrCH ID

The CCTrCH ID identifies unambiguously a CCTrCH inside a Radio Link.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

CCTrCH ID


INTEGER

(0..15)


9.2.3.4
Cell Parameter ID
The Cell Parameter ID identifies unambiguously the Code Groups, Scrambling Codes, Midambles and Toffset (see table 9 of [20])

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Cell Parameter ID


INTEGER

(0..127)


9.2.3.4A
Constant Value

The Constant Value is the power margin used by a UE to set the proper uplink power for a DCH, USCH, or a RACH . 
IE/Group Name
Presence
Range
IE type and reference
Semantics description

Constant Value


INTEGER   (-10...10)
Unit dB
Granularity 1 dB.

9.3.2
PDU Description for NBAP

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

NBAP-PDU-Discriptions -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureID,


MessageDiscriminator,


TransactionID

FROM NBAP-CommonDataTypes


CommonTransportChannelSetupRequestFDD,


CommonTransportChannelSetupRequestTDD,


CommonTransportChannelSetupResponse,


CommonTransportChannelSetupFailure,


CommonTransportChannelReconfigurationRequestFDD,


CommonTransportChannelReconfigurationRequestTDD,


CommonTransportChannelReconfigurationResponse,


CommonTransportChannelReconfigurationFailure,


CommonTransportChannelDeletionRequest,


CommonTransportChannelDeletionResponse,


BlockResourceRequest,


BlockResourceResponse,


BlockResourceFailure,


UnblockResourceIndication,


AuditRequiredIndication,


AuditRequest,


AuditResponse,


CommonMeasurementInitiationRequest,


CommonMeasurementInitiationResponse,


CommonMeasurementInitiationFailure,

CommonMeasurementReport,


CommonMeasurementTerminationRequest,


CommonMeasurementFailureIndication,


CellSetupRequestFDD,


CellSetupRequestTDD,


CellSetupResponse,


CellSetupFailure,


CellReconfigurationRequestFDD,


CellReconfigurationRequestTDD,


CellReconfigurationResponse,


CellReconfigurationFailure,


CellDeletionRequest,


CellDeletionResponse,


ResourceStatusIndication,


SystemInformationUpdateRequest,


SystemInformationUpdateResponse,


SystemInformationUpdateFailure,


RadioLinkSetupRequestFDD,


RadioLinkSetupRequestTDD,


RadioLinkSetupResponseFDD,


RadioLinkSetupResponseTDD,


RadioLinkSetupFailureFDD,


RadioLinkSetupFailureTDD,


RadioLinkAdditionRequestFDD,


RadioLinkAdditionRequestTDD,


RadioLinkAdditionResponseFDD,


RadioLinkAdditionResponseTDD,


RadioLinkAdditionFailureFDD,


RadioLinkAdditionFailureTDD,


RadioLinkReconfigurationPrepareFDD,


RadioLinkReconfigurationPrepareTDD,


RadioLinkReconfigurationReady,


RadioLinkReconfigurationFailure,


RadioLinkReconfigurationCommit,


RadioLinkReconfigurationCancel,


RadioLinkReconfigurationRequestFDD,


RadioLinkReconfigurationRequestTDD,


RadioLinkReconfigurationResponse,


RadioLinkDeletionRequest,


RadioLinkDeletionResponse,


DL-PowerControlRequest,


DedicatedMeasurementInitiationRequest,


DedicatedMeasurementInitiationResponse,


DedicatedMeasurementInitiationFailure,


DedicatedMeasurementReport,


DedicatedMeasurementTerminationRequest,


DedicatedMeasurementFailureIndication,


RadioLinkFailureIndication,


RadioLinkRestoreIndication,


CompressedModeCommand,


ErrorIndication,


PrivateMessage,


PhysicalSharedChannelReconfigurationRequestTDD,


PhysicalSharedChannelReconfigurationResponseTDD,


PhysicalSharedChannelReconfigurationFailureTDD
FROM NBAP-PDU-Contents


id-audit,


id-auditRequired,


id-blockResource,


id-cellDeletion,


id-cellReconfiguration,


id-cellSetup,


id-commonMeasurementFailure,


id-commonMeasurementInitiation,


id-commonMeasurementReport,


id-commonMeasurementTermination,


id-commonTransportChannelDelete,


id-commonTransportChannelReconfigure,

id-commonTransportChannelSetup,


id-compressedModeCommand,


id-dedicatedMeasurementFailure,


id-dedicatedMeasurementInitiation,


id-dedicatedMeasurementReport,


id-dedicatedMeasurementTermination,


id-downlinkPowerControl,


id-errorIndicationForDedicated,


id-errorIndicationForCommon,

id-physicalSharedChannelReconfiguration,

id-privateMessageForDedicated,


id-privateMessageForCommon,

id-radioLinkAddition,


id-radioLinkDeletion,


id-radioLinkFailure,


id-radioLinkRestoration,


id-radioLinkSetup,


id-resourceStatusIndication,


id-synchronisedRadioLinkReconfigurationCancellation,


id-synchronisedRadioLinkReconfigurationCommit,


id-synchronisedRadioLinkReconfigurationPreparation,


id-systemInformationUpdate,


id-unblockResource,


id-unSynchronisedRadioLinkReconfiguration

FROM NBAP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

NBAP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage




,


&SuccessfulOutcome




OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&Outcome






OPTIONAL,


&messageDiscriminator



MessageDiscriminator,


&procedureID





ProcedureID 
UNIQUE,


&criticality





Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE




&InitiatingMessage


[SUCCESSFUL OUTCOME




&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME



&UnsuccessfulOutcome]


[OUTCOME






&Outcome]


MESSAGE DISCRIMINATOR



&messageDiscriminator


PROCEDURE ID





&procedureID


[CRITICALITY





&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

NBAP-PDU ::= CHOICE {


initiatingMessage

InitiatingMessage,


succesfulOutcome

SuccessfulOutcome,


unsuccesfulOutcome

UnsuccessfulOutcome,


outcome




Outcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureID



NBAP-ELEMENTARY-PROCEDURE.&procedureID
({NBAP-ELEMENTARY-PROCEDURES}),


criticality



NBAP-ELEMENTARY-PROCEDURE.&criticality
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


messageDiscriminator
NBAP-ELEMENTARY-PROCEDURE.&messageDiscriminator({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID 


TransactionID,


value




NBAP-ELEMENTARY-PROCEDURE.&InitiatingMessage({NBAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

SuccessfulOutcome ::= SEQUENCE {


procedureID



NBAP-ELEMENTARY-PROCEDURE.&procedureID
({NBAP-ELEMENTARY-PROCEDURES}),


criticality



NBAP-ELEMENTARY-PROCEDURE.&criticality
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


messageDiscriminator
NBAP-ELEMENTARY-PROCEDURE.&messageDiscriminator({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),

 
transactionID 


TransactionID,


value




NBAP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome({NBAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureID



NBAP-ELEMENTARY-PROCEDURE.&procedureID
({NBAP-ELEMENTARY-PROCEDURES}),


criticality



NBAP-ELEMENTARY-PROCEDURE.&criticality
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


messageDiscriminator
NBAP-ELEMENTARY-PROCEDURE.&messageDiscriminator({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID 


TransactionID,


value




NBAP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome({NBAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

Outcome ::= SEQUENCE {


procedureID



NBAP-ELEMENTARY-PROCEDURE.&procedureID
({NBAP-ELEMENTARY-PROCEDURES}),


criticality



NBAP-ELEMENTARY-PROCEDURE.&criticality
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


messageDiscriminator
NBAP-ELEMENTARY-PROCEDURE.&messageDiscriminator({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID 


TransactionID,


value




NBAP-ELEMENTARY-PROCEDURE.&Outcome
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

-- **************************************************************

--
-- Interface Elementary Procedure List

--

-- **************************************************************

NBAP-ELEMENTARY-PROCEDURES NBAP-ELEMENTARY-PROCEDURE ::= {


NBAP-ELEMENTARY-PROCEDURES-CLASS-1


|


NBAP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

NBAP-ELEMENTARY-PROCEDURES-CLASS-1 NBAP-ELEMENTARY-PROCEDURE ::= {


cellSetupFDD









|


cellSetupTDD









|


cellReconfigurationFDD







|


cellReconfigurationTDD







|


cellDeletion









|


commonTransportChannelSetupFDD





|


commonTransportChannelSetupTDD





|


commonTransportChannelReconfigureFDD



|


commonTransportChannelReconfigureTDD



|


commonTransportChannelDelete





|


audit











|


blockResource









|


radioLinkSetupFDD








|


radioLinkSetupTDD








|


systemInformationUpdate







|


commonMeasurementInitiation






|


radioLinkAdditionFDD







|

radioLinkAdditionTDD







|


radioLinkDeletion








|


synchronisedRadioLinkReconfigurationPreparationFDD
|


synchronisedRadioLinkReconfigurationPreparationTDD
|


unSynchronisedRadioLinkReconfigurationFDD


|


unSynchronisedRadioLinkReconfigurationTDD


|


dedicatedMeasurementInitiation





|


physicalSharedChannelReconfiguration



,


...

}

NBAP-ELEMENTARY-PROCEDURES-CLASS-2 NBAP-ELEMENTARY-PROCEDURE ::= {


resourceStatusIndication






|


auditRequired









|

commonMeasurementReport







|


commonMeasurementTermination





|


commonMeasurementFailure






|


synchronisedRadioLinkReconfigurationCommit


|


synchronisedRadioLinkReconfigurationCancellation
|


radioLinkFailure








|

radioLinkRestoration







|


dedicatedMeasurementReport






|


dedicatedMeasurementTermination





|


dedicatedMeasurementFailure






|


downlinkPowerControlFDD







|

compressedModeCommand







|


unblockResource









|


errorIndicationForDedicated






|


errorIndicationForCommon






|

privateMessageForDedicated






|


privateMessageForCommon







,

...

}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

-- Class 1

-- *** CellSetup (FDD) ***

cellSetupFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellSetupRequestFDD


SUCCESSFUL OUTCOME

CellSetupResponse


UNSUCCESSFUL OUTCOME
CellSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellSetup, ddMode fdd } 


CRITICALITY 


reject

}

-- *** CellSetup (TDD) ***

cellSetupTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellSetupRequestTDD


SUCCESSFUL OUTCOME

CellSetupResponse


UNSUCCESSFUL OUTCOME
CellSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellSetup, ddMode tdd } 


CRITICALITY 


reject

}

-- *** CellReconfiguration(FDD) ***

cellReconfigurationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellReconfigurationRequestFDD


SUCCESSFUL OUTCOME

CellReconfigurationResponse


UNSUCCESSFUL OUTCOME
CellReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellReconfiguration, ddMode fdd } 


CRITICALITY 


reject

}

-- *** CellReconfiguration(TDD) ***

cellReconfigurationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellReconfigurationRequestTDD


SUCCESSFUL OUTCOME

CellReconfigurationResponse


UNSUCCESSFUL OUTCOME
CellReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellReconfiguration,
ddMode tdd } 


CRITICALITY 


reject

}

-- *** CellDeletion ***

cellDeletion NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellDeletionRequest


SUCCESSFUL OUTCOME

CellDeletionResponse


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-cellDeletion, ddMode common } 


CRITICALITY 


reject

}
-- *** CommonTransportChannelSetup (FDD) ***

commonTransportChannelSetupFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelSetupRequestFDD


SUCCESSFUL OUTCOME

CommonTransportChannelSetupResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelSetup, ddMode fdd } 


CRITICALITY 


reject

}

-- *** CommonTransportChannelSetup (TDD) ***

commonTransportChannelSetupTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelSetupRequestTDD


SUCCESSFUL OUTCOME

CommonTransportChannelSetupResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelSetup, ddMode tdd } 


CRITICALITY 


reject

}

-- *** CommonTransportChannelReconfigure (FDD) ***

commonTransportChannelReconfigureFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelReconfigurationRequestFDD


SUCCESSFUL OUTCOME

CommonTransportChannelReconfigurationResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelReconfigure, ddMode fdd } 


CRITICALITY 


reject

}

-- *** CommonTransportChannelReconfigure (TDD) ***

commonTransportChannelReconfigureTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelReconfigurationRequestTDD


SUCCESSFUL OUTCOME

CommonTransportChannelReconfigurationResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelReconfigure, ddMode tdd } 


CRITICALITY 


reject

}

-- *** CommonTransportChannelDelete ***

commonTransportChannelDelete NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonTransportChannelDeletionRequest


SUCCESSFUL OUTCOME

CommonTransportChannelDeletionResponse


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonTransportChannelDelete, ddMode common } 


CRITICALITY 


reject

}

-- *** Audit ***

audit NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

AuditRequest


SUCCESSFUL OUTCOME

AuditResponse


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-audit, ddMode common } 


CRITICALITY 


reject

}

-- *** BlockResourceRequest ***

blockResource NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

BlockResourceRequest


SUCCESSFUL OUTCOME

BlockResourceResponse


UNSUCCESSFUL OUTCOME
BlockResourceFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-blockResource, ddMode common } 


CRITICALITY 


reject

}

-- *** RadioLinkSetup (FDD) ***

radioLinkSetupFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkSetupRequestFDD


SUCCESSFUL OUTCOME

RadioLinkSetupResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkSetupFailureFDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-radioLinkSetup, ddMode fdd } 


CRITICALITY 


reject

}

-- *** RadioLinkSetup (TDD) ***

radioLinkSetupTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkSetupRequestTDD


SUCCESSFUL OUTCOME

RadioLinkSetupResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkSetupFailureTDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-radioLinkSetup, ddMode tdd } 


CRITICALITY 


reject

}

-- *** SystemInformationUpdate ***

systemInformationUpdate NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SystemInformationUpdateRequest


SUCCESSFUL OUTCOME

SystemInformationUpdateResponse


UNSUCCESSFUL OUTCOME
SystemInformationUpdateFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-systemInformationUpdate, ddMode common } 


CRITICALITY 


reject

}

-- *** CommonMeasurementInitiation ***

commonMeasurementInitiation NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementInitiationRequest


SUCCESSFUL OUTCOME

CommonMeasurementInitiationResponse


UNSUCCESSFUL OUTCOME
CommonMeasurementInitiationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonMeasurementInitiation,
ddMode common } 


CRITICALITY 


reject

}

-- *** RadioLinkAddition (FDD) ***

radioLinkAdditionFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkAdditionRequestFDD


SUCCESSFUL OUTCOME

RadioLinkAdditionResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkAdditionFailureFDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkAddition, ddMode fdd } 


CRITICALITY 


reject

}

-- *** RadioLinkAddition (TDD) ***

radioLinkAdditionTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkAdditionRequestTDD


SUCCESSFUL OUTCOME

RadioLinkAdditionResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkAdditionFailureTDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkAddition, ddMode tdd } 


CRITICALITY 


reject

}

-- *** RadioLinkDeletion
***

radioLinkDeletion NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkDeletionRequest


SUCCESSFUL OUTCOME

RadioLinkDeletionResponse


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkDeletion, ddMode common }


CRITICALITY 


reject

}

-- *** SynchronisedRadioLinkReconfigurationPreparation (FDD) ***

synchronisedRadioLinkReconfigurationPreparationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationPrepareFDD


SUCCESSFUL OUTCOME

RadioLinkReconfigurationReady


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-synchronisedRadioLinkReconfigurationPreparation, ddMode fdd } 


CRITICALITY 


reject

}

-- *** SynchronisedRadioLinkReconfigurationPreparation (TDD) ***

synchronisedRadioLinkReconfigurationPreparationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationPrepareTDD


SUCCESSFUL OUTCOME

RadioLinkReconfigurationReady


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-synchronisedRadioLinkReconfigurationPreparation, ddMode tdd } 


CRITICALITY 


reject

}

-- *** UnSynchronisedRadioLinkReconfiguration (FDD) ***

unSynchronisedRadioLinkReconfigurationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationRequestFDD


SUCCESSFUL OUTCOME

RadioLinkReconfigurationResponse


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-unSynchronisedRadioLinkReconfiguration, ddMode fdd } 


CRITICALITY 


reject

}

-- *** UnSynchronisedRadioLinkReconfiguration (TDD) ***

unSynchronisedRadioLinkReconfigurationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationRequestTDD


SUCCESSFUL OUTCOME

RadioLinkReconfigurationResponse


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-unSynchronisedRadioLinkReconfiguration, ddMode tdd } 


CRITICALITY 


reject

}

-- *** DedicatedMeasurementInitiation  ***

dedicatedMeasurementInitiation NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DedicatedMeasurementInitiationRequest


SUCCESSFUL OUTCOME

DedicatedMeasurementInitiationResponse


UNSUCCESSFUL OUTCOME
DedicatedMeasurementInitiationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-dedicatedMeasurementInitiation, ddMode common }


CRITICALITY 


reject

}

-- *** PhysicalSharedChannelReconfiguration (TDD only) ***

physicalSharedChannelReconfiguration NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PhysicalSharedChannelReconfigurationRequestTDD


SUCCESSFUL OUTCOME
PhysicalSharedChannelReconfigurationResponseTDD


UNSUCCESSFUL OUTCOME
PhysicalSharedChannelReconfigurationFailureTDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-physicalSharedChannelReconfiguration, ddMode tdd } 


CRITICALITY 

reject

}
-- Class 2

-- *** ResourceStatusIndication ***

resourceStatusIndication NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ResourceStatusIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-resourceStatusIndication, ddMode common } 


CRITICALITY 


ignore

}

-- *** AuditRequired ***

auditRequired NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

AuditRequiredIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-auditRequired, ddMode common } 


CRITICALITY 


ignore

}
-- *** CommonMeasurementReport ***

commonMeasurementReport NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementReport


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonMeasurementReport, ddMode common } 


CRITICALITY 


ignore

}
-- *** CommonMeasurementTermination ***

commonMeasurementTermination NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementTerminationRequest


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonMeasurementTermination, ddMode common } 


CRITICALITY 


ignore

}

-- *** CommonMeasurementFailure ***

commonMeasurementFailure NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CommonMeasurementFailureIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-commonMeasurementFailure, ddMode common } 


CRITICALITY 


ignore

}
-- *** SynchronisedRadioLinkReconfirurationCommit ***

synchronisedRadioLinkReconfigurationCommit NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationCommit


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-synchronisedRadioLinkReconfigurationCommit, ddMode common } 


CRITICALITY 


ignore

}

-- *** SynchronisedRadioReconfigurationCancellation ***

synchronisedRadioLinkReconfigurationCancellation NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkReconfigurationCancel


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-synchronisedRadioLinkReconfigurationCancellation, ddMode common } 


CRITICALITY 


ignore

}
-- *** RadioLinkFailure ***

radioLinkFailure NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkFailureIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkFailure, ddMode common }


CRITICALITY 


ignore

}

-- *** RadioLinkRestoration ***

radioLinkRestoration NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkRestoreIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkRestoration, ddMode common }


CRITICALITY 


ignore

}
-- *** DedicatedMeasurementReport ***

dedicatedMeasurementReport NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DedicatedMeasurementReport


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-dedicatedMeasurementReport, ddMode common }


CRITICALITY 


ignore

}

-- *** DedicatedMeasurementTermination  ***

dedicatedMeasurementTermination NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DedicatedMeasurementTerminationRequest


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-dedicatedMeasurementTermination, ddMode common }


CRITICALITY 


ignore

}

-- *** DedicatedMeasurementFailure ***

dedicatedMeasurementFailure NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DedicatedMeasurementFailureIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-dedicatedMeasurementFailure, ddMode common }


CRITICALITY 


ignore

}

-- *** DLPowerControl (FDD only) ***

downlinkPowerControlFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DL-PowerControlRequest


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-downlinkPowerControl, ddMode fdd }


CRITICALITY 


ignore

}

-- *** CompressedModeCommand (FDD only) ***

compressedModeCommand NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CompressedModeCommand


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-compressedModeCommand, ddMode fdd }


CRITICALITY 


ignore

}

-- *** UnblockResourceIndication ***

unblockResource NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UnblockResourceIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode id-unblockResource, ddMode common } 


CRITICALITY 


ignore

}
-- *** ErrorIndication for Dedicated procedures ***

errorIndicationForDedicated NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ErrorIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode
id-errorIndicationForDedicated, ddMode common }


CRITICALITY 


ignore

}

-- *** ErrorIndication for Common procedures ***

errorIndicationForCommon NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ErrorIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 


{ procedureCode
id-errorIndicationForCommon, ddMode common }


CRITICALITY 


ignore

}
-- *** PrivateMessage for Dedicated procedures ***

privateMessageForDedicated NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID


{ procedureCode
id-privateMessageForDedicated, ddMode common }


CRITICALITY



ignore

}

-- *** PrivateMessage for Common procedures ***

privateMessageForCommon NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


MESSAGE DISCRIMINATOR
common


PROCEDURE ID


{ procedureCode
id-privateMessageForCommon, ddMode common }


CRITICALITY



ignore

}
END

9.3.3
NBAP PDU Content Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.
--

-- **************************************************************

NBAP-PDU-Contents -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,

AddorDeleteIndicator,


AICH-TransmissionTiming,

APPreambleSignature,


APSubChannelNumber,

AvailabilityStatus,


BCCH-ModificationTime,

BindingID,


BlockingPriorityIndicator,


BlockSTTD-Indicator,


BurstType,

Cause,

CCTrCH-ID,


CDSubChannelNumbers,

CellParameterID,

CFN,


Channel-Assignment-Indication,

ChipOffset,


C-ID,

Closedlooptimingadjustmentmode,

CommonChannelsCapacityConsumptionLaw,


Compressed-Mode-Deactivation-Flag-RL-AdditionRqstFDD,

CommonMeasurementType,


CommonMeasurementValue,

CommonPhysicalChannelID,

CommonTransportChannelID,

CommunicationControlPortID,

ConfigurationGenerationID,


ConstantValue,

CriticalityDiagnostics,


CPCH-Allowed-Total-Rate,


CPCHScramblingCodeNumber,


CPCH-UL-DPCCH-SlotFormat,

CRNC-CommunicationContextID,

DCH-ID,

DedicatedChannelsCapacityConsumptionLaw,


DedicatedMeasurementType,


DedicatedMeasurementValue,

D-FieldLength,


DiversityControlField,


DiversityMode,

DL-DPCH-SlotFormat,


DL-or-Global-CapacityCredit,

DL-Power,


DLPowerAveragingWindowSize,

DL-ScramblingCode,


DL-TimeslotISCP,


DL-TPC-Pattern01Count,

DPCH-ID,


DSCH-ID,
-- to do


DSCH-TFS,


FDD-DL-ChannelisationCodeNumber,


FDD-S-CCPCH-Offset,


FDD-TPC-DownlinkStepSize,


FirstRLS-Indicator,

FrameHandlingPriority,


FrameOffset,


IB-SG-DATA,


IB-SG-POS,


IB-SG-REP,


IB-Type,

IndicationType,

LimitedPowerIncrease,

Local-Cell-ID,


MaximumDL-PowerCapability,


MaximumTransmissionPower,


Max-Number-of-PCPCHes,


MaxNrOfUL-DPDCHs,


MaxPRACH-MidambleShifts,

MeasurementFilterCoefficient,


MeasurementID,

MidambleShift,

MinSpreadingFactor,

MinUL-ChannelisationCodeLength,


MultiplexingPosition,

NEOT,


NFmax,

N-INSYNC-IND,

 
N-OUTSYNC-IND,

NodeB-CommunicationContextID,


NStartMessage,

PagingIndicatorLength,

PayloadCRC-PresenceIndicator,


PCCPCH-Power,


PCP-Length,

PDSCH-CodeMapping,

PDSCHSet-ID,

PDSCH-ID,

PICH-Mode,

PowerAdjustmentType,

PowerOffset,


PowerRaiseLimit,

PRACH-Midamble,

PreambleSignatures,


PreambleThreshold,

PrimaryCPICH-Power,

PrimaryScramblingCode,


PropagationDelay,


SCH-TimeSlot,


PunctureLimit,


PUSCHSet-ID,

PUSCH-ID,

QE-Selector,

RACH-SlotFormat,


RACH-SubChannelNumbers,


RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,

ResourceOperationalState,


RL-Set-ID,


RL-ID,

AdjustmentPeriod,

ScaledAdjustmentRatio,

MaxAdjustmentStep,

ScramblingCodeNumber,

SecondaryCCPCH-SlotFormat,

S-FieldLength,


SFN,

ShutdownTimer,

SIB-Originator,


SSDT-Cell-Identity,


SSDT-CellID-Length,


SSDT-Indication,


STTD-Indicator,


SSDT-SupportIndicator,


SyncCase,


T-Cell,

T-RLFAILURE,

TDD-ChannelisationCode,


TDD-TPC-DownlinkStepSize,


TDD-PhysicalChannelOffset,

TFCI-Coding,

TFCI-Presence,


TFCI-SignallingMode,


TFCS,

TimeSlot,


TimeSlotDirection,


TimeSlotStatus,


ToAWE,


ToAWS,

TransmissionDiversityApplied,


TransmitDiversityIndicator,

TransmissionGapPatternSequenceCodeInformation,


Transmission-Gap-Pattern-Sequence-Information,


TransportFormatSet,

TransportLayerAddress,


TSTD-Indicator,

UARFCN,

UL-CapacityCredit,


UL-DPCCH-SlotFormat,


UL-SIR,

UL-FP-Mode,


UL-InterferenceLevel,

UL-ScramblingCode,

USCH-ID
FROM NBAP-IEs


PrivateIE-Container{},

ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


NBAP-PRIVATE-IES,

NBAP-PROTOCOL-IES,


NBAP-PROTOCOL-EXTENSION
FROM NBAP-Containers


id-Active-Pattern-Sequence-Information,

id-AdjustmentRatio,

id-AICH-InformationItem-AuditRsp,

id-AICH-InformationItem-ResourceStatusInd,

id-AICH-ParametersListIE-CTCH-ReconfRqstFDD,


id-AllRLItem-DM-Rqst,


id-AllRLItem-Set-DM-Rqst,

id-AP-AICH-InformationItem-AuditRsp,


id-AP-AICH-InformationItem-ResourceStatusInd,


id-AP-AICH-ParametersListIE-CTCH-ReconfRqstFDD,


id-BCH-InformationItem-AuditRsp,


id-BCH-InformationItem-ResourceStatusInd,

id-BCCH-ModificationTime,


id-BlockingPriorityIndicator,


id-Case1Item-Cell-SetupRqstTDD,


id-Case2Item-Cell-SetupRqstTDD,

id-Cause,

id-CauseLevel-PSCH-ReconfFailureTDD,


id-CauseLevel-RL-AdditionFailureFDD,


id-CauseLevel-RL-AdditionFailureTDD,


id-CauseLevel-RL-ReconfFailure,


id-CauseLevel-RL-SetupFailureFDD,


id-CauseLevel-RL-SetupFailureTDD,

id-CCP-InformationItem-AuditRsp,


id-CCP-InformationList-AuditRsp,


id-CCP-InformationItem-ResourceStatusInd,

id-CDCA-ICH-InformationItem-AuditRsp,


id-CDCA-ICH-InformationItem-ResourceStatusInd,


id-CDCA-ICH-ParametersListIE-CTCH-ReconfRqstFDD,


id-Cell-InformationItem-AuditRsp,


id-Cell-InformationItem-ResourceStatusInd,

id-Cell-InformationList-AuditRsp,


id-CellItem-CM-Rprt,


id-CellItem-CM-Rqst,


id-CellItem-CM-Rsp,

id-CellParameterID,

id-CFN,


id-C-ID,


id-Closed-Loop-Timing-Adjustment-Mode,

id-CombiningItem-RL-AdditionFailureFDD,

id-CombiningItem-RL-AdditionRspFDD,


id-CombiningItem-RL-AdditionRspTDD,

id-CombiningItem-RL-SetupFailureFDD,

id-CombiningItem-RL-SetupRspFDD,

id-CommonMeasurementObjectType-CM-Rprt,

id-CommonMeasurementObjectType-CM-Rqst,

id-CommonMeasurementObjectType-CM-Rsp,


id-CommonMeasurementType,


id-CommonPhysicalChannelID,


id-CommonPhysicalChannelType-CTCH-ReconfRqstFDD,

id-CommonPhysicalChannelType-CTCH-SetupRqstFDD,

id-CommonPhysicalChannelType-CTCH-SetupRqstTDD,


id-CommonTransportChannelType-CTCH-ReconfRqstTDD,


id-CommunicationControlPortID,


id-Compressed-Mode-Deactivation-Flag-RL-AdditionRqstFDD,

id-ConfigurationGenerationID,

id-CPCH-InformationItem-AuditRsp,


id-CPCH-InformationItem-ResourceStatusInd,


id-CPCHItem-CM-Rprt,


id-CPCHItem-CM-Rqst,


id-CPCHItem-CM-Rsp,


id-CPCHListItem-CTCH-ReconfRqstFDD,


id-CPCH-Parameters-CTCH-SetupRsp,


id-CPCH-ParametersListIE-CTCH-ReconfRqstFDD,


id-CRNC-CommunicationContextID,


id-CriticalityDiagnostics,


id-DCH-AddList-RL-ReconfPrepFDD,


id-DCH-AddList-RL-ReconfPrepTDD,


id-DCH-AddList-RL-ReconfRqstFDD,


id-DCH-AddList-RL-ReconfRqstTDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-InformationList-RL-SetupRqstFDD,

id-DCH-InformationList-RL-SetupRqstTDD,


id-DCH-InformationResponseListIE-RL-ReconfReady,


id-DCH-InformationResponseListIE-RL-ReconfRsp,

id-DCH-InformationResponseItem-RL-SetupRspTDD,


id-DCH-InformationResponseListIE-RL-SetupRspTDD,

id-DCH-ModifyList-RL-ReconfPrepFDD,


id-DCH-ModifyList-RL-ReconfPrepTDD,


id-DCH-ModifyList-RL-ReconfRqstFDD,


id-DCH-ModifyList-RL-ReconfRqstTDD,

id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rsp,


id-DedicatedMeasurementType,

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,


id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,


id-DL-DPCH-InformationAddListIE-RL-ReconfPrepTDD,


id-DL-DPCH-InformationDeleteListIE-RL-ReconfPrepTDD,

id-DL-DPCH-InformationItem-RL-AdditionRqstTDD,


id-DL-DPCH-InformationList-RL-AdditionRqstTDD,


id-DL-DPCH-InformationList-RL-SetupRqstTDD,


id-DL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD,


id-DL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD,


id-DL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD,

id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-ReconfRqstFDD,


id-DL-DPCH-Information-RL-SetupRqstFDD,


id-DL-ReferencePowerInformationItem-DL-PC-Rqst,

id-DLReferencePower,

id-DLReferencePowerList-DL-PC-Rqst,


id-DL-TPC-Pattern01Count,

id-DPCHConstant,

id-DSCH-AddItem-RL-ReconfPrepFDD,

id-DSCH-AddItem-RL-ReconfRqstFDD,

id-DSCH-AddList-RL-ReconfPrepFDD,

id-DSCH-AddList-RL-ReconfRqstFDD,


id-DSCH-DeleteItem-RL-ReconfPrepFDD,

id-DSCH-DeleteItem-RL-ReconfRqstFDD,

id-DSCH-DeleteList-RL-ReconfPrepFDD,


id-DSCH-DeleteList-RL-ReconfRqstFDD,


id-DSCH-ID,


id-DSCH-information-AddList-RL-ReconfPrepTDD,


id-DSCH-Information-AddList-RL-ReconfRqstTDD,


id-DSCH-Information-DeleteList-RL-ReconfPrepTDD,


id-DSCH-Information-DeleteList-RL-ReconfRqstTDD,


id-DSCH-Information-ModifyList-RL-ReconfPrepTDD,


id-DSCH-Information-ModifyList-RL-ReconfRqstTDD,


id-DSCH-InformationResponseListIE-RL-AdditionRspTDD,

id-DSCH-InformationResponseListIE-RL-ReconfReady,


id-DSCH-InformationResponseListIE-RL-ReconfRsp,

id-DSCH-InformationRespListIE-RL-SetupFailureFDD,

id-DSCH-InformationResponseListIE-RL-SetupRspFDD,


id-DSCH-InformationResponseListIE-RL-SetupRspTDD,

id-DSCH-InformationList-RL-SetupRqstFDD,

id-DSCH-InformationList-RL-SetupRqstTDD,


id-DSCH-ModifyItem-RL-ReconfPrepFDD,

id-DSCH-ModifyItem-RL-ReconfRqstFDD,


id-DSCH-ModifyList-RL-ReconfPrepFDD,


id-DSCH-ModifyList-RL-ReconfRqstFDD,

id-FACH-InformationItem-AuditRsp,


id-FACH-InformationItem-ResourceStatusInd,

id-FACHItem-CTCH-SetupRsp,

id-FACH-ParametersList-CTCH-ReconfRqstTDD,


id-FACH-ParametersList-CTCH-SetupRsp,

id-FACH-ParametersListIE-CTCH-ReconfRqstFDD,


id-FACH-ParametersListIE-CTCH-SetupRqstFDD,

id-FACH-ParametersListIE-CTCH-SetupRqstTDD,

id-GeneralCauseItem-PSCH-ReconfFailureTDD,


id-GeneralCauseItem-RL-AdditionFailureFDD,


id-GeneralCauseItem-RL-AdditionFailureTDD,


id-GeneralCauseItem-RL-ReconfFailure,


id-GeneralCauseItem-RL-SetupFailureFDD,


id-GeneralCauseItem-RL-SetupFailureTDD,

id-IndicationType-ResourceStatusInd,

id-Limited-power-increase-information-Cell-SetupRqstFDD,

id-Local-Cell-ID,


id-Local-Cell-InformationItem-AuditRsp,

id-Local-Cell-InformationItem-ResourceStatusInd,


id-Local-Cell-InformationItem2-ResourceStatusInd,

id-Local-Cell-InformationList-AuditRsp,


id-AdjustmentPeriod,

id-MaxAdjustmentStep,

id-MaximumTransmissionPower,


id-MeasurementAvailableItem-CommonMeasurementReport,


id-MeasurementnotAvailableItem-CommonMeasurementReport,


id-MeasurementAvailableItem-DedicatedMeasurementReport,


id-MeasurementnotAvailableItem-DedicatedMeasurementReport,

id-MeasurementFilterCoefficient,


id-MeasurementID,


id-MIB-SIB-InformationList-SystemInfoUpdateRqst,


id-NodeBInformation-AuditRep,


id-No-DeletionItem-SystemInfoUpdate,

id-No-FailureItem-ResourceStatusInd,

id-Non-CombiningItem-RL-AdditionFailureFDD,

id-Non-CombiningItem-RL-AdditionRspFDD,


id-Non-CombiningItem-RL-AdditionRspTDD,

id-NonCombiningOrFirstRLItem-RL-SetupFailureFDD,


id-NonCombiningOrFirstRLItem-RL-SetupRspFDD,

id-NodeB-CommunicationContextID,

id-P-CCPCH-InformationItem-AuditRsp,

id-P-CCPCH-InformationItem-ResourceStatusInd,

id-P-CPICH-InformationItem-AuditRsp,


id-P-CPICH-InformationItem-ResourceStatusInd,

id-P-SCH-InformationItem-AuditRsp,

id-P-SCH-InformationItem-ResourceStatusInd,

id-PCCPCH-Information-Cell-ReconfRqstTDD,

id-PCCPCH-Information-Cell-SetupRqstTDD,


id-PCH-InformationItem-ResourceStatusInd,

id-PCHItem-CTCH-SetupRsp,

id-PCH-Parameters-CTCH-ReconfRqstTDD,


id-PCH-Parameters-CTCH-SetupRsp,

id-PCH-ParametersItem-CTCH-ReconfRqstFDD,


id-PCH-ParametersItem-CTCH-SetupRqstFDD,


id-PCH-ParametersItem-CTCH-SetupRqstTDD,

id-PCH-InformationItem-AuditRsp,


id-PCPCH-InformationItem-AuditRsp,


id-PCPCH-InformationItem-ResourceStatusInd,


id-PCPCHItem-CTCH-SetupRqstFDD,


id-PCPCH-ParametersList-CTCH-ReconfRqstFDD,

id-PICH-ParametersItem-CTCH-ReconfRqstFDD,


id-PICH-InformationItem-ResourceStatusInd,

id-PD,


id-PDSCH-Information-AddListIE-PSCH-ReconfRqst,


id-PDSCH-Information-ModifyListIE-PSCH-ReconfRqst,


id-PDSCHSets-AddList-PSCH-ReconfRqst,


id-PDSCHSets-DeleteList-PSCH-ReconfRqst,


id-PDSCHSets-ModifyList-PSCH-ReconfRqst,


id-PICH-InformationItem-AuditRsp,

id-PICH-Parameters-CTCH-ReconfRqstTDD,


id-PowerAdjustmentType,


id-PRACH-InformationItem-AuditRsp,

id-PRACH-InformationItem-ResourceStatusInd,

id-PRACHConstant,

id-PRACHItem-CTCH-SetupRqstFDD,


id-PRACHItem-CTCH-SetupRqstTDD,

id-PRACHListIE-CTCH-ReconfRqstFDD,

id-PRACH-ParametersListIE-CTCH-ReconfRqstFDD,


id-PrimaryCCPCH-Information-Cell-ReconfRqstFDD,

id-PrimaryCCPCH-Information-Cell-SetupRqstFDD,


id-PrimaryCPICH-Information-Cell-ReconfRqstFDD,


id-PrimaryCPICH-Information-Cell-SetupRqstFDD,


id-PrimarySCH-Information-Cell-ReconfRqstFDD,

id-PrimarySCH-Information-Cell-SetupRqstFDD,


id-PrimaryScramblingCode,


id-ProcedureScopeType-DL-PC-Rqst,

id-SCH-Information-Cell-ReconfRqstTDD,

id-SCH-Information-Cell-SetupRqstTDD,

id-PUSCH-Information-AddListIE-PSCH-ReconfRqst,


id-PUSCH-Information-ModifyListIE-PSCH-ReconfRqst,


id-PUSCHConstant,

id-PUSCHSets-AddList-PSCH-ReconfRqst,


id-PUSCHSets-DeleteList-PSCH-ReconfRqst,


id-PUSCHSets-ModifyList-PSCH-ReconfRqst,


id-RACH-InformationItem-AuditRsp,

id-RACH-InformationItem-ResourceStatusInd,

id-RACHItem-CTCH-SetupRsp,

id-RACHItem-CM-Rprt,

id-RACHItem-CM-Rqst,


id-RACHItem-CM-Rsp,

id-RACH-Parameters-CTCH-SetupRsp,

id-RACH-ParametersItem-CTCH-SetupRqstFDD,


id-RACH-ParameterItem-CTCH-SetupRqstTDD,

id-ReportCharacteristics,


id-Reporting-Object-RL-FailureInd,


id-Reporting-Object-RL-RestoreInd,


id-RL-ID,

id-RL-InformationItem-DM-Rprt,

id-RL-InformationItem-DM-Rqst,

id-RL-InformationItem-DM-Rsp,

id-RL-InformationItem-RL-AdditionRqstFDD,

id-RL-informationItem-RL-DeletionRqst,

id-RL-InformationItem-RL-FailureInd,


id-RL-InformationItem-RL-ReconfPrepFDD,


id-RL-InformationItem-RL-ReconfRqstFDD,


id-RL-InformationItem-RL-RestoreInd,


id-RL-InformationItem-RL-SetupRqstFDD,


id-RL-InformationList-RL-AdditionRqstFDD,

id-RL-informationList-RL-DeletionRqst,

id-RL-InformationList-RL-ReconfPrepFDD,

id-RL-InformationList-RL-ReconfRqstFDD,

id-RL-InformationList-RL-SetupRqstFDD,

id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReady,


id-RL-InformationResponseItem-RL-ReconfRsp,


id-RL-InformationResponseItem-RL-SetupRspFDD,


id-RL-InformationResponseList-RL-AdditionRspFDD,


id-RL-InformationResponseList-RL-ReconfReady,


id-RL-InformationResponseList-RL-ReconfRsp,


id-RL-InformationResponseList-RL-SetupRspFDD,


id-RL-InformationResponse-RL-AdditionRspTDD,


id-RL-InformationResponse-RL-SetupRspTDD,


id-RL-Information-RL-AdditionRqstTDD,


id-RL-Information-RL-ReconfRqstTDD,


id-RL-Information-RL-ReconfPrepTDD,


id-RL-Information-RL-SetupRqstTDD,


id-RLItem-DM-Rprt,

id-RLItem-DM-Rqst,


id-RLItem-DM-Rsp,

id-RLItem-RL-FailureInd,

id-RLItem-RL-RestoreInd,

id-RL-ReconfigurationFailureItem-RL-ReconfFailure,

id-RL-Set-InformationItem-DM-Rprt,


id-RL-SetItem-DM-Rqst,

id-RL-Set-InformationItem-DM-Rsp,

id-RL-Set-InformationItem-RL-FailureInd,


id-RL-Set-InformationItem-RL-RestoreInd,


id-RL-SetItem-DM-Rprt,

id-RL-SetItem-DM-Rsp,

id-RL-SetItem-RL-FailureInd,


id-RL-SetItem-RL-RestoreInd,

id-RLSpecificCauseItem-RL-AdditionFailureFDD,


id-RLSpecificCauseItem-RL-AdditionFailureTDD,


id-RLSpecificCauseItem-RL-ReconfFailure,


id-RLSpecificCauseItem-RL-SetupFailureFDD, 


id-RLSpecificCauseItem-RL-SetupFailureTDD,

id-S-CCPCH-InformationItem-AuditRsp,


id-S-CCPCH-InformationItem-ResourceStatusInd,

id-S-CPICH-InformationItem-AuditRsp,

id-S-CPICH-InformationItem-ResourceStatusInd,

id-SCH-InformationItem-AuditRsp,


id-SCH-InformationItem-ResourceStatusInd,

id-S-SCH-InformationItem-AuditRsp,


id-S-SCH-InformationItem-ResourceStatusInd,

id-Secondary-CCPCHItem-CTCH-SetupRqstFDD,

id-Secondary-CCPCHItem-CTCH-SetupRqstTDD,

id-Secondary-CCPCHListIE-CTCH-ReconfRqstFDD,

id-Secondary-CCPCHListIE-CTCH-ReconfRqstTDD,


id-Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD,

id-Secondary-CCPCH-Parameters-CTCH-ReconfRqstTDD,


id-SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD,


id-SecondaryCPICH-InformationItem-Cell-SetupRqstFDD,


id-SecondaryCPICH-InformationList-Cell-ReconfRqstFDD,

id-SecondaryCPICH-InformationList-Cell-SetupRqstFDD,


id-SecondarySCH-Information-Cell-ReconfRqstFDD,

id-SecondarySCH-Information-Cell-SetupRqstFDD,

id-SegmentInformationListIE-SystemInfoUpdate,

id-ServiceImpactingItem-ResourceStatusInd,

id-SetSpecificCauseItem-PSCH-ReconfFailureTDD,

id-SFN,


id-ShutdownTimer,


id-Successful-RL-InformationRespItem-RL-AdditionFailureFDD,


id-Successful-RL-InformationRespItem-RL-SetupFailureFDD,


id-Successful-RL-InformationRespList-RL-AdditionFailureFDD,


id-Successful-RL-InformationRespList-RL-SetupFailureFDD,

id-Synchronisation-Configuration-Cell-ReconfRqst,


id-Synchronisation-Configuration-Cell-SetupRqst,

id-SyncCase,


id-SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH,

id-T-Cell,


id-Transmission-Gap-Pattern-Sequence-Information,

id-TimeSlotConfigurationList-Cell-ReconfRqstTDD,

id-TimeSlotConfigurationList-Cell-SetupRqstTDD,

id-TransmissionDiversityApplied,


id-UARFCNforNt,


id-UARFCNforNd,

id-UARFCNforNu,

id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,

id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,


id-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD,

id-UL-DPCH-InformationItem-RL-AdditionRqstTDD,


id-UL-DPCH-InformationList-RL-AdditionRqstTDD,


id-UL-DPCH-InformationList-RL-SetupRqstTDD,


id-UL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD,


id-UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD,


id-UL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD,

id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,


id-UL-DPCH-Information-RL-SetupRqstFDD,


id-Unsuccessful-PDSCHSetItem-PSCH-ReconfFailureTDD,


id-Unsuccessful-PUSCHSetItem-PSCH-ReconfFailureTDD,

id-Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD,


id-Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD,


id-Unsuccessful-RL-InformationRespList-RL-AdditionFailureFDD,


id-Unsuccessful-RL-InformationRespList-RL-SetupFailureFDD,


id-Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD,


id-Unsuccessful-RL-InformationResp-RL-SetupFailureTDD,


id-USCH-information-AddList-RL-ReconfPrepTDD,


id-USCH-Information-AddList-RL-ReconfRqstTDD,


id-USCH-Information-DeleteList-RL-ReconfPrepTDD,


id-USCH-Information-DeleteList-RL-ReconfRqstTDD,


id-USCH-Information-ModifyList-RL-ReconfPrepTDD,


id-USCH-Information-ModifyList-RL-ReconfRqstTDD,


id-USCH-InformationResponseListIE-RL-AdditionRspTDD,

id-USCH-InformationResponseListIE-RL-ReconfReady,


id-USCH-InformationResponseListIE-RL-ReconfRsp,

id-USCH-InformationResponseListIE-RL-SetupRspTDD,

id-USCH-InformationList-RL-SetupRqstTDD,


maxNrOfCCTrCHs,

maxNrOfCodes,


maxNrOfCPCHs,

maxNrOfDCHs,

maxNrOfDLCodes,


maxNrOfDLTSs,

maxNrOfDPCHs,


maxNrOfDSCHs,


maxNrOfFACHs,


maxNrOfRLs,


maxNrOfRLSets,


maxNrOfPCPCHs,

maxNrOfPDSCHs,

maxNrOfPUSCHs,

maxNrOfPDSCHSets,

maxNrOfPUSCHSets,


maxNrOfSCCPCHs,

maxNrOfULTSs,

maxNrOfUSCHs,


maxAPSigNum,


maxCPCHCell,

maxFACHCell,

maxNoofLen,

maxRACHCell,


maxPCPCHCell,

maxPRACHCell,


maxSCCPCHCell,


maxSCPICHCell,


maxCellinNodeB,


maxCCPinNodeB,


maxLocalCellinNodeB,


maxNrOfSlotFormatsPRACH,


maxIB,


maxIBSEG
FROM NBAP-Constants;

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP REQUEST FDD
--

-- **************************************************************

CommonTransportChannelSetupRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelSetupRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelSetupRequestFDD-Extensions}}     OPTIONAL,


...

}

CommonTransportChannelSetupRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonTransportChannelSetupRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID











CRITICALITY

reject

TYPE
C-ID










PRESENCE
mandatory
}|


{ ID
id-ConfigurationGenerationID





CRITICALITY

reject

TYPE
ConfigurationGenerationID





PRESENCE 
mandatory
}|


{ ID
id-CommonPhysicalChannelType-CTCH-SetupRqstFDD

CRITICALITY 
ignore

TYPE
CommonPhysicalChannelType-CTCH-SetupRqstFDD

PRESENCE 
mandatory
},


...

}

CommonPhysicalChannelType-CTCH-SetupRqstFDD ::= CHOICE {


secondary-CCPCH-parameters

Secondary-CCPCH-CTCH-SetupRqstFDD,


pRACH-parameters



PRACH-CTCH-SetupRqstFDD,


pCPCHes-parameters



PCPCH-CTCH-SetupRqstFDD,

...

}

Secondary-CCPCH-CTCH-SetupRqstFDD ::= ProtocolIE-Container {{ Secondary-CCPCHIE-CTCH-SetupRqstFDD }}

Secondary-CCPCHIE-CTCH-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-Secondary-CCPCHItem-CTCH-SetupRqstFDD   CRITICALITY reject
TYPE Secondary-CCPCHItem-CTCH-SetupRqstFDD

PRESENCE mandatory },


...

}
Secondary-CCPCHItem-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


fdd-S-CCPCH-Offset





FDD-S-CCPCH-Offset,


dl-ScramblingCode





DL-ScramblingCode,


fdd-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


tFCS


TFCS,


secondary-CCPCH-SlotFormat



SecondaryCCPCH-SlotFormat,


tFCI-Presence






TFCI-Presence
OPTIONAL,


-- This IE is present only if the Secondary CCPCH Slot Format is equal to any value 8 to 17


multiplexingPosition




MultiplexingPosition,


powerOffsetInformation




PowerOffsetInformation-CTCH-SetupRqstFDD,

sTTD-Indicator






STTD-Indicator,


fACH-Parameters






FACH-ParametersList-CTCH-SetupRqstFDD

OPTIONAL,


-- One of the channels FACH or PCH or both must be present


pCH-Parameters






PCH-Parameters-CTCH-SetupRqstFDD


OPTIONAL,


-- One of the channels FACH or PCH or both must be present


iE-Extensions






ProtocolExtensionContainer  { { Secondary-CCPCHItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCHItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PowerOffsetInformation-CTCH-SetupRqstFDD ::= SEQUENCE {


pO1-ForTFCI-Bits





PowerOffset,


pO3-ForPilotBits





PowerOffset,


iE-Extensions






ProtocolExtensionContainer { { PowerOffsetInformation-CTCH-SetupRqstFDD-ExtIEs} }
OPTIONAL,


...

}

PowerOffsetInformation-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
FACH-ParametersList-CTCH-SetupRqstFDD ::= ProtocolIE-Container {{ FACH-ParametersListIEs-CTCH-SetupRqstFDD }}

FACH-ParametersListIEs-CTCH-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-ParametersListIE-CTCH-SetupRqstFDD   CRITICALITY reject
TYPE FACH-ParametersListIE-CTCH-SetupRqstFDD
PRESENCE mandatory },


...

}
FACH-ParametersListIE-CTCH-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfFACHs)) OF FACH-ParametersItem-CTCH-SetupRqstFDD
FACH-ParametersItem-CTCH-SetupRqstFDD ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


transportFormatSet




TransportFormatSet,


toAWS







ToAWS,


toAWE







ToAWE,

maxFACH-Power





DL-Power,


iE-Extensions





ProtocolExtensionContainer  { { FACH-ParametersItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

FACH-ParametersItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Parameters-CTCH-SetupRqstFDD ::= ProtocolIE-Container {{ PCH-ParametersIE-CTCH-SetupRqstFDD }}

PCH-ParametersIE-CTCH-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-ParametersItem-CTCH-SetupRqstFDD   CRITICALITY reject
TYPE PCH-ParametersItem-CTCH-SetupRqstFDD
PRESENCE mandatory },


...

}
PCH-ParametersItem-CTCH-SetupRqstFDD ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


transportFormatSet




TransportFormatSet,


toAWS







ToAWS,


toAWE







ToAWE,



pCH-Power






DL-Power,

pICH-Parameters






PICH-Parameters-CTCH-SetupRqstFDD,

iE-Extensions





ProtocolExtensionContainer  { { PCH-ParametersItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PCH-ParametersItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PICH-Parameters-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


dl-ScramblingCode 






DL-ScramblingCode,


fdd-dl-ChannelisationCodeNumber



FDD-DL-ChannelisationCodeNumber,


pICH-Power








DL-Power,


pICH-Mode








PICH-Mode,



sTTD-Indicator







STTD-Indicator,


iE-Extensions







ProtocolExtensionContainer { { PICH-Parameters-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PICH-Parameters-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRACH-CTCH-SetupRqstFDD ::= ProtocolIE-Container {{ PRACHIE-CTCH-SetupRqstFDD }}

PRACHIE-CTCH-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PRACHItem-CTCH-SetupRqstFDD   CRITICALITY reject
TYPE PRACHItem-CTCH-SetupRqstFDD
PRESENCE mandatory },


...

}
PRACHItem-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


scramblingCodeNumber




ScramblingCodeNumber,


tFCS









TFCS,


preambleSignatures






PreambleSignatures,

allowedSlotFormatInformation



AllowedSlotFormatInformationList-CTCH-SetupRqstFDD,

rACH-SubChannelNumbers





RACH-SubChannelNumbers,


ul-punctureLimit






PunctureLimit,


preambleThreshold






PreambleThreshold,


rACH-Parameters







RACH-Parameters-CTCH-SetupRqstFDD,


iE-Extensions







ProtocolExtensionContainer { { PRACHItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PRACHItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AllowedSlotFormatInformationList-CTCH-SetupRqstFDD ::= SEQUENCE (SIZE (1.. maxNrOfSlotFormatsPRACH)) OF AllowedSlotFormatInformationItem-CTCH-SetupRqstFDD
AllowedSlotFormatInformationItem-CTCH-SetupRqstFDD ::= SEQUENCE {


rACHSlotFormat







RACH-SlotFormat,


iE-Extensions







ProtocolExtensionContainer  { { AllowedSlotFormatInformationItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

AllowedSlotFormatInformationItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-Parameters-CTCH-SetupRqstFDD ::= ProtocolIE-Container {{ RACH-ParametersIE-CTCH-SetupRqstFDD }}

RACH-ParametersIE-CTCH-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-RACH-ParametersItem-CTCH-SetupRqstFDD   CRITICALITY reject
TYPE RACH-ParametersItem-CTCH-SetupRqstFDD
PRESENCE mandatory },


...

}
RACH-ParametersItem-CTCH-SetupRqstFDD ::= SEQUENCE {

 
commonTransportChannelID




CommonTransportChannelID,

 
transportFormatSet






TransportFormatSet,


aICH-Parameters







AICH-Parameters-CTCH-SetupRqstFDD,


iE-Extensions







ProtocolExtensionContainer  { { RACH-ParametersItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

RACH-ParametersItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AICH-Parameters-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


dl-ScramblingCode






DL-ScramblingCode,


aICH-TransmissionTiming





AICH-TransmissionTiming,


fdd-dl-ChannelisationCodeNumber



FDD-DL-ChannelisationCodeNumber,


aICH-Power








DL-Power,


sTTD-Indicator







STTD-Indicator,


iE-Extensions







ProtocolExtensionContainer  { { AICH-Parameters-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

AICH-Parameters-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCPCH-CTCH-SetupRqstFDD ::= ProtocolIE-Container {{ PCPCHIE-CTCH-SetupRqstFDD }}

PCPCHIE-CTCH-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PCPCHItem-CTCH-SetupRqstFDD

CRITICALITY reject
 TYPE PCPCHItem-CTCH-SetupRqstFDD
 PRESENCE
optional },


...

}

PCPCHItem-CTCH-SetupRqstFDD ::= SEQUENCE {


cPCH-Parameters




CPCH-Parameters-CTCH-SetupRqstFDD,


iE-Extensions




ProtocolExtensionContainer { { PCPCHItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

}

PCPCHItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CPCH-Parameters-CTCH-SetupRqstFDD ::= SEQUENCE {


commonTransportChannelID

CommonTransportChannelID,


transportFormatSet



TransportFormatSet,


aPPreambleScramblingCode 

CPCHScramblingCodeNumber,


cDPreambleScramblingCode 

CPCHScramblingCodeNumber,


tFCS






TFCS,


cDSignatures 




PreambleSignatures 


OPTIONAL,


cDSubChannelNumbers 


CDSubChannelNumbers


OPTIONAL,


-- this IE may be present only if the CD Signatures is present --


punctureLimit 




PunctureLimit,


cPCH-UL-DPCCH-SlotFormat 

CPCH-UL-DPCCH-SlotFormat,


uL-SIR






UL-SIR,


initialDL-transmissionPower

DL-Power,

    maximumDLPower




DL-Power,

    minimumDLPower




DL-Power,


pO2-ForTPC-Bits




PowerOffset,


pO3-ForPilotBits



PowerOffset,


fDD-TPC-DownlinkStepSize
 
FDD-TPC-DownlinkStepSize,


nStartMessage 




NStartMessage,


nEOT






NEOT,


channel-Assignment-Indication 
Channel-Assignment-Indication,


cPCH-Allowed-Total-Rate


CPCH-Allowed-Total-Rate,


pCPCHChannelInfomation


PCPCHChannelInformationList-CTCH-SetupRqstFDD,


vCAMMapping-Information


VCAMMapping-InformationList-CTCH-SetupRqstFDD

OPTIONAL,


-- this IE is only present if the Channel Assignment Indication is equal to CA Active --


aP-AICH-Parameters



AP-AICH-Parameters-CTCH-SetupRqstFDD,


cDCA-ICH-Parameters



CDCA-ICH-Parameters-CTCH-SetupRqstFDD,


iE-Extensions




ProtocolExtensionContainer  { { CPCH-Parameters-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

}

CPCH-Parameters-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCPCHChannelInformationList-CTCH-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfPCPCHs)) OF PCPCHChannelInformationItem-CTCH-SetupRqstFDD

PCPCHChannelInformationItem-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


cPCHScramblingCodeNumber


CPCHScramblingCodeNumber,


dL-ScramblingCode




DL-ScramblingCode,


fdd-dl-ChannelisationCodeNumber

FDD-DL-ChannelisationCodeNumber,


pCP-Length






PCP-Length,


uCSM-Information




UCSM-Information-CTCH-SetupRqstFDD

OPTIONAL,


-- this IE is only present if the Channel Assignment Indication is equal to CA Inactive --


iE-Extensions





ProtocolExtensionContainer  { { PCPCHChannelInformationItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

}

PCPCHChannelInformationItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UCSM-Information-CTCH-SetupRqstFDD ::= SEQUENCE {


minUL-ChannelisationCodeLength

MinUL-ChannelisationCodeLength,


nFmax 







NFmax,


channelRequestParameters
 

ChannelRequestParametersList-CTCH-SetupRqstFDD

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { UCSM-InformationItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

 }

UCSM-InformationItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ChannelRequestParametersList-CTCH-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxAPSigNum)) OF ChannelRequestParametersItem-CTCH-SetupRqstFDD

ChannelRequestParametersItem-CTCH-SetupRqstFDD ::= SEQUENCE {


aPPreambleSignature 

APPreambleSignature,


aPSubChannelNumber 


APSubChannelNumber

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer  { { ChannelRequestParametersItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

}

ChannelRequestParametersItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

VCAMMapping-InformationList-CTCH-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNoofLen)) OF VCAMMapping-InformationItem-CTCH-SetupRqstFDD

VCAMMapping-InformationItem-CTCH-SetupRqstFDD  ::= SEQUENCE {


minUL-ChannelisationCodeLength

MinUL-ChannelisationCodeLength,


nFmax 







NFmax,


max-Number-of-PCPCHes 



Max-Number-of-PCPCHes,


sFRequestParameters
 



SFRequestParametersList-CTCH-SetupRqstFDD,


iE-Extensions





ProtocolExtensionContainer  { { VCAMMapping-InformationItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

}

VCAMMapping-InformationItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SFRequestParametersList-CTCH-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxAPSigNum)) OF SFRequestParametersItem-CTCH-SetupRqstFDD

SFRequestParametersItem-CTCH-SetupRqstFDD ::= SEQUENCE {


aPPreambleSignature 

APPreambleSignature,


aPSubChannelNumber 


APSubChannelNumber

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer  { { SFRequestParametersItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

}

SFRequestParametersItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION::= {


...

}

AP-AICH-Parameters-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


dl-ScramblingCode






DL-ScramblingCode,


fdd-dl-ChannelisationCodeNumber



FDD-DL-ChannelisationCodeNumber,


aP-AICH-Power







DL-Power,


cSICH-Power








DL-Power,


sTTD-Indicator







STTD-Indicator

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer  { { AP-AICH-Parameters-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

}

AP-AICH-Parameters-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CDCA-ICH-Parameters-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


dl-ScramblingCode






DL-ScramblingCode,


fdd-dl-ChannelisationCodeNumber



FDD-DL-ChannelisationCodeNumber,


cDCA-ICH-Power







DL-Power,


sTTD-Indicator







STTD-Indicator

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer  { { CDCA-ICH-Parameters-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...

}

CDCA-ICH-Parameters-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP REQUEST TDD

--

-- **************************************************************

CommonTransportChannelSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelSetupRequestTDD-IEs}},


protocolExtensions 

ProtocolExtensionContainer
{{CommonTransportChannelSetupRequestTDD-Extensions}}

OPTIONAL,

...

}

CommonTransportChannelSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID












CRITICALITY
reject

TYPE
C-ID










PRESENCE
mandatory
}|


{ ID
id-ConfigurationGenerationID






CRITICALITY
reject

TYPE
ConfigurationGenerationID





PRESENCE 
mandatory
}|


{ ID
id-CommonPhysicalChannelType-CTCH-SetupRqstTDD


CRITICALITY
ignore

TYPE 
CommonPhysicalChannelType-CTCH-SetupRqstTDD

PRESENCE 
mandatory
},


...

}

CommonTransportChannelSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonPhysicalChannelType-CTCH-SetupRqstTDD ::= CHOICE {


secondary-CCPCH-parameters




Secondary-CCPCH-CTCH-SetupRqstTDD,


pRACH-parameters






PRACH-CTCH-SetupRqstTDD,


...

}

Secondary-CCPCH-CTCH-SetupRqstTDD ::= ProtocolIE-Container {{ Secondary-CCPCHIE-CTCH-SetupRqstTDD }}

Secondary-CCPCHIE-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-Secondary-CCPCHItem-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE Secondary-CCPCHItem-CTCH-SetupRqstTDD

PRESENCE mandatory },


...

}
Secondary-CCPCHItem-CTCH-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


tFCS









TFCS,

secondaryCCPCH-parameterList



Secondary-CCPCH-parameterList-CTCH-SetupRqstTDD,


iE-Extensions







ProtocolExtensionContainer
{{Secondary-CCPCHItem-CTCH-SetupRqstTDD-ExtIEs}}

OPTIONAL,


...
}

Secondary-CCPCHItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Secondary-CCPCH-parameterList-CTCH-SetupRqstTDD ::= ProtocolIE-Container {{ Secondary-CCPCH-parameterListIEs-CTCH-SetupRqstTDD }}

Secondary-CCPCH-parameterListIEs-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD
PRESENCE mandatory },


...

}

Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHs)) OF Secondary-CCPCH-parameterItem-CTCH-SetupRqstTDD
Secondary-CCPCH-parameterItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


tdd-ChannelisationCode





TDD-ChannelisationCode,


timeslot








TimeSlot,


burstType








BurstType,


midambleShift







MidambleShift,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,

repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


s-CCPCH-Power







DL-Power,


fACH-ParametersList






FACH-ParametersList-CTCH-SetupRqstTDD


OPTIONAL,


pCH-Parameters







PCH-Parameters-CTCH-SetupRqstTDD


OPTIONAL,


--
One of the channels FACH or PCH or both must be present

iE-Extensions







ProtocolExtensionContainer { { Secondary-CCPCH-parameterItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCH-parameterItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-ParametersList-CTCH-SetupRqstTDD ::= ProtocolIE-Container {{ FACH-ParametersListIEs-CTCH-SetupRqstTDD }}

FACH-ParametersListIEs-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-ParametersListIE-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE FACH-ParametersListIE-CTCH-SetupRqstTDD
PRESENCE mandatory },


...

}

FACH-ParametersListIE-CTCH-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfFACHs)) OF FACH-ParametersItem-CTCH-SetupRqstTDD
FACH-ParametersItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


dl-TransportFormatSet




TransportFormatSet,


toAWS








ToAWS,


toAWE








ToAWE,


iE-Extensions






ProtocolExtensionContainer  { { FACH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

FACH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Parameters-CTCH-SetupRqstTDD ::= ProtocolIE-Container {{ PCH-ParametersIE-CTCH-SetupRqstTDD }}

PCH-ParametersIE-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-ParametersItem-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE PCH-ParametersItem-CTCH-SetupRqstTDD
PRESENCE mandatory },


...

}

PCH-ParametersItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


dl-TransportFormatSet




TransportFormatSet,


toAWS








ToAWS,


toAWE








ToAWE,


pICH-Parameters






PICH-Parameters-CTCH-SetupRqstTDD,


iE-Extensions






ProtocolExtensionContainer  { { PCH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PCH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PICH-Parameters-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,

 
tdd-ChannelisationCode




TDD-ChannelisationCode,

 
timeSlot  







TimeSlot,
 
burstType







BurstType


OPTIONAL,

 
midambleshift






MidambleShift,

 
tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,

 
repetitionPeriod





RepetitionPeriod,

 
repetitionLength





RepetitionLength,

 
pagingIndicatorLength




PagingIndicatorLength,


pICH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer  { { PICH-Parameters-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,

...

}

PICH-Parameters-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PRACH-CTCH-SetupRqstTDD ::= ProtocolIE-Container {{ PRACHIE-CTCH-SetupRqstTDD }}

PRACHIE-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-PRACHItem-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE PRACHItem-CTCH-SetupRqstTDD
PRESENCE mandatory },


...

}
PRACHItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


timeslot








TimeSlot,


tdd-ChannelisationCode





TDD-ChannelisationCode,

maxPRACH-MidambleShifts





MaxPRACH-MidambleShifts

OPTIONAL,


pRACH-Midamble 







PRACH-Midamble,


rACH









RACH-Parameter-CTCH-SetupRqstTDD,


iE-Extensions







ProtocolExtensionContainer  { { PRACHItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PRACHItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-Parameter-CTCH-SetupRqstTDD ::= ProtocolIE-Container {{ RACH-ParameterIE-CTCH-SetupRqstTDD }}

RACH-ParameterIE-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-RACH-ParameterItem-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE RACH-ParameterItem-CTCH-SetupRqstTDD
PRESENCE mandatory },


...

}

RACH-ParameterItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonTransportChannelID




CommonTransportChannelID,


iE-Extensions







ProtocolExtensionContainer  { { RACH-ParameterItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

RACH-ParameterItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP RESPONSE

--

-- **************************************************************

CommonTransportChannelSetupResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelSetupResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelSetupResponse-Extensions}}    OPTIONAL,


...

}

CommonTransportChannelSetupResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-FACH-ParametersList-CTCH-SetupRsp
CRITICALITY
ignore

TYPE
FACH-ParametersList-CTCH-SetupRsp

PRESENCE
optional
}|


{ ID
id-PCH-Parameters-CTCH-SetupRsp


CRITICALITY
ignore

TYPE
PCH-Parameters-CTCH-SetupRsp



PRESENCE
optional
}|


{ ID
id-RACH-Parameters-CTCH-SetupRsp

CRITICALITY
ignore

TYPE
RACH-Parameters-CTCH-SetupRsp


PRESENCE
optional
}|

{ ID
id-CPCH-Parameters-CTCH-SetupRsp

CRITICALITY
ignore



TYPE
CPCH-Parameters-CTCH-SetupRsp


PRESENCE
optional
}|

{ ID
id-CriticalityDiagnostics





CRITICALITY

ignore

TYPE
CriticalityDiagnostics






PRESENCE
optional
},

...

}

CommonTransportChannelSetupResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-ParametersList-CTCH-SetupRsp ::= SEQUENCE (SIZE (1..maxNrOfFACHs)) OF FACH-ParametersItem-CTCH-SetupRsp
FACH-ParametersItem-CTCH-SetupRsp ::= SEQUENCE {

 
commonTransportChannelID


CommonTransportChannelID,


bindingID






BindingID,

transportLayerAddress



TransportLayerAddress, 


iE-Extensions





ProtocolExtensionContainer  { { FACH-ParametersItem-CTCH-SetupRsp-ExtIEs} }

OPTIONAL,


...
}

FACH-ParametersItem-CTCH-SetupRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Parameters-CTCH-SetupRsp ::= SEQUENCE {

  
commonTransportChannelID


CommonTransportChannelID,


bindingID






BindingID,


transportLayerAddress



TransportLayerAddress, 


iE-Extensions





ProtocolExtensionContainer  { { PCH-Parameters-CTCH-SetupRsp-ExtIEs} }

OPTIONAL,


...
}

PCH-Parameters-CTCH-SetupRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-Parameters-CTCH-SetupRsp ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


bindingID






BindingID,


transportLayerAddress



TransportLayerAddress, 


iE-Extensions





ProtocolExtensionContainer  { { RACH-Parameters-CTCH-SetupRsp-ExtIEs} }

OPTIONAL,


...
}

RACH-Parameters-CTCH-SetupRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CPCH-Parameters-CTCH-SetupRsp ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


bindingID






BindingID,


transportLayerAddress



TransportLayerAddress, 



iE-Extensions





ProtocolExtensionContainer  { { CPCH-Parameters-CTCH-SetupRsp-ExtIEs} }

OPTIONAL,


...

}

CPCH-Parameters-CTCH-SetupRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP FAILURE

--

-- **************************************************************

CommonTransportChannelSetupFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelSetupFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelSetupFailure-Extensions}}     OPTIONAL,


...

}

CommonTransportChannelSetupFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Cause




CRITICALITY
ignore

TYPE
Cause





PRESENCE
mandatory
}|

{ ID
id-CriticalityDiagnostics
CRITICALITY
ignore

TYPE
CriticalityDiagnostics

PRESENCE
optional

},


...

}

CommonTransportChannelSetupFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST FDD

--

-- **************************************************************

CommonTransportChannelReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelReconfigurationRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelReconfigurationRequestFDD-Extensions}}

OPTIONAL,


...

}

CommonTransportChannelReconfigurationRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID









CRITICALITY
reject

TYPE
C-ID










PRESENCE mandatory
}|

{ ID
id-ConfigurationGenerationID



CRITICALITY
reject

TYPE
ConfigurationGenerationID



PRESENCE
mandatory
}|


{ ID
id-CommonPhysicalChannelType-CTCH-ReconfRqstFDD
CRITICALITY
reject
TYPE
CommonPhysicalChannelType-CTCH-ReconfRqstFDD
PRESENCE
mandatory
},

...

}

CommonTransportChannelReconfigurationRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonPhysicalChannelType-CTCH-ReconfRqstFDD ::= CHOICE {


secondary-CCPCH-parameters

Secondary-CCPCHList-CTCH-ReconfRqstFDD,


pRACH-parameters



PRACHList-CTCH-ReconfRqstFDD,


cPCH-parameters




CPCHList-CTCH-ReconfRqstFDD,


...

}
Secondary-CCPCHList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ Secondary-CCPCHListIEs-CTCH-ReconfRqstFDD }}

Secondary-CCPCHListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-Secondary-CCPCHListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE Secondary-CCPCHListIE-CTCH-ReconfRqstFDD 
PRESENCE
optional },


...

}

Secondary-CCPCHListIE-CTCH-ReconfRqstFDD ::= SEQUENCE {


fACH-ParametersList-CTCH-ReconfRqstFDD

FACH-ParametersList-CTCH-ReconfRqstFDD
OPTIONAL,


pCH-Parameters-CTCH-ReconfRqstFDD


PCH-Parameters-CTCH-ReconfRqstFDD

OPTIONAL,


pICH-Parameters-CTCH-ReconfRqstFDD


PICH-Parameters-CTCH-ReconfRqstFDD

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { Secondary-CCPCH-CTCH-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}
Secondary-CCPCH-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
FACH-ParametersList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ FACH-ParametersListIEs-CTCH-ReconfRqstFDD }}

FACH-ParametersListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-ParametersListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE FACH-ParametersListIE-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
FACH-ParametersListIE-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxFACHCell)) OF FACH-ParametersItem-CTCH-ReconfRqstFDD

FACH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


maxFACH-Power






DL-Power

OPTIONAL,


toAWS








ToAWS


OPTIONAL,


toAWE








ToAWE


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { FACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

FACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Parameters-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ PCH-ParametersIE-CTCH-ReconfRqstFDD }}

PCH-ParametersIE-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-ParametersItem-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE PCH-ParametersItem-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
PCH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


pCH-Power







DL-Power

OPTIONAL,


toAWS








ToAWS


OPTIONAL,


toAWE








ToAWE


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { PCH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }


OPTIONAL,


...
}

PCH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PICH-Parameters-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ PICH-ParametersIE-CTCH-ReconfRqstFDD }}

PICH-ParametersIE-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PICH-ParametersItem-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE PICH-ParametersItem-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
PICH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


pICH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer  { { PICH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PICH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRACHList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ PRACHListIEs-CTCH-ReconfRqstFDD }}

PRACHListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PRACHListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE PRACHListIE-CTCH-ReconfRqstFDD 
PRESENCE
optional },


...

}

PRACHListIE-CTCH-ReconfRqstFDD ::= SEQUENCE {


pRACH-ParametersList-CTCH-ReconfRqstFDD

PRACH-ParametersList-CTCH-ReconfRqstFDD
OPTIONAL,


aICH-ParametersList-CTCH-ReconfRqstFDD

AICH-ParametersList-CTCH-ReconfRqstFDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { PRACH-CTCH-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}
PRACH-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PRACH-ParametersList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ PRACH-ParametersListIEs-CTCH-ReconfRqstFDD }}

PRACH-ParametersListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-ParametersListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE PRACH-ParametersListIE-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
PRACH-ParametersListIE-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF PRACH-ParametersItem-CTCH-ReconfRqstFDD

PRACH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


preambleSignatures





PreambleSignatures,

allowedSlotFormatInformation


AllowedSlotFormatInformationList-CTCH-ReconfRqstFDD

OPTIONAL,


rACH-SubChannelNumbers




RACH-SubChannelNumbers

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { PRACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PRACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AllowedSlotFormatInformationList-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1.. maxNrOfSlotFormatsPRACH)) OF AllowedSlotFormatInformationItem-CTCH-ReconfRqstFDD
AllowedSlotFormatInformationItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


rACH-SlotFormat






RACH-SlotFormat,


iE-Extensions






ProtocolExtensionContainer  { { AllowedSlotFormatInformationItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

AllowedSlotFormatInformationItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AICH-ParametersList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ AICH-ParametersListIEs-CTCH-ReconfRqstFDD }}

AICH-ParametersListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-AICH-ParametersListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE AICH-ParametersListIE-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
AICH-ParametersListIE-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF AICH-ParametersItem-CTCH-ReconfRqstFDD

AICH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


aICH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer  { { AICH-ParametersItemIE-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

AICH-ParametersItemIE-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CPCHList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ CPCHListIE-CTCH-ReconfRqstFDD }}

CPCHListIE-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-CPCHListItem-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE CPCHListItem-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
CPCHListItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


cPCHListItem-CTCH-ReconfRqstFDD




CPCHListItem-CTCH-ReconfRqstFDD




OPTIONAL,


aP-AICH-ParametersList-CTCH-ReconfRqstFDD

AP-AICH-ParametersList-CTCH-ReconfRqstFDD

OPTIONAL,


cDCA-ICH-ParametersList-CTCH-ReconfRqstFDD

CDCA-ICH-ParametersList-CTCH-ReconfRqstFDD

OPTIONAL,


iE-Extensions








ProtocolExtensionContainer  { { CPCHListItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

}

CPCHListItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
CPCH-ParametersList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ CPCH-ParametersListIEs-CTCH-ReconfRqstFDD }}

CPCH-ParametersListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-CPCH-ParametersListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE CPCH-ParametersListIE-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
CPCH-ParametersListIE-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfCPCHs)) OF CPCH-ParametersItem-CTCH-ReconfRqstFDD

CPCH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID

CommonTransportChannelID,


uL-SIR






UL-SIR


OPTIONAL,


initialDL-transmissionPower

DL-Power

OPTIONAL,

   maximumDLPower




DL-Power

OPTIONAL,

    minimumDLPower




DL-Power

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { CPCH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

}

CPCH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AP-AICH-ParametersList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ AP-AICH-ParametersListIEs-CTCH-ReconfRqstFDD }}

AP-AICH-ParametersListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-AP-AICH-ParametersListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE AP-AICH-ParametersListIE-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
AP-AICH-ParametersListIE-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfCPCHs)) OF AP-AICH-ParametersItem-CTCH-ReconfRqstFDD

AP-AICH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


aP-AICH-Power






DL-Power,


cSICH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer  { { AP-AICH-ParametersItemIE-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

}

AP-AICH-ParametersItemIE-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CDCA-ICH-ParametersList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ CDCA-ICH-ParametersListIEs-CTCH-ReconfRqstFDD }}

CDCA-ICH-ParametersListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-CDCA-ICH-ParametersListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE CDCA-ICH-ParametersListIE-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
CDCA-ICH-ParametersListIE-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfCPCHs)) OF AP-AICH-ParametersItem-CTCH-ReconfRqstFDD

CDCA-ICH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


cDCA-ICH-Power






DL-Power,


iE-Extensions






ProtocolExtensionContainer  { { CDCA-ICH-ParametersItemIE-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

}

CDCA-ICH-ParametersItemIE-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

CommonTransportChannelReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelReconfigurationRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelReconfigurationRequestTDD-Extensions}}

OPTIONAL,


...

}

CommonTransportChannelReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID











CRITICALITY
reject

TYPE
C-ID










PRESENCE 
mandatory
}|


{ ID 
id-ConfigurationGenerationID





CRITICALITY
reject

TYPE
ConfigurationGenerationID





PRESENCE
mandatory
}|


{ ID id-Secondary-CCPCH-Parameters-CTCH-ReconfRqstTDD


CRITICALITY reject
TYPE
 Secondary-CCPCH-Parameters-CTCH-ReconfRqstTDD


PRESENCE optional
}|


{ ID id-PICH-Parameters-CTCH-ReconfRqstTDD

CRITICALITY reject
TYPE 
PICH-Parameters-CTCH-ReconfRqstTDD


PRESENCE optional
}|

{ ID id-FACH-ParametersList-CTCH-ReconfRqstTDD
CRITICALITY reject
TYPE  FACH-ParametersList-CTCH-ReconfRqstTDD
PRESENCE optional
}|

{ ID id-PCH-Parameters-CTCH-ReconfRqstTDD

CRITICALITY reject
TYPE 
PCH-Parameters-CTCH-ReconfRqstTDD


PRESENCE optional
},

...

}

CommonTransportChannelReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Secondary-CCPCH-Parameters-CTCH-ReconfRqstTDD::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


secondaryCCPCHList



Secondary-CCPCHList-CTCH-ReconfRqstTDD


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { Secondary-CCPCH-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCH-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Secondary-CCPCHList-CTCH-ReconfRqstTDD ::= ProtocolIE-Container {{ Secondary-CCPCHListIEs-CTCH-ReconfRqstTDD }}

Secondary-CCPCHListIEs-CTCH-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-Secondary-CCPCHListIE-CTCH-ReconfRqstTDD
CRITICALITY reject
TYPE Secondary-CCPCHListIE-CTCH-ReconfRqstTDD 
PRESENCE
mandatory },


...

}

Secondary-CCPCHListIE-CTCH-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHs)) OF Secondary-CCPCHItem-CTCH-ReconfRqstTDD
Secondary-CCPCHItem-CTCH-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,

sCCPCH-Power





DL-Power,


iE-Extensions





ProtocolExtensionContainer  { { Secondary-CCPCHItem-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCHItem-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PICH-Parameters-CTCH-ReconfRqstTDD
 ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


pICH-Power






DL-Power,


iE-Extensions





ProtocolExtensionContainer  { { PICH-Parameters-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...

}

PICH-Parameters-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-ParametersList-CTCH-ReconfRqstTDD ::= SEQUENCE (SIZE (0..maxNrOfFACHs)) OF FACH-ParametersItem-CTCH-ReconfRqstTDD
FACH-ParametersItem-CTCH-ReconfRqstTDD ::= SEQUENCE {

 
commonTransportChannelID

CommonTransportChannelID,


toAWS






ToAWS


OPTIONAL,

 
toAWE






ToAWE


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { FACH-ParametersItem-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

FACH-ParametersItem-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Parameters-CTCH-ReconfRqstTDD ::= SEQUENCE {


commonTransportChannelID

CommonTransportChannelID,


toAWS






ToAWS


OPTIONAL,


toAWE






ToAWE


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { PCH-Parameters-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PCH-Parameters-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION RESPONSE

--

-- **************************************************************

CommonTransportChannelReconfigurationResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelReconfigurationResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelReconfigurationResponse-Extensions}}

OPTIONAL,


...

}

CommonTransportChannelReconfigurationResponse-IEs NBAP-PROTOCOL-IES ::= {



{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional},


...

}

CommonTransportChannelReconfigurationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION FAILURE

--

-- **************************************************************

CommonTransportChannelReconfigurationFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelReconfigurationFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelReconfigurationFailure-Extensions}}          OPTIONAL,


...

}

CommonTransportChannelReconfigurationFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Cause





CRITICALITY
ignore


TYPE
Cause





PRESENCE
mandatory
}|


{ ID
id-CriticalityDiagnostics

CRITICALITY
ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional
},


...

}

CommonTransportChannelReconfigurationFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL DELETION REQUEST

--

-- **************************************************************

CommonTransportChannelDeletionRequest ::= SEQUENCE {


protocolIEs




ProtocolIE-Container
{{CommonTransportChannelDeletionRequest-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{CommonTransportChannelDeletionRequest-Extensions}}        
OPTIONAL,


...

}

CommonTransportChannelDeletionRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID







CRITICALITY
reject

TYPE
C-ID





PRESENCE 
mandatory}|


{ ID
id-CommonPhysicalChannelID


CRITICALITY
reject

TYPE
CommonPhysicalChannelID

PRESENCE
mandatory}|



{ ID
id-ConfigurationGenerationID

CRITICALITY
reject

TYPE
ConfigurationGenerationID
PRESENCE
mandatory},


...

}

CommonTransportChannelDeletionRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL DELETION RESPONSE

--

-- **************************************************************

CommonTransportChannelDeletionResponse ::= SEQUENCE {



protocolIEs



ProtocolIE-Container
{{CommonTransportChannelDeletionResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelDeletionResponse-Extensions}}     

OPTIONAL,


...

}

CommonTransportChannelDeletionResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore

TYPE
CriticalityDiagnostics

PRESENCE
optional},


...

}

CommonTransportChannelDeletionResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- BLOCK RESOURCE REQUEST

--

-- **************************************************************

BlockResourceRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container       {{BlockResourceRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{BlockResourceRequest-Extensions}}                   OPTIONAL,


...

}

BlockResourceRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID







CRITICALITY
reject

TYPE
C-ID






PRESENCE
mandatory
}|


{ ID
id-BlockingPriorityIndicator

CRITICALITY
reject

TYPE
BlockingPriorityIndicator

PRESENCE
mandatory
}|


{ ID
id-ShutdownTimer




CRITICALITY
reject

TYPE
ShutdownTimer




PRESENCE
conditional
},


-- The IE is present when the Blocking Priority IndicatorIE indicates 'Normal Priority'--


...

}

BlockResourceRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- BLOCK RESOURCE RESPONSE

--

-- **************************************************************

BlockResourceResponse ::= SEQUENCE {


protocolIEs




ProtocolIE-Container       {{BlockResourceResponse-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{BlockResourceResponse-Extensions}}

OPTIONAL,


...

}

BlockResourceResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore

TYPE
CriticalityDiagnostics

PRESENCE
optional},


...

}

BlockResourceResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- BLOCK RESOURCE FAILURE

--

-- **************************************************************

BlockResourceFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container       {{BlockResourceFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{BlockResourceFailure-Extensions}}

OPTIONAL,


...

}

BlockResourceFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Cause





CRITICALITY

ignore

TYPE
Cause





PRESENCE
mandatory
}|


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore

TYPE
CriticalityDiagnostics 

PRESENCE
optional
},


...

}

BlockResourceFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- UNBLOCK RESOURCE INDICATION

--

-- **************************************************************

UnblockResourceIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{UnblockResourceIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{UnblockResourceIndication-Extensions}}    OPTIONAL,


...

}

UnblockResourceIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID


CRITICALITY

ignore

TYPE
C-ID

PRESENCE
mandatory},


...

}

UnblockResourceIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- AUDIT REQUIRED INDICATION

--

-- **************************************************************

AuditRequiredIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{AuditRequiredIndication-IEs}},


protocolExtensions 

ProtocolExtensionContainer
{{AuditRequiredIndication-Extensions}}    
OPTIONAL,

...

}

AuditRequiredIndication-IEs NBAP-PROTOCOL-IES ::= {

...

}

AuditRequiredIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- AUDIT REQUEST

--

-- **************************************************************

AuditRequest ::= SEQUENCE {


protocolIEs




ProtocolIE-Container
{{AuditRequest-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{AuditRequest-Extensions}}

OPTIONAL,

...

}

AuditRequest-IEs NBAP-PROTOCOL-IES ::= {


...

}

AuditRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- AUDIT RESPONSE

--

-- **************************************************************

AuditResponse ::= SEQUENCE {


protocolIEs




ProtocolIE-Container
{{AuditResponse-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{AuditResponse-Extensions}}

OPTIONAL,


...

}

AuditResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeBInformation-AuditRep CRITICALITY ignore TYPE NodeBInformation-AuditRsp PRESENCE mandatory}|

{ ID
id-Cell-InformationList-AuditRsp


CRITICALITY

ignore


TYPE
Cell-InformationList-AuditRsp


PRESENCE
optional
}|


{ ID
id-CCP-InformationList-AuditRsp



CRITICALITY

ignore


TYPE
CCP-InformationList-AuditRsp


PRESENCE
optional
}|


-- CCP (Communication Control Port) --

{ ID
id-Local-Cell-InformationList-AuditRsp

CRITICALITY

ignore


TYPE
Local-Cell-InformationList-AuditRsp

PRESENCE
optional
}|


{ ID
id-CriticalityDiagnostics




CRITICALITY

ignore


TYPE
CriticalityDiagnostics




PRESENCE
optional
},

...

}

AuditResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

NodeBInformation-AuditRsp ::= SEQUENCE {


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit,


ul-capacityCredit






UL-CapacityCredit

OPTIONAL,


commnonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw,


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw,


iE-Extensions







ProtocolExtensionContainer  { { NodeBInformation-AuditRep-ExtIEs} }

OPTIONAL,


...
}

NodeBInformation-AuditRep-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Cell-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxCellinNodeB)) OF ProtocolIE-Container {{ Cell-InformationItemIE-AuditRsp}}

Cell-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID
id-Cell-InformationItem-AuditRsp

CRITICALITY

ignore

TYPE
Cell-InformationItem-AuditRsp


PRESENCE 
optional
},


...

}

Cell-InformationItem-AuditRsp ::= SEQUENCE {


c-ID








C-ID,


configurationGenerationID



ConfigurationGenerationID,

resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


local-Cell-ID






Local-Cell-ID,


maximumDL-PowerCapability



MaximumDL-PowerCapability,

-- to do: FFS

minSpreadingFactor





MinSpreadingFactor,



-- to do: FFS

primary-SCH-Information




P-SCH-Information-AuditRsp




OPTIONAL,


secondary-SCH-Information



S-SCH-Information-AuditRsp




OPTIONAL,


primary-CPICH-Information



P-CPICH-Information-AuditRsp



OPTIONAL,


secondary-CPICH-InformationList


S-CPICH-InformationList-AuditRsp


OPTIONAL,


primary-CCPCH-Information



P-CCPCH-Information-AuditRsp



OPTIONAL,


bCH-Information






BCH-Information-AuditRsp




OPTIONAL,


secondary-CCPCH-InformationList


S-CCPCH-InformationList-AuditRsp


OPTIONAL,


pCH-Information






PCH-Information-AuditRsp




OPTIONAL,


pICH-Information





PICH-Information-AuditRsp




OPTIONAL,


fACH-InformationList




FACH-InformationList-AuditRsp



OPTIONAL,


pRACH-InformationList




PRACH-InformationList-AuditRsp



OPTIONAL,


rACH-InformationList




RACH-InformationList-AuditRsp



OPTIONAL,


aICH-InformationList




AICH-InformationList-AuditRsp



OPTIONAL,


pCPCH-InformationList




PCPCH-InformationList-AuditRsp



OPTIONAL,


cPCH-InformationList




CPCH-InformationList-AuditRsp



OPTIONAL,


aP-AICH-InformationList




AP-AICH-InformationList-AuditRsp


OPTIONAL,


cDCA-ICH-InformationList



CDCA-ICH-InformationList-AuditRsp


OPTIONAL,

sCH-Information






SCH-Information-AuditRsp




OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { Cell-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

Cell-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

P-SCH-Information-AuditRsp ::= ProtocolIE-Container {{ P-SCH-InformationIE-AuditRsp }}

P-SCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-P-SCH-InformationItem-AuditRsp
CRITICALITY ignore
TYPE P-SCH-InformationItem-AuditRsp 
PRESENCE
mandatory },


...

}

P-SCH-InformationItem-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID


CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { P-SCH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

P-SCH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
S-SCH-Information-AuditRsp ::= ProtocolIE-Container {{ S-SCH-InformationIE-AuditRsp }}

S-SCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-S-SCH-InformationItem-AuditRsp
CRITICALITY ignore
TYPE S-SCH-InformationItem-AuditRsp 
PRESENCE
mandatory },


...

}
S-SCH-InformationItem-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { S-SCH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

S-SCH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
P-CPICH-Information-AuditRsp ::= ProtocolIE-Container {{ P-CPICH-InformationIE-AuditRsp }}

P-CPICH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-P-CPICH-InformationItem-AuditRsp
CRITICALITY ignore
TYPE P-CPICH-InformationItem-AuditRsp 
PRESENCE
mandatory },


...

}
P-CPICH-InformationItem-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { P-CPICH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

P-CPICH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

S-CPICH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF ProtocolIE-Container {{ S-CPICH-InformationItemIE-AuditRsp }}

S-CPICH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-S-CPICH-InformationItem-AuditRsp   CRITICALITY ignore
TYPE S-CPICH-InformationItem-AuditRsp

PRESENCE mandatory },


...

}
S-CPICH-InformationItem-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { S-CPICH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

S-CPICH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

P-CCPCH-Information-AuditRsp ::= ProtocolIE-Container {{ P-CCPCH-InformationIE-AuditRsp }}

P-CCPCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-P-CCPCH-InformationItem-AuditRsp   CRITICALITY ignore
TYPE P-CCPCH-InformationItem-AuditRsp

PRESENCE mandatory },


...

}

P-CCPCH-InformationItem-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { P-CCPCH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

P-CCPCH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

BCH-Information-AuditRsp ::= ProtocolIE-Container {{ BCH-InformationIE-AuditRsp }}

BCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-BCH-InformationItem-AuditRsp   CRITICALITY ignore
TYPE BCH-InformationItem-AuditRsp

PRESENCE mandatory },


...

}
BCH-InformationItem-AuditRsp ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { BCH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

BCH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

S-CCPCH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxSCCPCHCell)) OF ProtocolIE-Container {{ S-CCPCH-InformationItemIE-AuditRsp }}

S-CCPCH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-S-CCPCH-InformationItem-AuditRsp   CRITICALITY ignore
TYPE S-CCPCH-InformationItem-AuditRsp

PRESENCE mandatory },


...

}
S-CCPCH-InformationItem-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { S-CCPCH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

S-CCPCH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Information-AuditRsp ::= ProtocolIE-Container {{ PCH-InformationIE-AuditRsp }}

PCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-InformationItem-AuditRsp   CRITICALITY ignore
TYPE PCH-InformationItem-AuditRsp

PRESENCE mandatory },


...

}
PCH-InformationItem-AuditRsp ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { PCH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

PCH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PICH-Information-AuditRsp ::= ProtocolIE-Container {{ PICH-InformationIE-AuditRsp }}

PICH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-PICH-InformationItem-AuditRsp   CRITICALITY ignore
TYPE PICH-InformationItem-AuditRsp

PRESENCE mandatory },


...

}

PICH-InformationItem-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { PICH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...

}

PICH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxFACHCell)) OF ProtocolIE-Container {{ FACH-InformationItemIE-AuditRsp }}

FACH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-InformationItem-AuditRsp   CRITICALITY ignore
TYPE FACH-InformationItem-AuditRsp

PRESENCE mandatory },


...

}
FACH-InformationItem-AuditRsp ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { FACH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

FACH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRACH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Container {{ PRACH-InformationItemIE-AuditRsp }}

PRACH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-InformationItem-AuditRsp   CRITICALITY ignore
TYPE PRACH-InformationItem-AuditRsp

PRESENCE mandatory },


...

}
PRACH-InformationItem-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { PRACH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

PRACH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxRACHCell)) OF ProtocolIE-Container {{ RACH-InformationItemIE-AuditRsp }}

RACH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-RACH-InformationItem-AuditRsp   CRITICALITY ignore
TYPE RACH-InformationItem-AuditRsp

PRESENCE mandatory },


...

}
RACH-InformationItem-AuditRsp ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { RACH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

RACH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AICH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxRACHCell)) OF ProtocolIE-Container {{ AICH-InformationItemIE-AuditRsp }}

AICH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-AICH-InformationItem-AuditRsp   CRITICALITY ignore
TYPE AICH-InformationItem-AuditRsp

PRESENCE mandatory },


...

}
AICH-InformationItem-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { AICH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

AICH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCPCH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxPCPCHCell)) OF ProtocolIE-Container {{ PCPCH-InformationItemIE-AuditRsp }}

PCPCH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-PCPCH-InformationItem-AuditRsp   CRITICALITY ignore
TYPE PCPCH-InformationItem-AuditRsp

PRESENCE optional },


...

}

PCPCH-InformationItem-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { PCPCH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...

}

PCPCH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CPCH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Container {{ CPCH-InformationItemIE-AuditRsp }}

CPCH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-CPCH-InformationItem-AuditRsp   CRITICALITY ignore
TYPE CPCH-InformationItem-AuditRsp

PRESENCE optional },


...

}

CPCH-InformationItem-AuditRsp ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { CPCH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...

}

CPCH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AP-AICH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Container {{ AP-AICH-InformationItemIE-AuditRsp }}

AP-AICH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-AP-AICH-InformationItem-AuditRsp   CRITICALITY ignore
TYPE AP-AICH-InformationItem-AuditRsp

PRESENCE mandatory },


...

}

AP-AICH-InformationItem-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { AP-AICH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...

}

AP-AICH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CDCA-ICH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Container {{ CDCA-ICH-InformationItemIE-AuditRsp }}

CDCA-ICH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-CDCA-ICH-InformationItem-AuditRsp   CRITICALITY ignore
TYPE CDCA-ICH-InformationItem-AuditRsp

PRESENCE mandatory },


...

}

CDCA-ICH-InformationItem-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { CDCA-ICH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...

}

CDCA-ICH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
SCH-Information-AuditRsp ::= ProtocolIE-Container {{ SCH-InformationIE-AuditRsp }}

SCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-SCH-InformationItem-AuditRsp   CRITICALITY ignore
TYPE SCH-InformationItem-AuditRsp

PRESENCE mandatory },


...

}

SCH-InformationItem-AuditRsp ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { SCH-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

SCH-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CCP-InformationList-AuditRsp ::=SEQUENCE (SIZE (1..maxCCPinNodeB)) OF ProtocolIE-Container {{ CCP-InformationItemIE-AuditRsp }}

CCP-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ID
id-CCP-InformationItem-AuditRsp


CRITICALITY

ignore


TYPE
CCP-InformationItem-AuditRsp


PRESENCE
mandatory},


...

}


CCP-InformationItem-AuditRsp ::= SEQUENCE {


communicationControlPortID


CommunicationControlPortID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  {{ CCP-InformationItem-AuditRsp-ExtIEs }}

OPTIONAL,

...

}

CCP-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Local-Cell-InformationList-AuditRsp
 ::=SEQUENCE (SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Container {{ Local-Cell-InformationItemIE-AuditRsp }}

Local-Cell-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID
id-Local-Cell-InformationItem-AuditRsp


CRITICALITY

ignore


TYPE
Local-Cell-InformationItem-AuditRsp

PRESENCE
mandatory},


...

}

Local-Cell-InformationItem-AuditRsp ::= SEQUENCE {


local-Cell-ID







Local-Cell-ID,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit,


ul-capacityCredit






UL-CapacityCredit

OPTIONAL,


commnonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw,


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw,

maximumDL-PowerCapability




MaximumDL-PowerCapability

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer  {{ Local-Cell-InformationItem-AuditRsp-ExtIEs}}

OPTIONAL,


...
}

Local-Cell-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON MEASUREMENT INITIATION REQUEST

--

-- **************************************************************

CommonMeasurementInitiationRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementInitiationRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonMeasurementInitiationRequest-Extensions}}

OPTIONAL,


...

}

CommonMeasurementInitiationRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID







CRITICALITY
reject


TYPE
MeasurementID






PRESENCE
mandatory
}|


{ ID
id-CommonMeasurementObjectType-CM-Rqst


CRITICALITY
ignore


TYPE 
CommonMeasurementObjectType-CM-Rqst

PRESENCE 
mandatory
}|


-- This IE represents both the Common Measurement Object Type IE and the choice based on the Common Measurement Object Type

-- as described in the tabular message format in subclause 9.1.

{ ID
id-CommonMeasurementType





CRITICALITY
reject


TYPE
CommonMeasurementType




PRESENCE
mandatory
}|


{ ID 
id-MeasurementFilterCoefficient




CRITICALITY
reject


TYPE
MeasurementFilterCoefficient



PRESENCE
optional
}|


{ ID
id-ReportCharacteristics





CRITICALITY
reject


TYPE
ReportCharacteristics




PRESENCE
mandatory
},


...

}

CommonMeasurementInitiationRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonMeasurementObjectType-CM-Rqst ::= CHOICE {


cell






Cell-CM-Rqst,


rACH






RACH-CM-Rqst,


cPCH






CPCH-CM-Rqst,

...

}

Cell-CM-Rqst ::= ProtocolIE-Container {{ CellIE-CM-Rqst }}

CellIE-CM-Rqst NBAP-PROTOCOL-IES ::= {


{ ID id-CellItem-CM-Rqst   CRITICALITY reject
TYPE CellItem-CM-Rqst

PRESENCE mandatory },


...

}
CellItem-CM-Rqst ::= SEQUENCE {


c-ID






C-ID,


timeSlot





TimeSlot
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { CellItem-CM-Rqst-ExtIEs} }

OPTIONAL,


...
}

CellItem-CM-Rqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-CM-Rqst ::= ProtocolIE-Container {{ RACHIE-CM-Rqst }}

RACHIE-CM-Rqst NBAP-PROTOCOL-IES ::= {


{ ID id-RACHItem-CM-Rqst   CRITICALITY reject
TYPE RACHItem-CM-Rqst

PRESENCE mandatory },


...

}
RACHItem-CM-Rqst ::= SEQUENCE {


c-ID






C-ID,


commonTransportChannelID

CommonTransportChannelID,


iE-Extensions




ProtocolExtensionContainer  { { RACHItem-CM-Rqst-ExtIEs} }

OPTIONAL,


...
}

RACHItem-CM-Rqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CPCH-CM-Rqst ::= ProtocolIE-Container {{ CPCHIE-CM-Rqst }}

CPCHIE-CM-Rqst NBAP-PROTOCOL-IES ::= {


{ ID id-CPCHItem-CM-Rqst   CRITICALITY reject
TYPE CPCHItem-CM-Rqst

PRESENCE optional },


...

}

CPCHItem-CM-Rqst ::= SEQUENCE {


c-ID






C-ID,


commonTransportChannelID

CommonTransportChannelID,


spreadingfactor




MinUL-ChannelisationCodeLength

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { CPCHItem-CM-Rqst-ExtIEs} }

OPTIONAL,


...

}

CPCHItem-CM-Rqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- COMMON MEASUREMENT INITIATION RESPONSE

--

-- **************************************************************

CommonMeasurementInitiationResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementInitiationResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonMeasurementInitiationResponse-Extensions}}

OPTIONAL,


...

}

CommonMeasurementInitiationResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID






CRITICALITY
ignore


TYPE
MeasurementID






PRESENCE
mandatory
}|


{ ID
id-CommonMeasurementObjectType-CM-Rsp

CRITICALITY
ignore


TYPE
CommonMeasurementObjectType-CM-Rsp

PRESENCE
mandatory
}|


{ ID
id-SFN









CRITICALITY
ignore


TYPE
SFN









PRESENCE
optional
}|


{ ID
id-CriticalityDiagnostics




CRITICALITY
ignore


TYPE
CriticalityDiagnostics




PRESENCE
optional
},


...

}

CommonMeasurementInitiationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonMeasurementObjectType-CM-Rsp ::= CHOICE {

 
cell





Cell-CM-Rsp,

 
rACH





RACH-CM-Rsp,


cPCH





CPCH-CM-Rsp,

...

 }

Cell-CM-Rsp ::= ProtocolIE-Container {{ CellIE-CM-Rsp }}

CellIE-CM-Rsp NBAP-PROTOCOL-IES ::= {


{ ID id-CellItem-CM-Rsp   CRITICALITY ignore
TYPE CellItem-CM-Rsp

PRESENCE mandatory },


...

}
CellItem-CM-Rsp ::= SEQUENCE {

 
commonMeasurementValue


CommonMeasurementValue,


iE-Extensions




ProtocolExtensionContainer  { { CellItem-CM-Rsp-ExtIEs} }

OPTIONAL,


...
 }

CellItem-CM-Rsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-CM-Rsp ::= ProtocolIE-Container {{ RACHIE-CM-Rsp }}

RACHIE-CM-Rsp NBAP-PROTOCOL-IES ::= {


{ ID id-RACHItem-CM-Rsp   CRITICALITY ignore
TYPE RACHItem-CM-Rsp

PRESENCE mandatory },


...

}
RACHItem-CM-Rsp ::= SEQUENCE {

 
commonMeasurementValue


CommonMeasurementValue,


iE-Extensions




ProtocolExtensionContainer  { { RACHItem-CM-Rsp-ExtIEs} }

OPTIONAL,


...
 }

RACHItem-CM-Rsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CPCH-CM-Rsp ::= ProtocolIE-Container {{ CPCHIE-CM-Rsp }}

CPCHIE-CM-Rsp NBAP-PROTOCOL-IES ::= {


{ ID id-CPCHItem-CM-Rsp   CRITICALITY ignore
TYPE CPCHItem-CM-Rsp

PRESENCE optional },


...

}

CPCHItem-CM-Rsp ::= SEQUENCE {

 
commonMeasurementValue


CommonMeasurementValue,


iE-Extensions




ProtocolExtensionContainer  { { CPCHItem-CM-Rsp-ExtIEs} }

OPTIONAL,


...

 }

CPCHItem-CM-Rsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- COMMON MEASUREMENT INITIATION FAILURE

--

-- **************************************************************

CommonMeasurementInitiationFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementInitiationFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonMeasurementInitiationFailure-Extensions}}

OPTIONAL,

...

}

CommonMeasurementInitiationFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID



CRITICALITY

ignore


TYPE
MeasurementID



PRESENCE
mandatory
}|


{ ID
id-Cause





CRITICALITY

ignore


TYPE
Cause





PRESENCE
mandatory
}|


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional
},


...

}

CommonMeasurementInitiationFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON MEASUREMENT REPORT

--

-- **************************************************************

CommonMeasurementReport ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementReport-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonMeasurementReport-Extensions}}

OPTIONAL,


...

}

CommonMeasurementReport-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID






CRITICALITY
ignore


TYPE
MeasurementID






PRESENCE
mandatory
}|


{ ID
id-CommonMeasurementObjectType-CM-Rprt

CRITICALITY
ignore


TYPE
CommonMeasurementObjectType-CM-Rprt

PRESENCE
mandatory
}|


{ ID
id-SFN









CRITICALITY
ignore


TYPE
SFN









PRESENCE
optional
},


...

}

CommonMeasurementReport-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonMeasurementObjectType-CM-Rprt ::= CHOICE {


cell






Cell-CM-Rprt,


rACH






RACH-CM-Rprt,


cPCH






CPCH-CM-Rprt,

...

 }

Cell-CM-Rprt ::= ProtocolIE-Container {{ CellIE-CM-Rprt }}

CellIE-CM-Rprt NBAP-PROTOCOL-IES ::= {


{ ID id-CellItem-CM-Rprt   CRITICALITY ignore
TYPE CellItem-CM-Rprt

PRESENCE mandatory },


...

}
CellItem-CM-Rprt::= SEQUENCE {


measurementAvailabilityIndicator
MeasurementAvailabilityIndicator-CommonMeasurementReport,

iE-Extensions




ProtocolExtensionContainer  {{ CellItem-CM-Rprt-ExtIEs }}

OPTIONAL,


...
 }

CellItem-CM-Rprt-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-CM-Rprt ::= ProtocolIE-Container {{ RACHIE-CM-Rprt }}

RACHIE-CM-Rprt NBAP-PROTOCOL-IES ::= {


{ ID id-RACHItem-CM-Rprt   CRITICALITY ignore
TYPE RACHItem-CM-Rprt

PRESENCE mandatory },


...

}
RACHItem-CM-Rprt::= SEQUENCE {


measurementAvailabilityIndicator
MeasurementAvailabilityIndicator-CommonMeasurementReport,

iE-Extensions




ProtocolExtensionContainer {{ RACHItem-CM-Rprt-ExtIEs }}


OPTIONAL,


...
 }

RACHItem-CM-Rprt-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CPCH-CM-Rprt ::= ProtocolIE-Container {{ CPCHIE-CM-Rprt }}

CPCHIE-CM-Rprt NBAP-PROTOCOL-IES ::= {


{ ID id-CPCHItem-CM-Rprt   CRITICALITY ignore
TYPE CPCHItem-CM-Rprt

PRESENCE optional },


...

}

CPCHItem-CM-Rprt::= SEQUENCE {

 
commonMeasurementValue


CommonMeasurementValue,


iE-Extensions




ProtocolExtensionContainer {{ CPCHItem-CM-Rprt-ExtIEs }}


OPTIONAL,


...

 }

CPCHItem-CM-Rprt-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
MeasurementAvailabilityIndicator-CommonMeasurementReport::= CHOICE {


measurementAvailable

MeasurementAvailable-CommonMeasurementReport,


measurementnotAvailable

MeasurementnotAvailable-CommonMeasurementReport,


...

}

MeasurementAvailable-CommonMeasurementReport::= ProtocolIE-Container {{ MeasurementAvailableIE-CommonMeasurementReport }}

MeasurementAvailableIE-CommonMeasurementReport NBAP-PROTOCOL-IES ::= {


{ ID id-MeasurementAvailableItem-CommonMeasurementReport
CRITICALITY ignore TYPE MeasurementAvailableItem-CommonMeasurementReport

PRESENCE mandatory},


...

}

MeasurementAvailableItem-CommonMeasurementReport ::= SEQUENCE {


commonmeasurementValue

CommonMeasurementValue,


ie-Extensions



ProtocolExtensionContainer { { MeasurementAvailableItem-CommonMeasurementReport-ExTIEs} }


OPTIONAL,


...

}

MeasurementAvailableItem-CommonMeasurementReport-ExTIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
MeasurementnotAvailable-CommonMeasurementReport::= ProtocolIE-Container {{ MeasurementnotAvailableIE-CommonMeasurementReport }}

MeasurementnotAvailableIE-CommonMeasurementReport NBAP-PROTOCOL-IES ::= {


{ ID id-MeasurementnotAvailableItem-CommonMeasurementReport
CRITICALITY ignore TYPE MeasurementnotAvailableItem-CommonMeasurementReport

PRESENCE mandatory},


...

}

MeasurementnotAvailableItem-CommonMeasurementReport ::= NULL
-- **************************************************************

--

-- COMMON MEASUREMENT TERMINATION REQUEST

--

-- **************************************************************

CommonMeasurementTerminationRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementTerminationRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonMeasurementTerminationRequest-Extensions}}

OPTIONAL,


...

}

CommonMeasurementTerminationRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID


CRITICALITY

ignore



TYPE
MeasurementID


PRESENCE
mandatory},


...

}

CommonMeasurementTerminationRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON MEASUREMENT FAILURE INDICATION

--

-- **************************************************************

CommonMeasurementFailureIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonMeasurementFailureIndication-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{CommonMeasurementFailureIndication-Extensions}}



OPTIONAL,


...

}

CommonMeasurementFailureIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-MeasurementID


CRITICALITY
ignore


TYPE
MeasurementID


PRESENCE
mandatory
}|


{ ID
id-Cause




CRITICALITY
ignore


TYPE
Cause




PRESENCE
mandatory
},


...

}

CommonMeasurementFailureIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL SETUP REQUEST FDD

--

-- **************************************************************

CellSetupRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellSetupRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellSetupRequestFDD-Extensions}}

OPTIONAL,


...

}

CellSetupRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Local-Cell-ID









CRITICALITY

reject


TYPE
Local-Cell-ID








PRESENCE
mandatory
}|


{ ID
id-C-ID












CRITICALITY

reject


TYPE
C-ID










PRESENCE 
mandatory
}|


{ ID
id-ConfigurationGenerationID






CRITICALITY

reject


TYPE
ConfigurationGenerationID





PRESENCE
mandatory
}|


{ ID
id-T-Cell











CRITICALITY

reject


TYPE
T-Cell










PRESENCE
mandatory
}|


{ ID
id-UARFCNforNu










CRITICALITY

reject


TYPE
UARFCN










PRESENCE
mandatory
}|


{ ID
id-UARFCNforNd










CRITICALITY

reject


TYPE
UARFCN










PRESENCE
mandatory
}|

{ ID
id-MaximumTransmissionPower







CRITICALITY

reject


TYPE
MaximumTransmissionPower





PRESENCE
mandatory
}|


{ ID
id-Closed-Loop-Timing-Adjustment-Mode




CRITICALITY

reject


TYPE
Closedlooptimingadjustmentmode




PRESENCE
optional
}|

{ ID
id-PrimaryScramblingCode







CRITICALITY

reject


TYPE
PrimaryScramblingCode






PRESENCE
mandatory
}|


{ ID
id-DL-TPC-Pattern01Count







CRITICALITY

reject



TYPE
DL-TPC-Pattern01Count






PRESENCE
mandatory
}|

{ ID
id-Synchronisation-Configuration-Cell-SetupRqst


CRITICALITY

reject


TYPE
Synchronisation-Configuration-Cell-SetupRqst


PRESENCE
mandatory
}|

{ ID
id-PrimarySCH-Information-Cell-SetupRqstFDD



CRITICALITY

reject


TYPE
PrimarySCH-Information-Cell-SetupRqstFDD


PRESENCE
mandatory
}|


{ ID
id-SecondarySCH-Information-Cell-SetupRqstFDD


CRITICALITY

reject


TYPE
SecondarySCH-Information-Cell-SetupRqstFDD

PRESENCE
mandatory
}|


{ ID
id-PrimaryCPICH-Information-Cell-SetupRqstFDD


CRITICALITY

reject


TYPE
PrimaryCPICH-Information-Cell-SetupRqstFDD

PRESENCE
mandatory
}|


{ ID
id-SecondaryCPICH-InformationList-Cell-SetupRqstFDD

CRITICALITY

reject


TYPE
SecondaryCPICH-InformationList-Cell-SetupRqstFDD

PRESENCE
optional
}|


{ ID
id-PrimaryCCPCH-Information-Cell-SetupRqstFDD


CRITICALITY

reject


TYPE
PrimaryCCPCH-Information-Cell-SetupRqstFDD

PRESENCE
mandatory
}|


{ ID
id-Limited-power-increase-information-Cell-SetupRqstFDD
CRITICALITY

reject


TYPE
Limited-power-increase-information-Cell-SetupRqstFDD

PRESENCE
mandatory
},

...

}

CellSetupRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Synchronisation-Configuration-Cell-SetupRqst ::= SEQUENCE {


n-INSYNC-IND


N-INSYNC-IND,

 
n-OUTSYNC-IND


N-OUTSYNC-IND,

 
t-RLFAILURE



T-RLFAILURE,


iE-Extensions


ProtocolExtensionContainer { { Synchronisation-Configuration-Cell-SetupRqst-ExtIEs} }

OPTIONAL,


...

}

Synchronisation-Configuration-Cell-SetupRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PrimarySCH-Information-Cell-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


primarySCH-Power





DL-Power,


tSTD-Indicator






TSTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { PrimarySCH-Information-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PrimarySCH-Information-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SecondarySCH-Information-Cell-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


secondarySCH-Power





DL-Power,

tSTD-Indicator






TSTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { SecondarySCH-Information-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

SecondarySCH-Information-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PrimaryCPICH-Information-Cell-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


primaryCPICH-Power





PrimaryCPICH-Power,

transmitDiversityIndicator



TransmitDiversityIndicator,


iE-Extensions






ProtocolExtensionContainer { { PrimaryCPICH-Information-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PrimaryCPICH-Information-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SecondaryCPICH-InformationList-Cell-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF ProtocolIE-Container{{ SecondaryCPICH-InformationItemIE-Cell-SetupRqstFDD }}

SecondaryCPICH-InformationItemIE-Cell-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-SecondaryCPICH-InformationItem-Cell-SetupRqstFDD

CRITICALITY

reject


TYPE
SecondaryCPICH-InformationItem-Cell-SetupRqstFDD

PRESENCE
mandatory},


...

}

SecondaryCPICH-InformationItem-Cell-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


dl-ScramblingCode





DL-ScramblingCode,


fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,

secondaryCPICH-Power




DL-Power,


transmitDiversityIndicator



TransmitDiversityIndicator,


iE-Extensions






ProtocolExtensionContainer { { SecondaryCPICH-InformationItem-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

SecondaryCPICH-InformationItem-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PrimaryCCPCH-Information-Cell-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


bCH-information






BCH-Information-Cell-SetupRqstFDD,


sTTD-Indicator






STTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { PrimaryCCPCH-Information-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PrimaryCCPCH-Information-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
BCH-Information-Cell-SetupRqstFDD ::= SEQUENCE {

 
commonTransportChannelID



CommonTransportChannelID,

 
bCH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer { { BCH-Information-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

BCH-Information-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Limited-power-increase-information-Cell-SetupRqstFDD ::= SEQUENCE {


powerRaiseLimit






PowerRaiseLimit,


dLPowerAveragingWindowSize



DLPowerAveragingWindowSize,


iE-Extensions






ProtocolExtensionContainer { { Limited-power-increase-information-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,

...

}
Limited-power-increase-information-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- CELL SETUP REQUEST TDD

--

-- **************************************************************

CellSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellSetupRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellSetupRequestTDD-Extensions}}

OPTIONAL,


...

}

CellSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Local-Cell-ID








CRITICALITY

reject

TYPE
Local-Cell-ID








PRESENCE
mandatory
}|



{ ID
id-C-ID











CRITICALITY

reject

TYPE
C-ID










PRESENCE 
mandatory
}|


{ ID
id-ConfigurationGenerationID





CRITICALITY

reject

TYPE
ConfigurationGenerationID





PRESENCE
mandatory
}|


{ ID
id-UARFCNforNt










CRITICALITY

reject

TYPE
UARFCN










PRESENCE
mandatory
}|


{ ID
id-CellParameterID








CRITICALITY

reject

TYPE
CellParameterID








PRESENCE
mandatory
}|


{ ID
id-MaximumTransmissionPower






CRITICALITY

reject

TYPE
MaximumTransmissionPower





PRESENCE
mandatory
}|


{ ID
id-TransmissionDiversityApplied





CRITICALITY

reject

TYPE
TransmissionDiversityApplied




PRESENCE
mandatory
}|


{ ID
id-SyncCase










CRITICALITY

reject

TYPE
SyncCase









PRESENCE 
mandatory
}|


{ ID
id-DPCHConstant









CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
mandatory
}|


{ ID
id-PUSCHConstant








CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
mandatory
}|


{ ID
id-PRACHConstant








CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
mandatory
}|

{ ID
id-Synchronisation-Configuration-Cell-SetupRqst

CRITICALITY

reject

TYPE
Synchronisation-Configuration-Cell-SetupRqst

PRESENCE
mandatory
}|

{ ID 
id-SCH-Information-Cell-SetupRqstTDD



CRITICALITY

reject

TYPE
SCH-Information-Cell-SetupRqstTDD



PRESENCE
mandatory
}|


{ ID
id-PCCPCH-Information-Cell-SetupRqstTDD



CRITICALITY

reject

TYPE
PCCPCH-Information-Cell-SetupRqstTDD



PRESENCE
mandatory
}|


{ ID
id-TimeSlotConfigurationList-Cell-SetupRqstTDD

CRITICALITY

reject

TYPE 
TimeSlotConfigurationList-Cell-SetupRqstTDD

PRESENCE
mandatory
},


...

}

CellSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

SCH-Information-Cell-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


syncCaseIndicator





SyncCaseIndicator-Cell-SetupRqstTDD-PSCH,

sCH-Power







DL-Power,


tSTD-Indicator






TSTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { SCH-Information-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

SCH-Information-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SyncCaseIndicator-Cell-SetupRqstTDD-PSCH ::= ProtocolIE-Container {{ SyncCaseIndicatorIE-Cell-SetupRqstTDD-PSCH }}

SyncCaseIndicatorIE-Cell-SetupRqstTDD-PSCH NBAP-PROTOCOL-IES ::= {


{ ID id-SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH   CRITICALITY reject
TYPE SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH

PRESENCE mandatory },


...

}
SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH ::= CHOICE {


case1







Case1-Cell-SetupRqstTDD,


case2







Case2-Cell-SetupRqstTDD,


...

}

Case1-Cell-SetupRqstTDD ::= ProtocolIE-Container {{ Case1IE-Cell-SetupRqstTDD }}

Case1IE-Cell-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-Case1Item-Cell-SetupRqstTDD   CRITICALITY reject
TYPE Case1Item-Cell-SetupRqstTDD

PRESENCE mandatory },


...

}
Case1Item-Cell-SetupRqstTDD ::= SEQUENCE {


timeSlot






TimeSlot,


iE-Extensions





ProtocolExtensionContainer { { Case1Item-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Case1Item-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Case2-Cell-SetupRqstTDD ::= ProtocolIE-Container {{ Case2IE-Cell-SetupRqstTDD }}

Case2IE-Cell-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-Case2Item-Cell-SetupRqstTDD   CRITICALITY reject
TYPE Case2Item-Cell-SetupRqstTDD

PRESENCE mandatory },


...

}
Case2Item-Cell-SetupRqstTDD ::= SEQUENCE {


sCH-TimeSlot





SCH-TimeSlot,


iE-Extensions





ProtocolExtensionContainer { { Case2Item-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Case2Item-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCCPCH-Information-Cell-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,

tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,

repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


pCCPCH-Power






PCCPCH-Power,

blockSTTD-Indicator





BlockSTTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { PCCPCH-Information-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PCCPCH-Information-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TimeSlotConfigurationList-Cell-SetupRqstTDD ::= SEQUENCE (SIZE (1..15)) OF TimeSlotConfigurationItem-Cell-SetupRqstTDD

TimeSlotConfigurationItem-Cell-SetupRqstTDD ::= SEQUENCE {


timeSlot







TimeSlot,


timeSlotStatus






TimeSlotStatus,


timeSlotDirection





TimeSlotDirection,


iE-Extensions






ProtocolExtensionContainer { { TimeSlotConfigurationItem-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

TimeSlotConfigurationItem-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL SETUP RESPONSE

--

-- **************************************************************

CellSetupResponse ::= SEQUENCE {


protocolIEs




ProtocolIE-Container
{{CellSetupResponse-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{CellSetupResponse-Extensions}}

OPTIONAL,


...

}

CellSetupResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional},


...

}

CellSetupResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL SETUP FAILURE

--

-- **************************************************************

CellSetupFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellSetupFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellSetupFailure-Extensions}}


OPTIONAL,


...

}

CellSetupFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Cause






CRITICALITY

ignore


TYPE
Cause





PRESENCE
mandatory
}|


{ ID
id-CriticalityDiagnostics


CRITICALITY

ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional
},


...

}

CellSetupFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL RECONFIGURATION REQUEST FDD

--

-- **************************************************************

CellReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellReconfigurationRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellReconfigurationRequestFDD-Extensions}} 

OPTIONAL,


...

}

CellReconfigurationRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID












CRITICALITY
reject


TYPE
C-ID











PRESENCE
mandatory
}|


{ ID
id-ConfigurationGenerationID






CRITICALITY
reject


TYPE
ConfigurationGenerationID






PRESENCE
mandatory
}|


{ ID
id-MaximumTransmissionPower







CRITICALITY
reject


TYPE
MaximumTransmissionPower






PRESENCE
optional
}|


{ ID
id-Synchronisation-Configuration-Cell-ReconfRqst

CRITICALITY

reject

TYPE
Synchronisation-Configuration-Cell-ReconfRqst

PRESENCE
optional
}|

{ ID
id-PrimarySCH-Information-Cell-ReconfRqstFDD


CRITICALITY
reject


TYPE
PrimarySCH-Information-Cell-ReconfRqstFDD


PRESENCE
optional
}|


{ ID
id-SecondarySCH-Information-Cell-ReconfRqstFDD


CRITICALITY
reject


TYPE
SecondarySCH-Information-Cell-ReconfRqstFDD


PRESENCE
optional
}|


{ ID
id-PrimaryCPICH-Information-Cell-ReconfRqstFDD


CRITICALITY
reject


TYPE
PrimaryCPICH-Information-Cell-ReconfRqstFDD


PRESENCE
optional
}|


{ ID
id-SecondaryCPICH-InformationList-Cell-ReconfRqstFDD
CRITICALITY
reject


TYPE
SecondaryCPICH-InformationList-Cell-ReconfRqstFDD

PRESENCE
optional
}|


{ ID
id-PrimaryCCPCH-Information-Cell-ReconfRqstFDD


CRITICALITY
reject


TYPE
PrimaryCCPCH-Information-Cell-ReconfRqstFDD


PRESENCE
optional
},


...

}

CellReconfigurationRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Synchronisation-Configuration-Cell-ReconfRqst ::= SEQUENCE {


n-INSYNC-IND


N-INSYNC-IND,

 
n-OUTSYNC-IND


N-OUTSYNC-IND,

 
t-RLFAILURE



T-RLFAILURE,


iE-Extensions


ProtocolExtensionContainer { { Synchronisation-Configuration-Cell-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

Synchronisation-Configuration-Cell-ReconfRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PrimarySCH-Information-Cell-ReconfRqstFDD ::= SEQUENCE {

 
commonPhysicalChannelID




CommonPhysicalChannelID,

 
primarySCH-Power





DL-Power,


iE-Extensions






ProtocolExtensionContainer { { PrimarySCH-Information-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

PrimarySCH-Information-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SecondarySCH-Information-Cell-ReconfRqstFDD ::= SEQUENCE {

 
commonPhysicalChannelID




CommonPhysicalChannelID,

 
secondarySCH-Power





DL-Power,


iE-Extensions






ProtocolExtensionContainer { { SecondarySCH-Information-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

SecondarySCH-Information-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PrimaryCPICH-Information-Cell-ReconfRqstFDD ::= SEQUENCE {

 
commonPhysicalChannelID




CommonPhysicalChannelID,


primaryCPICH-Power





PrimaryCPICH-Power,


iE-Extensions






ProtocolExtensionContainer { { PrimaryCPICH-Information-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

PrimaryCPICH-Information-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
SecondaryCPICH-InformationList-Cell-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF ProtocolIE-Container{{ SecondaryCPICH-InformationItemIE-Cell-ReconfRqstFDD }}

SecondaryCPICH-InformationItemIE-Cell-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD

CRITICALITY

reject


TYPE
SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD

PRESENCE
mandatory},


...

}

SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD ::= SEQUENCE {

 
commonPhysicalChannelID





CommonPhysicalChannelID,
 
secondaryCPICH-Power





DL-Power,


iE-Extensions







ProtocolExtensionContainer { { SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PrimaryCCPCH-Information-Cell-ReconfRqstFDD ::= SEQUENCE {

 
bCH-information






BCH-information-Cell-ReconfRqstFDD,


iE-Extensions






ProtocolExtensionContainer { { PrimaryCCPCH-Information-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

PrimaryCCPCH-Information-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

BCH-information-Cell-ReconfRqstFDD ::= SEQUENCE {

 
commonTransportChannelID



CommonTransportChannelID,

 
bCH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer { { BCH-information-Cell-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

BCH-information-Cell-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

CellReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellReconfigurationRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellReconfigurationRequestTDD-Extensions}}

OPTIONAL,


...

}

CellReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID











CRITICALITY

reject

TYPE
C-ID










PRESENCE
mandatory
}|


{ ID
id-ConfigurationGenerationID





CRITICALITY

reject

TYPE
ConfigurationGenerationID





PRESENCE
mandatory
}|


{ ID
id-Synchronisation-Configuration-Cell-ReconfRqst
CRITICALITY

reject

TYPE
Synchronisation-Configuration-Cell-ReconfRqst
PRESENCE
optional
}|

{ ID
id-SCH-Information-Cell-ReconfRqstTDD



CRITICALITY

reject

TYPE
SCH-Information-Cell-ReconfRqstTDD



PRESENCE
optional
}|


{ ID
id-PCCPCH-Information-Cell-ReconfRqstTDD


CRITICALITY

reject

TYPE
PCCPCH-Information-Cell-ReconfRqstTDD


PRESENCE
optional
}|


{ ID
id-MaximumTransmissionPower






CRITICALITY

reject

TYPE
MaximumTransmissionPower





PRESENCE
optional
}|

{ ID
id-DPCHConstant









CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
optional
}|


{ ID
id-PUSCHConstant








CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 

optional
}|


{ ID
id-PRACHConstant








CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
optional
}|

{ ID
id-TimeSlotConfigurationList-Cell-ReconfRqstTDD

CRITICALITY

reject

TYPE
TimeSlotConfigurationList-Cell-ReconfRqstTDD

PRESENCE
mandatory
},


...

}

CellReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

SCH-Information-Cell-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


sCH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer { { PSCH-Information-Cell-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PSCH-Information-Cell-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCCPCH-Information-Cell-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


pCCPCH-Power






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { PCCPCH-Information-Cell-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PCCPCH-Information-Cell-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TimeSlotConfigurationList-Cell-ReconfRqstTDD ::= SEQUENCE (SIZE (1..15)) OF TimeSlotConfigurationItem-Cell-ReconfRqstTDD
TimeSlotConfigurationItem-Cell-ReconfRqstTDD ::= SEQUENCE {

timeSlot







TimeSlot,

 
timeSlotStatus






TimeSlotStatus,

 
timeSlotDirection





TimeSlotDirection,


iE-Extensions






ProtocolExtensionContainer { { TimeSlotConfigurationItem-Cell-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
 }

TimeSlotConfigurationItem-Cell-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL RECONFIGURATION RESPONSE

--

-- **************************************************************

CellReconfigurationResponse ::= SEQUENCE {


protocolIEs




ProtocolIE-Container
{{CellReconfigurationResponse-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{CellReconfigurationResponse-Extensions}}

OPTIONAL,


...

}

CellReconfigurationResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional},


...

}

CellReconfigurationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL RECONFIGURATION FAILURE

--

-- **************************************************************

CellReconfigurationFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellReconfigurationFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellReconfigurationFailure-Extensions}}

OPTIONAL,


...

}

CellReconfigurationFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Cause





CRITICALITY

ignore


TYPE
Cause






PRESENCE 
mandatory
}|


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore


TYPE
CriticalityDiagnostics


PRESENCE
optional
},


...

}

CellReconfigurationFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL DELETION REQUEST

--

-- **************************************************************

CellDeletionRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellDeletionRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellDeletionRequest-Extensions}}

OPTIONAL,


...

}

CellDeletionRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID


CRITICALITY

reject


TYPE
C-ID

PRESENCE
mandatory},


...

}

CellDeletionRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL DELETION RESPONSE

--

-- **************************************************************

CellDeletionResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellDeletionResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellDeletionResponse-Extensions}}

OPTIONAL,


...

}

CellDeletionResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional},


...

}

CellDeletionResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RESOURCE STATUS INDICATION

--

-- **************************************************************

ResourceStatusIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{ResourceStatusIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{ResourceStatusIndication-Extensions}}

OPTIONAL,

...

}

ResourceStatusIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-IndicationType-ResourceStatusInd


CRITICALITY

ignore


TYPE
IndicationType-ResourceStatusInd

PRESENCE
mandatory
}|


{ ID
id-Cause








CRITICALITY

ignore


TYPE
Cause








PRESENCE 
optional
},


...

}

ResourceStatusIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

IndicationType-ResourceStatusInd ::= CHOICE {


no-Failure







No-Failure-ResourceStatusInd,


serviceImpacting





ServiceImpacting-ResourceStatusInd,


cellControl







NULL,


...

}

No-Failure-ResourceStatusInd ::= ProtocolIE-Container {{ No-FailureIE-ResourceStatusInd }}

No-FailureIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-No-FailureItem-ResourceStatusInd   CRITICALITY ignore
TYPE No-FailureItem-ResourceStatusInd

PRESENCE mandatory },


...

}
No-FailureItem-ResourceStatusInd ::= SEQUENCE {


nodeB-Information-ResourceStatusInd

NodeB-Information-ResourceStatusInd,

local-Cell-InformationList



Local-Cell-InformationList-ResourceStatusInd,


iE-Extensions






ProtocolExtensionContainer { { No-FailureItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

No-FailureItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

NodeB-Information-ResourceStatusInd ::= SEQUENCE {


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit,


ul-capacityCredit






UL-CapacityCredit

OPTIONAL,


commnonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw,


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw,

iE-Extensions







ProtocolExtensionContainer { { NodeB-Information-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

NodeB-Information-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Local-Cell-InformationList-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Container {{ Local-Cell-InformationItemIE-ResourceStatusInd }}

Local-Cell-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE Local-Cell-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
Local-Cell-InformationItem-ResourceStatusInd ::= SEQUENCE {


local-CellID







Local-Cell-ID,


addorDeleteIndicator





AddorDeleteIndicator,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit

OPTIONAL,


-- This IE is present only if “AddorDeleteIndicator” equals add


ul-capacityCredit






UL-CapacityCredit

OPTIONAL,


commnonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw
OPTIONAL,


-- This IE is present only if “AddorDeleteIndicator” equals add


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw

OPTIONAL,

-- This IE is present only if “AddorDeleteIndicator” equals add


maximumDL-PowerCapability




MaximumDL-PowerCapability,


iE-Extensions







ProtocolExtensionContainer { { Local-Cell-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

Local-Cell-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ServiceImpacting-ResourceStatusInd ::= ProtocolIE-Container {{ ServiceImpactingIE-ResourceStatusInd }}

ServiceImpactingIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-ServiceImpactingItem-ResourceStatusInd   CRITICALITY ignore
TYPE ServiceImpactingItem-ResourceStatusInd

PRESENCE mandatory },


...

}
ServiceImpactingItem-ResourceStatusInd ::= SEQUENCE {


nodeB-Information-Service



NodeB-Information-Service-ResourceStatusInd

OPTIONAL,

local-Cell-InformationList



Local-Cell-InformationList2-ResourceStatusInd
OPTIONAL,


cCP-InformationList





CCP-InformationList-ResourceStatusInd 


OPTIONAL,


cell-InformationList




Cell-InformationList-ResourceStatusInd 


OPTIONAL,


primary-SCH-Information




P-SCH-Information-ResourceStatusInd



OPTIONAL,


secondary-SCH-Information



S-SCH-Information-ResourceStatusInd



OPTIONAL,


primary-CPICH-Information



P-CPICH-Information-ResourceStatusInd


OPTIONAL,


secondary-CPICH-Information



S-CPICH-InformationList-ResourceStatusInd

OPTIONAL,


primary-CCPCH-Information



P-CCPCH-Information-ResourceStatusInd


OPTIONAL,


bCH-Information






BCH-Information-ResourceStatusInd 



OPTIONAL,


secondary-CCPCH-InformationList


S-CCPCH-InformationList-ResourceStatusInd

OPTIONAL,


pCH-Information






PCH-Information-ResourceStatusInd 



OPTIONAL,


pICH-Information





PICH-Information-ResourceStatusInd



OPTIONAL,


fACH-InformationList




FACH-InformationList-ResourceStatusInd 


OPTIONAL,


pRACH-InformationList




PRACH-InformationList-ResourceStatusInd


OPTIONAL,


rACH-InformationList




RACH-InformationList-ResourceStatusInd 


OPTIONAL,


aICH-InformationList




AICH-InformationList-ResourceStatusInd 


OPTIONAL,


pCPCH-InformationList




PCPCH-InformationList-ResourceStatusInd


OPTIONAL,


cPCH-InformationList




CPCH-InformationList-ResourceStatusInd 


OPTIONAL,


aP-AICH-InformationList




AP-AICH-InformationList-ResourceStatusInd 

OPTIONAL,


cDCA-ICH-InformationList



CDCA-ICH-InformationList-ResourceStatusInd 

OPTIONAL,

sCH-Information






SCH-Information-ResourceStatusInd 



OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { ServiceImpactingItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

ServiceImpactingItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

NodeB-Information-Service-ResourceStatusInd ::= SEQUENCE {


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit

OPTIONAL,


ul-capacityCredit






UL-CapacityCredit



OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { NodeB-Information-Service-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

NodeB-Information-Service-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Local-Cell-InformationList2-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Container {{ Local-Cell-InformationItemIE2-ResourceStatusInd }}

Local-Cell-InformationItemIE2-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-InformationItem2-ResourceStatusInd   CRITICALITY ignore
TYPE Local-Cell-InformationItem2-ResourceStatusInd

PRESENCE mandatory },


...

}
Local-Cell-InformationItem2-ResourceStatusInd ::= SEQUENCE {


local-Cell-ID






Local-Cell-ID,


dl-or-global-capacityCredit



DL-or-Global-CapacityCredit

OPTIONAL,


ul-capacityCredit





UL-CapacityCredit



OPTIONAL,

maximum-DL-PowerCapability



MaximumDL-PowerCapability

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Local-Cell-InformationItem2-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

Local-Cell-InformationItem2-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CCP-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCCPinNodeB)) OF ProtocolIE-Container {{ CCP-InformationItemIE-ResourceStatusInd }}

CCP-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-CCP-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE CCP-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
CCP-InformationItem-ResourceStatusInd ::= SEQUENCE {


communicationControlPortID



CommunicationControlPortID,


resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


iE-Extensions






ProtocolExtensionContainer { { CCP-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,

...

}

CCP-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Cell-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCellinNodeB)) OF ProtocolIE-Container {{ Cell-InformationItemIE-ResourceStatusInd }}

Cell-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Cell-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE Cell-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
Cell-InformationItem-ResourceStatusInd  ::= SEQUENCE {


c-ID








C-ID,


resourceOperationalState 



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


--to do: FFS

maximumDL-PowerCapability



MaximumDL-PowerCapability,
--to do: FFS

minSpreadingFactor





MinSpreadingFactor,


iE-Extensions






ProtocolExtensionContainer { { Cell-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

Cell-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

P-SCH-Information-ResourceStatusInd ::= ProtocolIE-Container {{ P-SCH-InformationIE-ResourceStatusInd }}

P-SCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-P-SCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE P-SCH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}

P-SCH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


iE-Extensions






ProtocolExtensionContainer { { P-SCH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

P-SCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

S-SCH-Information-ResourceStatusInd ::= ProtocolIE-Container {{ S-SCH-InformationIE-ResourceStatusInd }}

S-SCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-S-SCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE S-SCH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}

S-SCH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


iE-Extensions






ProtocolExtensionContainer { { S-SCH-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

S-SCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

P-CPICH-Information-ResourceStatusInd ::= ProtocolIE-Container {{ P-CPICH-InformationIE-ResourceStatusInd }}

P-CPICH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-P-CPICH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE P-CPICH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}

P-CPICH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


iE-Extensions






ProtocolExtensionContainer { { P-CPICH-InformationItem-ResourceStatInd-ExtIEs} }

OPTIONAL,


...
}

P-CPICH-InformationItem-ResourceStatInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

S-CPICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF ProtocolIE-Container {{ S-CPICH-InformationItemIE-ResourceStatusInd }}

S-CPICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-S-CPICH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE S-CPICH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
S-CPICH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { S-CPICH-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

S-CPICH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
P-CCPCH-Information-ResourceStatusInd ::= ProtocolIE-Container {{ P-CCPCH-InformationIE-ResourceStatusInd }}

P-CCPCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-P-CCPCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE P-CCPCH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}

P-CCPCH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { P-CCPCH-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

P-CCPCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

BCH-Information-ResourceStatusInd ::= ProtocolIE-Container {{ BCH-InformationIE-ResourceStatusInd }}

BCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-BCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE BCH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}

BCH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonTransportChannelID




CommonTransportChannelID,


resourceOperationalState
 



ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { BCH-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

BCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

S-CCPCH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxSCCPCHCell)) OF ProtocolIE-Container {{ S-CCPCH-InformationItemIE-ResourceStatusInd }}

S-CCPCH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-S-CCPCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE S-CCPCH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
S-CCPCH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { S-CCPCH-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...

}

S-CCPCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Information-ResourceStatusInd ::= ProtocolIE-Container {{ PCH-InformationIE-ResourceStatusInd }}

PCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE PCH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}

PCH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonTransportChannelID




CommonTransportChannelID,


resourceOperationalState 




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { PCH-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

PCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PICH-Information-ResourceStatusInd ::= ProtocolIE-Container {{ PICH-InformationIE-ResourceStatusInd }}

PICH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PICH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE PICH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}

PICH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState 




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { PICH-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

PICH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxFACHCell)) OF ProtocolIE-Container {{ FACH-InformationItemIE-ResourceStatusInd }}

FACH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE FACH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
FACH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonTransportChannelID




CommonTransportChannelID,


resourceOperationalState 




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { FACH-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

FACH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Container {{ PRACH-InformationItemIE-ResourceStatusInd }}

PRACH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE PRACH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
PRACH-InformationItem-ResourceStatusInd
::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { PRACH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

PRACH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Container {{ RACH-InformationItemIE-ResourceStatusInd }}

RACH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-RACH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE RACH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
RACH-InformationItem-ResourceStatusInd  ::= SEQUENCE {



commonTransportChannelID




CommonTransportChannelID,



resourceOperationalState 




ResourceOperationalState,



availabilityStatus






AvailabilityStatus,



iE-Extensions







ProtocolExtensionContainer { { RACH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,



...
}

RACH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Container {{ AICH-InformationItemIE-ResourceStatusInd }}

AICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-AICH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE AICH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
AICH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState 




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { AICH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

AICH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCPCH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPCPCHCell)) OF ProtocolIE-Container {{ PCPCH-InformationItemIE-ResourceStatusInd }}

PCPCH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PCPCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE PCPCH-InformationItem-ResourceStatusInd

PRESENCE optional },


...

}

PCPCH-InformationItem-ResourceStatusInd
::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { PCPCH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...

}

PCPCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CPCH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Container {{ CPCH-InformationItemIE-ResourceStatusInd }}

CPCH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-CPCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE CPCH-InformationItem-ResourceStatusInd

PRESENCE optional },


...

}

CPCH-InformationItem-ResourceStatusInd  ::= SEQUENCE {



commonTransportChannelID




CommonTransportChannelID,



resourceOperationalState 




ResourceOperationalState,



availabilityStatus






AvailabilityStatus,



iE-Extensions







ProtocolExtensionContainer { { CPCH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,



...

}

CPCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AP-AICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Container {{ AP-AICH-InformationItemIE-ResourceStatusInd }}

AP-AICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-AP-AICH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE AP-AICH-InformationItem-ResourceStatusInd

PRESENCE optional },


...

}

AP-AICH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState 




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { AP-AICH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...

}

AP-AICH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
CDCA-ICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Container {{ CDCA-ICH-InformationItemIE-ResourceStatusInd }}

CDCA-ICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-CDCA-ICH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE CDCA-ICH-InformationItem-ResourceStatusInd

PRESENCE optional },


...

}

CDCA-ICH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState 




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { CDCA-ICH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...

}

CDCA-ICH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
SCH-Information-ResourceStatusInd ::= ProtocolIE-Container {{ SCH-InformationIE-ResourceStatusInd }}

SCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-SCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE SCH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}

SCH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


resourceOperationalState 




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { SCH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

SCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- SYSTEM INFORMATION UPDATE REQUEST

--

-- **************************************************************

SystemInformationUpdateRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{SystemInformationUpdateRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{SystemInformationUpdateRequest-Extensions}}

OPTIONAL,


...

}

SystemInformationUpdateRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID











CRITICALITY
reject

TYPE
C-ID










PRESENCE mandatory
}|


{ ID 
id-BCCH-ModificationTime






CRITICALITY
reject

TYPE
BCCH-ModificationTime




PRESENCE
optional
}|


{ ID
id-MIB-SIB-InformationList-SystemInfoUpdateRqst

CRITICALITY
reject

TYPE
MIB-SIB-InformationList-SystemInfoUpdateRqst

PRESENCE 
mandatory
},


...

}

SystemInformationUpdateRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

MIB-SIB-InformationList-SystemInfoUpdateRqst ::= SEQUENCE (SIZE (1..maxIB)) OF MIB-SIB-InformationItem-SystemInfoUpdateRqst

MIB-SIB-InformationItem-SystemInfoUpdateRqst ::= SEQUENCE {


iB-Type







IB-Type,



deletionIndicator




DeletionIndicator-SystemInfoUpdate,


iE-Extensions





ProtocolExtensionContainer { { MIB-SIB-InformationItem-SystemInfoUpdateRqst-ExtIEs} }

OPTIONAL,


...
}

MIB-SIB-InformationItem-SystemInfoUpdateRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DeletionIndicator-SystemInfoUpdate ::= CHOICE {


no-Deletion






No-Deletion-SystemInfoUpdate,


yes-Deletion





NULL,


...

}

No-Deletion-SystemInfoUpdate ::= ProtocolIE-Container {{ No-DeletionIE-SystemInfoUpdate }}

No-DeletionIE-SystemInfoUpdate NBAP-PROTOCOL-IES ::= {


{ ID id-No-DeletionItem-SystemInfoUpdate   CRITICALITY reject
TYPE No-DeletionItem-SystemInfoUpdate

PRESENCE mandatory },


...

}
No-DeletionItem-SystemInfoUpdate ::= SEQUENCE {


sIB-Originator






SIB-Originator



OPTIONAL,

-- This IE shall be present if the IB-Type is not equal to "MIB"

iB-SG-REP







IB-SG-REP




OPTIONAL,

segmentInformationList




SegmentInformationList-SystemInfoUpdate,


iE-Extensions






ProtocolExtensionContainer { { No-DeletionItem-SystemInfoUpdate-ExtIEs} }

OPTIONAL,


...
}

No-DeletionItem-SystemInfoUpdate-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SegmentInformationList-SystemInfoUpdate ::= ProtocolIE-Container {{ SegmentInformationListIEs-SystemInfoUpdate }}

SegmentInformationListIEs-SystemInfoUpdate NBAP-PROTOCOL-IES ::= {


{ ID id-SegmentInformationListIE-SystemInfoUpdate   CRITICALITY reject
TYPE SegmentInformationListIE-SystemInfoUpdate

PRESENCE mandatory },


...

}

SegmentInformationListIE-SystemInfoUpdate ::= SEQUENCE (SIZE (1..maxIBSEG)) OF SegmentInformationItem-SystemInfoUpdate
SegmentInformationItem-SystemInfoUpdate ::= SEQUENCE {


iB-SG-POS







IB-SG-POS


OPTIONAL,


iB-SG-DATA







IB-SG-DATA


OPTIONAL,


-- This IE shall be present if the SIB Originator IE is set to "CRNC"


iE-Extensions






ProtocolExtensionContainer { { SegmentInformationItem-SystemInfoUpdate-ExtIEs} }
OPTIONAL,


...
}

SegmentInformationItem-SystemInfoUpdate-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SYSTEM INFORMATION UPDATE RESPONSE

--

-- **************************************************************

SystemInformationUpdateResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container    {{SystemInformationUpdateResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{SystemInformationUpdateResponse-Extensions}}

OPTIONAL,


...

}

SystemInformationUpdateResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional},


...

}

SystemInformationUpdateResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SYSTEM INFORMATION UPDATE FAILURE

--

-- **************************************************************

SystemInformationUpdateFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{SystemInformationUpdateFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{SystemInformationUpdateFailure-Extensions}}

OPTIONAL,


...

}

SystemInformationUpdateFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Cause






CRITICALITY

ignore


TYPE
Cause





PRESENCE
mandatory
}|


{ ID 
id-CriticalityDiagnostics


CRITICALITY

ignore


TYPE
CriticalityDiagnostics

PRESENCE
optional
},


...

}

SystemInformationUpdateFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

RadioLinkSetupRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupRequestFDD-Extensions}}


OPTIONAL,


...

}

RadioLinkSetupRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID




CRITICALITY
reject



TYPE
CRNC-CommunicationContextID




PRESENCE
mandatory
}|


{ ID
id-UL-DPCH-Information-RL-SetupRqstFDD


CRITICALITY
reject



TYPE
UL-DPCH-Information-RL-SetupRqstFDD


PRESENCE
mandatory
}|


{ ID
id-DL-DPCH-Information-RL-SetupRqstFDD


CRITICALITY
reject



TYPE
DL-DPCH-Information-RL-SetupRqstFDD


PRESENCE
mandatory
}|


{ ID
id-DCH-InformationList-RL-SetupRqstFDD


CRITICALITY
reject



TYPE
DCH-InformationList-RL-SetupRqstFDD


PRESENCE
mandatory
}|


{ ID
id-DSCH-InformationList-RL-SetupRqstFDD


CRITICALITY
reject



TYPE
DSCH-InformationList-RL-SetupRqstFDD

PRESENCE
optional
}|

{ ID
id-RL-InformationList-RL-SetupRqstFDD


CRITICALITY
notify



TYPE
RL-InformationList-RL-SetupRqstFDD


PRESENCE
mandatory
}|


{ ID id-Transmission-Gap-Pattern-Sequence-Information

CRITICALITY reject



TYPE Transmission-Gap-Pattern-Sequence-Information
 PRESENCE optional } |
{ ID id-Active-Pattern-Sequence-Information



CRITICALITY reject



TYPE Active-Pattern-Sequence-Information
 PRESENCE optional },

...

}

RadioLinkSetupRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


ul-ScramblingCode





UL-ScramblingCode,


minUL-ChannelisationCodeLength


MinUL-ChannelisationCodeLength,


maxNrOfUL-DPDCHs





MaxNrOfUL-DPDCHs

OPTIONAL,


-- This IE is present only if "Min UL Channelisation Code length" equals to
 4 --

ul-PunctureLimit





PunctureLimit,


tFCS








TFCS,


ul-DPCCH-SlotFormat





UL-DPCCH-SlotFormat,


ul-SIR-Target






UL-SIR,


diversityMode






DiversityMode,


d-FieldLength






D-FieldLength


OPTIONAL


-- This IE is present only if Feed Back mode diversity is activated -- ,


sSDT-CellID-Length





SSDT-CellID-Length

OPTIONAL,


s-FieldLength






S-FieldLength


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} }
OPTIONAL,


...
}

UL-DPCH-Information-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-Information-RL-SetupRqstFDD ::= SEQUENCE {


tFCS








TFCS,


dl-DPCH-SlotFormat





DL-DPCH-SlotFormat,


tFCI-SignallingMode





TFCI-SignallingMode,


tFCI-Presence






TFCI-Presence
OPTIONAL,

-- this IE is only present if the DL DPCH slot format is equal to any of the value 12 to 16 --



multiplexingPosition




MultiplexingPosition,

pDSCH-RL-ID







RL-ID


OPTIONAL,


-- This IE is present only if the DSCH Information group is present --

pDSCH-CodeMapping





PDSCH-CodeMapping

OPTIONAL,


-- This IE is present only if the DSCH Information group is present --

powerOffsetInformation




PowerOffsetInformation-RL-SetupRqstFDD,


fdd-TPC-DownlinkStepSize



FDD-TPC-DownlinkStepSize,


limitedPowerIncrease




LimitedPowerIncrease,

iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs} }
OPTIONAL,


...
}

DL-DPCH-Information-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PowerOffsetInformation-RL-SetupRqstFDD ::= SEQUENCE {


pO1-ForTFCI-Bits





PowerOffset,


pO2-ForTPC-Bits






PowerOffset,


pO3-ForPilotBits





PowerOffset,


iE-Extensions






ProtocolExtensionContainer { { PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs} }
OPTIONAL,


...
}

PowerOffsetInformation-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationList-RL-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationItem-RL-SetupRqstFDD
DCH-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,


dCH-SpecificInformationList


DCH-SpecificInformationList-RL-SetupRqstFDD,

iE-Extensions





ProtocolExtensionContainer { { DCH-InformationItem-RL-SetupRqstFDD-ExtIEs} }
OPTIONAL,

...

}

DCH-InformationItem-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-SpecificInformationList-RL-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-SpecificItem-RL-SetupRqstFDD

DCH-SpecificItem-RL-SetupRqstFDD ::=
SEQUENCE {

dCH-ID







DCH-ID,


ul-TransportFormatSet



TransportFormatSet,


dl-TransportFormatSet



TransportFormatSet,


frameHandlingPriority



FrameHandlingPriority,


qE-Selector






QE-Selector,

iE-Extensions





ProtocolExtensionContainer { { DCH-SpecificItem-RL-SetupRqstFDD-ExtIEs} }
OPTIONAL,


...
}

DCH-SpecificItem-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationList-RL-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-InformationItem-RL-SetupRqstFDD
DSCH-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


dSCH-ID







DSCH-ID,


dSCH-TFS






DSCH-TFS,


frameHandlingPriority



FrameHandlingPriority,


toAWS







ToAWS,


toAWE







ToAWE,

iE-Extensions





ProtocolExtensionContainer { { DSCH-InformationItem-RL-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-InformationItem-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-RL-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF


ProtocolIE-Container{{ RL-InformationItemIE-RL-SetupRqstFDD }}

RL-InformationItemIE-RL-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationItem-RL-SetupRqstFDD


CRITICALITY

notify


TYPE
RL-InformationItem-RL-SetupRqstFDD

PRESENCE
mandatory},


...

}

RL-InformationItem-RL-SetupRqstFDD ::= SEQUENCE {


rL-ID







RL-ID,


c-ID







C-ID,


firstRLS-indicator




FirstRLS-Indicator,

frameOffset






FrameOffset,


chipOffset






ChipOffset,


propagationDelay




PropagationDelay


OPTIONAL,


diversityControlField



DiversityControlField

OPTIONAL,


-- This IE is present only if the RL is not the first one in the RL Information


dl-CodeInformationList



DL-CodeInformationList-RL-SetupRqstFDD,


initialDL-transmissionPower


DL-Power,


maximumDL-power





DL-Power,


minimumDL-power





DL-Power,


sSDT-Cell-Identity




SSDT-Cell-Identity


OPTIONAL,


transmitDiversityIndicator


TransmitDiversityIndicator

OPTIONAL,


-- This IE is present unless Diversity Mode IE in UL DPCH Information group is “none”

iE-Extensions





ProtocolExtensionContainer { { RL-InformationItem-RL-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationItem-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CodeInformationList-RL-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfCodes)) OF DL-CodeInformationItem-RL-SetupRqstFDD
DL-CodeInformationItem-RL-SetupRqstFDD ::= SEQUENCE {


dl-ScramblingCode





DL-ScramblingCode,


fdd-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


transmissionGapPatternSequenceCodeInformation

TransmissionGapPatternSequenceCodeInformation

OPTIONAL,


-- This IE is present only if Downlink compressed mode method is set to "SF/2'"in the Transmission Gap Pattern Sequence Information IE.

iE-Extensions






ProtocolExtensionContainer { { DL-CodeInformationItem-RL-SetupRqstFDD-ExtIEs} }
OPTIONAL,


...
}

DL-CodeInformationItem-RL-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- RADIO LINK SETUP REQUEST TDD

--

-- **************************************************************

RadioLinkSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY
reject


TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-UL-CCTrCH-InformationList-RL-SetupRqstTDD

CRITICALITY
notify


TYPE
UL-CCTrCH-InformationList-RL-SetupRqstTDD

PRESENCE
optional
}|

{ ID
id-UL-DPCH-InformationList-RL-SetupRqstTDD


CRITICALITY
notify


TYPE
UL-DPCH-InformationList-RL-SetupRqstTDD


PRESENCE
optional
}|

{ ID
id-DL-CCTrCH-InformationList-RL-SetupRqstTDD 

CRITICALITY
notify


TYPE
DL-CCTrCH-InformationList-RL-SetupRqstTDD

PRESENCE
optional
}|

{ ID
id-DL-DPCH-InformationList-RL-SetupRqstTDD


CRITICALITY
notify


TYPE
DL-DPCH-InformationList-RL-SetupRqstTDD


PRESENCE
optional
}|

{ ID
id-DCH-InformationList-RL-SetupRqstTDD



CRITICALITY
reject


TYPE
DCH-InformationList-RL-SetupRqstTDD



PRESENCE
optional
}|


{ ID
id-DSCH-InformationList-RL-SetupRqstTDD



CRITICALITY
reject


TYPE
DSCH-InformationList-RL-SetupRqstTDD


PRESENCE
optional
}|


{ ID
id-USCH-InformationList-RL-SetupRqstTDD



CRITICALITY
reject


TYPE
USCH-InformationList-RL-SetupRqstTDD


PRESENCE
optional
}|


{ ID
id-RL-Information-RL-SetupRqstTDD




CRITICALITY
reject


TYPE
RL-Information-RL-SetupRqstTDD




PRESENCE
mandatory 
},


...

}

RadioLinkSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE(1..maxNrOfCCTrCHs)) OF


ProtocolIE-Container{{ UL-CCTrCH-InformationItemIE-RL-SetupRqstTDD }}

UL-CCTrCH-InformationItemIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD

CRITICALITY

notify


TYPE
UL-CCTrCH-InformationItem-RL-SetupRqstTDD

PRESENCE
mandatory},


...

}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


tFCS








TFCS,


tFCI-Coding







TFCI-Coding,


punctureLimit






PunctureLimit,

iE-Extensions






ProtocolExtensionContainer { { UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-DPCH-InformationItem-RL-SetupRqstTDD
UL-DPCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


burstType







BurstType,


midambleShift






MidambleShift,


timeSlot







TimeSlot,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tFCI-Presence






TFCI-Presence,


iE-Extensions






ProtocolExtensionContainer { { UL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Container{{ DL-CCTrCH-InformationItemIE-RL-SetupRqstTDD }}

DL-CCTrCH-InformationItemIE-RL-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD


CRITICALITY

notify


TYPE
DL-CCTrCH-InformationItem-RL-SetupRqstTDD

PRESENCE
mandatory},


...

}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


cCTrCH-ID







CCTrCH-ID,


tFCS








TFCS,


tFCI-Coding







TFCI-Coding,


punctureLimit






PunctureLimit,


tdd-TPC-DownlinkStepSize



TDD-TPC-DownlinkStepSize,


iE-Extensions






ProtocolExtensionContainer { { DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DL-CCTrCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-DPCH-InformationItem-RL-SetupRqstTDD
DL-DPCH-InformationItem-RL-SetupRqstTDD
 ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCode




TDD-ChannelisationCode,


burstType







BurstType,


midambleShift






MidambleShift,


timeSlot







TimeSlot,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


tFCI-Presence






TFCI-Presence,


iE-Extensions






ProtocolExtensionContainer { { DL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DL-DPCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-InformationItem-RL-SetupRqstTDD
DCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,


dCH-SpecificInformationList


DCH-SpecificInformationList-RL-SetupRqstTDD,


iE-Extensions






ProtocolExtensionContainer { { DCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,

...

}

DCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-SpecificInformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-SpecificItem-RL-SetupRqstTDD

DCH-SpecificItem-RL-SetupRqstTDD ::=
SEQUENCE {

dCH-ID








DCH-ID,


ul-CCTrCH-ID






CCTrCH-ID,


dl-CCTrCH-ID






CCTrCH-ID,


ul-TransportFormatSet




TransportFormatSet,


dl-TransportFormatSet




TransportFormatSet,


frameHandlingPriority




FrameHandlingPriority 


OPTIONAL,


qE-Selector







QE-Selector,

iE-Extensions






ProtocolExtensionContainer { { DCH-SpecificItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,

...

}

DCH-SpecificItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-InformationItem-RL-SetupRqstTDD
DSCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


dSCH-ID








DSCH-ID,


cCTrCH-ID







CCTrCH-ID,


transportFormatSet





TransportFormatSet,


frameHandlingPriority




FrameHandlingPriority,


toAWS








ToAWS,


toAWE








ToAWE,


iE-Extensions






ProtocolExtensionContainer { { DSCH-InformationItem-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-InformationItem-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-InformationList-RL-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-InformationItem-RL-SetupRqstTDD
USCH-InformationItem-RL-SetupRqstTDD ::= SEQUENCE {


uSCH-ID








USCH-ID,


cCTrCH-ID







CCTrCH-ID,


transportFormatSet





TransportFormatSet,


qE-Selector







QE-Selector,

iE-Extensions






ProtocolExtensionContainer { { USCH-InformationItemIE-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-InformationItemIE-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-Information-RL-SetupRqstTDD ::= SEQUENCE {


rL-ID








RL-ID,


c-ID








C-ID,


frameOffset







FrameOffset,


initialDL-transmissionPower



DL-Power,


maximumDL-power






DL-Power,


minimumDL-power






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { RL-Information-RL-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

RL-Information-RL-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE FDD

--

-- **************************************************************

RadioLinkSetupResponseFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupResponseFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupResponseFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupResponseFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY
ignore


TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-NodeB-CommunicationContextID





CRITICALITY
ignore


TYPE
NodeB-CommunicationContextID




PRESENCE
mandatory
}|


{ ID
id-CommunicationControlPortID





CRITICALITY
ignore


TYPE
CommunicationControlPortID





PRESENCE
mandatory
}|


{ ID
id-RL-InformationResponseList-RL-SetupRspFDD

CRITICALITY
ignore


TYPE
RL-InformationResponseList-RL-SetupRspFDD

PRESENCE
mandatory
}|


{ ID
id-CriticalityDiagnostics






CRITICALITY
ignore


TYPE
CriticalityDiagnostics






PRESENCE
optional
},


...

}

RadioLinkSetupResponseFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponseList-RL-SetupRspFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container{{ RL-InformationResponseItemIE-RL-SetupRspFDD }}

RL-InformationResponseItemIE-RL-SetupRspFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationResponseItem-RL-SetupRspFDD


CRITICALITY

ignore

TYPE
RL-InformationResponseItem-RL-SetupRspFDD

PRESENCE
mandatory},


...

}

RL-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


rL-ID










RL-ID,


rL-Set-ID









RL-Set-ID,

ul-InterferenceLevel






UL-InterferenceLevel,


diversityIndication



DiversityIndication-RL-SetupRspFDD,


-- This IE represents both the Diversity Indication IE and the choice based on the diversity indication as described in

-- the tabular message format in subclause 9.1.


dSCH-InformationResponseList




DSCH-InformationResponseList-RL-SetupRspFDD

OPTIONAL,


sSDT-SupportIndicator






SSDT-SupportIndicator,


iE-Extensions








ProtocolExtensionContainer { { RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DiversityIndication-RL-SetupRspFDD ::= CHOICE {


combining








Combining-RL-SetupRspFDD,


nonCombiningOrFirstRL





NonCombiningOrFirstRL-RL-SetupRspFDD,


...

}

Combining-RL-SetupRspFDD ::= ProtocolIE-Container {{ CombiningIE-RL-SetupRspFDD }}

CombiningIE-RL-SetupRspFDD NBAP-PROTOCOL-IES ::= {


{ ID id-CombiningItem-RL-SetupRspFDD   CRITICALITY ignore
TYPE CombiningItem-RL-SetupRspFDD

PRESENCE mandatory },


...

}
CombiningItem-RL-SetupRspFDD ::= SEQUENCE {


rL-ID









RL-ID,


iE-Extensions







ProtocolExtensionContainer { { Combining-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...
}

Combining-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

NonCombiningOrFirstRL-RL-SetupRspFDD ::= ProtocolIE-Container {{ NonCombiningOrFirstRLIE-RL-SetupRspFDD }}

NonCombiningOrFirstRLIE-RL-SetupRspFDD NBAP-PROTOCOL-IES ::= {


{ ID id-NonCombiningOrFirstRLItem-RL-SetupRspFDD   CRITICALITY ignore
TYPE NonCombiningOrFirstRLItem-RL-SetupRspFDD

PRESENCE mandatory },


...

}
NonCombiningOrFirstRLItem-RL-SetupRspFDD ::= SEQUENCE {


dCH-InformationResponseList





DCH-InformationResponseList-RL-SetupRspFDD

OPTIONAL ,


iE-Extensions








ProtocolExtensionContainer { { NonCombiningOrFirstRLItem-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...
}

NonCombiningOrFirstRLItem-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-InformationResponseList-RL-SetupRspFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-SetupRspFDD
DCH-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


dCH-ID










DCH-ID,


bindingID









BindingID,


transportLayerAddress






TransportLayerAddress,


iE-Extensions








ProtocolExtensionContainer { { DCH-InformationResponseItem-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...
}

DCH-InformationResponseItem-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationResponseList-RL-SetupRspFDD ::= ProtocolIE-Container {{ DSCH-InformationResponseListIEs-RL-SetupRspFDD }}

DSCH-InformationResponseListIEs-RL-SetupRspFDD NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationResponseListIE-RL-SetupRspFDD   CRITICALITY ignore
TYPE DSCH-InformationResponseListIE-RL-SetupRspFDD

PRESENCE mandatory },


...

}
DSCH-InformationResponseListIE-RL-SetupRspFDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-InformationResponseItem-RL-SetupRspFDD
DSCH-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


dSCH-ID










DSCH-ID,


bindingID









BindingID,


transportLayerAddress






TransportLayerAddress,


iE-Extensions








ProtocolExtensionContainer { { DSCH-InformationResponseItem-RL-SetupRspFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-InformationResponseItem-RL-SetupRspFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE TDD

--

-- **************************************************************

RadioLinkSetupResponseTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupResponseTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupResponseTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupResponseTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID 
id-CRNC-CommunicationContextID





CRITICALITY

ignore


TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-NodeB-CommunicationContextID





CRITICALITY 
ignore


TYPE
NodeB-CommunicationContextID




PRESENCE 
mandatory
}|


{ ID 
id-CommunicationControlPortID





CRITICALITY 
ignore


TYPE 
CommunicationControlPortID





PRESENCE 
mandatory
}|


{ ID 
id-RL-InformationResponse-RL-SetupRspTDD


CRITICALITY 
ignore


TYPE
RL-InformationResponse-RL-SetupRspTDD


PRESENCE 
mandatory
}|


{ ID 
id-CriticalityDiagnostics






CRITICALITY 
ignore


TYPE
CriticalityDiagnostics






PRESENCE
optional
},


...

}

RadioLinkSetupResponseTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponse-RL-SetupRspTDD ::= SEQUENCE {


rL-ID










RL-ID,


uL-InterferenceList-RL-SetupRspTDD



UL-InterferenceList-RL-SetupRspTDD,


dCH-InformationResponseList





DCH-InformationResponseList-RL-SetupRspTDD,


dSCH-InformationResponseList




DSCH-InformationResponseList-RL-SetupRspTDD


OPTIONAL,


uSCH-InformationResponseList




USCH-InformationResponseList-RL-SetupRspTDD


OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { RL-InformationResponseList-RL-SetupRspTDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationResponseList-RL-SetupRspTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
UL-InterferenceList-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfULTSs)) OF
UL-InterferenceItem-RL-SetupRspTDD

UL-InterferenceItem-RL-SetupRspTDD ::= SEQUENCE {

 
timeSlot





TimeSlot,


ul-InterferenceLevel


UL-InterferenceLevel,


iE-Extensions




ProtocolExtensionContainer { { UL-InterferenceItem-RL-SetupRspTDD-ExtIEs} }

OPTIONAL,


...
 }

UL-InterferenceItem-RL-SetupRspTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-InformationResponseList-RL-SetupRspTDD ::= ProtocolIE-Container{{ DCH-InformationResponseListIEs-RL-SetupRspTDD }}
DCH-InformationResponseListIEs-RL-SetupRspTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponseListIE-RL-SetupRspTDD
CRITICALITY 
ignore

TYPE 
DCH-InformationResponseListIE-RL-SetupRspTDD  PRESENCE
mandatory},

 
...

 }
DCH-InformationResponseListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-SetupRspTDD

DCH-InformationResponseItem-RL-SetupRspTDD ::= SEQUENCE {


dCH-ID









DCH-ID,


bindingID








BindingID,


transportLayerAddress





TransportLayerAddress,


iE-Extensions







ProtocolExtensionContainer { { DCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs} }

OPTIONAL,


...
 }

DCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationResponseList-RL-SetupRspTDD ::= ProtocolIE-Container {{ DSCH-InformationResponseListIEs-RL-SetupRspTDD }}

DSCH-InformationResponseListIEs-RL-SetupRspTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationResponseListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE DSCH-InformationResponseListIE-RL-SetupRspTDD

PRESENCE mandatory },


...

}
DSCH-InformationResponseListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-InformationResponseItem-RL-SetupRspTDD

DSCH-InformationResponseItem-RL-SetupRspTDD ::= SEQUENCE {


dSCH-ID









DSCH-ID,


bindingID








BindingID,


transportLayerAddress





TransportLayerAddress,


iE-Extensions







ProtocolExtensionContainer { { DSCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-InformationResponseList-RL-SetupRspTDD ::= ProtocolIE-Container {{ USCH-InformationResponseListIEs-RL-SetupRspTDD }}

USCH-InformationResponseListIEs-RL-SetupRspTDD NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-InformationResponseListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE USCH-InformationResponseListIE-RL-SetupRspTDD

PRESENCE mandatory },


...

}

USCH-InformationResponseListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-InformationResponseItem-RL-SetupRspTDD

USCH-InformationResponseItem-RL-SetupRspTDD ::= SEQUENCE {


uSCH-ID









USCH-ID,


bindingID








BindingID,


transportLayerAddress





TransportLayerAddress,


iE-Extensions







ProtocolExtensionContainer { { USCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE FDD

--

-- **************************************************************

RadioLinkSetupFailureFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupFailureFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupFailureFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkSetupFailureFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID








CRITICALITY

ignore


TYPE
CRNC-CommunicationContextID








PRESENCE 
mandatory
}|


{ ID
id-NodeB-CommunicationContextID








CRITICALITY

ignore


TYPE
NodeB-CommunicationContextID







PRESENCE
mandatory
}|


{ ID
id-CommunicationControlPortID








CRITICALITY

ignore


TYPE
CommunicationControlPortID








PRESENCE
optional 
}|


{ ID    id-CauseLevel-RL-SetupFailureFDD







CRITICALITY

ignore


TYPE
CauseLevel-RL-SetupFailureFDD

PRESENCE   mandatory
}|

{ ID
id-CriticalityDiagnostics









CRITICALITY

ignore


TYPE
CriticalityDiagnostics









PRESENCE
optional
},


...

}

RadioLinkSetupFailureFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CauseLevel-RL-SetupFailureFDD ::= CHOICE {


generalCause

GeneralCauseList-RL-SetupFailureFDD,


rLSpecificCause

RLSpecificCauseList-RL-SetupFailureFDD,


...

}

GeneralCauseList-RL-SetupFailureFDD ::= ProtocolIE-Container {{ GeneralCauseIE-RL-SetupFailureFDD }}

GeneralCauseIE-RL-SetupFailureFDD NBAP-PROTOCOL-IES ::= {


{ ID id-GeneralCauseItem-RL-SetupFailureFDD
 






CRITICALITY ignore



TYPE GeneralCauseItem-RL-SetupFailureFDD 






PRESENCE mandatory },


...

}

GeneralCauseItem-RL-SetupFailureFDD ::= SEQUENCE {


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { GeneralCauseItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...

}

GeneralCauseItem-RL-SetupFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RLSpecificCauseList-RL-SetupFailureFDD ::= ProtocolIE-Container {{ RLSpecificCauseIE-RL-SetupFailureFDD }}

RLSpecificCauseIE-RL-SetupFailureFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RLSpecificCauseItem-RL-SetupFailureFDD

CRITICALITY 
ignore


TYPE




RLSpecificCauseItem-RL-SetupFailureFDD


PRESENCE
mandatory
},


...

}

RLSpecificCauseItem-RL-SetupFailureFDD ::= SEQUENCE {


unsuccessful-RL-InformationRespList-RL-SetupFailureFDD

Unsuccessful-RL-InformationRespList-RL-SetupFailureFDD,


successful-RL-InformationRespList-RL-SetupFailureFDD

Successful-RL-InformationRespList-RL-SetupFailureFDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RLSpecificCauseItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...

}

RLSpecificCauseItem-RL-SetupFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Unsuccessful-RL-InformationRespList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs))
OF ProtocolIE-Container {{ Unsuccessful-RL-InformationRespItemIE-RL-SetupFailureFDD }}

Unsuccessful-RL-InformationRespItemIE-RL-SetupFailureFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD

CRITICALITY

ignore

TYPE
Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD

PRESENCE
mandatory},


...

}

Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID









RL-ID,


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...
}

Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Successful-RL-InformationRespList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1.. maxNrOfRLs)) OF ProtocolIE-Container
{{ Successful-RL-InformationRespItemIE-RL-SetupFailureFDD }}

Successful-RL-InformationRespItemIE-RL-SetupFailureFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-Successful-RL-InformationRespItem-RL-SetupFailureFDD


CRITICALITY

ignore 

TYPE
Successful-RL-InformationRespItem-RL-SetupFailureFDD

PRESENCE
mandatory},


...

}

Successful-RL-InformationRespItem-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID









RL-ID,


rL-Set-ID








RL-Set-ID,

ul-InterferenceLevel





UL-InterferenceLevel,

diversityIndication






DiversityIndication-RL-SetupFailureFDD,

-- This IE represents both the Diversity Indication IE and the choice based on the diversity indication as described in

-- the tabular message format in subclause 9.1.

dSCH-InformationResponseList



DSCH-InformationRespList-RL-SetupFailureFDD

OPTIONAL,


sSDT-SupportIndicator





SSDT-SupportIndicator,


iE-Extensions







ProtocolExtensionContainer { { Successful-RL-InformationRespItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...
}

Successful-RL-InformationRespItem-RL-SetupFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DiversityIndication-RL-SetupFailureFDD ::= CHOICE {

 
combining








Combining-RL-SetupFailureFDD,
 
nonCombiningOrFirstRL




NonCombiningOrFirstRL-RL-SetupFailureFDD,


... 
}

Combining-RL-SetupFailureFDD ::= ProtocolIE-Container {{ CombiningIE-RL-SetupFailureFDD }}

CombiningIE-RL-SetupFailureFDD NBAP-PROTOCOL-IES ::= {


{ ID id-CombiningItem-RL-SetupFailureFDD   CRITICALITY ignore
TYPE CombiningItem-RL-SetupFailureFDD

PRESENCE mandatory },


...

}
CombiningItem-RL-SetupFailureFDD ::= SEQUENCE {

 
rL-ID









RL-ID,


iE-Extensions







ProtocolExtensionContainer { { CombiningItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...
 }

CombiningItem-RL-SetupFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

NonCombiningOrFirstRL-RL-SetupFailureFDD ::= ProtocolIE-Container {{ NonCombiningOrFirstRLIE-RL-SetupFailureFDD }}

NonCombiningOrFirstRLIE-RL-SetupFailureFDD NBAP-PROTOCOL-IES ::= {


{ ID id-NonCombiningOrFirstRLItem-RL-SetupFailureFDD   CRITICALITY ignore
TYPE NonCombiningOrFirstRLItem-RL-SetupFailureFDD

PRESENCE mandatory },


...

}
NonCombiningOrFirstRLItem-RL-SetupFailureFDD ::= SEQUENCE {

 
dCH-InformationResponseList





DCH-InformationRespList-RL-SetupFailureFDD
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { NonCombiningOrFirstRLItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...
}

NonCombiningOrFirstRLItem-RL-SetupFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationRespList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1.. maxNrOfDCHs)) OF DCH-InformationRespItem-RL-SetupFailureFDD
DCH-InformationRespItem-RL-SetupFailureFDD ::= SEQUENCE {


dCH-ID









DCH-ID,


bindingID








BindingID,


transportLayerAddress





TransportLayerAddress,


iE-Extensions







ProtocolExtensionContainer { { DCH-InformationRespItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...
}

DCH-InformationRespItem-RL-SetupFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-InformationRespList-RL-SetupFailureFDD ::= ProtocolIE-Container {{ DSCH-InformationRespListIEs-RL-SetupFailureFDD }}

DSCH-InformationRespListIEs-RL-SetupFailureFDD NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationRespListIE-RL-SetupFailureFDD   CRITICALITY ignore
TYPE DSCH-InformationRespListIE-RL-SetupFailureFDD

PRESENCE mandatory },


...

}

DSCH-InformationRespListIE-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-InformationRespItem-RL-SetupFailureFDD
DSCH-InformationRespItem-RL-SetupFailureFDD ::= SEQUENCE {


dSCH-ID









DSCH-ID,


bindingID








BindingID,


transportLayerAddress





TransportLayerAddress,


iE-Extensions







ProtocolExtensionContainer { { DSCH-InformationRespItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-InformationRespItem-RL-SetupFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE TDD

--

-- **************************************************************

RadioLinkSetupFailureTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkSetupFailureTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkSetupFailureTDD-Extensions}}


OPTIONAL,


...

}

RadioLinkSetupFailureTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID







CRITICALITY
ignore

TYPE
CRNC-CommunicationContextID







PRESENCE
mandatory
}|


{ ID    id-CauseLevel-RL-SetupFailureTDD







CRITICALITY

ignore


TYPE
CauseLevel-RL-SetupFailureTDD

PRESENCE   mandatory
}|

{ ID
id-CriticalityDiagnostics








CRITICALITY
ignore

TYPE
CriticalityDiagnostics








PRESENCE
optional
},


...

}

RadioLinkSetupFailureTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CauseLevel-RL-SetupFailureTDD ::= CHOICE {


generalCause

GeneralCauseList-RL-SetupFailureTDD,


rLSpecificCause

RLSpecificCauseList-RL-SetupFailureTDD,


...

}

GeneralCauseList-RL-SetupFailureTDD ::= ProtocolIE-Container {{ GeneralCauseIE-RL-SetupFailureTDD }}

GeneralCauseIE-RL-SetupFailureTDD NBAP-PROTOCOL-IES ::= {


{ ID id-GeneralCauseItem-RL-SetupFailureTDD

CRITICALITY ignore
TYPE GeneralCauseItem-RL-SetupFailureTDD

PRESENCE mandatory },


...

}

GeneralCauseItem-RL-SetupFailureTDD ::= SEQUENCE {


cause





Cause,


iE-Extensions



ProtocolExtensionContainer { { GeneralCauseItem-RL-SetupFailureTDD-ExtIEs} }

OPTIONAL,


...

}

GeneralCauseItem-RL-SetupFailureTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RLSpecificCauseList-RL-SetupFailureTDD ::= ProtocolIE-Container {{ RLSpecificCauseIE-RL-SetupFailureTDD }}

RLSpecificCauseIE-RL-SetupFailureTDD NBAP-PROTOCOL-IES ::= {


{ ID id-RLSpecificCauseItem-RL-SetupFailureTDD

CRITICALITY ignore
TYPE RLSpecificCauseItem-RL-SetupFailureTDD

PRESENCE
mandatory
},


...

}

RLSpecificCauseItem-RL-SetupFailureTDD ::= SEQUENCE {


unsuccessful-RL-InformationRespItem-RL-SetupFailureTDD
Unsuccessful-RL-InformationRespItem-RL-SetupFailureTDD,


iE-Extensions










ProtocolExtensionContainer { { RLSpecificCauseItem-RL-SetupFailureTDD-ExtIEs} }

OPTIONAL,


...

}

RLSpecificCauseItem-RL-SetupFailureTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Unsuccessful-RL-InformationRespItem-RL-SetupFailureTDD ::= ProtocolIE-Container { {Unsuccessful-RL-InformationRespItemIE-RL-SetupFailureTDD} }

Unsuccessful-RL-InformationRespItemIE-RL-SetupFailureTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-Unsuccessful-RL-InformationResp-RL-SetupFailureTDD

CRITICALITY
ignore 

TYPE 
Unsuccessful-RL-InformationResp-RL-SetupFailureTDD

PRESENCE
mandatory
},


...

}
Unsuccessful-RL-InformationResp-RL-SetupFailureTDD ::= SEQUENCE {


rL-ID









RL-ID,


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { Unsuccessful-RL-InformationResp-RL-SetupFailureTDD-ExtIEs} }

OPTIONAL,


...
}

Unsuccessful-RL-InformationResp-RL-SetupFailureTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST FDD

--

-- **************************************************************

RadioLinkAdditionRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionRequestFDD-Extensions}}


OPTIONAL,


...

}

RadioLinkAdditionRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID




CRITICALITY
reject


TYPE
NodeB-CommunicationContextID




PRESENCE
mandatory
} |


{ ID
id-RL-InformationList-RL-AdditionRqstFDD


CRITICALITY
notify


TYPE
RL-InformationList-RL-AdditionRqstFDD


PRESENCE
mandatory
},


...

}

RadioLinkAdditionRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationList-RL-AdditionRqstFDD
::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{ RL-InformationItemIE-RL-AdditionRqstFDD}}

RL-InformationItemIE-RL-AdditionRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationItem-RL-AdditionRqstFDD


CRITICALITY

notify


TYPE
RL-InformationItem-RL-AdditionRqstFDD


PRESENCE
mandatory}|


{ ID id-Compressed-Mode-Deactivation-Flag-RL-AdditionRqstFDD

CRITICALITY reject



TYPE Compressed-Mode-Deactivation-Flag-RL-AdditionRqstFDD
 PRESENCE optional },

...

}

RL-InformationItem-RL-AdditionRqstFDD ::= SEQUENCE {


rL-ID









RL-ID,


c-ID









C-ID,


frameOffset








FrameOffset,


chipOffset








ChipOffset,


diversityControlField





DiversityControlField,


dl-CodeInformationList





DL-CodeInformationList-RL-AdditionRqstFDD,


initialDL-TransmissionPower




DL-Power





OPTIONAL,

 
maximumDL-Power







DL-Power





OPTIONAL,

 
minimumDL-Power







DL-Power





OPTIONAL,

 
sSDT-CellIdentity






SSDT-Cell-Identity



OPTIONAL,


transmitDiversityIndicator




TransmitDiversityIndicator

OPTIONAL,


-- This IE is present unless Diversity Mode IE in UL DPCH Information group is “none”

iE-Extensions







ProtocolExtensionContainer { { RL-InformationItem-RL-AdditionRqstFDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationItem-RL-AdditionRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CodeInformationList-RL-AdditionRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDLCodes)) OF DL-CodeInformationItem-RL-AdditionRqstFDD
DL-CodeInformationItem-RL-AdditionRqstFDD ::= SEQUENCE { 


dl-scramblingCode





DL-ScramblingCode,


fdd-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


transmissionGapPatternSequenceCodeInformation

TransmissionGapPatternSequenceCodeInformation

OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { DL-CodeInformationItem-RL-AdditionRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

DL-CodeInformationItem-RL-AdditionRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST TDD

--

-- **************************************************************

RadioLinkAdditionRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkAdditionRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID






CRITICALITY

reject


TYPE
NodeB-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD


CRITICALITY

reject


TYPE
UL-CCTrCH-InformationList-RL-AdditionRqstTDD


PRESENCE
optional
}|

{ ID
id-UL-DPCH-InformationList-RL-AdditionRqstTDD


CRITICALITY

notify


TYPE
UL-DPCH-InformationList-RL-AdditionRqstTDD


PRESENCE
optional
}|

{ ID
id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD


CRITICALITY

reject


TYPE
DL-CCTrCH-InformationList-RL-AdditionRqstTDD


PRESENCE
optional
}|

{ ID
id-DL-DPCH-InformationList-RL-AdditionRqstTDD


CRITICALITY

notify


TYPE
DL-DPCH-InformationList-RL-AdditionRqstTDD


PRESENCE
optional
}|

{ ID
id-RL-Information-RL-AdditionRqstTDD




CRITICALITY

reject


TYPE
RL-Information-RL-AdditionRqstTDD




PRESENCE
mandatory
},


...

}

RadioLinkAdditionRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationItem-RL-AdditionRqstTDD
UL-CCTrCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,

iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF ProtocolIE-Container {{ UL-DPCH-InformationItemIE-RL-AdditionRqstTDD }}

UL-DPCH-InformationItemIE-RL-AdditionRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-DPCH-InformationItem-RL-AdditionRqstTDD


CRITICALITY

notify


TYPE
UL-DPCH-InformationItem-RL-AdditionRqstTDD


PRESENCE
mandatory},


...

}

UL-DPCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {



dPCH-ID









DPCH-ID,


tdd-ChannelisationCode





TDD-ChannelisationCode,


burstType








BurstType,


midambleShift







MidambleShift,


timeSlot








TimeSlot,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,


repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


tFCI-Presence







TFCI-Presence,


iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationItem-RL-AdditionRqstTDD
DL-CCTrCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DL-CCTrCH-InformationItem-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationList-RL-AdditionRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF ProtocolIE-Container {{ DL-DPCH-InformationItemIE-RL-AdditionRqstTDD }}

DL-DPCH-InformationItemIE-RL-AdditionRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-DPCH-InformationItem-RL-AdditionRqstTDD


CRITICALITY

notify


TYPE
DL-DPCH-InformationItem-RL-AdditionRqstTDD


PRESENCE 
mandatory},


...

}

DL-DPCH-InformationItem-RL-AdditionRqstTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


tdd-ChannelisationCode





TDD-ChannelisationCode,


burstType








BurstType,


midambleShift







MidambleShift,


timeSlot








TimeSlot,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,


repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


tFCI-Presence







TFCI-Presence,


iE-Extensions







ProtocolExtensionContainer { { DL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DL-DPCH-InformationItem-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Information-RL-AdditionRqstTDD ::= SEQUENCE {

 
rL-ID









RL-ID,

 
c-ID









C-ID,
 
frameOffset








FrameOffset,

 
diversityControlField





DiversityControlField,


initial-DL-Transmission-Power



DL-Power


OPTIONAL,

 
maximumDL-Power







DL-Power


OPTIONAL,

 
minimumDL-Power







DL-Power


OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-information-RL-AdditionRqstTDD-ExtIEs} }


OPTIONAL,


...
 }

RL-information-RL-AdditionRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE FDD

--

-- **************************************************************

RadioLinkAdditionResponseFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionResponseFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionResponseFDD-Extensions}}


OPTIONAL,


...

}

RadioLinkAdditionResponseFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID






CRITICALITY

ignore



TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
}|


{ ID
id-RL-InformationResponseList-RL-AdditionRspFDD


CRITICALITY

ignore



TYPE
RL-InformationResponseList-RL-AdditionRspFDD
PRESENCE
mandatory
}|


{ ID
id-CriticalityDiagnostics







CRITICALITY

ignore



TYPE
CriticalityDiagnostics






PRESENCE
optional
},


...

}

RadioLinkAdditionResponseFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponseList-RL-AdditionRspFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{ RL-InformationResponseItemIE-RL-AdditionRspFDD }}

RL-InformationResponseItemIE-RL-AdditionRspFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationResponseItem-RL-AdditionRspFDD


CRITICALITY

ignore


TYPE
RL-InformationResponseItem-RL-AdditionRspFDD

PRESENCE
mandatory},


...

}

RL-InformationResponseItem-RL-AdditionRspFDD ::= SEQUENCE {


rL-ID










RL-ID,


rL-Set-ID









RL-Set-ID,

ul-InterferenceLevel






UL-InterferenceLevel,


diversityIndication







DiversityIndication-RL-AdditionRspFDD,


-- This IE represents both the Diversity Indication IE and the choice based on the diversity indication as described in 


-- the tabular message format in subclause 9.1.

sSDT-SupportIndicator






SSDT-SupportIndicator,


iE-Extensions








ProtocolExtensionContainer { { RL-InformationResponseItem-RL-AdditionRspFDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationResponseItem-RL-AdditionRspFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DiversityIndication-RL-AdditionRspFDD ::= CHOICE {

combining









Combining-RL-AdditionRspFDD,


non-combining








Non-Combining-RL-AdditionRspFDD,


...

}

Combining-RL-AdditionRspFDD ::= ProtocolIE-Container {{ CombiningIE-RL-AdditionRspFDD }}

CombiningIE-RL-AdditionRspFDD NBAP-PROTOCOL-IES ::= {


{ ID id-CombiningItem-RL-AdditionRspFDD   CRITICALITY ignore
TYPE CombiningItem-RL-AdditionRspFDD

PRESENCE mandatory },


...

}
CombiningItem-RL-AdditionRspFDD ::= SEQUENCE {

 
rL-ID










RL-ID,


iE-Extensions








ProtocolExtensionContainer { { CombiningItem-RL-AdditionRspFDD-ExtIEs} }

OPTIONAL,


...
}

CombiningItem-RL-AdditionRspFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Non-Combining-RL-AdditionRspFDD ::= ProtocolIE-Container {{ Non-CombiningIE-RL-AdditionRspFDD }}

Non-CombiningIE-RL-AdditionRspFDD NBAP-PROTOCOL-IES ::= {


{ ID id-Non-CombiningItem-RL-AdditionRspFDD   CRITICALITY ignore
TYPE Non-CombiningItem-RL-AdditionRspFDD

PRESENCE mandatory },


...

}
Non-CombiningItem-RL-AdditionRspFDD ::= SEQUENCE {


dCH-InformationResponseList





DCH-InformationResponseList-RL-AdditionRspFDD,


iE-Extensions








ProtocolExtensionContainer { { Non-CombiningItem-RL-AdditionRspFDD-ExtIEs} }

OPTIONAL,


...
}

Non-CombiningItem-RL-AdditionRspFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationResponseList-RL-AdditionRspFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-AdditionRspFDD
DCH-InformationResponseItem-RL-AdditionRspFDD ::= SEQUENCE {


dCH-ID









DCH-ID,


bindingID








BindingID,


transportLayerAddress





TransportLayerAddress,


iE-Extensions







ProtocolExtensionContainer { { DCH-InformationResponseItem-RL-AdditionRspFDD-ExtIEs} }

OPTIONAL,


...
}

DCH-InformationResponseItem-RL-AdditionRspFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE TDD

--

-- **************************************************************

RadioLinkAdditionResponseTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionResponseTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionResponseTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkAdditionResponseTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY
ignore


TYPE
CRNC-CommunicationContextID





PRESENCE 
mandatory
}|


{ ID
id-RL-InformationResponse-RL-AdditionRspTDD


CRITICALITY
ignore


TYPE
RL-InformationResponse-RL-AdditionRspTDD

PRESENCE 
mandatory
}|


{ ID
id-CriticalityDiagnostics






CRITICALITY
ignore


TYPE
CriticalityDiagnostics






PRESENCE
optional
},


...

}

RadioLinkAdditionResponseTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponse-RL-AdditionRspTDD ::= SEQUENCE {


rL-ID









RL-ID,


uL-InterferenceList-RL-AdditionRspTDD

UL-InterferenceList-RL-AdditionRspTDD,


diversityIndication






DiversityIndication-RL-AdditionRspTDD,

-- This IE represents both the Diversity Indication IE and the choice based on the diversity indication as described in

-- the tabular message format in subclause 9.1.

dSCH-InfomationResponseList




DSCH-InformationResponseList-RL-AdditionRspTDD

OPTIONAL,


uSCH-InfomationResponseList




USCH-InformationResponseList-RL-AdditionRspTDD

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationResponse-RL-AdditionRspTDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationResponse-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-InterferenceList-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1.. maxNrOfULTSs)) OF
UL-InterferenceItem-RL-AdditionRspTDD
UL-InterferenceItem-RL-AdditionRspTDD ::= SEQUENCE {

 
timeSlot





TimeSlot,


ul-InterferenceLevel


UL-InterferenceLevel,


iE-Extensions




ProtocolExtensionContainer { { UL-InterferenceItem-RL-AdditionRspTDD-ExtIEs} }

OPTIONAL,


...
}

UL-InterferenceItem-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DiversityIndication-RL-AdditionRspTDD ::= CHOICE {


combining








Combining-RL-AdditionRspTDD,


non-Combining







Non-Combining-RL-AdditionRspTDD,


...

}

Combining-RL-AdditionRspTDD ::= ProtocolIE-Container {{ CombiningIE-RL-AdditionRspTDD }}

CombiningIE-RL-AdditionRspTDD NBAP-PROTOCOL-IES ::= {


{ ID id-CombiningItem-RL-AdditionRspTDD   CRITICALITY ignore
TYPE CombiningItem-RL-AdditionRspTDD

PRESENCE mandatory },


...

}
CombiningItem-RL-AdditionRspTDD ::= SEQUENCE {


rL-ID









RL-ID,


iE-Extensions







ProtocolExtensionContainer { { CombiningItem-RL-AdditionRspTDD-ExtIEs} }

OPTIONAL,


...
}

CombiningItem-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
Non-Combining-RL-AdditionRspTDD ::= ProtocolIE-Container {{ Non-CombiningIE-RL-AdditionRspTDD }}

Non-CombiningIE-RL-AdditionRspTDD NBAP-PROTOCOL-IES ::= {


{ ID id-Non-CombiningItem-RL-AdditionRspTDD   CRITICALITY ignore
TYPE Non-CombiningItem-RL-AdditionRspTDD

PRESENCE mandatory },


...

}
Non-CombiningItem-RL-AdditionRspTDD ::= SEQUENCE {


dCH-InfomationResponseList




DCH-InformationResponseList-RL-AdditionRspTDD

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { Non-CombiningItem-RL-AdditionRspTDD-ExtIEs} }


OPTIONAL,


...
}
Non-CombiningItem-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationResponseList-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-AdditionRspTDD
DCH-InformationResponseItem-RL-AdditionRspTDD ::= SEQUENCE {


dCH-ID








DCH-ID,


bindingID







BindingID,


transportLayerAddress




TransportLayerAddress,


iE-Extensions






ProtocolExtensionContainer { { DCH-InformationResponseItem-RL-AdditionRspTDD-ExtIEs} }


OPTIONAL,


...
}

DCH-InformationResponseItem-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationResponseList-RL-AdditionRspTDD ::= ProtocolIE-Container {{ DSCH-InformationResponseListIEs-RL-AdditionRspTDD }}

DSCH-InformationResponseListIEs-RL-AdditionRspTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationResponseListIE-RL-AdditionRspTDD   CRITICALITY ignore
TYPE DSCH-InformationResponseListIE-RL-AdditionRspTDD

PRESENCE mandatory },


...

}

DSCH-InformationResponseListIE-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-InformationResponseItem-RL-AdditionRspTDD
DSCH-InformationResponseItem-RL-AdditionRspTDD ::= SEQUENCE {


dSCH-ID







DSCH-ID,


bindingID






BindingID,


transportLayerAddress



TransportLayerAddress,


iE-Extensions





ProtocolExtensionContainer { { DSCH-InformationResponseItem-RL-AdditionRspTDD-ExtIEs} }


OPTIONAL,


...
}

DSCH-InformationResponseItem-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-InformationResponseList-RL-AdditionRspTDD ::= ProtocolIE-Container {{ USCH-InformationResponseListIEs-RL-AdditionRspTDD }}

USCH-InformationResponseListIEs-RL-AdditionRspTDD NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-InformationResponseListIE-RL-AdditionRspTDD   CRITICALITY ignore
TYPE USCH-InformationResponseListIE-RL-AdditionRspTDD

PRESENCE mandatory },


...

}
USCH-InformationResponseListIE-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-InformationResponseItem-RL-AdditionRspTDD
USCH-InformationResponseItem-RL-AdditionRspTDD ::= SEQUENCE {


uSCH-ID







USCH-ID,


bindingID






BindingID,


transportLayerAddress



TransportLayerAddress,


iE-Extensions





ProtocolExtensionContainer { { USCH-InformationResponseItem-RL-AdditionRspTDD-ExtIEs} }


OPTIONAL,


...
}

USCH-InformationResponseItem-RL-AdditionRspTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION FAILURE FDD

--

-- **************************************************************

RadioLinkAdditionFailureFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionFailureFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionFailureFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkAdditionFailureFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID


CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID



PRESENCE mandatory
}|


{ ID    id-CauseLevel-RL-AdditionFailureFDD

CRITICALITY

ignore

TYPE
CauseLevel-RL-AdditionFailureFDD

PRESENCE
mandatory 
}|

{ ID
id-CriticalityDiagnostics



CRITICALITY

ignore

TYPE
CriticalityDiagnostics




PRESENCE optional

},


...

}

RadioLinkAdditionFailureFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CauseLevel-RL-AdditionFailureFDD ::= CHOICE {


generalCause

GeneralCauseList-RL-AdditionFailureFDD,


rLSpecificCause

RLSpecificCauseList-RL-AdditionFailureFDD,


...

}

GeneralCauseList-RL-AdditionFailureFDD ::= ProtocolIE-Container {{ GeneralCauseIE-RL-AdditionFailureFDD }}

GeneralCauseIE-RL-AdditionFailureFDD NBAP-PROTOCOL-IES ::= {


{ ID id-GeneralCauseItem-RL-AdditionFailureFDD
 






CRITICALITY ignore



TYPE GeneralCauseItem-RL-AdditionFailureFDD
 






PRESENCE mandatory },


...

}

GeneralCauseItem-RL-AdditionFailureFDD ::= SEQUENCE {


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { GeneralCauseItem-RL-AdditionFailureFDD-ExtIEs} }


OPTIONAL,


...

}

GeneralCauseItem-RL-AdditionFailureFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

RLSpecificCauseList-RL-AdditionFailureFDD ::= ProtocolIE-Container {{ RLSpecificCauseIE-RL-AdditionFailureFDD }}

RLSpecificCauseIE-RL-AdditionFailureFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RLSpecificCauseItem-RL-AdditionFailureFDD





CRITICALITY 
ignore




TYPE
RLSpecificCauseItem-RL-AdditionFailureFDD





PRESENCE
mandatory},


...

}

RLSpecificCauseItem-RL-AdditionFailureFDD ::= SEQUENCE {


unsuccessful-RL-InformationRespList-RL-AdditionFailureFDD

Unsuccessful-RL-InformationRespList-RL-AdditionFailureFDD,


successful-RL-InformationRespList-RL-AdditionFailureFDD


Successful-RL-InformationRespList-RL-AdditionFailureFDD  OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RLSpecificCauseItem-RL-AdditionFailureFDD-ExtIEs} }


OPTIONAL,


...

}

RLSpecificCauseItem-RL-AdditionFailureFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
Unsuccessful-RL-InformationRespList-RL-AdditionFailureFDD ::= SEQUENCE
(SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{ Unsuccessful-RL-InformationRespItemIE-RL-AdditionFailureFDD }}

Unsuccessful-RL-InformationRespItemIE-RL-AdditionFailureFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD

CRITICALITY

ignore

TYPE
Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD
PRESENCE
mandatory},


...

}

Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID









RL-ID,


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD-ExtIEs} }


OPTIONAL,


...
}

Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

Successful-RL-InformationRespList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{ Successful-RL-InformationRespItemIE-RL-AdditionFailureFDD }}

Successful-RL-InformationRespItemIE-RL-AdditionFailureFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-Successful-RL-InformationRespItem-RL-AdditionFailureFDD

CRITICALITY

ignore

TYPE
Successful-RL-InformationRespItem-RL-AdditionFailureFDD

PRESENCE
mandatory},


...

}

Successful-RL-InformationRespItem-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID









RL-ID,


rL-Set-ID








RL-Set-ID,

ul-InterferenceLevel





UL-InterferenceLevel,


diversityIndication






DiversityIndication-RL-AdditionFailureFDD,


-- This IE represents both the Diversity Indication IE and the choice based on the diversity indication as described in 


-- the tabular message format in subclause 9.1.

sSDT-SupportIndicator





SSDT-SupportIndicator,


iE-Extensions







ProtocolExtensionContainer { { Successful-RL-InformationRespItem-RL-AdditionFailureFDD-ExtIEs} }

OPTIONAL,


...
}

Successful-RL-InformationRespItem-RL-AdditionFailureFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DiversityIndication-RL-AdditionFailureFDD ::= CHOICE {

 
combining





Combining-RL-AdditionFailureFDD,

 
non-Combining




Non-Combining-RL-AdditionFailureFDD,


... 
}

Combining-RL-AdditionFailureFDD ::= ProtocolIE-Container {{ CombiningIE-RL-AdditionFailureFDD }}

CombiningIE-RL-AdditionFailureFDD NBAP-PROTOCOL-IES ::= {


{ ID id-CombiningItem-RL-AdditionFailureFDD   CRITICALITY ignore
TYPE CombiningItem-RL-AdditionFailureFDD

PRESENCE mandatory },


...

}
CombiningItem-RL-AdditionFailureFDD ::= SEQUENCE {

 
rL-ID









RL-ID,


iE-Extensions







ProtocolExtensionContainer { { CombiningItem-RL-AdditionFailureFDD-ExtIEs} }


OPTIONAL,


...
 }

CombiningItem-RL-AdditionFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Non-Combining-RL-AdditionFailureFDD ::= ProtocolIE-Container {{ Non-CombiningIE-RL-AdditionFailureFDD }}

Non-CombiningIE-RL-AdditionFailureFDD NBAP-PROTOCOL-IES ::= {


{ ID id-Non-CombiningItem-RL-AdditionFailureFDD   CRITICALITY ignore
TYPE Non-CombiningItem-RL-AdditionFailureFDD

PRESENCE mandatory },


...

}
Non-CombiningItem-RL-AdditionFailureFDD ::= SEQUENCE {

 
dCH-InformationResponseList





DCH-InformationResponseList-RL-AdditionFailureFDD,


iE-Extensions








ProtocolExtensionContainer { { Non-CombiningItem-RL-AdditionFailureFDD-ExtIEs} }


OPTIONAL,


...
}

Non-CombiningItem-RL-AdditionFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-InformationResponseList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-AdditionFailureFDD
DCH-InformationResponseItem-RL-AdditionFailureFDD ::= SEQUENCE {


dCH-ID









DCH-ID,


bindingID








BindingID,


transportLayerAddress





TransportLayerAddress,


iE-Extensions







ProtocolExtensionContainer { { DCH-InformationResponseList-RL-AdditionFailureFDD-ExtIEs} }


OPTIONAL,


...
 }

DCH-InformationResponseList-RL-AdditionFailureFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- RADIO LINK ADDITION FAILURE TDD

--

-- **************************************************************

RadioLinkAdditionFailureTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionFailureTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionFailureTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkAdditionFailureTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID



CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID








PRESENCE 
mandatory
}|

{ ID    id-CauseLevel-RL-AdditionFailureTDD


CRITICALITY

ignore

TYPE
CauseLevel-RL-AdditionFailureTDD






PRESENCE
mandatory }|

{ ID
id-CriticalityDiagnostics




CRITICALITY

ignore

TYPE
CriticalityDiagnostics









PRESENCE
optional
},


...

}

RadioLinkAdditionFailureTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CauseLevel-RL-AdditionFailureTDD ::= CHOICE {


generalCause

GeneralCauseList-RL-AdditionFailureTDD,


rLSpecificCause

RLSpecificCauseList-RL-AdditionFailureTDD,


...

}

GeneralCauseList-RL-AdditionFailureTDD ::= ProtocolIE-Container {{ GeneralCauseIE-RL-AdditionFailureTDD }}

GeneralCauseIE-RL-AdditionFailureTDD NBAP-PROTOCOL-IES ::= {


{ ID id-GeneralCauseItem-RL-AdditionFailureTDD

CRITICALITY ignore
TYPE GeneralCauseItem-RL-AdditionFailureTDD

PRESENCE mandatory },


...

}

GeneralCauseItem-RL-AdditionFailureTDD ::= SEQUENCE {


cause





Cause,


iE-Extensions



ProtocolExtensionContainer { { GeneralCauseItem-RL-AdditionFailureTDD-ExtIEs} }

OPTIONAL,


...

}

GeneralCauseItem-RL-AdditionFailureTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RLSpecificCauseList-RL-AdditionFailureTDD ::= ProtocolIE-Container {{ RLSpecificCauseIE-RL-AdditionFailureTDD }}

RLSpecificCauseIE-RL-AdditionFailureTDD NBAP-PROTOCOL-IES ::= {


{ ID id-RLSpecificCauseItem-RL-AdditionFailureTDD

CRITICALITY ignore
TYPE RLSpecificCauseItem-RL-AdditionFailureTDD

PRESENCE
mandatory
},


...

}

RLSpecificCauseItem-RL-AdditionFailureTDD ::= SEQUENCE {


unsuccessful-RL-InformationRespItem-RL-AdditionFailureTDD
Unsuccessful-RL-InformationRespItem-RL-AdditionFailureTDD,


iE-Extensions











ProtocolExtensionContainer { { RLSpecificCauseItem-RL-AdditionFailureTDD-ExtIEs} }

OPTIONAL,


...

}

RLSpecificCauseItem-RL-AdditionFailureTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Unsuccessful-RL-InformationRespItem-RL-AdditionFailureTDD ::= ProtocolIE-Container { {Unsuccessful-RL-InformationRespItemIE-RL-AdditionFailureTDD} }

Unsuccessful-RL-InformationRespItemIE-RL-AdditionFailureTDD NBAP-PROTOCOL-IES ::= {


{ ID id-Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD
CRITICALITY ignore
TYPE Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD
PRESENCE mandatory },


...

}
Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD ::= SEQUENCE {


rL-ID








RL-ID,


cause








Cause,


iE-Extensions






ProtocolExtensionContainer { { Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD-ExtIEs} }

OPTIONAL,


...
}

Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE FDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationPrepareFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationPrepareFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationPrepareFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID




CRITICALITY

reject


TYPE
NodeB-CommunicationContextID



PRESENCE
mandatory
} |


{ ID
id-UL-DPCH-Information-RL-ReconfPrepFDD


CRITICALITY

reject


TYPE
UL-DPCH-Information-RL-ReconfPrepFDD

PRESENCE
optional
} |


{ ID
id-DL-DPCH-Information-RL-ReconfPrepFDD


CRITICALITY

reject


TYPE
DL-DPCH-Information-RL-ReconfPrepFDD

PRESENCE
optional
} |


{ ID
id-DCH-ModifyList-RL-ReconfPrepFDD



CRITICALITY

reject


TYPE
DCH-ModifyList-RL-ReconfPrepFDD



PRESENCE
optional
} |


{ ID
id-DCH-AddList-RL-ReconfPrepFDD




CRITICALITY

reject


TYPE
DCH-AddList-RL-ReconfPrepFDD



PRESENCE
optional
} |


{ ID
id-DCH-DeleteList-RL-ReconfPrepFDD



CRITICALITY

reject


TYPE
DCH-DeleteList-RL-ReconfPrepFDD



PRESENCE
optional
} |


{ ID
id-DSCH-ModifyList-RL-ReconfPrepFDD



CRITICALITY

reject


TYPE
DSCH-ModifyList-RL-ReconfPrepFDD



PRESENCE
optional
} |


{ ID
id-DSCH-AddList-RL-ReconfPrepFDD



CRITICALITY

reject


TYPE
DSCH-AddList-RL-ReconfPrepFDD




PRESENCE
optional
} |


{ ID
id-DSCH-DeleteList-RL-ReconfPrepFDD



CRITICALITY

reject


TYPE
DSCH-DeleteList-RL-ReconfPrepFDD



PRESENCE
optional
} |


{ ID
id-RL-InformationList-RL-ReconfPrepFDD


CRITICALITY

reject


TYPE
RL-InformationList-RL-ReconfPrepFDD


PRESENCE
optional
}|


{ ID id-Transmission-Gap-Pattern-Sequence-Information
CRITICALITY 
reject


TYPE Transmission-Gap-Pattern-Sequence-Information
 PRESENCE optional },

...

}

RadioLinkReconfigurationPrepareFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-Information-RL-ReconfPrepFDD ::= SEQUENCE {


ul-ScramblingCode







UL-ScramblingCode




OPTIONAL,


ul-SIR-Target








UL-SIR







OPTIONAL,


minUL-ChannelisationCodeLength




MinUL-ChannelisationCodeLength

OPTIONAL,


maxNrOfUL-DPDCHs







MaxNrOfUL-DPDCHs




OPTIONAL,


-- This IE is present only if minUL-ChannelisationCodeLength equals to 4 


ul-PunctureLimit







PunctureLimit





OPTIONAL,


tFCS










TFCS

OPTIONAL,

ul-DPCCH-SlotFormat







UL-DPCCH-SlotFormat




OPTIONAL,


sSDT-CellIDLength







SSDT-CellID-Length




OPTIONAL,


s-FieldLength








S-FieldLength





OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { UL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-Information-RL-ReconfPrepFDD ::= SEQUENCE {


tFCS










TFCS







OPTIONAL,

dl-DPCH-SlotFormat







DL-DPCH-SlotFormat




OPTIONAL,


tFCI-SignallingMode







TFCI-SignallingMode




OPTIONAL,


tFCI-Presence








TFCI-Presence





OPTIONAL,


-- This IE is only present if the DL DPCH Slot Format is equal to any of the value from 12 to 16

multiplexingPosition






MultiplexingPosition 



OPTIONAL,

pDSCH-CodeMapping







PDSCH-CodeMapping




OPTIONAL,


pDSCH-RL-ID









RL-ID







OPTIONAL,

limitedPowerIncrease






LimitedPowerIncrease



OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { DL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,

...

}

DL-DPCH-Information-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-ModifyItem-RL-ReconfPrepFDD
DCH-ModifyItem-RL-ReconfPrepFDD
 ::= SEQUENCE {


ul-FP-Mode






UL-FP-Mode

OPTIONAL,


toAWS







ToAWS


OPTIONAL,


toAWE







ToAWE


OPTIONAL,


dCH-SpecificInformationList


DCH-ModifySpecificInformationList-RL-ReconfPrepFDD,


iE-Extensions





ProtocolExtensionContainer { { DCH-ModifyItem-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,

...

}

DCH-ModifyItem-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-ModifySpecificInformationList-RL-ReconfPrepFDD::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-ModifySpecificItem-RL-ReconfPrepFDD

DCH-ModifySpecificItem-RL-ReconfPrepFDD::=
SEQUENCE {

dCH-ID










DCH-ID,


ul-TransportFormatSet






TransportFormatSet


OPTIONAL,


dl-TransportFormatSet






TransportFormatSet


OPTIONAL,


frameHandlingPriority






FrameHandlingPriority

OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DCH-ModifySpecificItem-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

DCH-ModifySpecificItem-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-AddList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-AddItem-RL-ReconfPrepFDD
DCH-AddItem-RL-ReconfPrepFDD ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,


dCH-SpecificInformationList


DCH-AddSpecificInformationList-RL-ReconfPrepFDD,


iE-Extensions





ProtocolExtensionContainer { { DCH-AddItem-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,

...

}

DCH-AddItem-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-AddSpecificInformationList-RL-ReconfPrepFDD::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-AddSpecificItem-RL-ReconfPrepFDD

DCH-AddSpecificItem-RL-ReconfPrepFDD::=
SEQUENCE {

dCH-ID










DCH-ID,


ul-TransportFormatSet






TransportFormatSet,


dl-TransportFormatSet






TransportFormatSet,


frameHandlingPriority






FrameHandlingPriority,


qE-Selector









QE-Selector,

iE-Extensions








ProtocolExtensionContainer { { DCH-AddSpecificItem-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

DCH-AddSpecificItem-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-DeleteList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfPrepFDD
DCH-DeleteItem-RL-ReconfPrepFDD ::= SEQUENCE {


dCH-ID










DCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DCH-DeleteItem-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

DCH-DeleteItem-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-ModifyList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF ProtocolIE-Container {{DSCH-ModifyItemIE-RL-ReconfPrepFDD }}

DSCH-ModifyItemIE-RL-ReconfPrepFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-ModifyItem-RL-ReconfPrepFDD

CRITICALITY
reject

TYPE
DSCH-ModifyItem-RL-ReconfPrepFDD
PRESENCE
mandatory},

...

}

DSCH-ModifyItem-RL-ReconfPrepFDD ::= SEQUENCE {


dSCH-ID










DSCH-ID,

dl-TransportFormatSet






TransportFormatSet


OPTIONAL,


frameHandlingPriority






FrameHandlingPriority

OPTIONAL,


toAWS










ToAWS





OPTIONAL,


toAWE










ToAWE





OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DSCH-ModifyItem-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-ModifyItem-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-AddList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF ProtocolIE-Container {{DSCH-AddItemIE-RL-ReconfPrepFDD }}

DSCH-AddItemIE-RL-ReconfPrepFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-AddItem-RL-ReconfPrepFDD

CRITICALITY
reject

TYPE
DSCH-AddItem-RL-ReconfPrepFDD
PRESENCE
mandatory},


...

}

DSCH-AddItem-RL-ReconfPrepFDD ::= SEQUENCE {

dSCH-ID










DSCH-ID,

dl-TransportFormatSet






TransportFormatSet,


frameHandlingPriority






FrameHandlingPriority,


toAWS










ToAWS,


toAWE










ToAWE,


iE-Extensions








ProtocolExtensionContainer { { DSCH-AddItem-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-AddItem-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-DeleteList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF ProtocolIE-Container {{DSCH-DeleteItemIE-RL-ReconfPrepFDD }}

DSCH-DeleteItemIE-RL-ReconfPrepFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-DeleteItem-RL-ReconfPrepFDD

CRITICALITY
reject

TYPE
DSCH-DeleteItem-RL-ReconfPrepFDD
PRESENCE
mandatory},


...

}

DSCH-DeleteItem-RL-ReconfPrepFDD ::= SEQUENCE {

dSCH-ID










DSCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DSCH-DeleteItem-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-DeleteItem-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{ RL-InformationItemIE-RL-ReconfPrepFDD }}

RL-InformationItemIE-RL-ReconfPrepFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationItem-RL-ReconfPrepFDD


CRITICALITY

reject


TYPE 
RL-InformationItem-RL-ReconfPrepFDD

PRESENCE
mandatory},


...

}

RL-InformationItem-RL-ReconfPrepFDD ::= SEQUENCE {


rL-ID










RL-ID,


dl-CodeInformationList






DL-CodeInformationList-RL-ReconfPrepFDD

OPTIONAL,


maxDL-Power









DL-Power








OPTIONAL,


minDL-Power









DL-Power








OPTIONAL,


sSDT-Indication








SSDT-Indication







OPTIONAL,


sSDT-Cell-Identity







SSDT-Cell-Identity






OPTIONAL,


-- The IE may be present if the SSDT Indication is set to SSDT Active in the UE


iE-Extensions








ProtocolExtensionContainer { { RL-InformationItem-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationItem-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CodeInformationList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxNrOfDLCodes)) OF DL-CodeInformationItem-RL-ReconfPrepFDD
DL-CodeInformationItem-RL-ReconfPrepFDD ::= SEQUENCE {


dl-scramblingCode








DL-ScramblingCode





OPTIONAL,


fdd-DL-ChannelisationCodeNumber





FDD-DL-ChannelisationCodeNumber


OPTIONAL,


transmissionGapPatternSequenceCodeInformation

TransmissionGapPatternSequenceCodeInformation
OPTIONAL,


-- This IE is present only if Downlink compressed mode method is set to "SF/2'"in the Transmission Gap Pattern Sequence Information IE.

iE-Extensions









ProtocolExtensionContainer { { DL-CodeInformationList-RL-ReconfPrepFDD-ExtIEs} }

OPTIONAL,


...
}

DL-CodeInformationList-RL-ReconfPrepFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE TDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationPrepareTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationPrepareTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationPrepareTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID






CRITICALITY

reject

TYPE
NodeB-CommunicationContextID





PRESENCE 
mandatory
}|


{ ID
id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


PRESENCE
optional

} |

{ ID
id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE 
DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE 
DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD


PRESENCE
optional

} |


{ ID
id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE 
DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD


PRESENCE
optional

} |

{ ID
id-DCH-ModifyList-RL-ReconfPrepTDD





CRITICALITY

reject

TYPE
DCH-ModifyList-RL-ReconfPrepTDD





PRESENCE
optional

} |


{ ID
id-DCH-AddList-RL-ReconfPrepTDD






CRITICALITY

reject

TYPE
DCH-AddList-RL-ReconfPrepTDD





PRESENCE
optional

} |


{ ID
id-DCH-DeleteList-RL-ReconfPrepTDD





CRITICALITY

reject

TYPE
DCH-DeleteList-RL-ReconfPrepTDD





PRESENCE
optional

} |


{ ID
id-DSCH-Information-ModifyList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
DSCH-Information-ModifyList-RL-ReconfPrepTDD

PRESENCE
optional

} |


{ ID
id-DSCH-information-AddList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE 
DSCH-Information-AddList-RL-ReconfPrepTDD


PRESENCE 
optional

} |


{ ID
id-DSCH-Information-DeleteList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE
DSCH-Information-DeleteList-RL-ReconfPrepTDD

PRESENCE 
optional

} |


{ ID
id-USCH-Information-ModifyList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
USCH-Information-ModifyList-RL-ReconfPrepTDD

PRESENCE 
optional

} |


{ ID
id-USCH-information-AddList-RL-ReconfPrepTDD


CRITICALITY

reject

TYPE
USCH-Information-AddList-RL-ReconfPrepTDD


PRESENCE 
optional

} |


{ ID
id-USCH-Information-DeleteList-RL-ReconfPrepTDD


CRITICALITY 
reject

TYPE
USCH-Information-DeleteList-RL-ReconfPrepTDD

PRESENCE
optional

} |


{ ID
id-RL-Information-RL-ReconfPrepTDD





CRITICALITY

reject

TYPE
RL-Information-RL-ReconfPrepTDD





PRESENCE 
optional

},


...

}

RadioLinkReconfigurationPrepareTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD

UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


tFCS









TFCS,

tFCI-Coding








TFCI-Coding,

punctureLimit







PunctureLimit,


ul-DPCH-InformationList





UL-DPCH-InformationAddList-RL-ReconfPrepTDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

UL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationAddList-RL-ReconfPrepTDD ::= ProtocolIE-Container {{ UL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD

PRESENCE mandatory },


...

}

UL-DPCH-InformationAddListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-DPCH-InformationAddItem-RL-ReconfPrepTDD
UL-DPCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


tDD-ChannelisationCode





TDD-ChannelisationCode,


burstType








BurstType,


midambleShift







MidambleShift,


timeSlot








TimeSlot,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,


repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


tFCI-Presence







TFCI-Presence,


iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD

UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


tFCS









TFCS













OPTIONAL,


tFCI-Coding








TFCI-Coding












OPTIONAL,


punctureLimit







PunctureLimit 











OPTIONAL,


ul-DPCH-InformationAddList




UL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD

OPTIONAL,


ul-DPCH-InformationModifyList



UL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD
OPTIONAL,


ul-DPCH-InformationDeleteList



UL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD ::= ProtocolIE-Container {{ UL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD

PRESENCE mandatory },


...

}

UL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD

UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


tDD-ChannelisationCode





TDD-ChannelisationCode,


burstType








BurstType,


midambleShift







MidambleShift,


timeSlot








TimeSlot,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,


repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


tFCI-Presence







TFCI-Presence,


iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD ::= ProtocolIE-Container {{ UL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD

PRESENCE mandatory },


...

}

UL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD

UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


tDD-ChannelisationCode





TDD-ChannelisationCode


OPTIONAL,


burstType








BurstType





OPTIONAL,


midambleShift







MidambleShift




OPTIONAL,


timeSlot








TimeSlot





OPTIONAL,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset

OPTIONAL,


repetitionPeriod






RepetitionPeriod



OPTIONAL,


repetitionLength






RepetitionLength



OPTIONAL,


tFCI-Presence







TFCI-Presence




OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD ::= ProtocolIE-Container {{ UL-DPCH-InformationModify-DeleteListIEs-RL-ReconfPrepTDD }}

UL-DPCH-InformationModify-DeleteListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD

PRESENCE mandatory },


...

}

UL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD

UL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


iE-Extensions







ProtocolExtensionContainer { { UL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD

UL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID








CCTrCH-ID,


iE-Extensions







ProtocolExtensionContainer { { UL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

UL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD

DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS










TFCS,

tFCI-Coding









TFCI-Coding,

punctureLimit








PunctureLimit,


dl-DPCH-InformationList






DL-DPCH-InformationAddList-RL-ReconfPrepTDD 
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }


OPTIONAL,


...
}

DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationAddList-RL-ReconfPrepTDD ::= ProtocolIE-Container {{ DL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD }}

DL-DPCH-InformationAddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationAddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE DL-DPCH-InformationAddListIE-RL-ReconfPrepTDD

PRESENCE mandatory },


...

}

DL-DPCH-InformationAddListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-DPCH-InformationAddItem-RL-ReconfPrepTDD
DL-DPCH-InformationAddItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


tdd-ChannelisationCode





TDD-ChannelisationCode,


burstType








BurstType,


midambleShift







MidambleShift,


timeSlot








TimeSlot,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,


repetitionPeriod






RepetitionPeriod,


rpetitionLength







RepetitionLength,


tFCI-Presence







TFCI-Presence,


iE-Extensions







ProtocolExtensionContainer { { DL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DL-DPCH-InformationAddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD

DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS










TFCS













OPTIONAL,


tFCI-Coding









TFCI-Coding












OPTIONAL,


punctureLimit








PunctureLimit 











OPTIONAL,


dl-DPCH-InformationAddList





DL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD 

OPTIONAL,


dl-DPCH-InformationModifyList




DL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD 
OPTIONAL,


dl-DPCH-InformationDeleteList




DL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD 
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs} }


OPTIONAL,


...

}

DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationModify-AddList-RL-ReconfPrepTDD ::= ProtocolIE-Container {{ DL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD }}

DL-DPCH-InformationModify-AddListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE DL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD

PRESENCE mandatory },


...

}

DL-DPCH-InformationModify-AddListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD

DL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


tdd-ChannelisationCode





TDD-ChannelisationCode,


burstType








BurstType,


midambleShift







MidambleShift,


timeSlot








TimeSlot,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,


repetitionPeriod






RepetitionPeriod,


rpetitionLength







RepetitionLength,


tFCI-Presence







TFCI-Presence,


iE-Extensions







ProtocolExtensionContainer { { DL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-InformationModify-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationModify-ModifyList-RL-ReconfPrepTDD ::= ProtocolIE-Container {{ DL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD }}

DL-DPCH-InformationModify-ModifyListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE DL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD

PRESENCE mandatory },


...

}

DL-DPCH-InformationModify-ModifyListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD

DL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


tdd-ChannelisationCode





TDD-ChannelisationCode


OPTIONAL,


burstType








BurstType





OPTIONAL,


midambleShift







MidambleShift




OPTIONAL,


timeSlot








TimeSlot





OPTIONAL,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset

OPTIONAL,


repetitionPeriod






RepetitionPeriod



OPTIONAL,


rpetitionLength







RepetitionLength



OPTIONAL,


tFCI-Presence







TFCI-Presence




OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { DL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-InformationModify-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationModify-DeleteList-RL-ReconfPrepTDD ::= ProtocolIE-Container {{ DL-DPCH-InformationModify-DeleteListIEs-RL-ReconfPrepTDD }}

DL-DPCH-InformationModify-DeleteListIEs-RL-ReconfPrepTDD NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD   CRITICALITY reject

TYPE DL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD

PRESENCE mandatory },


...

}

DL-DPCH-InformationModify-DeleteListIE-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD

DL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dPCH-ID









DPCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...

}

DL-DPCH-InformationModify-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD

DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs} }


OPTIONAL,


...

}

DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-ModifyItem-RL-ReconfPrepTDD
DCH-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


ul-FP-Mode






UL-FP-Mode

OPTIONAL,


toAWS







ToAWS


OPTIONAL,


toAWE







ToAWE


OPTIONAL,


dCH-SpecificInformationList


DCH-ModifySpecificInformationList-RL-ReconfPrepTDD,


iE-Extensions







ProtocolExtensionContainer { { DCH-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,

...

}

DCH-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-ModifySpecificInformationList-RL-ReconfPrepTDD::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-ModifySpecificItem-RL-ReconfPrepTDD

DCH-ModifySpecificItem-RL-ReconfPrepTDD::=
SEQUENCE {
 
dCH-ID









DCH-ID,


ul-cCTrCH-ID







CCTrCH-ID




OPTIONAL,


dl-cCTrCH-ID







CCTrCH-ID




OPTIONAL,
 
ul-TransportFormatSet





TransportFormatSet


OPTIONAL,

 
dl-TransportFormatSet





TransportFormatSet


OPTIONAL,

 
frameHandlingPriority





FrameHandlingPriority

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { DCH-ModifySpecificItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
 }

DCH-ModifySpecificItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-AddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-AddItem-RL-ReconfPrepTDD
DCH-AddItem-RL-ReconfPrepTDD
 ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,


dCH-SpecificInformationList


DCH-AddSpecificInformationList-RL-ReconfPrepTDD,


iE-Extensions





ProtocolExtensionContainer { { DCH-AddItem-RL-ReconfPrepTDD-ExtIEs} }


OPTIONAL,

...

}

DCH-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-AddSpecificInformationList-RL-ReconfPrepTDD::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-AddSpecificItem-RL-ReconfPrepTDD

DCH-AddSpecificItem-RL-ReconfPrepTDD::=
SEQUENCE {

dCH-ID









DCH-ID,

ul-CCTrCH-ID







CCTrCH-ID,


dl-CCTrCH-ID







CCTrCH-ID,


ul-TransportFormatSet





TransportFormatSet,


dl-TransportFormatS






TransportFormatSet,


frameHandlingPriority





FrameHandlingPriority,


qE-Selector








QE-Selector,

iE-Extensions







ProtocolExtensionContainer { { DCH-AddSpecificItem-RL-ReconfPrepTDD-ExtIEs} }


OPTIONAL,

...
}

DCH-AddSpecificItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfPrepTDD
DCH-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dCH-ID









DCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Information-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-Information-ModifyItem-RL-ReconfPrepTDD
DSCH-Information-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {

 
dSCH-ID









DSCH-ID,


cCTrCH-ID








CCTrCH-ID



OPTIONAL,
 
transportFormatSet






TransportFormatSet

OPTIONAL,

frameHandlingPriority





FrameHandlingPriority
OPTIONAL,

 
toAWS









ToAWS




OPTIONAL,


toAWE









ToAWE




OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { DSCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
 }

DSCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Information-AddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-Information-AddItem-RL-ReconfPrepTDD

DSCH-Information-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


dSCH-ID









DSCH-ID,


cCTrCH-ID








CCTrCH-ID,


transportFormatSet






TransportFormatSet,


frameHandlingPriority





FrameHandlingPriority

OPTIONAL,


toAWS









ToAWS,


toAWE









ToAWE,

iE-Extensions







ProtocolExtensionContainer { { DSCH-Information-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Information-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-Information-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-Information-DeleteItem-RL-ReconfPrepTDD

DSCH-Information-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dSCH-ID









DSCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DSCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-Information-ModifyItem-RL-ReconfPrepTDD
USCH-Information-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {

 
uSCH-ID









USCH-ID,

 
transportFormatSet






TransportFormatSet

OPTIONAL,


cCTrCH-ID








CCTrCH-ID



OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { USCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-ModifyItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-AddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-Information-AddItem-RL-ReconfPrepTDD

USCH-Information-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


uSCH-ID









USCH-ID,


cCTrCH-ID








CCTrCH-ID,


transportFormatSet






TransportFormatSet,


qE-Selector








QE-Selector,

iE-Extensions







ProtocolExtensionContainer { { USCH-Information-AddItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-AddItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-Information-DeleteItem-RL-ReconfPrepTDD

USCH-Information-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


uSCH-ID









USCH-ID,


iE-Extensions







ProtocolExtensionContainer { { USCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-DeleteItem-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-Information-RL-ReconfPrepTDD ::= SEQUENCE {


rL-ID









RL-ID,

maxDL-Power








DL-Power


OPTIONAL,


minDL-Power








DL-Power


OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-Information-RL-ReconfPrepTDD-ExtIEs} }

OPTIONAL,


...
}

RL-Information-RL-ReconfPrepTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION READY

--

-- **************************************************************

RadioLinkReconfigurationReady ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationReady-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationReady-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationReady-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
} |


{ ID
id-RL-InformationResponseList-RL-ReconfReady

CRITICALITY

ignore

TYPE
RL-InformationResponseList-RL-ReconfReady

PRESENCE
optional
} |


{ ID
id-CriticalityDiagnostics






CRITICALITY

ignore

TYPE
CriticalityDiagnostics






PRESENCE
optional
},

...

}

RadioLinkReconfigurationReady-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponseList-RL-ReconfReady
 ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{ RL-InformationResponseItemIE-RL-ReconfReady}}

RL-InformationResponseItemIE-RL-ReconfReady NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationResponseItem-RL-ReconfReady


CRITICALITY

ignore


TYPE
RL-InformationResponseItem-RL-ReconfReady

PRESENCE
mandatory},


...

}

RL-InformationResponseItem-RL-ReconfReady ::= SEQUENCE {


rL-ID










RL-ID,


dCH-InformationResponseList-RL-ReconfReady

DCH-InformationResponseList-RL-ReconfReady
OPTIONAL,


dSCH-InformationResponseList-RL-ReconfReady

DSCH-InformationResponseList-RL-ReconfReady
OPTIONAL,


uSCH-InformationResponseList-RL-ReconfReady

USCH-InformationResponseList-RL-ReconfReady
OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { RL-InformationResponseItem-RL-ReconfReady-ExtIEs} }

OPTIONAL,


...
}

RL-InformationResponseItem-RL-ReconfReady-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-InformationResponseList-RL-ReconfReady::= ProtocolIE-Container {{ DCH-InformationResponseListIEs-RL-ReconfReady }}

DCH-InformationResponseListIEs-RL-ReconfReady NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponseListIE-RL-ReconfReady   CRITICALITY ignore
TYPE DCH-InformationResponseListIE-RL-ReconfReady
PRESENCE mandatory },


...

}

DCH-InformationResponseListIE-RL-ReconfReady ::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-ReconfReady

DCH-InformationResponseItem-RL-ReconfReady ::= SEQUENCE {


dCH-ID









DCH-ID,


bindingID








BindingID,


transportLayerAddress





TransportLayerAddress,


iE-Extensions







ProtocolExtensionContainer { { DCH-InformationResponseItem-RL-ReconfReady-ExtIEs } }


OPTIONAL,


...

}

DCH-InformationResponseItem-RL-ReconfReady-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationResponseList-RL-ReconfReady::= ProtocolIE-Container {{ DSCH-InformationResponseListIEs-RL-ReconfReady }}

DSCH-InformationResponseListIEs-RL-ReconfReady NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationResponseListIE-RL-ReconfReady   CRITICALITY ignore
TYPE DSCH-InformationResponseListIE-RL-ReconfReady
PRESENCE mandatory },


...

}

DSCH-InformationResponseListIE-RL-ReconfReady ::= SEQUENCE (SIZE (0..maxNrOfDSCHs)) OF DSCH-InformationResponseItem-RL-ReconfReady

DSCH-InformationResponseItem-RL-ReconfReady ::= SEQUENCE {


dSCH-ID









DSCH-ID,


bindingID








BindingID,


transportLayerAddress





TransportLayerAddress,


iE-Extensions







ProtocolExtensionContainer { { DSCH-InformationResponseItem-RL-ReconfReady-ExtIEs } }


OPTIONAL,


...

}

DSCH-InformationResponseItem-RL-ReconfReady-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-InformationResponseList-RL-ReconfReady::= ProtocolIE-Container {{ USCH-InformationResponseListIEs-RL-ReconfReady }}

USCH-InformationResponseListIEs-RL-ReconfReady NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-InformationResponseListIE-RL-ReconfReady   CRITICALITY ignore
TYPE USCH-InformationResponseListIE-RL-ReconfReady

PRESENCE mandatory },


...

}

USCH-InformationResponseListIE-RL-ReconfReady ::= SEQUENCE (SIZE (0..maxNrOfUSCHs)) OF USCH-InformationResponseItem-RL-ReconfReady

USCH-InformationResponseItem-RL-ReconfReady ::= SEQUENCE {


uSCH-ID









USCH-ID,


bindingID








BindingID,


transportLayerAddress





TransportLayerAddress,


iE-Extensions







ProtocolExtensionContainer { { USCH-InformationResponseItem-RL-ReconfReady-ExtIEs } }


OPTIONAL,


...

}

USCH-InformationResponseItem-RL-ReconfReady-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION FAILURE

--

-- **************************************************************

RadioLinkReconfigurationFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationFailure-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID






PRESENCE
mandatory
} |


{ ID
id-CauseLevel-RL-ReconfFailure
CRITICALITY

ignore

TYPE
CauseLevel-RL-ReconfFailure

PRESENCE
mandatory
} |


{ ID
id-CriticalityDiagnostics






CRITICALITY

ignore

TYPE
CriticalityDiagnostics







PRESENCE
optional
},


...

}

RadioLinkReconfigurationFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CauseLevel-RL-ReconfFailure ::= CHOICE {


generalCause

GeneralCauseList-RL-ReconfFailure,


rLSpecificCause

RLSpecificCauseList-RL-ReconfFailure,


...

}

GeneralCauseList-RL-ReconfFailure ::= ProtocolIE-Container {{ GeneralCauseIE-RL-ReconfFailure }}

GeneralCauseIE-RL-ReconfFailure NBAP-PROTOCOL-IES ::= {


{ ID id-GeneralCauseItem-RL-ReconfFailure
 






CRITICALITY ignore



TYPE GeneralCauseItem-RL-ReconfFailure
 






PRESENCE mandatory },


...

}

GeneralCauseItem-RL-ReconfFailure ::= SEQUENCE {


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { GeneralCauseItem-RL-ReconfFailure-ExtIEs} }


OPTIONAL,


...

 }

GeneralCauseItem-RL-ReconfFailure-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

RLSpecificCauseList-RL-ReconfFailure ::= ProtocolIE-Container {{ RLSpecificCauseIE-RL-ReconfFailure }}

RLSpecificCauseIE-RL-ReconfFailure NBAP-PROTOCOL-IES ::= {


{ ID id-RLSpecificCauseItem-RL-ReconfFailure


 



CRITICALITY 
ignore

TYPE RLSpecificCauseItem-RL-ReconfFailure







PRESENCE mandatory },


...

}

RLSpecificCauseItem-RL-ReconfFailure ::= SEQUENCE {


rL-ReconfigurationFailureList-RL-ReconfFailure

RL-ReconfigurationFailureList-RL-ReconfFailure

OPTIONAL,


iE-Extensions









ProtocolExtensionContainer { { RLSpecificCauseItem-RL-ReconfFailure-ExtIEs} }


OPTIONAL,


...

 }

RLSpecificCauseItem-RL-ReconfFailure-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-ReconfigurationFailureList-RL-ReconfFailure ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{ RL-ReconfigurationFailureItemIE-RL-ReconfFailure}}

RL-ReconfigurationFailureItemIE-RL-ReconfFailure NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-ReconfigurationFailureItem-RL-ReconfFailure


CRITICALITY

ignore

TYPE 
RL-ReconfigurationFailureItem-RL-ReconfFailure


PRESENCE
mandatory},


...

}

RL-ReconfigurationFailureItem-RL-ReconfFailure ::= SEQUENCE {

 
rL-ID









RL-ID,


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { RL-ReconfigurationFailureItem-RL-ReconfFailure-ExtIEs} }


OPTIONAL,


...
 }

RL-ReconfigurationFailureItem-RL-ReconfFailure-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION COMMIT

--

-- **************************************************************

RadioLinkReconfigurationCommit ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationCommit-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationCommit-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationCommit-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID


CRITICALITY

ignore

TYPE
NodeB-CommunicationContextID

PRESENCE
mandatory
} |


{ ID
id-CFN








CRITICALITY

ignore

TYPE
CFN








PRESENCE
mandatory
}|


{ ID 
id-Active-Pattern-Sequence-Information
CRITICALITY 
ignore

TYPE 
Active-Pattern-Sequence-Information
 PRESENCE optional },

...

}

RadioLinkReconfigurationCommit-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION CANCEL

--

-- **************************************************************

RadioLinkReconfigurationCancel ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationCancel-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationCancel-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationCancel-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID


CRITICALITY 
ignore

TYPE
NodeB-CommunicationContextID


PRESENCE
mandatory
},


...

}

RadioLinkReconfigurationCancel-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST FDD

--

-- **************************************************************

RadioLinkReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationRequestFDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID




CRITICALITY

reject

TYPE
NodeB-CommunicationContextID



PRESENCE
mandatory
} |


{ ID
id-UL-DPCH-Information-RL-ReconfRqstFDD


CRITICALITY

reject

TYPE
UL-DPCH-Information-RL-ReconfRqstFDD


PRESENCE
optional
} |


{ ID
id-DL-DPCH-Information-RL-ReconfRqstFDD


CRITICALITY

reject

TYPE
DL-DPCH-Information-RL-ReconfRqstFDD


PRESENCE
optional
} |


{ ID
id-DCH-ModifyList-RL-ReconfRqstFDD



CRITICALITY

reject

TYPE
DCH-ModifyList-RL-ReconfRqstFDD



PRESENCE
optional
} |


{ ID
id-DCH-AddList-RL-ReconfRqstFDD




CRITICALITY

reject

TYPE
DCH-AddList-RL-ReconfRqstFDD




PRESENCE
optional
} |


{ ID
id-DCH-DeleteList-RL-ReconfRqstFDD



CRITICALITY

reject

TYPE
DCH-DeleteList-RL-ReconfRqstFDD



PRESENCE
optional
} |


{ ID
id-DSCH-ModifyList-RL-ReconfRqstFDD



CRITICALITY

reject

TYPE
DSCH-ModifyList-RL-ReconfRqstFDD




PRESENCE
optional
} |


{ ID
id-DSCH-AddList-RL-ReconfRqstFDD



CRITICALITY

reject

TYPE
DSCH-AddList-RL-ReconfRqstFDD




PRESENCE
optional
} |


{ ID
id-DSCH-DeleteList-RL-ReconfRqstFDD



CRITICALITY

reject

TYPE
DSCH-DeleteList-RL-ReconfRqstFDD




PRESENCE
optional
} |


{ ID
id-RL-InformationList-RL-ReconfRqstFDD


CRITICALITY

reject

TYPE
RL-InformationList-RL-ReconfRqstFDD


PRESENCE
optional
}|


{ ID id-Transmission-Gap-Pattern-Sequence-Information
CRITICALITY 
reject

TYPE 
Transmission-Gap-Pattern-Sequence-Information
 PRESENCE optional },

...

}

RadioLinkReconfigurationRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-Information-RL-ReconfRqstFDD ::= SEQUENCE {

ul-TFCS










TFCS


OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { UL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

UL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-DPCH-Information-RL-ReconfRqstFDD ::= SEQUENCE {


dl-TFCS










TFCS


OPTIONAL,
 
tFCI-SignallingMode







TFCI-SignallingMode





OPTIONAL,


pDSCH-CodeMapping







PDSCH-CodeMapping





OPTIONAL,


pDSCH-RL-ID









RL-ID








OPTIONAL,


limitedPowerIncrease






LimitedPowerIncrease




OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { DL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

DL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-ModifyItem-RL-ReconfRqstFDD

DCH-ModifyItem-RL-ReconfRqstFDD ::= SEQUENCE {


ul-FP-Mode






UL-FP-Mode

OPTIONAL,


toAWS







ToAWS


OPTIONAL,


toAWE







ToAWE


OPTIONAL,


dCH-SpecificInformationList


DCH-ModifySpecificInformationList-RL-ReconfRqstFDD,


iE-Extensions








ProtocolExtensionContainer { { DCH-ModifyItem-RL-ReconfRqstFDD-ExtIEs} }


OPTIONAL,

...

}

DCH-ModifyItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-ModifySpecificInformationList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-ModifySpecificItem-RL-ReconfRqstFDD

DCH-ModifySpecificItem-RL-ReconfRqstFDD ::=
SEQUENCE {

dCH-ID










DCH-ID,


ul-TransportFormatSet






TransportFormatSet


OPTIONAL,


dl-TransportFormatSet






TransportFormatSet


OPTIONAL,


frameHandlingPriority






FrameHandlingPriority

OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DCH-ModifySpecificItem-RL-ReconfRqstFDD-ExtIEs} }


OPTIONAL,


...
}

DCH-ModifySpecificItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-AddItem-RL-ReconfRqstFDD

DCH-AddItem-RL-ReconfRqstFDD ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,


dCH-SpecificInformationList


DCH-AddSpecificInformationList-RL-ReconfRqstFDD,


iE-Extensions





ProtocolExtensionContainer { { DCH-Add-RL-ReconfRqstFDDItem-ExtIEs} }

OPTIONAL,

...

}

DCH-Add-RL-ReconfRqstFDDItem-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-AddSpecificInformationList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-AddSpecificItem-RL-ReconfRqstFDD

DCH-AddSpecificItem-RL-ReconfRqstFDD ::=
SEQUENCE {

dCH-ID










DCH-ID,


ul-TransportFormatSet






TransportFormatSet,


dl-TransportFormatSet






TransportFormatSet,


frameHandlingPriority






FrameHandlingPriority,


qE-Selector









QE-Selector,

iE-Extensions








ProtocolExtensionContainer { { DCH-AddSpecificItem-ExtIEs} }

OPTIONAL,


...
}

DCH-AddSpecificItem-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfRqstFDD

DCH-DeleteItem-RL-ReconfRqstFDD ::= SEQUENCE {


dCH-ID










DCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DCH-DeleteItem-RL-ReconfRqstFDD-ExtIEs} }


OPTIONAL,


...
}

DCH-DeleteItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-ModifyList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF ProtocolIE-Container {{DSCH-ModifyItemIE-RL-ReconfRqstFDD }}

DSCH-ModifyItemIE-RL-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-ModifyItem-RL-ReconfRqstFDD

CRITICALITY
reject

TYPE
DSCH-ModifyItem-RL-ReconfRqstFDD
PRESENCE
mandatory},


...

}

DSCH-ModifyItem-RL-ReconfRqstFDD ::= SEQUENCE {

dSCH-ID









DSCH-ID,

dl-TransportFormatSet





TransportFormatSet


OPTIONAL,


frameHandlingPriority





FrameHandlingPriority

OPTIONAL,


toAWS









ToAWS





OPTIONAL,


toAWE









ToAWE





OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { DSCH-ModifyItem-RL-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-ModifyItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-AddList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF ProtocolIE-Container {{DSCH-AddItemIE-RL-ReconfRqstFDD }}

DSCH-AddItemIE-RL-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-AddItem-RL-ReconfRqstFDD

CRITICALITY
reject

TYPE
DSCH-AddItem-RL-ReconfRqstFDD
PRESENCE
mandatory},


...

}

DSCH-AddItem-RL-ReconfRqstFDD ::= SEQUENCE {

dSCH-ID









DSCH-ID,


dl-TransportFormatSet





TransportFormatSet,


frameHandlingPriority





FrameHandlingPriority,


toAWS









ToAWS,


toAWE









ToAWE,


iE-Extensions







ProtocolExtensionContainer { { DSCH-AddItem-RL-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-AddItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-DeleteList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF ProtocolIE-Container {{DSCH-DeleteItemIE-RL-ReconfRqstFDD }}

DSCH-DeleteItemIE-RL-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DSCH-DeleteItem-RL-ReconfRqstFDD

CRITICALITY
reject

TYPE
DSCH-DeleteItem-RL-ReconfRqstFDD
PRESENCE
mandatory},


...

}

DSCH-DeleteItem-RL-ReconfRqstFDD ::= SEQUENCE {

dSCH-ID









DSCH-ID,


iE-Extensions







ProtocolExtensionContainer { { DSCH-DeleteItem-RL-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-DeleteItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{ RL-InformationItemIE-RL-ReconfRqstFDD}}

RL-InformationItemIE-RL-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationItem-RL-ReconfRqstFDD



CRITICALITY

reject


TYPE
RL-InformationItem-RL-ReconfRqstFDD


PRESENCE
mandatory},


...

}

RL-InformationItem-RL-ReconfRqstFDD ::= SEQUENCE {


rL-ID









RL-ID,


maxDL-Power








DL-Power

OPTIONAL,


minDL-Power








DL-Power

OPTIONAL,


dl-CodeInformationList





DL-CodeInformationList-RL-ReconfRqstFDD

OPTIONAL,

-- This IE is group present only if Downlink compressed mode method is set to "SF/2'"in the Transmission Gap Pattern Sequence Information IE.

iE-Extensions







ProtocolExtensionContainer { { RL-InformationItem-RL-ReconfRqstFDD-ExtIEs} }


OPTIONAL,


...
}

DL-CodeInformationList-RL-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDLCodes)) OF DL-CodeInformationItem-RL-ReconfRqstFDD

DL-CodeInformationItem-RL-ReconfRqstFDD ::= SEQUENCE {


dl-scramblingCode








DL-ScramblingCode





OPTIONAL,


fdd-DL-ChannelisationCodeNumber





FDD-DL-ChannelisationCodeNumber


OPTIONAL,


transmissionGapPatternSequenceCodeInformation

TransmissionGapPatternSequenceCodeInformation OPTIONAL,


iE-Extensions









ProtocolExtensionContainer { { DL-CodeInformationList-RL-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

}

DL-CodeInformationList-RL-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationItem-RL-ReconfRqstFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST TDD

--

-- **************************************************************

RadioLinkReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationRequestTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID






CRITICALITY

reject


TYPE
NodeB-CommunicationContextID




PRESENCE
mandatory
} |


{ ID
id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD

PRESENCE
optional
} |


{ ID
id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD

PRESENCE
optional
} |

{ ID 
id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE
DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD

PRESENCE 
optional
} |


{ ID 
id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE
DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD

PRESENCE 
optional
} |

{ ID
id-DCH-ModifyList-RL-ReconfRqstTDD





CRITICALITY

reject


TYPE
DCH-ModifyList-RL-ReconfRqstTDD




PRESENCE
optional
} |



{ ID
id-DCH-AddList-RL-ReconfRqstTDD






CRITICALITY

reject


TYPE 
DCH-AddList-RL-ReconfRqstTDD




PRESENCE 
optional
} |


{ ID
id-DCH-DeleteList-RL-ReconfRqstTDD





CRITICALITY

reject


TYPE 
DCH-DeleteList-RL-ReconfRqstTDD




PRESENCE
optional
} |


{ ID
id-DSCH-Information-ModifyList-RL-ReconfRqstTDD


CRITICALITY 
reject


TYPE 
DSCH-Information-ModifyList-RL-ReconfRqstTDD
PRESENCE
optional
} |


{ ID
id-DSCH-Information-AddList-RL-ReconfRqstTDD


CRITICALITY

reject


TYPE
DSCH-Information-AddList-RL-ReconfRqstTDD

PRESENCE
optional
} |


{ ID
id-DSCH-Information-DeleteList-RL-ReconfRqstTDD


CRITICALITY

reject


TYPE
DSCH-Information-DeleteList-RL-ReconfRqstTDD
PRESENCE
optional
} |


{ ID
id-USCH-Information-ModifyList-RL-ReconfRqstTDD


CRITICALITY

reject


TYPE
USCH-Information-ModifyList-RL-ReconfRqstTDD
PRESENCE
optional
} |


{ ID
id-USCH-Information-AddList-RL-ReconfRqstTDD


CRITICALITY

reject


TYPE 
USCH-Information-AddList-RL-ReconfRqstTDD

PRESENCE
optional
} |


{ ID
id-USCH-Information-DeleteList-RL-ReconfRqstTDD


CRITICALITY

reject


TYPE
USCH-Information-DeleteList-RL-ReconfRqstTDD
PRESENCE
optional
} |


{ ID
id-RL-Information-RL-ReconfRqstTDD




CRITICALITY

ignore


TYPE
RL-Information-RL-ReconfRqstTDD



PRESENCE
optional
},

...

}

RadioLinkReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Container {{ UL-CCTrCH-InformationModifyItemIE-RL-ReconfRqstTDD}}

UL-CCTrCH-InformationModifyItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD

PRESENCE
mandatory},


...

}

UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS










TFCS


OPTIONAL,

punctureLimit








PunctureLimit
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Container {{ UL-CCTrCH-InformationDeleteItemIE-RL-ReconfRqstTDD}}

UL-CCTrCH-InformationDeleteItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD

PRESENCE
mandatory},


...

}

UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


iE-Extensions








ProtocolExtensionContainer { { UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...

}

UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Container {{ DL-CCTrCH-InformationModifyItemIE-RL-ReconfRqstTDD}}

DL-CCTrCH-InformationModifyItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD

PRESENCE
mandatory},


...

}

DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


tFCS










TFCS


OPTIONAL,

punctureLimit








PunctureLimit
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF ProtocolIE-Container {{ DL-CCTrCH-InformationDeleteItemIE-RL-ReconfRqstTDD}}

DL-CCTrCH-InformationDeleteItemIE-RL-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD


CRITICALITY

notify


TYPE 
DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD

PRESENCE
mandatory},


...

}

DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID









CCTrCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...

}

DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-ModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-ModifyItem-RL-ReconfRqstTDD

DCH-ModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


ul-FP-Mode






UL-FP-Mode

OPTIONAL,


toAWS







ToAWS


OPTIONAL,


toAWE







ToAWE


OPTIONAL,


dCH-SpecificInformationList


DCH-ModifySpecificInformationList-RL-ReconfRqstTDD,


iE-Extensions





ProtocolExtensionContainer { { DCH-ModifyItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,

...

}

DCH-ModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-ModifySpecificInformationList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-ModifySpecificItem-RL-ReconfRqstTDD

DCH-ModifySpecificItem-RL-ReconfRqstTDD ::=
SEQUENCE {

dCH-ID










DCH-ID,


ul-CCTrCH-ID








CCTrCH-ID




OPTIONAL,


dl-CCTrCH-ID








CCTrCH-ID




OPTIONAL,


ul-TransportFormatSet






TransportFormatSet


OPTIONAL,


dl-TransportFormatSet






TransportFormatSet


OPTIONAL,


frameHandlingPriority






FrameHandlingPriority

OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DCH-ModifySpecificItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DCH-ModifySpecificItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-AddItem-RL-ReconfRqstTDD

DCH-AddItem-RL-ReconfRqstTDD ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,


dCH-SpecificInformationList


DCH-AddSpecificInformationList-RL-ReconfRqstTDD,


iE-Extensions





ProtocolExtensionContainer { { DCH-AddItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,

...

}

DCH-AddItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-AddSpecificInformationList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-AddSpecificItem-RL-ReconfRqstTDD

DCH-AddSpecificItem-RL-ReconfRqstTDD ::=
SEQUENCE {

dCH-ID










DCH-ID,


ul-CCTrCH-ID








CCTrCH-ID,


dl-CCTrCH-ID








CCTrCH-ID,


ul-TransportFormatSet






TransportFormatSet,


dl-TransportFormatSet






TransportFormatSet,


frameHandlingPriority






FrameHandlingPriority,


qE-Selector









QE-Selector,

iE-Extensions








ProtocolExtensionContainer { { DCH-AddSpecificItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DCH-AddSpecificItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfRqstTDD

DCH-DeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID










DCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DCH-DeleteItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...
}

DCH-DeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-Information-ModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-Information-ModifyItem-RL-ReconfRqstTDD

DSCH-Information-ModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


dSCH-ID










DSCH-ID,


cCTrCH-ID









CCTrCH-ID




OPTIONAL,


transportFormatSet







TransportFormatSet


OPTIONAL,


frameHandlingPriority






FrameHandlingPriority

OPTIONAL,

toAWS










ToAWS





OPTIONAL,


toAWE










ToAWE





OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { DSCH-Information-ModifyItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Information-ModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Information-AddList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-Information-AddItem-RL-ReconfRqstTDD

DSCH-Information-AddItem-RL-ReconfRqstTDD ::= SEQUENCE {


dSCH-ID










DSCH-ID,


cCTrCH-ID









CCTrCH-ID,


transportFormatSet







TransportFormatSet,


frameHandlingPriority






FrameHandlingPriority

OPTIONAL,

toAWS










ToAWS,


toAWE










ToAWE,


iE-Extensions








ProtocolExtensionContainer { { DSCH-Information-AddItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Information-AddItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Information-DeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-Information-DeleteItem-RL-ReconfRqstTDD

DSCH-Information-DeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


dSCH-ID










DSCH-ID,


iE-Extensions








ProtocolExtensionContainer { { DSCH-Information-DeleteItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

DSCH-Information-DeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-ModifyList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-Information-ModifyItem-RL-ReconfRqstTDD

USCH-Information-ModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


uSCH-ID









USCH-ID,


cCTrCH-ID








CCTrCH-ID




OPTIONAL,


transportFormatSet






TransportFormatSet


OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { USCH-Information-ModifyItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-ModifyItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-AddList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-Information-AddItem-RL-ReconfRqstTDD
USCH-Information-AddItem-RL-ReconfRqstTDD ::= SEQUENCE {


uSCH-ID








USCH-ID,


cCTrCH-ID







CCTrCH-ID,


transportFormatSet





TransportFormatSet,


qE-Selector







QE-Selector,

iE-Extensions






ProtocolExtensionContainer { { USCH-Information-AddItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-AddItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-Information-DeleteList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfUSCHs)) OF USCH-Information-DeleteItem-RL-ReconfRqstTDD

USCH-Information-DeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


uSCH-ID








USCH-ID,


iE-Extensions






ProtocolExtensionContainer { { USCH-Information-DeleteItem-RL-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

USCH-Information-DeleteItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Information-RL-ReconfRqstTDD ::= SEQUENCE {


rL-ID









RL-ID,


maxDL-Power








DL-Power

OPTIONAL,


minDL-Power








DL-Power

OPTIONAL,


timeslotISCPInfoList





TimeslotISCPInfoList-RL-ReconfRqstTDD
OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { RL-InformationItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,


...

}

RL-InformationItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

TimeslotISCPInfoList-RL-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDLTSs)) OF TimeslotISCPInfoItem-RL-ReconfRqstTDD
TimeslotISCPInfoItem-RL-ReconfRqstTDD ::= SEQUENCE {


timeSlot




TimeSlot,


dL-TimeslotISCP



DL-TimeslotISCP,


iE-Extensions



ProtocolExtensionContainer { {TimeslotISCPInfoItem-RL-ReconfRqstTDD-ExtIEs} }


OPTIONAL,

...


}
TimeslotISCPInfoItem-RL-ReconfRqstTDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- RADIO LINK RECONFIGURATION RESPONSE

--

-- **************************************************************

RadioLinkReconfigurationResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkReconfigurationResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkReconfigurationResponse-Extensions}}

OPTIONAL,


...

}

RadioLinkReconfigurationResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID




CRITICALITY
ignore

TYPE
CRNC-CommunicationContextID





PRESENCE
mandatory
} |


{ ID
id-RL-InformationResponseList-RL-ReconfRsp

CRITICALITY
ignore

TYPE
RL-InformationResponseList-RL-ReconfRsp


PRESENCE
optional
} |


{ ID
id-CriticalityDiagnostics





CRITICALITY
ignore

TYPE
CriticalityDiagnostics






PRESENCE
optional
},


...

}

RadioLinkReconfigurationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponseList-RL-ReconfRsp ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{RL-InformationResponseItemIE-RL-ReconfRsp}}

RL-InformationResponseItemIE-RL-ReconfRsp NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationResponseItem-RL-ReconfRsp


CRITICALITY

ignore


TYPE
RL-InformationResponseItem-RL-ReconfRsp


PRESENCE
mandatory},


...

}

RL-InformationResponseItem-RL-ReconfRsp ::= SEQUENCE {


rL-ID









RL-ID,


dCH-InformationResponseList-RL-ReconfRsp

DCH-InformationResponseList-RL-ReconfRsp

OPTIONAL,


dSCH-InformationResponseList-RL-ReconfRsp
DSCH-InformationResponseList-RL-ReconfRsp
OPTIONAL,


uSCH-InformationResponseList-RL-ReconfRsp
USCH-InformationResponseList-RL-ReconfRsp
OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { RL-InformationResponseItem-RL-ReconfRsp-ExtIEs} }

OPTIONAL,

...

}

RL-InformationResponseItem-RL-ReconfRsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationResponseList-RL-ReconfRsp::= ProtocolIE-Container {{ DCH-InformationResponseListIEs-RL-ReconfRsp }}

DCH-InformationResponseListIEs-RL-ReconfRsp NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponseListIE-RL-ReconfRsp   CRITICALITY ignore
TYPE DCH-InformationResponseListIE-RL-ReconfRsp
PRESENCE mandatory },


...

}

DCH-InformationResponseListIE-RL-ReconfRsp ::= SEQUENCE (SIZE (0..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-ReconfRsp

DCH-InformationResponseItem-RL-ReconfRsp ::= SEQUENCE {


dCH-ID









DCH-ID,


bindingID








BindingID,


transportLayerAddress





TransportLayerAddress,


iE-Extensions







ProtocolExtensionContainer { { DCH-InformationResponseItem-RL-ReconfRsp-ExtIEs } }


OPTIONAL,


...

}

DCH-InformationResponseItem-RL-ReconfRsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-InformationResponseList-RL-ReconfRsp::= ProtocolIE-Container {{ DSCH-InformationResponseListIEs-RL-ReconfRsp }}

DSCH-InformationResponseListIEs-RL-ReconfRsp NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationResponseListIE-RL-ReconfRsp   CRITICALITY ignore
TYPE DSCH-InformationResponseListIE-RL-ReconfRsp
PRESENCE mandatory },


...

}

DSCH-InformationResponseListIE-RL-ReconfRsp ::= SEQUENCE (SIZE (0..maxNrOfDSCHs)) OF DSCH-InformationResponseItem-RL-ReconfRsp

DSCH-InformationResponseItem-RL-ReconfRsp ::= SEQUENCE {


dSCH-ID









DSCH-ID,


bindingID








BindingID,


transportLayerAddress





TransportLayerAddress,


iE-Extensions







ProtocolExtensionContainer { { DSCH-InformationResponseItem-RL-ReconfRsp-ExtIEs } }


OPTIONAL,


...

}

DSCH-InformationResponseItem-RL-ReconfRsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-InformationResponseList-RL-ReconfRsp::= ProtocolIE-Container {{ USCH-InformationResponseListIEs-RL-ReconfRsp }}

USCH-InformationResponseListIEs-RL-ReconfRsp NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-InformationResponseListIE-RL-ReconfRsp   CRITICALITY ignore
TYPE USCH-InformationResponseListIE-RL-ReconfRsp
PRESENCE mandatory },


...

}

USCH-InformationResponseListIE-RL-ReconfRsp ::= SEQUENCE (SIZE (0..maxNrOfUSCHs)) OF USCH-InformationResponseItem-RL-ReconfRsp

USCH-InformationResponseItem-RL-ReconfRsp ::= SEQUENCE {


uSCH-ID









USCH-ID,


bindingID








BindingID,


transportLayerAddress





TransportLayerAddress,


iE-Extensions







ProtocolExtensionContainer { { USCH-InformationResponseItem-RL-ReconfRsp-ExtIEs } }


OPTIONAL,


...

}

USCH-InformationResponseItem-RL-ReconfRsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- RADIO LINK DELETION REQUEST

--

-- **************************************************************

RadioLinkDeletionRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkDeletionRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkDeletionRequest-Extensions}}

OPTIONAL,


...

}

RadioLinkDeletionRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID




CRITICALITY

reject


TYPE
NodeB-CommunicationContextID



PRESENCE
mandatory

} |


{ ID
id-RL-informationList-RL-DeletionRqst


CRITICALITY

notify


TYPE
RL-informationList-RL-DeletionRqst


PRESENCE
mandatory

} ,


...

}

RadioLinkDeletionRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-informationList-RL-DeletionRqst ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{RL-informationItemIE-RL-DeletionRqst}}

RL-informationItemIE-RL-DeletionRqst NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-informationItem-RL-DeletionRqst


CRITICALITY

notify


TYPE
RL-informationItem-RL-DeletionRqst



PRESENCE
mandatory},


...

}

RL-informationItem-RL-DeletionRqst ::= SEQUENCE {

 
rL-ID









RL-ID,


iE-Extensions







ProtocolExtensionContainer { { RL-informationItem-RL-DeletionRqst-ExtIEs} }

OPTIONAL,


...


 }

RL-informationItem-RL-DeletionRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK DELETION RESPONSE

--

-- **************************************************************

RadioLinkDeletionResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkDeletionResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkDeletionResponse-Extensions}}

OPTIONAL,


...

}

RadioLinkDeletionResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID


CRITICALITY

ignore


TYPE
CRNC-CommunicationContextID



PRESENCE
mandatory
}|


{ ID
id-CriticalityDiagnostics



CRITICALITY

ignore


TYPE
CriticalityDiagnostics




PRESENCE
optional
},


...

}

RadioLinkDeletionResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DL POWER CONTROL REQUEST FDD

--

-- **************************************************************

DL-PowerControlRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DL-PowerControlRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DL-PowerControlRequest-Extensions}}

OPTIONAL,


...

}

DL-PowerControlRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY
ignore


TYPE
NodeB-CommunicationContextID



PRESENCE
mandatory
} |


{ ID id-PowerAdjustmentType




CRITICALITY ignore
TYPE PowerAdjustmentType



PRESENCE mandatory} |

{ ID id-DLReferencePower




CRITICALITY ignore
TYPE DL-Power






PRESENCE conditional} |

-- This IE is present only 'Adjustment Type’ equals to 'Common'

{ ID id-DLReferencePowerList-DL-PC-Rqst

CRITICALITY ignore
TYPE DL-ReferencePowerInformationList-DL-PC-Rqst
PRESENCE conditional } |

-- This IE is present only 'Adjustment Type’ equals to 'Individual'

{ ID id-MaxAdjustmentStep




CRITICALITY ignore
TYPE MaxAdjustmentStep


PRESENCE conditional} |

-- This IE is present only ''Adjustment Type " equals to 'Common' or 'Individual'

{ ID id-AdjustmentPeriod




CRITICALITY ignore
TYPE AdjustmentPeriod


PRESENCE conditional }|

-- This IE is present only ''Adjustment Type " equals to 'Common' or 'Individual'

{ ID id-AdjustmentRatio


CRITICALITY ignore
TYPE ScaledAdjustmentRatio


PRESENCE conditional
},


-- This IE is present only ''Adjustment Type " equals to 'Common' or 'Individual'

...

}

DL-PowerControlRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-ReferencePowerInformationList-DL-PC-Rqst ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{DL-ReferencePowerInformationItemIE-DL-PC-Rqst }}

DL-ReferencePowerInformationItemIE-DL-PC-Rqst NBAP-PROTOCOL-IES ::= {


{ ID id-DL-ReferencePowerInformationItem-DL-PC-Rqst

CRITICALITY

 ignore

TYPE 
DL-ReferencePowerInformationItem-DL-PC-Rqst

PRESENCE 
mandatory

},


...

}

DL-ReferencePowerInformationItem-DL-PC-Rqst ::= SEQUENCE {


rL-ID








RL-ID,


dl-ReferencePower





DL-Power,


iE-Extensions






ProtocolExtensionContainer { { DL-ReferencePowerInformationItem-DL-PC-Rqst-ExtIEs } }

OPTIONAL,


...



}

DL-ReferencePowerInformationItem-DL-PC-Rqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION REQUEST

--

-- **************************************************************

DedicatedMeasurementInitiationRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DedicatedMeasurementInitiationRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DedicatedMeasurementInitiationRequest-Extensions}}

OPTIONAL,


...

}

DedicatedMeasurementInitiationRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID




CRITICALITY

reject

TYPE
NodeB-CommunicationContextID



PRESENCE
mandatory
} |


{ ID
id-MeasurementID







CRITICALITY

reject

TYPE
MeasurementID







PRESENCE
mandatory
} |


{ ID
id-DedicatedMeasurementObjectType-DM-Rqst

CRITICALITY

ignore

TYPE
DedicatedMeasurementObjectType-DM-Rqst

PRESENCE
mandatory
} |


{ ID 
id-DedicatedMeasurementType





CRITICALITY

reject

TYPE
DedicatedMeasurementType




PRESENCE
mandatory
} |

{ ID
id-MeasurementFilterCoefficient




CRITICALITY

reject

TYPE
MeasurementFilterCoefficient




PRESENCE
optional
} |


{ ID 
id-ReportCharacteristics





CRITICALITY

reject

TYPE
ReportCharacteristics





PRESENCE
mandatory
} ,


...

}

DedicatedMeasurementInitiationRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementObjectType-DM-Rqst ::= CHOICE {


rL






RL-DM-Rqst,

rLS






RL-Set-DM-Rqst,

all-RL





AllRL-DM-Rqst,


all-RLS





AllRL-Set-DM-Rqst,

...

}

RL-DM-Rqst ::= ProtocolIE-Container {{ RLIE-DM-Rqst }}

RLIE-DM-Rqst NBAP-PROTOCOL-IES ::= {


{ ID id-RLItem-DM-Rqst   CRITICALITY reject
TYPE RLItem-DM-Rqst

PRESENCE mandatory },


...

}
RLItem-DM-Rqst ::= SEQUENCE {

 
rL-InformationList




RL-InformationList-DM-Rqst,


iE-Extensions





ProtocolExtensionContainer { { RLItem-DM-Rqst-ExtIEs } }

OPTIONAL,


...


}

RLItem-DM-Rqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-DM-Rqst ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{ RL-InformationItemIE-DM-Rqst }}

RL-InformationItemIE-DM-Rqst NBAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-DM-Rqst   CRITICALITY reject
TYPE RL-InformationItem-DM-Rqst

PRESENCE mandatory },


...

}
RL-InformationItem-DM-Rqst ::= SEQUENCE {



rL-ID






RL-ID,




dPCH-ID






DPCH-ID



OPTIONAL,



iE-Extensions




ProtocolExtensionContainer { { RL-InformationItem-DM-Rqst-ExtIEs } }

OPTIONAL,



...




}

RL-InformationItem-DM-Rqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-Set-DM-Rqst ::= ProtocolIE-Container {{ RL-SetIE-DM-Rqst }}

RL-SetIE-DM-Rqst NBAP-PROTOCOL-IES ::= {


{ ID id-RL-SetItem-DM-Rqst   CRITICALITY reject
TYPE RL-SetItem-DM-Rqst

PRESENCE mandatory },


...

}
RL-SetItem-DM-Rqst ::= SEQUENCE {


rL-Set-InformationList-DM-Rqst


RL-Set-InformationList-DM-Rqst,


iE-Extensions






ProtocolExtensionContainer { { RL-SetItem-DM-Rqst-ExtIEs } }

OPTIONAL,


...



}

RL-SetItem-DM-Rqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Set-InformationList-DM-Rqst




::= SEQUENCE (SIZE(1..maxNrOfRLSets)) OF RL-Set-InformationItem-DM-Rqst
RL-Set-InformationItem-DM-Rqst ::= SEQUENCE {


rL-Set-ID





RL-Set-ID,


iE-Extensions




ProtocolExtensionContainer { { RL-Set-InformationItem-DM-Rqst-ExtIEs} } OPTIONAL,


...

}

RL-Set-InformationItem-DM-Rqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
AllRL-DM-Rqst ::= ProtocolIE-Container {{ AllRLIE-DM-Rqst }}

AllRLIE-DM-Rqst NBAP-PROTOCOL-IES ::= {


{ ID id-AllRLItem-DM-Rqst   CRITICALITY ignore
TYPE AllRLItem-DM-Rqst

PRESENCE mandatory },


...

}

AllRLItem-DM-Rqst ::= NULL

AllRL-Set-DM-Rqst ::= ProtocolIE-Container {{ AllRLIE-Set-DM-Rqst }}

AllRLIE-Set-DM-Rqst NBAP-PROTOCOL-IES ::= {


{ ID id-AllRLItem-Set-DM-Rqst   CRITICALITY ignore
TYPE AllRLItem-Set-DM-Rqst

PRESENCE mandatory },


...

}

AllRLItem-Set-DM-Rqst ::= NULL
-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION RESPONSE

--

-- **************************************************************

DedicatedMeasurementInitiationResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DedicatedMeasurementInitiationResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DedicatedMeasurementInitiationResponse-Extensions}}

OPTIONAL,


...

}

DedicatedMeasurementInitiationResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID




CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID




PRESENCE
mandatory
} |


{ ID
id-MeasurementID







CRITICALITY

ignore

TYPE
MeasurementID







PRESENCE
mandatory
} |


{ ID
id-DedicatedMeasurementObjectType-DM-Rsp

CRITICALITY

ignore

TYPE
DedicatedMeasurementObjectType-DM-Rsp

PRESENCE
mandatory
} |


{ ID
id-CFN










CRITICALITY

ignore

TYPE
CFN










PRESENCE
optional
} |


{ ID
id-CriticalityDiagnostics





CRITICALITY

ignore

TYPE
CriticalityDiagnostics





PRESENCE
optional
},


...

}

DedicatedMeasurementInitiationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}
DedicatedMeasurementObjectType-DM-Rsp ::= CHOICE {


rL






RL-DM-Rsp,


rLS






RL-Set-DM-Rsp,

all-RL





RL-DM-Rsp,


all-RLS





RL-Set-DM-Rsp,

...

}

RL-DM-Rsp ::= ProtocolIE-Container {{ RLIE-DM-Rsp }}

RLIE-DM-Rsp NBAP-PROTOCOL-IES ::= {


{ ID id-RLItem-DM-Rsp   CRITICALITY ignore
TYPE RLItem-DM-Rsp

PRESENCE mandatory },


...

}
RLItem-DM-Rsp ::= SEQUENCE {


rL-InformationList-DM-Rsp


RL-InformationList-DM-Rsp,


iE-Extensions





ProtocolExtensionContainer { { RLItem-DM-Rsp-ExtIEs } }

OPTIONAL,


...
}

RLItem-DM-Rsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-DM-Rsp ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{ RL-InformationItemIE-DM-Rsp }}

RL-InformationItemIE-DM-Rsp NBAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-DM-Rsp   CRITICALITY ignore
TYPE RL-InformationItem-DM-Rsp

PRESENCE mandatory },


...

}
RL-InformationItem-DM-Rsp ::= SEQUENCE {


rL-ID







RL-ID,

dPCH-ID







DPCH-ID


OPTIONAL,

dedicatedMeasurementValue


DedicatedMeasurementValue,


iE-Extensions





ProtocolExtensionContainer { { RL-InformationItem-DM-Rsp-ExtIEs } }

OPTIONAL,


...
}

RL-InformationItem-DM-Rsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Set-DM-Rsp ::= ProtocolIE-Container {{ RL-SetIE-DM-Rsp }}

RL-SetIE-DM-Rsp NBAP-PROTOCOL-IES ::= {


{ ID id-RL-SetItem-DM-Rsp   CRITICALITY ignore
TYPE RL-SetItem-DM-Rsp

PRESENCE mandatory },


...

}
RL-SetItem-DM-Rsp ::= SEQUENCE {


rL-Set-InformationList-DM-Rsp

RL-Set-InformationList-DM-Rsp,


iE-Extensions





ProtocolExtensionContainer { { RL-SetItem-DM-Rsp-ExtIEs } }

OPTIONAL,


...
}

RL-SetItem-DM-Rsp-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Set-InformationList-DM-Rsp ::= SEQUENCE (SIZE (1..maxNrOfRLSets)) OF ProtocolIE-Container {{ RL-Set-InformationItemIE-DM-Rsp }}

RL-Set-InformationItemIE-DM-Rsp NBAP-PROTOCOL-IES ::= {


{ ID id-RL-Set-InformationItem-DM-Rsp

CRITICALITY ignore

TYPE 
RL-Set-InformationItem-DM-Rsp
PRESENCE mandatory},


...

}

RL-Set-InformationItem-DM-Rsp ::= SEQUENCE {


rL-Set-ID





RL-Set-ID,


dedicatedMeasurementValue

DedicatedMeasurementValue,


iE-Extensions




ProtocolExtensionContainer { { RL-Set-InformationItem-DM-Rsp-ExtIEs} } OPTIONAL,


...

}

RL-Set-InformationItem-DM-Rsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION FAILURE

--

-- **************************************************************

DedicatedMeasurementInitiationFailure ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DedicatedMeasurementInitiationFailure-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DedicatedMeasurementInitiationFailure-Extensions}}

OPTIONAL,


...

}

DedicatedMeasurementInitiationFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID


CRITICALITY

ignore


TYPE
CRNC-CommunicationContextID

PRESENCE
mandatory
} |


{ ID
id-MeasurementID





CRITICALITY

ignore


TYPE
MeasurementID




PRESENCE
mandatory
} |


{ ID
id-Cause







CRITICALITY

ignore


TYPE
Cause






PRESENCE
mandatory
} |


{ ID
id-CriticalityDiagnostics



CRITICALITY

ignore


TYPE
CriticalityDiagnostics


PRESENCE
optional
},


...

}

DedicatedMeasurementInitiationFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT REPORT

--

-- **************************************************************

DedicatedMeasurementReport ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DedicatedMeasurementReport-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DedicatedMeasurementReport-Extensions}}

OPTIONAL,


...

}

DedicatedMeasurementReport-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID





CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID




PRESENCE
mandatory
} |


{ ID
id-MeasurementID








CRITICALITY

ignore

TYPE
MeasurementID







PRESENCE
mandatory
} |


{ ID
id-DedicatedMeasurementObjectType-DM-Rprt


CRITICALITY

ignore

TYPE
DedicatedMeasurementObjectType-DM-Rprt

PRESENCE
mandatory
} |


{ ID
id-CFN











CRITICALITY

ignore

TYPE
CFN










PRESENCE
optional
},


...

}

DedicatedMeasurementReport-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementObjectType-DM-Rprt ::= CHOICE {

 
rL








RL-DM-Rprt,


rLS








RL-Set-DM-Rprt,
 
all-RL







RL-DM-Rprt,

all-RLS







RL-Set-DM-Rprt,

...

}

RL-DM-Rprt ::= ProtocolIE-Container {{ RLIE-DM-Rprt }}

RLIE-DM-Rprt NBAP-PROTOCOL-IES ::= {


{ ID id-RLItem-DM-Rprt   CRITICALITY ignore

TYPE RLItem-DM-Rprt

PRESENCE mandatory },


...

}
RLItem-DM-Rprt ::= SEQUENCE {


rL-InformationList-DM-Rprt


RL-InformationList-DM-Rprt,


iE-Extensions





ProtocolExtensionContainer { { RLItem-DM-Rprt-ExtIEs } }

OPTIONAL,


...
}

RLItem-DM-Rprt-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-DM-Rprt ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{ RL-InformationItemIE-DM-Rprt }}

RL-InformationItemIE-DM-Rprt NBAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-DM-Rprt   CRITICALITY ignore
TYPE RL-InformationItem-DM-Rprt

PRESENCE mandatory },


...

}
RL-InformationItem-DM-Rprt ::= SEQUENCE {


rL-ID






RL-ID,


dPCH-ID






DPCH-ID

OPTIONAL,

measurementAvailabilityIndicator
MeasurementAvailabilityIndicator-DedicatedMeasurementReport,

iE-Extensions




ProtocolExtensionContainer { { RL-InformationItem-DM-Rprt-ExtIEs } }

OPTIONAL,


...
}

RL-InformationItem-DM-Rprt-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Set-DM-Rprt ::= ProtocolIE-Container {{ RL-SetIE-DM-Rprt }}

RL-SetIE-DM-Rprt NBAP-PROTOCOL-IES ::= {


{ ID id-RL-SetItem-DM-Rprt   CRITICALITY ignore

TYPE RL-SetItem-DM-Rprt

PRESENCE mandatory },


...

}
RL-SetItem-DM-Rprt ::= SEQUENCE {


rL-Set-InformationList-DM-Rprt

RL-Set-InformationList-DM-Rprt,


iE-Extensions





ProtocolExtensionContainer { { RL-SetItem-DM-Rprt-ExtIEs } }

OPTIONAL,


...
}

RL-SetItem-DM-Rprt-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Set-InformationList-DM-Rprt ::= SEQUENCE (SIZE (1..maxNrOfRLSets)) OF ProtocolIE-Container {{ RL-Set-InformationItemIE-DM-Rprt }}

RL-Set-InformationItemIE-DM-Rprt NBAP-PROTOCOL-IES ::= {


{ ID id-RL-Set-InformationItem-DM-Rprt
CRITICALITY ignore
TYPE RL-Set-InformationItem-DM-Rprt

PRESENCE mandatory
},


...

}

RL-Set-InformationItem-DM-Rprt ::= SEQUENCE {


rL-Set-ID





RL-Set-ID,


measurementAvailabilityIndicator
MeasurementAvailabilityIndicator-DedicatedMeasurementReport,

iE-Extensions




ProtocolExtensionContainer { { RL-Set-InformationItem-DM-Rprt-ExtIEs} } OPTIONAL,


...

}

RL-Set-InformationItem-DM-Rprt-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
MeasurementAvailabilityIndicator-DedicatedMeasurementReport::= CHOICE {


measurementAvailable

MeasurementAvailable-DedicatedMeasurementReport,


measurementnotAvailable

MeasurementnotAvailable-DedicatedMeasurementReport,


...

}

MeasurementAvailable-DedicatedMeasurementReport::= ProtocolIE-Container {{ MeasurementAvailableIE-DedicatedMeasurementReport }}

MeasurementAvailableIE-DedicatedMeasurementReport NBAP-PROTOCOL-IES ::= {


{ ID id-MeasurementAvailableItem-DedicatedMeasurementReport
CRITICALITY ignore TYPE MeasurementAvailableItem-DedicatedMeasurementReport

PRESENCE mandatory},


...

}

MeasurementAvailableItem-DedicatedMeasurementReport ::= SEQUENCE {


dedicatedmeasurementValue

DedicatedMeasurementValue,


ie-Extensions




ProtocolExtensionContainer { { MeasurementAvailableItem-DedicatedMeasurementReport-ExTIEs} }


OPTIONAL,


...

}

MeasurementAvailableItem-DedicatedMeasurementReport-ExTIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

MeasurementnotAvailable-DedicatedMeasurementReport::= ProtocolIE-Container {{ MeasurementnotAvailableIE-DedicatedMeasurementReport }}

MeasurementnotAvailableIE-DedicatedMeasurementReport NBAP-PROTOCOL-IES ::= {


{ ID id-MeasurementnotAvailableItem-DedicatedMeasurementReport
CRITICALITY ignore TYPE MeasurementnotAvailableItem-DedicatedMeasurementReport

PRESENCE mandatory},


...

}

MeasurementnotAvailableItem-DedicatedMeasurementReport ::= NULL
-- **************************************************************

--

-- DEDICATED MEASUREMENT TERMINATION REQUEST

--

-- **************************************************************

DedicatedMeasurementTerminationRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DedicatedMeasurementTerminationRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DedicatedMeasurementTerminationRequest-Extensions}}

OPTIONAL,

...

}

DedicatedMeasurementTerminationRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID


CRITICALITY

ignore


TYPE
NodeB-CommunicationContextID

PRESENCE
mandatory
} |


{ ID
id-MeasurementID





CRITICALITY

ignore


TYPE
MeasurementID





PRESENCE
mandatory
},


...

}

DedicatedMeasurementTerminationRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT FAILURE INDICATION

--

-- **************************************************************

DedicatedMeasurementFailureIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{DedicatedMeasurementFailureIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{DedicatedMeasurementFailureIndication-Extensions}}

OPTIONAL,


...

}

DedicatedMeasurementFailureIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID

CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID

PRESENCE
mandatory
} |


{ ID
id-MeasurementID




CRITICALITY

ignore

TYPE
MeasurementID




PRESENCE
mandatory
} |


{ ID
id-Cause






CRITICALITY

ignore

TYPE
Cause






PRESENCE
mandatory
},


...

}

DedicatedMeasurementFailureIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK FAILURE INDICATION

--

-- **************************************************************

RadioLinkFailureIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkFailureIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkFailureIndication-Extensions}}

OPTIONAL,


...

}

RadioLinkFailureIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID



CRITICALITY

ignore


TYPE
CRNC-CommunicationContextID



PRESENCE
mandatory
} |


{ ID
id-Reporting-Object-RL-FailureInd


CRITICALITY

ignore


TYPE
Reporting-Object-RL-FailureInd

PRESENCE
mandatory
} ,


...

}

RadioLinkFailureIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Reporting-Object-RL-FailureInd ::= CHOICE {


rL





RL-RL-FailureInd,


rL-Set




RL-Set-RL-FailureInd,


...

}
RL-RL-FailureInd ::= ProtocolIE-Container {{ RLIE-RL-FailureInd }}

RLIE-RL-FailureInd NBAP-PROTOCOL-IES ::= {


{ ID id-RLItem-RL-FailureInd   CRITICALITY ignore
TYPE RLItem-RL-FailureInd

PRESENCE mandatory },


...

}
RLItem-RL-FailureInd ::= SEQUENCE {


rL-InformationList-RL-FailureInd

RL-InformationList-RL-FailureInd,


iE-Extensions






ProtocolExtensionContainer { { RLItem-RL-FailureInd-ExtIEs } }

OPTIONAL,


...
 }
RLItem-RL-FailureInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-RL-FailureInd ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{ RL-InformationItemIE-RL-FailureInd}}

RL-InformationItemIE-RL-FailureInd NBAP-PROTOCOL-IES ::= {

 
{ ID
id-RL-InformationItem-RL-FailureInd


CRITICALITY

ignore


TYPE
RL-InformationItem-RL-FailureInd


PRESENCE
mandatory},

 
...

 }

RL-InformationItem-RL-FailureInd ::= SEQUENCE {

 
rL-ID









RL-ID,

 
cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationItem-RL-FailureInd-ExtIEs } }

OPTIONAL,


...
 }
RL-InformationItem-RL-FailureInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-Set-RL-FailureInd ::= ProtocolIE-Container {{ RL-SetIE-RL-FailureInd }}

RL-SetIE-RL-FailureInd NBAP-PROTOCOL-IES ::= {


{ ID id-RL-SetItem-RL-FailureInd   CRITICALITY ignore
TYPE RL-SetItem-RL-FailureInd

PRESENCE mandatory },


...

}
RL-SetItem-RL-FailureInd ::= SEQUENCE {


rL-Set-InformationList-RL-FailureInd

RL-Set-InformationList-RL-FailureInd,


iE-Extensions






ProtocolExtensionContainer { { RL-SetItem-RL-FailureInd-ExtIEs } }

OPTIONAL,


...
 }
RL-SetItem-RL-FailureInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Set-InformationList-RL-FailureInd ::= SEQUENCE (SIZE (1..maxNrOfRLSets)) OF ProtocolIE-Container {{ RL-Set-InformationItemIE-RL-FailureInd }}

RL-Set-InformationItemIE-RL-FailureInd NBAP-PROTOCOL-IES ::= {

 
{ ID id-RL-Set-InformationItem-RL-FailureInd
CRITICALITY ignore

TYPE RL-Set-InformationItem-RL-FailureInd

PRESENCE mandatory
},

 
...

}

RL-Set-InformationItem-RL-FailureInd ::= SEQUENCE {

 
rL-Set-ID



RL-Set-ID,

 
cause




Cause,


iE-Extensions


ProtocolExtensionContainer { { RL-Set-InformationItem-RL-FailureInd-ExtIEs} } OPTIONAL,


...

}

RL-Set-InformationItem-RL-FailureInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- RADIO LINK RESTORE INDICATION

--

-- **************************************************************

RadioLinkRestoreIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkRestoreIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkRestoreIndication-Extensions}}

OPTIONAL,


...

}

RadioLinkRestoreIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID



CRITICALITY

ignore


TYPE
CRNC-CommunicationContextID



PRESENCE
mandatory
} |


{ ID
id-Reporting-Object-RL-RestoreInd


CRITICALITY

ignore


TYPE
Reporting-Object-RL-RestoreInd

PRESENCE
mandatory
},


...

}

RadioLinkRestoreIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Reporting-Object-RL-RestoreInd ::= CHOICE {


rL





RL-RL-RestoreInd,


rL-Set




RL-Set-RL-RestoreInd,


...

}
RL-RL-RestoreInd ::= ProtocolIE-Container {{ RLIE-RL-RestoreInd }}

RLIE-RL-RestoreInd NBAP-PROTOCOL-IES ::= {


{ ID id-RLItem-RL-RestoreInd   CRITICALITY ignore
TYPE RLItem-RL-RestoreInd

PRESENCE mandatory },


...

}
RLItem-RL-RestoreInd ::= SEQUENCE {


rL-InformationList-RL-RestoreInd

RL-InformationList-RL-RestoreInd,


iE-Extensions






ProtocolExtensionContainer { { RLItem-RL-RestoreInd-ExtIEs } }

OPTIONAL,


...
 }
RLItem-RL-RestoreInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-RL-RestoreInd ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{RL-InformationItemIE-RL-RestoreInd}}

RL-InformationItemIE-RL-RestoreInd NBAP-PROTOCOL-IES ::= {

 
{ ID
id-RL-InformationItem-RL-RestoreInd


CRITICALITY

ignore


TYPE
RL-InformationItem-RL-RestoreInd


PRESENCE
mandatory},

 
...

 }

RL-InformationItem-RL-RestoreInd ::= SEQUENCE {

 
rL-ID








RL-ID,


iE-Extensions






ProtocolExtensionContainer { { RL-InformationItem-RL-RestoreInd-ExtIEs } }

OPTIONAL,


...
 }

RL-InformationItem-RL-RestoreInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-Set-RL-RestoreInd ::= ProtocolIE-Container {{ RL-SetIE-RL-RestoreInd }}

RL-SetIE-RL-RestoreInd NBAP-PROTOCOL-IES ::= {


{ ID id-RL-SetItem-RL-RestoreInd   CRITICALITY ignore
TYPE RL-SetItem-RL-RestoreInd

PRESENCE mandatory },


...

}
RL-SetItem-RL-RestoreInd ::= SEQUENCE {


rL-Set-InformationList-RL-RestoreInd
RL-Set-InformationList-RL-RestoreInd,


iE-Extensions






ProtocolExtensionContainer { { RL-SetItem-RL-RestoreInd-ExtIEs } }

OPTIONAL,


...
 }
RL-SetItem-RL-RestoreInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
RL-Set-InformationList-RL-RestoreInd ::= SEQUENCE (SIZE (1..maxNrOfRLSets)) OF ProtocolIE-Container {{ RL-Set-InformationItemIE-RL-RestoreInd }}

RL-Set-InformationItemIE-RL-RestoreInd NBAP-PROTOCOL-IES ::= {

 
{ ID id-RL-Set-InformationItem-RL-RestoreInd
CRITICALITY ignore

TYPE RL-Set-InformationItem-RL-RestoreInd
PRESENCE mandatory
},

 
...

 }

RL-Set-InformationItem-RL-RestoreInd ::= SEQUENCE {

 
rL-Set-ID



RL-Set-ID,

 
iE-Extensions


ProtocolExtensionContainer { { RL-Set-InformationItem-RL-RestoreInd-ExtIEs} } OPTIONAL,


...

}

RL-Set-InformationItem-RL-RestoreInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- COMPRESSED MODE COMMAND FDD

--

-- **************************************************************

CompressedModeCommand ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CompressedModeCommand-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CompressedModeCommand-Extensions}}                   OPTIONAL,


...

}

CompressedModeCommand-IEs NBAP-PROTOCOL-IES ::= {


{ ID 
id-NodeB-CommunicationContextID


CRITICALITY 

ignore

TYPE 
NodeB-CommunicationContextID



PRESENCE 
mandatory
} |


{ ID 
id-Active-Pattern-Sequence-Information
CRITICALITY 

ignore

TYPE 
Active-Pattern-Sequence-Information

PRESENCE mandatory },

...

}

CompressedModeCommand-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- ERROR INDICATION

--

-- **************************************************************

ErrorIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{ErrorIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{ErrorIndication-Extensions}}

OPTIONAL,


...

}

ErrorIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CRNC-CommunicationContextID

CRITICALITY

ignore


TYPE 
CRNC-CommunicationContextID


PRESENCE
conditional
} |


-- This IE is only present when message is transmitted by a Node B on a signalling bearer corresponding to a communication control port --


{ ID
id-NodeB-CommunicationContextID

CRITICALITY

ignore


TYPE 
NodeB-CommunicationContextID

PRESENCE
conditional
} |


-- This IE is only present when message is transmitted by a RNC on a signalling bearer corresponding to a communication control port --


{ ID
id-Cause






CRITICALITY

ignore


TYPE
Cause







PRESENCE
conditional
} |


-- At least either or Cause IE or Criticality Diagnostic IE shall be present--

{ ID
id-CriticalityDiagnostics


CRITICALITY

ignore


TYPE
CriticalityDiagnostics



PRESENCE
conditional
},


-- At least either or Cause IE or Criticality Diagnostic IE shall be present--


...

}

ErrorIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PRIVATE MESSAGE

--

-- **************************************************************

PrivateMessage ::= SEQUENCE {


privateIEs

PrivateIE-Container
{{PrivateMessage-IEs}},


...

}

PrivateMessage-IEs NBAP-PRIVATE-IES ::= {


...

}

-- **************************************************************

--

-- PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

PhysicalSharedChannelReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs


ProtocolIE-Container  {{PhysicalSharedChannelReconfigurationRequestTDD-IEs}},


protocolExtensions    ProtocolExtensionContainer {{PhysicalSharedChannelReconfigurationRequestTDD-Extensions}}    OPTIONAL,


...

}

PhysicalSharedChannelReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID









CRITICALITY

reject


TYPE
C-ID











PRESENCE
mandatory
} |


{ ID
id-PDSCHSets-AddList-PSCH-ReconfRqst

CRITICALITY

reject


TYPE 
PDSCHSets-AddList-PSCH-ReconfRqst


PRESENCE
optional
} |


{ ID
id-PDSCHSets-ModifyList-PSCH-ReconfRqst

CRITICALITY

reject


TYPE 
PDSCHSets-ModifyList-PSCH-ReconfRqst

PRESENCE
optional
} |


{ ID
id-PDSCHSets-DeleteList-PSCH-ReconfRqst

CRITICALITY

reject


TYPE 
PDSCHSets-DeleteList-PSCH-ReconfRqst

PRESENCE
optional
} |


{ ID
id-PUSCHSets-AddList-PSCH-ReconfRqst

CRITICALITY

reject


TYPE 
PUSCHSets-AddList-PSCH-ReconfRqst


PRESENCE
optional
} |


{ ID
id-PUSCHSets-ModifyList-PSCH-ReconfRqst

CRITICALITY

reject


TYPE 
PUSCHSets-ModifyList-PSCH-ReconfRqst

PRESENCE
optional
} |


{ ID
id-PUSCHSets-DeleteList-PSCH-ReconfRqst

CRITICALITY

reject


TYPE 
PUSCHSets-DeleteList-PSCH-ReconfRqst

PRESENCE
optional
},


...

}
PhysicalSharedChannelReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCHSets-AddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF PDSCHSets-AddItem-PSCH-ReconfRqst
PDSCHSets-AddItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


pDSCH-InformationList





PDSCH-Information-AddList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCH-Information-AddList-PSCH-ReconfRqst ::= ProtocolIE-Container {{ PDSCH-Information-AddListIEs-PSCH-ReconfRqst }}
PDSCH-Information-AddListIEs-PSCH-ReconfRqst
NBAP-PROTOCOL-IES ::= { 

{ID id-PDSCH-Information-AddListIE-PSCH-ReconfRqst 
CRITICALITY
reject

TYPE 
PDSCH-Information-AddListIE-PSCH-ReconfRqst


PRESENCE
mandatory},


...

}
PDSCH-Information-AddListIE-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF PDSCH-Information-AddItem-PSCH-ReconfRqst
PDSCH-Information-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID








PDSCH-ID,


tdd-ChannelisationCode





TDD-ChannelisationCode,


burstType








BurstType,


midambleShift







MidambleShift,


timeSlot








TimeSlot,


repetitionPeriod






RepetitionPeriod,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset

OPTIONAL,


repetitionLength






RepetitionLength



OPTIONAL,


tFCI-Presence







TFCI-Presence,


iE-Extensions







ProtocolExtensionContainer { {PDSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,



...


}

PDSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCHSets-ModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF PDSCHSets-ModifyItem-PSCH-ReconfRqst

PDSCHSets-ModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


pDSCH-InformationList





PDSCH-Information-ModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCH-Information-ModifyList-PSCH-ReconfRqst ::= ProtocolIE-Container {{ PDSCH-Information-ModifyListIEs-PSCH-ReconfRqst }}
PDSCH-Information-ModifyListIEs-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ID id-PDSCH-Information-ModifyListIE-PSCH-ReconfRqst 
CRITICALITY
reject

TYPE
PDSCH-Information-ModifyListIE-PSCH-ReconfRqst


PRESENCE
mandatory},


...

}
PDSCH-Information-ModifyListIE-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHs)) OF PDSCH-Information-ModifyItem-PSCH-ReconfRqst
PDSCH-Information-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pDSCH-ID








PDSCH-ID,


tdd-ChannelisationCode





TDD-ChannelisationCode,


burstType








BurstType,


midambleShift







MidambleShift,


timeSlot








TimeSlot,


repetitionPeriod






RepetitionPeriod,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset

OPTIONAL,


repetitionLength






RepetitionLength



OPTIONAL,


tFCI-Presence







TFCI-Presence,


iE-Extensions







ProtocolExtensionContainer { {PDSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,



...


}

PDSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCHSets-DeleteList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPDSCHSets)) OF PDSCHSets-DeleteItem-PSCH-ReconfRqst

PDSCHSets-DeleteItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pDSCHSet-ID








PDSCHSet-ID,


iE-Extensions







ProtocolExtensionContainer { {PDSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PDSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHSets-AddList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF PUSCHSets-AddItem-PSCH-ReconfRqst

PUSCHSets-AddItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


pUSCH-InformationList





PUSCH-Information-AddList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCH-Information-AddList-PSCH-ReconfRqst ::=  ProtocolIE-Container {{ PUSCH-Information-AddListIEs-PSCH-ReconfRqst }}

PUSCH-Information-AddListIEs-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ID id-PUSCH-Information-AddListIE-PSCH-ReconfRqst 
CRITICALITY
reject

TYPE
PUSCH-Information-AddListIE-PSCH-ReconfRqst


PRESENCE
mandatory},


...

}
PUSCH-Information-AddListIE-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF PUSCH-Information-AddItem-PSCH-ReconfRqst
PUSCH-Information-AddItem-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID








PUSCH-ID,


tdd-ChannelisationCode





TDD-ChannelisationCode,


burstType








BurstType,


midambleShift







MidambleShift,


timeSlot








TimeSlot,


repetitionPeriod






RepetitionPeriod,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset

OPTIONAL,


repetitionLength






RepetitionLength



OPTIONAL,


tFCI-Presence







TFCI-Presence,


iE-Extensions







ProtocolExtensionContainer { {PUSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,



...


}

PUSCH-Information-AddItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHSets-ModifyList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF PUSCHSets-ModifyItem-PSCH-ReconfRqst

PUSCHSets-ModifyItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


pUSCH-InformationList





PDSCH-Information-ModifyList-PSCH-ReconfRqst

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCH-Information-ModifyList-PSCH-ReconfRqst ::= ProtocolIE-Container {{ PUSCH-Information-ModifyListIEs-PSCH-ReconfRqst }}

PUSCH-Information-ModifyListIEs-PSCH-ReconfRqst NBAP-PROTOCOL-IES ::= {


{ID id-PUSCH-Information-ModifyListIE-PSCH-ReconfRqst 
CRITICALITY
reject

TYPE
PUSCH-Information-ModifyListIE-PSCH-ReconfRqst


PRESENCE
mandatory},


...

}
PUSCH-Information-ModifyListIE-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHs)) OF PUSCH-Information-ModifyItem-PSCH-ReconfRqst
PUSCH-Information-ModifyItem-PSCH-ReconfRqst ::= SEQUENCE {


pUSCH-ID








PUSCH-ID,


tdd-ChannelisationCode





TDD-ChannelisationCode,


burstType








BurstType,


midambleShift







MidambleShift,


timeSlot








TimeSlot,


repetitionPeriod






RepetitionPeriod,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset

OPTIONAL,


repetitionLength






RepetitionLength



OPTIONAL,


tFCI-Presence







TFCI-Presence,


iE-Extensions







ProtocolExtensionContainer { {PUSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,



...


}

PUSCH-Information-ModifyItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHSets-DeleteList-PSCH-ReconfRqst ::= SEQUENCE (SIZE (1..maxNrOfPUSCHSets)) OF PUSCHSets-DeleteItem-PSCH-ReconfRqst
PUSCHSets-DeleteItem-PSCH-ReconfRqst
 ::= SEQUENCE {


pUSCHSet-ID








PUSCHSet-ID,


iE-Extensions







ProtocolExtensionContainer { {PUSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs} }

OPTIONAL,


...

}

PUSCHSets-DeleteItem-PSCH-ReconfRqst-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE TDD

--

-- **************************************************************

PhysicalSharedChannelReconfigurationResponseTDD ::= SEQUENCE {


protocolIEs


ProtocolIE-Container  {{PhysicalSharedChannelReconfigurationResponseTDD-IEs}},


protocolExtensions
ProtocolExtensionContainer {{PhysicalSharedChannelReconfigurationResponseTDD-Extensions}}                   OPTIONAL,


...

}

PhysicalSharedChannelReconfigurationResponseTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-CriticalityDiagnostics

CRITICALITY

ignore

TYPE

CriticalityDiagnostics

PRESENCE
optional
},


...

}

PhysicalSharedChannelReconfigurationResponseTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE TDD

--

-- **************************************************************

PhysicalSharedChannelReconfigurationFailureTDD ::= SEQUENCE {


protocolIEs


ProtocolIE-Container  {{PhysicalSharedChannelReconfigurationFailureTDD-IEs}},


protocolExtensions
ProtocolExtensionContainer {{PhysicalSharedChannelReconfigurationFailureTDD-Extensions}}                   OPTIONAL,


...

}

PhysicalSharedChannelReconfigurationFailureTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID    id-CauseLevel-PSCH-ReconfFailureTDD

CRITICALITY ignore
TYPE CauseLevel-PSCH-ReconfFailureTDD
 PRESENCE mandatory }|

{ ID
id-CriticalityDiagnostics

CRITICALITY ignore

TYPE
CriticalityDiagnostics
PRESENCE
optional
},


...

}

PhysicalSharedChannelReconfigurationFailureTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}
CauseLevel-PSCH-ReconfFailureTDD ::= CHOICE {


generalCause


GeneralCauseList-PSCH-ReconfFailureTDD,


setSpecificCause

SetSpecificCauseList-PSCH-ReconfFailureTDD,


...

}

GeneralCauseList-PSCH-ReconfFailureTDD ::= ProtocolIE-Container {{ GeneralCauseIE-PSCH-ReconfFailureTDD }}

GeneralCauseIE-PSCH-ReconfFailureTDD NBAP-PROTOCOL-IES ::= {


{ ID id-GeneralCauseItem-PSCH-ReconfFailureTDD

CRITICALITY ignore
TYPE GeneralCauseItem-PSCH-ReconfFailureTDD

PRESENCE mandatory },


...

}

GeneralCauseItem-PSCH-ReconfFailureTDD ::= SEQUENCE {


cause





Cause,


iE-Extensions



ProtocolExtensionContainer { { GeneralCauseItem-PSCH-ReconfFailureTDD-ExtIEs} }

OPTIONAL,


...

}

GeneralCauseItem-PSCH-ReconfFailureTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SetSpecificCauseList-PSCH-ReconfFailureTDD ::= ProtocolIE-Container {{ SetSpecificCauseIE-PSCH-ReconfFailureTDD }}

SetSpecificCauseIE-PSCH-ReconfFailureTDD NBAP-PROTOCOL-IES ::= {


{ ID id-SetSpecificCauseItem-PSCH-ReconfFailureTDD

CRITICALITY ignore
TYPE SetSpecificCauseItem-PSCH-ReconfFailureTDD

PRESENCE
mandatory
},


...

}

SetSpecificCauseItem-PSCH-ReconfFailureTDD ::= SEQUENCE {


unsuccessful-PDSCHSetList-PSCH-ReconfFailureTDD
Unsuccessful-PDSCHSetList-PSCH-ReconfFailureTDD

OPTIONAL,


unsuccessful-PUSCHSetList-PSCH-ReconfFailureTDD
Unsuccessful-PUSCHSetList-PSCH-ReconfFailureTDD

OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { SetSpecificCauseItem-PSCH-ReconfFailureTDD-ExtIEs} }

OPTIONAL,


...

}

SetSpecificCauseItem-PSCH-ReconfFailureTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Unsuccessful-PDSCHSetList-PSCH-ReconfFailureTDD ::= SEQUENCE (SIZE (0.. maxNrOfPDSCHSets)) OF ProtocolIE-Container {{ Unsuccessful-PDSCHSetItemIE-PSCH-ReconfFailureTDD }}

Unsuccessful-PDSCHSetItemIE-PSCH-ReconfFailureTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-Unsuccessful-PDSCHSetItem-PSCH-ReconfFailureTDD
CRITICALITY ignore
TYPE Unsuccessful-PDSCHSetItem-PSCH-ReconfFailureTDD
PRESENCE mandatory},


...

}

Unsuccessful-PDSCHSetItem-PSCH-ReconfFailureTDD ::= SEQUENCE {


pDSCHSet-ID



PDSCHSet-ID,


cause




Cause,


iE-Extensions


ProtocolExtensionContainer { {Unsuccessful-PDSCHSetItem-PSCH-ReconfFailureTDD-ExtIEs} }

OPTIONAL,


...

}

Unsuccessful-PDSCHSetItem-PSCH-ReconfFailureTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Unsuccessful-PUSCHSetList-PSCH-ReconfFailureTDD ::= SEQUENCE (SIZE (0.. maxNrOfPUSCHSets)) OF ProtocolIE-Container {{ Unsuccessful-PUSCHSetItemIE-PSCH-ReconfFailureTDD }}

Unsuccessful-PUSCHSetItemIE-PSCH-ReconfFailureTDD NBAP-PROTOCOL-IES ::= {


{ ID
id-Unsuccessful-PUSCHSetItem-PSCH-ReconfFailureTDD
CRITICALITY ignore
TYPE Unsuccessful-PUSCHSetItem-PSCH-ReconfFailureTDD
PRESENCE mandatory},


...

}

Unsuccessful-PUSCHSetItem-PSCH-ReconfFailureTDD ::= SEQUENCE {


pUSCHSet-ID



PUSCHSet-ID,


cause




Cause,


iE-Extensions


ProtocolExtensionContainer { {Unsuccessful-PUSCHSetItem-PSCH-ReconfFailureTDD-ExtIEs} }

OPTIONAL,


...

}

Unsuccessful-PUSCHSetItem-PSCH-ReconfFailureTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
END
9.3.4
NBAP Information Elements

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,


maxCodeNrComp-1,


maxNrOfCodeGroups,


maxNrOfTFCIGroups,


maxNrOfTFCI1Combs,


maxNrOfTFCI2Combs,


maxNrOfTFCI2Combs-1,

maxNrOfSF,


maxTGPS
FROM NBAP-Constants

Criticality,


ProcedureCode,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM NBAP-CommonDataTypes


ProtocolExtensionContainer{},


NBAP-PROTOCOL-EXTENSION



FROM NBAP-Containers;

-- ==========================================

--
A

-- ==========================================

Acknowledged-PCPCH-access-preambles ::= INTEGER (0..15)

-- According to mapping in [4]
Acknowledged-RA-Tries-Value ::= INTEGER(0..240,...)
-- The number of L1 acknowledged random access tries per every 20 ms period.

AddorDeleteIndicator ::= ENUMERATED {


add,


delete,


...

}

Active-Pattern-Sequence-Information ::= SEQUENCE {


cMConfigurationChangeCFN







CFN,


transmission-Gap-Pattern-Sequence-Status
Transmission-Gap-Pattern-Sequence-Status-List
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {Active-Pattern-Sequence-Information-ExtIEs} } OPTIONAL,


...

}
Active-Pattern-Sequence-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Transmission-Gap-Pattern-Sequence-Status-List ::= SEQUENCE (SIZE (0..maxTGPS)) OF


SEQUENCE {



tGPSI


TGPSI,



tGPRC


TGPRC,



tGCFN


CFN,



iE-Extensions

ProtocolExtensionContainer { { Transmission-Gap-Pattern-Sequence-Status-List-ExtIEs } } OPTIONAL,



...

}

Transmission-Gap-Pattern-Sequence-Status-List-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
AICH-TransmissionTiming ::= ENUMERATED {


v0,


v1

}

APPreambleSignature ::= INTEGER (0..15)

APSubChannelNumber ::= INTEGER (0..11)
AvailabilityStatus ::= ENUMERATED {

empty,


in-test,


failed,


power-off,


off-line,


off-duty,


dependency,


degraded,


not-installed,


log-full,


...

}

-- ==========================================

--
B

-- ==========================================

BCCH-ModificationTime ::= INTEGER  (0..511)

-- Time = BCCH-ModificationTime * 8

-- Range 0 to 4088, step 8

-- All SFN values in which MIB may be mapped are allowed

BindingID ::= OCTET STRING (SIZE (1..4, ...))

BetaCD ::= INTEGER (0..15)
BlockingPriorityIndicator ::= ENUMERATED {


high,


normal,


low,


...

}

-- High priority: Block resource immediately.

-- Normal priority: Block resource when idle or upon timer expiry.

-- Low priority: Block resource when idle.

BlockSTTD-Indicator ::= ENUMERATED {


active,


inactive

}

BurstType ::= ENUMERATED {


type1 (1),


type2 (2),


type3 (3)


...

}

-- ==========================================

--
C

-- ==========================================

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transport


CauseTransport,


protocol



CauseProtocol,


misc




CauseMisc,


...

}
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9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





