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9.1.32
RESOURCE STATUS INDICATION

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Discriminator
M

9.2.1.45

–


Message Type
M

9.2.1.46

YES
ignore

Transaction ID
M

9.2.1.62

–


Indication Type
M

9.2.1.36

YES
ignore

CHOICE Indication Type




YES
ignore

>"No Failure"




YES
ignore

>>Node B Information

1





>>>DL or Global Capacity Credit
M

9.2.2.12




>>>UL Capacity Credit
O

9.2.2.60




>>>Common Channels Capacity Consumption Law
M

9.2.2.3




>>>Dedicated Channels Capacity Consumption Law
M

9.2.2.6




>>Local Cell Information

1.. <max LocalCellinNodeB >


EACH
ignore

>>>Local Cell ID
M

9.2.1.58

–


>>>Add/Delete Indicator
M

9.2.1.1

–


>>>DL or Global Capacity Credit
C-add

9.2.2.12




>>>UL Capacity Credit
O

9.2.2.60




>>>Common Channels Capacity Consumption Law
C-add

9.2.2.3




>>>Dedicated Channels Capacity Consumption Law
C-add

9.2.2.6




>>>Maximum DL Power Capability
M

9.2.1.39

–


>"Service Impacting"




YES
ignore

>>Node B Information

0..1





>>>DL or Global Capacity Credit
O

9.2.2.12




>>>UL Capacity Credit
O

9.2.2.60




>>Local Cell Information

0.. <maxLocalCellinNodeB>


EACH
ignore

>>>Local Cell ID
M

9.2.1.38

–


>>>DL or Global Capacity Credit
O

9.2.2.12




>>>UL Capacity Credit
O

9.2.2.60




>>>Maximum DL Power Capability
O

9.2.1.39

–


>>Communication Control Port Information

0.. <maxCCPinNodeB>




EACH
ignore

>>>Communication Control Port ID
M

9.2.1.15

–


>>>Resource Operational State
M

9.2.1.52

–


>>>Availability Status
M

9.2.1.2

–


>>Cell Information

0.. <maxCellinNodeB>


EACH
ignore

>>>C-ID
M

9.2.1.9

–


>>>Resource Operational State
M

9.2.1.52

–


>>>Availability Status
M

9.2.1.2

–


>>>Maximum DL Power Capability
FFS

9.2.1.39

–


>>>Minimum Spreading Factor
FFS

9.2.1.47

–


>>Channel Information

0..
<maxCellinNodeB>


EACH
ignore

>>>C-ID
M

9.2.1.9

–


>>>Primary SCH Information

0..1


YES
ignore

>>>>Common Physical Channel ID
M

9.2.1.13

–


>>>>Resource Operational State
M

9.2.1.52

–


>>>>Availability Status
M

9.2.1.2

–


>>>Secondary SCH Information

0..1


YES
ignore

>>>>Common Physical Channel ID
M

9.2.1.13

–


>>>>Resource Operational State
M

9.2.1.52

–


>>>>Availability Status
M

9.2.1.2

–


>>>Primary CPICH Information

0..1


YES
ignore

>>>>Common Physical Channel ID
M

9.2.1.13

–


>>>>Resource Operational State
M

9.2.1.52

–


>>>>Availability Status
M

9.2.1.2

–


>>>Secondary CPICH Information

0..<maxSCPICHCell>


EACH
ignore

>>>>Common Physical Channel ID
M

9.2.1.13

–


>>>>Resource Operational State
M

9.2.1.52

–


>>>>Availability Status
M

9.2.1.2

–


>>>Primary CCPCH Information

0..1


YES
ignore

>>>>Common Physical Channel ID
M

9.2.1.13

–


>>>>Resource Operational State
M

9.2.1.52

–


>>>>Availability Status
M

9.2.1.2

–


>>>BCH Information

0.. 1


YES
ignore

>>>>Common Transport Channel ID
M

9.2.1.14

–


>>>>Resource Operational State
M

9.2.1.52

–


>>>>Availability Status
M

9.2.1.2

–


>>>Secondary CCPCH Information

0..<maxSCCPCHCell>


EACH
ignore

>>>>Common Physical Channel ID
M

9.2.1.13

–


>>>>Resource Operational State
M

9.2.1.52

–


>>>>Availability Status
M

9.2.1.2

–


>>>PCH Information

0..1


EACH
ignore

>>>>Common Transport Channel ID
M

9.2.1.14

–


>>>>Resource Operational State
M

9.2.1.52

–


>>>>Availability Status
M

9.2.1.2

–


>>>PICH Information

0..1


YES
ignore

>>>>Common Physical Channel ID
M

9.2.1.13

–


>>>>Resource Operational State
M

9.2.1.52

–


>>>>Availability Status
M

9.2.1.2

–


>>>FACH Information

0.. <maxFACHCell>


EACH
ignore

>>>>Common Transport Channel ID
M

9.2.1.14

–


>>>>Resource Operational State
M

9.2.1.52

–


>>>>Availability Status
M

9.2.1.2

–


>>>PRACH Information

0..<maxPRACHCell>


EACH
ignore

>>>>Common Physical Channel ID
M

9.2.1.13

–


>>>>Resource Operational State
M

9.2.1.52

–


>>>>Availability Status
M

9.2.1.2

–


>>>RACH Information

0.. <maxPRACHCell>


EACH
ignore

>>>>Common Transport Channel ID
M

9.2.1.14

–


>>>>Resource Operational State
M

9.2.1.52

–


>>>>Availability Status
M

9.2.1.2

–


>>>AICH Information

0.. <maxPRACHCell>


EACH
ignore

>>>>Common Physical Channel ID
M

9.2.1.13

–


>>>>Resource Operational State
M

9.2.1.52

–


>>>>Availability Status
M

9.2.1.2

–


>>>PCPCH Information

0..<maxPCPCHCell>


EACH
ignore

>>>>Common Physical Channel ID
M



–


>>>>Resource Operational State
M



–


>>>>Availability Status
M



–


>>>CPCH Information

0.. <maxCPCHCell>


EACH
ignore

>>>>Common Transport Channel ID
M



–


>>>>Resource Operational State
M



–


>>>>Availability Status
M



–


>>>AP-AICH Information

0.. <maxCPCHCell>


EACH
ignore

>>>>Common Physical Channel ID
M



–


>>>>Resource Operational State
M



–


>>>>Availability Status
M



–


>>>CD/CA-ICH  Information

0.. <maxCPCHCell>


EACH
ignore

>>>>Common Physical Channel ID
M



–


>>>>Resource Operational State
M



–


>>>>Availability Status
M



–


>>>SCH Information

0..1


YES
ignore

>>>>Common Physical Channel ID
M

9.2.1.14

–


>>>>Resource Operational State
M

9.2.1.52

–


>>>>Availability Status
M

9.2.1.2

–


Cause
O

9.2.1.6

YES
ignore

Condition
Explanation

C-add
This IE is present only if "Add/Delete Indicator" equals to add

Range bound
Explanation

MaxLocalCellinNodeB
Maximum number of Local Cells that can exist in the Node B

MaxCellinNodeB
Maximum number of  C ID that can be configured in Node B

MaxCPCHCell
Maximum number of CPCHes that can be defined in a Cell

MaxSCPICHCell
Maximum number of Secondary CPICH that can be defined in a Cell.

MaxSCCPCHCell
Maximum number of Secondary CCPCH that can be defined in a Cell.

MaxFACHCell
Maximum number of FACHes that can be defined in a Cell

MaxPCPCHCell
Maximum number of PCPCHes that can be defined in a Cell

MaxPRACHCell
Maximum number of PRACHes and AICHes that can be defined in a Cell

MaxCCPinNodeB
Maximum number of communication control ports that can exist in the Node B

MaxConsumptionLaws
Maximum number of credit consumption laws.

9.3.3
NBAP PDU Content Definitions

-- **************************************************************

--

-- RESOURCE STATUS INDICATION

--

-- **************************************************************

ResourceStatusIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{ResourceStatusIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{ResourceStatusIndication-Extensions}}

OPTIONAL,

...

}

ResourceStatusIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-IndicationType-ResourceStatusInd


CRITICALITY

ignore


TYPE
IndicationType-ResourceStatusInd

PRESENCE
mandatory
}|


{ ID
id-Cause








CRITICALITY

ignore


TYPE
Cause








PRESENCE 
optional
},


...

}

ResourceStatusIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

IndicationType-ResourceStatusInd ::= CHOICE {


no-Failure







No-Failure-ResourceStatusInd,


serviceImpacting





ServiceImpacting-ResourceStatusInd,


cellControl







NULL,


...

}

No-Failure-ResourceStatusInd ::= ProtocolIE-Container {{ No-FailureIE-ResourceStatusInd }}

No-FailureIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-No-FailureItem-ResourceStatusInd   CRITICALITY ignore
TYPE No-FailureItem-ResourceStatusInd

PRESENCE mandatory },


...

}
No-FailureItem-ResourceStatusInd ::= SEQUENCE {


nodeB-Information-ResourceStatusInd

NodeB-Information-ResourceStatusInd,

local-Cell-InformationList



Local-Cell-InformationList-ResourceStatusInd,


iE-Extensions






ProtocolExtensionContainer { { No-FailureItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

No-FailureItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

NodeB-Information-ResourceStatusInd ::= SEQUENCE {


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit,


ul-capacityCredit






UL-CapacityCredit

OPTIONAL,


commnonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw,


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw,

iE-Extensions







ProtocolExtensionContainer { { NodeB-Information-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

NodeB-Information-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Local-Cell-InformationList-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Container {{ Local-Cell-InformationItemIE-ResourceStatusInd }}

Local-Cell-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE Local-Cell-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
Local-Cell-InformationItem-ResourceStatusInd ::= SEQUENCE {


local-CellID







Local-Cell-ID,


addorDeleteIndicator





AddorDeleteIndicator,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit

OPTIONAL,


-- This IE is present only if “AddorDeleteIndicator” equals add


ul-capacityCredit






UL-CapacityCredit

OPTIONAL,


commnonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw
OPTIONAL,


-- This IE is present only if “AddorDeleteIndicator” equals add


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw

OPTIONAL,

-- This IE is present only if “AddorDeleteIndicator” equals add


maximumDL-PowerCapability




MaximumDL-PowerCapability,


iE-Extensions







ProtocolExtensionContainer { { Local-Cell-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

Local-Cell-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ServiceImpacting-ResourceStatusInd ::= ProtocolIE-Container {{ ServiceImpactingIE-ResourceStatusInd }}

ServiceImpactingIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-ServiceImpactingItem-ResourceStatusInd   CRITICALITY ignore
TYPE ServiceImpactingItem-ResourceStatusInd

PRESENCE mandatory },


...

}
ServiceImpactingItem-ResourceStatusInd ::= SEQUENCE {


nodeB-Information-Service



NodeB-Information-Service-ResourceStatusInd

OPTIONAL,

local-Cell-InformationList



Local-Cell-InformationList2-ResourceStatusInd
OPTIONAL,


cCP-InformationList





CCP-InformationList-ResourceStatusInd 


OPTIONAL,


cell-InformationList




Cell-InformationList-ResourceStatusInd 


OPTIONAL,


primary-SCH-Information




P-SCH-Information-ResourceStatusInd



OPTIONAL,


secondary-SCH-Information



S-SCH-Information-ResourceStatusInd



OPTIONAL,


primary-CPICH-Information



P-CPICH-Information-ResourceStatusInd


OPTIONAL,


secondary-CPICH-Information



S-CPICH-InformationList-ResourceStatusInd

OPTIONAL,


primary-CCPCH-Information



P-CCPCH-Information-ResourceStatusInd


OPTIONAL,


bCH-Information






BCH-Information-ResourceStatusInd 



OPTIONAL,


secondary-CCPCH-InformationList


S-CCPCH-InformationList-ResourceStatusInd

OPTIONAL,


pCH-Information






PCH-Information-ResourceStatusInd 



OPTIONAL,


pICH-Information





PICH-Information-ResourceStatusInd



OPTIONAL,


fACH-InformationList




FACH-InformationList-ResourceStatusInd 


OPTIONAL,


pRACH-InformationList




PRACH-InformationList-ResourceStatusInd


OPTIONAL,


rACH-InformationList




RACH-InformationList-ResourceStatusInd 


OPTIONAL,


aICH-InformationList




AICH-InformationList-ResourceStatusInd 


OPTIONAL,


pCPCH-InformationList




PCPCH-InformationList-ResourceStatusInd


OPTIONAL,


cPCH-InformationList




CPCH-InformationList-ResourceStatusInd 


OPTIONAL,


aP-AICH-InformationList




AP-AICH-InformationList-ResourceStatusInd 

OPTIONAL,


cDCA-ICH-InformationList



CDCA-ICH-InformationList-ResourceStatusInd 

OPTIONAL,

sCH-Information






SCH-Information-ResourceStatusInd 



OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { ServiceImpactingItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

ServiceImpactingItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

NodeB-Information-Service-ResourceStatusInd ::= SEQUENCE {


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit

OPTIONAL,


ul-capacityCredit






UL-CapacityCredit



OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { NodeB-Information-Service-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

NodeB-Information-Service-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Local-Cell-InformationList2-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Container {{ Local-Cell-InformationItemIE2-ResourceStatusInd }}

Local-Cell-InformationItemIE2-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-InformationItem2-ResourceStatusInd   CRITICALITY ignore
TYPE Local-Cell-InformationItem2-ResourceStatusInd

PRESENCE mandatory },


...

}
Local-Cell-InformationItem2-ResourceStatusInd ::= SEQUENCE {


local-Cell-ID






Local-Cell-ID,


dl-or-global-capacityCredit



DL-or-Global-CapacityCredit

OPTIONAL,


ul-capacityCredit





UL-CapacityCredit



OPTIONAL,

maximum-DL-PowerCapability



MaximumDL-PowerCapability

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Local-Cell-InformationItem2-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

Local-Cell-InformationItem2-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CCP-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCCPinNodeB)) OF ProtocolIE-Container {{ CCP-InformationItemIE-ResourceStatusInd }}

CCP-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-CCP-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE CCP-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
CCP-InformationItem-ResourceStatusInd ::= SEQUENCE {


communicationControlPortID



CommunicationControlPortID,


resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


iE-Extensions






ProtocolExtensionContainer { { CCP-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,

...

}

CCP-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Cell-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCellinNodeB)) OF ProtocolIE-Container {{ Cell-InformationItemIE-ResourceStatusInd }}

Cell-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Cell-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE Cell-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
Cell-InformationItem-ResourceStatusInd  ::= SEQUENCE {


c-ID








C-ID,


resourceOperationalState 



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


--to do: FFS

maximumDL-PowerCapability



MaximumDL-PowerCapability,
--to do: FFS

minSpreadingFactor





MinSpreadingFactor,


iE-Extensions






ProtocolExtensionContainer { { Cell-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

Cell-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

P-SCH-Information-ResourceStatusInd ::= ProtocolIE-Container {{ P-SCH-InformationIE-ResourceStatusInd }}

P-SCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-P-SCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE P-SCH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}

P-SCH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


iE-Extensions






ProtocolExtensionContainer { { P-SCH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

P-SCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

S-SCH-Information-ResourceStatusInd ::= ProtocolIE-Container {{ S-SCH-InformationIE-ResourceStatusInd }}

S-SCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-S-SCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE S-SCH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}

S-SCH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


iE-Extensions






ProtocolExtensionContainer { { S-SCH-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

S-SCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

P-CPICH-Information-ResourceStatusInd ::= ProtocolIE-Container {{ P-CPICH-InformationIE-ResourceStatusInd }}

P-CPICH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-P-CPICH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE P-CPICH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}

P-CPICH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


iE-Extensions






ProtocolExtensionContainer { { P-CPICH-InformationItem-ResourceStatInd-ExtIEs} }

OPTIONAL,


...
}

P-CPICH-InformationItem-ResourceStatInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

S-CPICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF ProtocolIE-Container {{ S-CPICH-InformationItemIE-ResourceStatusInd }}

S-CPICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-S-CPICH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE S-CPICH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
S-CPICH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { S-CPICH-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

S-CPICH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
P-CCPCH-Information-ResourceStatusInd ::= ProtocolIE-Container {{ P-CCPCH-InformationIE-ResourceStatusInd }}

P-CCPCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-P-CCPCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE P-CCPCH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}

P-CCPCH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { P-CCPCH-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

P-CCPCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

BCH-Information-ResourceStatusInd ::= ProtocolIE-Container {{ BCH-InformationIE-ResourceStatusInd }}

BCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-BCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE BCH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}

BCH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonTransportChannelID




CommonTransportChannelID,


resourceOperationalState
 



ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { BCH-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

BCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

S-CCPCH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxSCCPCHCell)) OF ProtocolIE-Container {{ S-CCPCH-InformationItemIE-ResourceStatusInd }}

S-CCPCH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-S-CCPCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE S-CCPCH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
S-CCPCH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { S-CCPCH-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...

}

S-CCPCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Information-ResourceStatusInd ::= ProtocolIE-Container {{ PCH-InformationIE-ResourceStatusInd }}

PCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE PCH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}

PCH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonTransportChannelID




CommonTransportChannelID,


resourceOperationalState 




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { PCH-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

PCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PICH-Information-ResourceStatusInd ::= ProtocolIE-Container {{ PICH-InformationIE-ResourceStatusInd }}

PICH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PICH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE PICH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}

PICH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState 




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { PICH-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

PICH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxFACHCell)) OF ProtocolIE-Container {{ FACH-InformationItemIE-ResourceStatusInd }}

FACH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE FACH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
FACH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonTransportChannelID




CommonTransportChannelID,


resourceOperationalState 




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { FACH-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

FACH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Container {{ PRACH-InformationItemIE-ResourceStatusInd }}

PRACH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE PRACH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
PRACH-InformationItem-ResourceStatusInd
::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { PRACH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

PRACH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

RACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Container {{ RACH-InformationItemIE-ResourceStatusInd }}

RACH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-RACH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE RACH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
RACH-InformationItem-ResourceStatusInd  ::= SEQUENCE {



commonTransportChannelID




CommonTransportChannelID,



resourceOperationalState 




ResourceOperationalState,



availabilityStatus






AvailabilityStatus,



iE-Extensions







ProtocolExtensionContainer { { RACH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,



...
}

RACH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Container {{ AICH-InformationItemIE-ResourceStatusInd }}

AICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-AICH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE AICH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}
AICH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState 




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { AICH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

AICH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCPCH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPCPCHCell)) OF ProtocolIE-Container {{ PCPCH-InformationItemIE-ResourceStatusInd }}

PCPCH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PCPCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE PCPCH-InformationItem-ResourceStatusInd

PRESENCE optional },


...

}

PCPCH-InformationItem-ResourceStatusInd
::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { PCPCH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...

}

PCPCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CPCH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Container {{ CPCH-InformationItemIE-ResourceStatusInd }}

CPCH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-CPCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE CPCH-InformationItem-ResourceStatusInd

PRESENCE optional },


...

}

CPCH-InformationItem-ResourceStatusInd  ::= SEQUENCE {



commonTransportChannelID




CommonTransportChannelID,



resourceOperationalState 




ResourceOperationalState,



availabilityStatus






AvailabilityStatus,



iE-Extensions







ProtocolExtensionContainer { { CPCH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,



...

}

CPCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AP-AICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Container {{ AP-AICH-InformationItemIE-ResourceStatusInd }}

AP-AICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-AP-AICH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE AP-AICH-InformationItem-ResourceStatusInd

PRESENCE optional },


...

}

AP-AICH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState 




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { AP-AICH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...

}

AP-AICH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
CDCA-ICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Container {{ CDCA-ICH-InformationItemIE-ResourceStatusInd }}

CDCA-ICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-CDCA-ICH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE CDCA-ICH-InformationItem-ResourceStatusInd

PRESENCE optional },


...

}

CDCA-ICH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


resourceOperationalState 




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { CDCA-ICH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...

}

CDCA-ICH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
SCH-Information-ResourceStatusInd ::= ProtocolIE-Container {{ SCH-InformationIE-ResourceStatusInd }}

SCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-SCH-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE SCH-InformationItem-ResourceStatusInd

PRESENCE mandatory },


...

}

SCH-InformationItem-ResourceStatusInd ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


resourceOperationalState 




ResourceOperationalState,


availabilityStatus






AvailabilityStatus,


iE-Extensions







ProtocolExtensionContainer { { SCH-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

SCH-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}



SEITE  

