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The compressed mode handling in the current RNSAP specification includes (among other things) that if there is a DL compressed mode type SF/2 (prepared or active) then the DRNC provides the SRNC with information on whether or not the alternate scrambling code is used if this compressed mode method is activated. 
This CR adds the information on whether or not the alternate scrambling code is used if this compressed mode method SF/2 is activated to the PHYSICAL CHANNEL RECONFIGURATION REQUEST message by adding the Transmission Gap Pattern Sequence Information Response IE to the DL Code Information IE. 
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The Physical Channel Reconfiguration procedure will not work if compressed mode is prepared or active if this CR is not approved.
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8.3.8.2
Successful Operation
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Figure 1: Physical Channel Reconfiguration procedure, Successful Operation

When the DRNC detects the need to modify one of its physical channels, it shall send a PHYSICAL CHANNEL Reconfiguration Request to the SRNC.

The message contains the new value of the physical channel parameter(s) that shall be reconfigured and in which radio link.

[FDD- If compressed mode is prepared or active and at least one of the downlink compressed mode methods is 'SF/2', the DRNC shall include the Transmission Gap Pattern Sequence Information Response IE in the DL Code Information IE in the PHYSICAL CHANNEL Reconfiguration Request message indicating for each DL Channelisation Code whether the alternative scrambling code will be used or not if the downlink compressed mode methods 'SF/2' is activated.]

Upon reception of the PHYSICAL CHANNEL Reconfiguration Request, the SRNC shall decide an appropriate execution time for the change. The SRNC shall respond with a PHYSICAL CHANNEL Reconfiguration Command message to the DRNC that includes the CFN IE indicating the execution time.

At the CFN, the DRNS shall switch to the new configuration that has been requested, and release the resources related to the old physical channel configuration.

9.1.21
PHYSICAL CHANNEL RECONFIGURATION REQUEST
9.1.21.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID
M

9.2.1.59

–


RL Information

1


YES
reject

>RL ID
M

9.2.1.49

–


>DL Code Information

1 ..

<maxnoofDLCodes>


GLOBAL
notify

>>DL Scrambling Code 
M

9.2.2.11

–


>>FDD DL Channelisation Code Number
M

9.2.2.14

–


>>Transmission Gap Pattern Sequence Information Response
O

9.2.2.47B

–


Range bound
Explanation

MaxnoofDLcodes
Maximum number of DL codes for one UE

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<Editor’s note: Parts of the module is skipped.>
-- **************************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION REQUEST FDD

--

-- **************************************************************

PhysicalChannelReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{PhysicalChannelReconfigurationRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{PhysicalChannelReconfigurationRequestFDD-Extensions}}                   OPTIONAL,


...

}

PhysicalChannelReconfigurationRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-PhyChReconfRqstFDD
CRITICALITY reject
TYPE RL-Information-PhyChReconfRqstFDD

PRESENCE mandatory
},


...

}

RL-Information-PhyChReconfRqstFDD ::= SEQUENCE {


rL-ID





RL-ID,


dl-CodeInformations



DL-CodeInformationList-PhyChReconfRqstFDD,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-PhyChReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-PhyChReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CodeInformationList-PhyChReconfRqstFDD 

::= ProtocolIE-Single-Container { {DL-CodeInformationListIEs-PhyChReconfRqstFDD} }

DL-CodeInformationListIEs-PhyChReconfRqstFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CodeInformationListIE-PhyChReconfRqstFDD
CRITICALITY notify
TYPE DL-CodeInformationListIE-PhyChReconfRqstFDD
PRESENCE mandatory
}
}

DL-CodeInformationListIE-PhyChReconfRqstFDD ::= SEQUENCE (SIZE(1..maxNrOfDL-Codes)) OF DL-CodeInformationItem-PhyChReconfRqstFDD
DL-CodeInformationItem-PhyChReconfRqstFDD ::= SEQUENCE {


dl-scramblingCode



DL-ScramblingCode,


transmission-Gap-Pattern-Sequence-Information-Response



Transmission-Gap-Pattern-Sequence-Information-Response
OPTIONAL,

fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


iE-Extensions




ProtocolExtensionContainer { {DL-CodeInformationItem-PhyChReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

DL-CodeInformationItem-PhyChReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PhysicalChannelReconfigurationRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

<Editor’s note: The rest of the module is skipped.>
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