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	According to the current explanation of Dedicated Channels Capacity Consumption Law, Capacity Credit will decrease when SF is increased in RL Reconfiguration procedure. Actually, Capacity Credit will increase when SF is increased in RL Reconfiguration procedure. This CR proposes to exchange the word “increase” with “decrease” in order to correct the text.

	
	

	Summary of change:
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	The word “increase” is replaced by “decrease” and the word “decrease” is replaced by “increase”.
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not approved:
	Capacity Credit will decrease even if more resources become available.
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9.2.1.20A
Dedicated Channels Capacity Consumption Law

The capacity consumption law indicates the CRNC how the Capacity Credit is consumed by NBAP set of procedures, depending on the allocated Spreading Factor and the RL/RLS situation. 

This capacity consumption law indicates the consumption law to be used with the following procedures :

-
Radio Link Setup

-
Radio Link Addition

-
Radio Link Reconfiguration (case of decrease of the SF)

In case of usage of the Radio Link Deletion or of the Radio Link Reconfiguration (case of increase of the SF) procedure, the consumption cost given in the consumption law shall be credited to the Capacity Credit.

If the modelling of the internal resource capability of the B is modelled independently for the Uplink and Downlink, the DL cost shall be applied to the DL or Global Capacity Credit and the UL Cost shall be applied to the UL Capacity Credit. If it is modelled as shared resources, both the DL costs" and the UL costs shall be applied to the DL or Global Capacity Credit.
For a Radio Link creating a Radio Link Set (first RL of a RLS), the cost for the RL and RLS shall be taken into account. When adding a Radio Link to a Radio Link Set, only the RL cost shall be taken into account.
In the case of multiple Radio Links are established in one procedure, for every created Radio Link Set the first Radio Link is always the Radio Link with the lowest repetition number.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Dedicated Channels Capacity Consumption Law
	
	
	
	

	>SF allocation law
	
	1..<maxNumberOfSF> 
	
	For each SF, cost of its allocation: the first instance corresponds to SF = 4, the second to SF = 8, the third to SF = 16 and so on.

	>>DL cost RLS
	M
	
	INTEGER

(0..65535)
	

	>>DL cost RL
	M
	
	INTEGER (0..65535)
	

	>>UL cost RLS
	M
	
	INTEGER

(0..65535)
	

	>>UL cost RL
	M
	
	INTEGER (0..65535)
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