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Reason for change:
(

To define that value 17 of the Error Cause Value is spare.




Summary of change:
(

Addition of the value 17 (as spare) to the list of cause values.




Consequences if 
(

not approved:
If value 17 is left undefined it can cause compatibility problems in future.
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Other specs
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Other comments:
(

The need for this change was raised at the RAN3 mail reflector the 17th October 2000, thanks to Xuxin, Huawei Co. Ltd.
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Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://www.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2000-09 contains the specifications resulting from the September 2000 TSG meetings.
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With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
6.6.3.16
Error Cause value

Description: Cause value is used to indicate what kind of error caused the error. Error cause value is used in NACK and Error Event frames.

0: CRC error of frame header
1: CRC error of frame payload
2: Unexpected frame number
3: Frame loss
4: PDU type unknown
5: Unknown procedure
6: Unknown reserved value
7: Unknown field
8: Frame too short
9: Missing fields
10–15: spare
16: Unexpected PDU type 
17: spare
18: Unexpected procedure
19: Unexpected RFCI
20: Unexpected value
21–41: spare
42: Initialisation failure
43: Initialisation failure (timer expiry)
44: Initialisation failure (repeated NACK)
45: Rate control failure
46: Error event failure
47: Time Alignment not supported
48: Requested Time Alignment not possible
49: Iu UP Mode version not supported
50–63: spare

Value range: {0–15 Used for syntactical protocol errors, 16–41 Used for semantical protocol errors, 42–63 Used for other errors}.

Field length: 6 bit.
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