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CN1 has reviewed the attached documents N1-010138, N1-010139, N1-010140 and N1-010146. The three first ones  from Nokia deal with the LCS related problem of the abortion of the RR connection during an LCS procedure due to a request to do so by MM layer after the expiry of timer T3240. The last one from Ericsson handles not only this but also other LCS related problems. Additionally to these a third alternative was identified during the meeting by Fujitsu.

TSG-CN WG1 has reviewed the problem and the possible corrections. No unanimous decision could be reached during the meeting but the three alternatives were understood to be as follows:

· Ericsson‘s proposal is in N1-010146. Accepting that the proposal to move LCS functionality to CM layer would eliminate also this problem but at the cost of larger architectural change. Some delegates were concerned that this alternative may not be feasible for UTRAN.

· Nokia‘s proposal is in N1-010138-140. If there is a suitable trigger condition in the LCS entity to trigger the proposed new primitive then the timer handling would seem to work. Some delegates were concerned that this solution might not solve the HO problem identified in tdoc N1-010146. Also detailed comments were made on the draft CRs that they do not precisely reflect the intention of the discussion paper N1-010138.

· A third alternative was brought up during the discussion by Fujitsu. Assuming that the RR layer is able to send the new proposed primitive to MM to wait for LCS operation to complete, then the case could be also handled within RR layer. The RR layer would be able to ignore a request from upper layer to release the connection if RR knows that there is some reason to keep it. This would seem to lead to adding to RR a timer mechanism like T3240 in MM. Some delegates were concerned that this solution might not solve the HO problem identified in Tdoc N1-010146.

The original CN1 documents are attached to this liaison statement for reference.

CN 1 would like the recipients of this LS to discuss these proposed solutions as soon as possible, with the intention that a clear way forward is identified so that CN 1 can draft the necessary CRs for their next meeting.

� Please write any action required from the groups in a clear way.





