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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
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ITU-T Recommendation Q.714 (1996): "Signalling connection control part procedures".

[11]
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3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

AAL
ATM Adaptation Layer

AAL5
ATM Adaptation Layer 5

ATM
Asynchronous Transfer Mode

IP
Internet Protocol

M3UA
SS7 MTP3 User Adaptation Layer

MTP3-B
Message Transfer Part

PLMN
Public Land Mobil Network

RNC
Radio Network Controller

RNSAP
Radio Network Subsystem Application Part 

SAAL-NNI
Signalling ATM Adaptation Layer - Network Node Interface

SCCP
Signalling Connection Control Part

SCTP
Stream Control Transmission Protocol

SSCF
Service Specific Co-ordination Function

SSCOP
Service Specific Connection Oriented Protocol

UE
User Equipment

4
ATM Layer

4.1
General

ATM shall be used in the radio network control plane according to [5]. The structure of the cell header used in the UTRAN Iur interface is the cell header format and encoding at NNI (see Figure 3 of [5]).
5 UDP/IP 

5.1 General

IPv6 [18] (RFC 2460) shall be supported, IPv4 [13] (RFC 791) support is optional.
5.2
Signalling Bearer

This subclause refers to specifications of the Signalling Bearer for the Radio Network Layer protocols. As shown in figure 1, the standard allows operators to choose one out of two protocol to suites for transport of SCCP messages.
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Figure 1: Signalling bearer for RNSAP
1.
SCCP [7] provides connectionless service, class 0, connection oriented service, class 2, separation of the connections mobile by mobile basis on the connection oriented link and establishment of a connection oriented link mobile by mobile basis.
2.
MTP3-B [4] provides message routing, discrimination and distribution (for point-to-point link only), signalling link management load sharing and changeover/back between link within one link-set. The need for multiple link-sets is precluded.


3.
SAAL-NNI [1] consists of the following sub-layers: - SSCF [3], - SSCOP [2] and - AAL5 [6]. The SSCF maps the requirements of the layer above to the requirements of SSCOP. Also SAAL connection management, link status and remote processor status mechanisms are provided. SSCOP provides mechanisms for the establishment and release of connections and the reliable exchange of signalling information between signalling entities. Adapts the upper layer protocol to the requirements of the Lower ATM cells.

4.
ATM [5].

5.
SCTP refers to the Stream Control Transmission Protocol [16] developed by the Sigtran working group of the IETF for the purposes of transporting various signalling protocols over IP networks. M3UA refers to the SCCP adaptation layer "SS7 MTP3 - User Adaptation Layer" [17] also developed by the Sigtran working group of the IETF.

6.
IPv6 [18] shall be supported. IPv4 [13] is optional. 

7. IP  over ATM is defined in [14] and [15].
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