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9.1.52
DEDICATED MEASUREMENT INITIATION REQUEST

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value “All NBCC” shall not be used when the Report characteristics type is set to “On-Demand”.
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Measurement ID
	M
	
	9.2.1.42
	
	YES
	reject

	Dedicated Measurement Object Type
	M
	
	9.2.1.22
	
	YES
	reject

	CHOICE Dedicated Measurement Object Type
	M
	
	
	
	YES
	reject

	>RL
	
	
	
	
	–
	

	>>RL Information
	
	1..<maxnoofRLs>
	
	
	EACH
	reject

	>>>RL ID
	M
	
	9.2.1.53
	
	–
	

	>>>DPCH ID
	O
	
	9.2.3.5
	TDD only
	–
	

	>ALL RL
	
	
	NULL
	
	–
	

	>RLS
	
	
	
	FDD only
	–
	

	>>RL Set Information
	
	1..<maxnoofRLSets>
	
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.39
	
	–
	

	>ALL RLS
	
	
	NULL
	FDD only
	–
	

	Dedicated Measurement Type
	M
	
	9.2.1.23
	
	YES
	reject

	Measurement Filter Coefficient
	O
	
	9.2.1.41
	
	YES
	reject

	Report Characteristics
	M
	
	9.2.1.51
	
	YES
	reject

	CFN reporting indicator
	M
	
	FN reporting indicator 9.2.1.29B
	
	YES
	reject

	CFN
	O
	
	9.2.1.7
	
	YES
	reject

	Dedicated Measurement Accuracy
	O
	
	9.2.1.xx
	
	YES
	reject


	Range
	Explanation

	MaxnoofRLs
	Maximum number of individual RL's a measurement can be started on.

	MaxnoofRLSets
	Maximum number of individual RL Sets a measurement can be started on.


9.1.53
DEDICATED MEASUREMENT INITIATION RESPONSE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	CRNC Communication Context ID
	M
	
	9.2.1.18
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Measurement ID
	M
	
	9.2.1.42
	
	YES
	ignore

	CHOICE Dedicated Measurement Object Type
	O
	
	
	Dedicated Measurement Object Type the measurement was initiated with
	YES
	ignore

	>RL or ALL RL
	
	
	
	
	–
	

	>>RL Information
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.53
	
	–
	

	>>>DPCH ID
	O
	
	9.2.3.5
	TDD only
	–
	

	>>>Dedicated Measurement Value
	M
	
	9.2.1.24
	
	–
	

	>>>CFN
	O
	
	9.2.1.7
	Dedicated Measurement Time Reference
	_
	

	>RLS or ALL RLS
	
	
	
	FDD only
	–
	

	>>RL Set Information
	
	1..<maxnoofRLSets>
	
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.39
	
	–
	

	>>>Dedicated Measurement Value
	M
	
	9.2.1.24
	
	–
	

	>>>CFN
	O
	
	9.2.1.7
	Dedicated Measurement Time Reference
	_
	

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	Dedicated Measurement    

Achieved Accuracy
	O
	
	Dedicated Measurement Accuracy 9.2.1.xx
	
	YES
	ignore


	Range
	Explanation

	MaxnoofRLs
	Maximum number of individual RL's the measurement can be started on.

	MaxnoofRLSets
	Maximum number of individual RL Sets a measurement can be started on.


[…]

9.2.1.xx
Dedicated Measurement Accuracy

The Dedicated Measurement Accuracy IE indicates the accuracy of the dedicated measurement.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RTT Measurement Accuracy Class
	C-MeasurementAccuracy
	
	RTT Accuracy Class

9.2.1.xx
	


	Condition
	Explanation

	C-MeasurementAccuracy
	Only one IE shall be present.


9.2.1.xx
RTT Accuracy Class

The RTT Accuracy Class IE indicates the accuracy class of the UTRAN Round Trip Time measurement.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RTT  Accuracy Class
	
	
	ENUMERATED(Accuracy Class A, Accuracy Class B, Accuracy Class C,…)
	More information about    RTT Measurement Accuracy Class is included in [22].
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