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Reason for change:
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Subclause 10.3.3 with regards to conditional information elements states that ‘If an IE/IE group is not included in a received message and the presence of the IE/IE group is mandatory or the presence is conditional and the condition is true according to the version of the specification used by the receiver, an abstract syntax error occurs due to a missing IE/IE group’. However, throughout the specification, many information elements are still optional when the condition is met (example, CD subchannel numbers). Therefore, it is necessary to modify chapter 10 so that the absence of an IE, which is still optional when the condition is met, is not regarded as an erroneous situation. 
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A sentence is clarified in subclause 10.3.3.
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not approved:
It would be possible for information elements that are not present because optional to cause abstract syntax errors. Backward compatibility: this CR is backward compatible with the intended behaviour of the previous version of the specification which is assumed in the tabular format.
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10.3.3
Presence Information

For many IEs/IE groups which are optional according to the ASN.1 transfer syntax, NBAP specifies separately if the presence of these IEs/IE groups is optional or mandatory with respect to RNS application by means of the presence field of the concerning object of class NBAP-PROTOCOL-IES, NBAP-PROTOCOL-IES-PAIR, NBAP-PROTOCOL-EXTENSION or NBAP-PRIVATE-IES.

The presence field of the indicated classes supports three values:

1. Optional;

2. Conditional;

3. Mandatory.

If an IE/IE group is not included in a received message and the presence of the IE/IE group is:

1. Mandatory;

2.  Conditional, the condition is true according to the version of the specification used by the receiver and it makes the IE/IE group mandatory;

 an abstract syntax error occurs due to a missing IE/IE group.
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