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Reason for change:
(

According to X.681 ASN.1 Information Object Set definition, the list of procedure code is definitely not ENUMERATED type of object in ASN.1 syntax of RANAP (section 9.3.2) and therefore in the corresponding tabular format in RANAP, the word "ENUMERATED" shall be removed.




Summary of change:
(

Removing of the word "ENUMERATED" for the procedure code IE in the Message Type tabular format description.




Consequences if 
(

not approved:
ASN.1 rules that apply to ENUMERATED type will apply as well to this not ENUMERATED type IE and then generate errors and misunderstandings.
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9.2.1.1
Message Type

Message Type IE uniquely identifies the message being sent. It is mandatory for all messages.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type



Assumed max no of messages is 256.

>Procedure Code
M

(RAB Assignment, 

RAB Release Request, 

Iu Release Request, 

Iu Release, 

Relocation Preparation, 

Relocation Resource Allocation, 

Relocation Detect, 

Relocation Complete

Relocation Cancel, 

SRNS Context Transfer, 

SRNS Data Forwarding Initiation, 

SRNS Context Forwarding from Source RNC to CN, 

SRNS Context Forwarding to Target RNC from CN, 

Paging, 

Common ID, 

CN Invoke Trace, Security Mode Control, 

Location Reporting Control

Location Report, 

Data Volume Report, 

Initial UE Message

Direct Transfer, 

Overload Control, 

Reset, 

Error Indication,

CN Deactivate Trace,

RANAP Relocation Information,

Reset Resource,

Reset Resource Acknowledge, …)


>Type of Message
M

ENUMERATED (Initiating Message, Successful Outcome, Unsuccessful Outcome, Outcome)
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