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Figure 30B: Common Measurement Initiation procedure, Unsuccessful Operation
If the Common Measurement Type received in the Common Measurement Type IE is not 'load', and if the Common Measurement Type received in the Common Measurement Type IE is not defined in ref. [11] or [15] to be measured on the Common Measurement Object Type received in the Common Measurement Object Type IE in the COMMON MEASUREMENT INITIATION REQUEST message the RNC2 shall regard the Common Measurement Initiation procedure as failed.

If the requested measurement cannot be initiated, the RNC2 shall send a COMMON MEASUREMENT INITIATION FAILURE message. The message shall include the same Measurement ID that was used in the COMMON MEASUREMENT INITIATION REQUEST message and the Cause IE set to an appropriate value.

If the Common Measurement Type IE is set to 'SFN-SFN Observed Time Difference', but the Neighbouring Cell Measurement Information IE is not received in the COMMON MEASUREMENT INITIATION REQUEST message, the RNC2 shall regard the Common Measurement Initiation procedure as failed.

The allowed combinations of the Common measurement type and Report characteristics type are shown in the table below marked with “X”.  For not allowed combinations, the Node B shall regard the Common Measurement Initiation procedure as failed.

Table 4: Allowed Common measurement type and Report characteristics type combinations

Common measurement type
Report characteristics type




On Demand
Periodic
Event A
Event  B
Event C
Event D
Event E
Event F
On Modification

Received total wide band power 
X
X
X
X
X
X
X
X


Transmitted Carrier Power
X
X
X
X
X
X
X
X


UL Timeslot ISCP
X
X
X
X
X
X
X
X


Load
X
X
X
X
X
X
X
X


UTRAN GPS Timing of Cell Frames for LCS
X
X






X

SFN-SFN Observed Time Difference
X
X






X

[TDD - If the common measurement type requires the Time Slot Information but the Time Slot IE is not provided in the Common Measurement Object Type IE in the COMMON MEASUREMENT INITIATION REQUEST message the DRNS shall regard the Common Measurement Initiation procedure as failed.]

Typical cause values are as follows:

Radio Network Layer Cause

-
Measurement not supported for the object.

-
Measurement Temporarily not Available

8.5.2.4
Abnormal Conditions

If the COMMON MEASUREMENT INITIATION REQUEST message contains the SFN-SFN Measurement Threshold Information IE (in the Measurement Threshold IE contained in the Report Characteristics IE) and it does not contain at least one IE, the RNC2 shall reject the procedure using the COMMON MEASUREMENT INITIATION FAILURE message.

If the COMMON MEASUREMENT INITIATION REQUEST message contains the TUTRAN-GPS Measurement Threshold Information IE (in the Measurement Threshold IE contained in the Report Characteristics IE) and it does not contain at least one IE, the RNC2 shall reject the procedure using the COMMON MEASUREMENT INITIATION FAILURE message.
If the Common Measurement Type IE is set to 'UTRAN GPS Timing of Cell Frame for LCS', but the TUTRAN-GPS Measurement Minimum Accuracy Class IE in the Common Measurement Accuracy IE is not received in the COMMON MEASUREMENT INITIATION REQUEST message, the RNC2 shall regard the Common Measurement Initiation procedure as failed.
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