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Reason for change:
(

The IE type and reference for SFN-SFN in SFN-SFN Measurement Value Information IE is incorrectly defined. The correct value range is INTEGER (0..40961) as specified in TS25.123 and TS25.133 v. 4.2.0




Summary of change:
(

Value range for SFN-SFN Observed Time Difference Measurement report corrected for the SFN-SFN Measurement Value Information IE. The reference for TS25.123 and TS25.133 is made for SFN-SFN Observed Time Difference Measurement report mapping.





Consequences if 
(

not approved:
If this CR is not approved, the report mapping for SFN-SFN Observed Time Difference Measurement is incorrectly defined and not aligned with TS25.123 and TS25.133.
Backward compatibility:

This CR is not backward compatible with the latest version of Rel4 specification.

This CR is compatible to the current R99 version of specification, because none of the R99 functions are effected.
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9.2.1.52B, 9.2.1.52C, 9.3.4
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1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://www.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2000-09 contains the specifications resulting from the September 2000 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are
9.2.1.52B
SFN-SFN Measurement Threshold Information

The SFN-SFN Measurement Threshold Information defines the related thresholds SFN-SFN Observed Time Difference measurements which shall trigger the Event On Modification.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

SFN-SFN Change Limit
O

INTEGER(1..16384,…)
Change of SFN-SFN value compared to previously reported value, which shall trigger a new report. 

Unit in 1/16 chip.

Predicted SFN-SFN Deviation Limit
O

INTEGER(1..16384,…)
Deviation the Predicted SFN-SFN from the latest measurement result, which shall trigger a new report. 

Unit in 1/16 chip.

9.2.1.52C
SFN-SFN Measurement Value Information

The SFN-SFN Measurement Value Information IE indicates the measurement result related to SFN-SFN Observed Time Difference measurements as well as other related information.
IE/Group Name
Presence
Range
IE type and reference
Semantics description

Successful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information

1..<maxnoofMeasNCell>



>UTRAN Cell Identifier


9.2.1.71


>SFN-SFN
M

INTEGER
(0..40961)
According to mapping in [23] and [24].

>SFN-SFN Quality
M

INTEGER(0..16383)
Indicates the standard deviation of the SFN-SFN measurements.

>SFN-SFN Drift Rate
M

INTEGER(-16383..16383)
Indicates the SFN-SFN drift rate in 1/16 chip per second.

A positive value indicates that the Reference cell clock is running at a greater frequency than the measured neighbouring cell.

>SFN-SFN Drift Rate Quality
M

INTEGER(0..16383)
Indicates the standard deviation of the SFN-SFN drift rate measurements.

>SFN
M

9.2.1.52A
Indicates the SFN at which this measurement has been performed.

>Timeslot
M

9.2.1.56
Indicates the Time Slot at which this measurement has been performed.

Unsuccessful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information

0..<maxnoofMeasNCell-1>



>UTRAN Cell Identifier


9.2.1.71


Range bound
Explanation

MaxnoofMeasNCell
Maximum number of neighbouring cells on which measurements can be performed.

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

… Partly omitted …

SFNSFN ::= INTEGER(0..40961)
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