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Signalling Bearer for ALCAP on Iur Interface

8.1
Introduction

This clause specifies the signalling bearer for the ALCAP on the Iur interface.

8.2
Signalling Bearer

There are two protocol stacks specified for Iur ALCAP Signalling Bearer - one based on MTP-3B [11, 21] and SAAL-NNI [12, 8] and the other based on SCTP [18]. Signalling Transport Converter for MTP-3B is applied [13]. MTP-3 User Adaptation Layer (M3UA) for SCTP is applied [19]. The following figure shows the signalling bearer protocol stacks for the ALCAP on Iur interface.

[image: image1.wmf] 

STC

 

(Q.2150.1)

 

ATM

 

SSCF

-

NNI

 

SSCOP

 

AAL5 SSCS

 

AAL5 Common Part

 

MTP

-

3B

 

SAR

 

CPCS

 

ATM

 

AAL5 Common Part

 

ALCAP

 

(Q.2630.1)

 

MTP

-

3B base

d Iur ALCAP Signalling Bearer

 

IP based Iur ALCAP Signalling Bearer

 

STC

 

(Q.2150.1)

 

M3UA

 

ALCAP

 

(Q.2630.1)

 

SCTP

 

IP

 

PHY

 

PHY

 




Figure 3: Signalling bearers for ALCAP on Iur interface
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