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8.2
Write-Replace

8.2.1
General

The purpose of this Write-Replace procedure is to broadcast new information or replace a message already broadcast to a chosen Service Area(s).

8.2.2
Successful Operation
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Figure 1: Write-Replace Procedure: Successful Operation

The CN shall initiate the procedure by sending a WRITE-REPLACE message to the RNC. 

The presence of a New Serial Number IE will indicate that this is a new broadcast. The presence of both the Old Serial Number IE and a New Serial Number IE will indicate that this message is a replacement of an existing broadcast. 
The RNC will initiate broadcasting of a new message or replace a message already broadcast as requested to the service areas as indicated in the Service Areas List IE.

The RNC shall uniquely identify the CBS message by the Message Identifier IE together with the serial number in the New Serial Number IE and the Service Areas List IE.
The RNC shall perform the broadcast according to the value of the Category IE as follows:

-
The Category IE, if given in the WRITE-REPLACE message, shall be treated as follows:

1.
If the value of Category IE is indicated as "High Priority", the RNC shall perform the broadcast immediately;

2.
If the value of Category IE is indicated as "Background", the RNC shall perform the broadcast when no other broadcast message indicated as "High Priority" or "Normal";
3.
If the value of Category IE is indicated as "Normal", the RNC shall perform the broadcast according to the Repetition Period IE.

-
If the Category IE is not given in the WRITE-REPLACE message, the RNC shall perform the broadcast as the same category indicated as "Normal".

The RNC shall pass the Data Coding Scheme IE transparently to the radio interface protocol.

The RNC shall pass the Broadcast Message Content IE Transparently to the radio interface protocol.

The RNC shall broadcast the message frequently according to the value of the Number of Broadcasts Requested IE. If the value is set to "0", the RNC shall broadcast the message until the CN requests otherwise.
Upon receipt of the WRITE-REPLACE message the RNC shall respond using the WRITE-REPLACE COMPLETE message containing a New Serial Number IE indicating that resources are available as requested for the Service Area(s) specified and a Number of Broadcasts Completed List IE to indicate the number of times the old broadcast message has been successfully broadcast to the particular Service Area(s). 

If the WRITE-REPLACE message sent from the CN:

· contained a New Serial Number IE but not an Old Serial Number IE, the Number of Broadcasts IE within the Number of Broadcasts Completed List IE is set to "0" for each included Service Area in the corresponding WRITE-REPLACE COMPLETE message.

· contained both the New Serial Number IE and the Old Serial Number IE, an entry is made in the Number of Broadcasts IE in the Number of Broadcasts Completed List IE for each included Service Area in the corresponding WRITE-REPLACE COMPLETE message
. 



8.2.3
Unsuccessful Operation
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Figure 2: Write-Replace Procedure: Un-Successful Operation

If the RNC cannot allocate all the resources requested for the Service Area(s) specified in the WRITE-REPLACE message, then the RNC shall return a WRITE-REPLACE FAILURE message to the CN. A list of Service Area(s) where the requested resources are unavailable and appropriate cause value shall be provided in this WRITE-REPLACE FAILURE message in the Failure List IE.

This WRITE-REPLACE FAILURE message may also include those Service Area(s) where the requested resources were available and shall indicate in the Number of Broadcasts Completed List IE those Service Area(s) which completed the request. 

If the WRITE-REPLACE message sent from the CN:

· contained a New Serial Number IE but not an Old Serial Number IE, the Number of Broadcasts IE within the Number of Broadcasts Completed List IE is set to ‘0’ for each included Service Area in the corresponding WRITE-REPLACE FAILURE message.

· contained both the New Serial Number IE and the Old Serial Number IE, an entry is made in Number of Broadcasts IE in the Number of Broadcasts Completed List IE for each included Service Area in the corresponding WRITE-REPLACE FAILURE message
.
8.2.4
Abnormal Conditions




�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the lastest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �Page: 1��� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. Work item acronyms are listed in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �Page: 2��� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �Page: 2��� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'Page: '#'�'"  �Page: 2��� Enter each the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �Page: 2��� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �Page: 2��� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �Page: 2��� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  ��





this is a new message, thus no Number of Broadcast Completed List IE is necessary (a response is sent immediately), since we are using the ‘Write’ part of this procedure.








�PAGE \# "'Page: '#'�'"  ��


to report the No. of Broadcasts of the old message (now being replaced) to the CN (CBC).











�PAGE \# "'Page: '#'�'"  ��





same as above.





�PAGE \# "'Page: '#'�'"  ��


to report the No. of Broadcasts of the old message (now being replaced) to the CN (CBC).
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