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9.2.3.7
Midamble Shift And Burst Type

This information element indicates burst type and midamble allocation.
The 256 chip midamble supports 3 different time shifts, the 512 chips midamble may support 8 or even 16 time shifts.
Three different midamble allocation schemes exist:

Default midamble: the midamble is allocated by layer 1 depending on the associated channelisation code (DL and UL)

Common midamble: the midamble is allocated by layer 1 depending on the number of channelisation codes (possible in DL only)

UE specific midamble: a UE specific midamble is explicitly assigned (DL and UL)
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Burst Type
	
	
	
	

	>Type1
	
	
	
	

	>>Midamble Configuration Burst Type 1 And 3
	M
	
	INTEGER (4, 8, 16)
	As defined in [19]

	>>CHOICE Midamble Allocation Mode
	M
	
	
	

	>>>Default Midamble
	
	
	NULL
	

	>>>Common Midamble
	
	
	NULL
	

	>>>UE Specific Midamble
	
	
	
	

	>>Midamble Shift Long
	M
	
	INTEGER (0..15)
	

	>Type2
	
	
	
	

	>>Midamble Configuration Burst Type 2
	M
	
	INTEGER (3,6)
	As defined in [19]

	>>CHOICE Midamble Allocation Mode
	M
	
	
	

	>>>Default Midamble
	
	
	NULL
	

	>>>Common Midamble
	
	
	NULL
	

	>>>UE Specific Midamble
	
	
	
	

	>>Midamble Shift Short
	M
	
	INTEGER (0..5)
	

	>Type3
	
	
	
	UL only

	>>Midamble Configuration Burst Type 1 And 3
	M
	
	INTEGER (4, 8, 16)
	As defined in [19]

	>>CHOICE Midamble Allocation Mode
	M
	
	
	

	>>>Default Midamble
	
	
	NULL
	

	>>>UE Specific Midamble
	
	
	
	

	>>Midamble Shift Long
	M
	
	INTEGER (0..15)
	


9.2.3.7A
Midamble Shift LCR

This information element indicates midamble allocation in 1.28Mcps TDD.
Three different midamble allocation schemes exist:

Default midamble: the midamble is allocated by layer 1 depending on the associated channelisation code (DL and UL)

Common midamble: the midamble is allocated by layer 1 depending on the number of channelisation codes (possible in DL only)

UE specific midamble: a UE specific midamble is explicitly assigned (DL and UL)
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Midamble Allocation Mode
	M
	
	ENUMERATED (

Default midamble, 

Common midamble, 

UE specific midamble,

…)
	

	Midamble Shift Long
	C-UE
	
	INTEGER (0..15)
	

	Midamble Configuration LCR
	M
	
	ENUMERATED (2, 4, 6, 8, 10, 12, 14, 16, ...)
	As defined in [19]


	Condition
	Explanation

	UE
	The IE shall be present if the Midamble Allocation Mode IE is set to "UE-specific midamble".


/* partly omitted */
9.3.4 Information Element Definitions

/* partly omitted */
-- ==========================================

--
M

-- ==========================================

MaximumDL-PowerCapability ::=  INTEGER(0..500)

-- Unit dBm, Range 0dBm .. 50dBm, Step +0.1dB
MaximumTransmissionPower ::=  INTEGER(0..500)

-- Unit dBm, Range 0dBm .. 50dBm, Step +0.1dB

MaxNrOfUL-DPDCHs ::= INTEGER (1..6)

Max-Number-of-PCPCHes ::= INTEGER (1..64,...)
MaxPRACH-MidambleShifts ::= ENUMERATED {


shift4,


shift8,


...

}

MeasurementFilterCoefficient ::= ENUMERATED {k0, k1, k2, k3, k4, k5, k6, k7, k8, k9, k11, k13, k15, k17, k19,...}
-- Measurement Filter Coefficient to be used for measurement

MeasurementID ::= INTEGER (0..1048575)

MessageStructure ::= SEQUENCE (SIZE (1..maxNrOfLevels)) OF


SEQUENCE { 


iE-ID




ProtocolIE-ID,



repetitionNumber

RepetitionNumber1

OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { {MessageStructure-ExtIEs} } OPTIONAL,



...


}

MessageStructure-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
MidambleConfigurationLCR ::=
ENUMERATED {v2, v4, v6, v8, v10, v12, v14, v16, ...}
MidambleConfigurationBurstType1And3 ::=

ENUMERATED {v4, v8, v16}
MidambleConfigurationBurstType2 ::=

ENUMERATED {v3, v6}
MidambleShiftAndBurstType ::=

CHOICE {



type1







SEQUENCE {



midambleConfigurationBurstType1And3
MidambleConfigurationBurstType1And3,



midambleAllocationMode 



CHOICE {




defaultMidamble





NULL,




commonMidamble





NULL,




ueSpecificMidamble




MidambleShiftLong,




...



},


...


},


type2







SEQUENCE {



midambleConfigurationBurstType2

MidambleConfigurationBurstType2,



midambleAllocationMode 



CHOICE {




defaultMidamble





NULL,




commonMidamble





NULL,




ueSpecificMidamble




MidambleShiftShort,




...



},



...


},


type3







SEQUENCE {



midambleConfigurationBurstType1And3
MidambleConfigurationBurstType1And3,



midambleAllocationMode 



CHOICE {




defaultMidamble





NULL,




ueSpecificMidamble




MidambleShiftLong,



...



},



...


},


...

}

MidambleShiftLong ::=



INTEGER (0..15)

MidambleShiftShort ::=



INTEGER (0..5)
MidambleShiftLCR ::= SEQUENCE {


midambleAllocationMode

MidambleAllocationMode,


midambleShift



MidambleShiftLong

OPTIONAL,


-- The IE shall be present if the Midamble Allocation Mode IE is set to "UE specific midamble".
midambleConfigurationLCR

MidambleConfigurationLCR,

iE-Extensions



ProtocolExtensionContainer { {MidambleShiftLCR-ExtIEs} }

OPTIONAL,


...


}

MidambleAllocationMode ::= ENUMERATED {


defaultMidamble,


commonMidamble,


uESpecificMidamble, 


...


}
MidambleShiftLCR-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
MinimumDL-PowerCapability ::=  INTEGER(0..800)

-- Unit dBm, Range -30dBm .. 50dBm, Step +0.1dB
MinSpreadingFactor ::= ENUMERATED {



v4,



v8,



v16,



v32,



v64,



v128,



v256,



v512
}

--  TDD Mapping scheme for  the minimum spreading factor 1 and 2: "256" means 1, "512" means 2

Modulation ::= ENUMERATED {


qPSK,


eightPSK,


...

}
MinUL-ChannelisationCodeLength ::= ENUMERATED {

v4,


v8,


v16,


v32,


v64,


v128,

v256,


...

}

MultiplexingPosition ::= ENUMERATED {


fixed,


flexible
}

/* partly omitted */
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