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9.2.3.11
Geographical Area

Geographical Area IE is used to identify an area, as seen from the CN, using geographical coordinates. The reference system is the same as the one used in [20].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Choice Geographical Area
	
	
	
	

	>Point
	
	
	See below
	Ellipsoid point

	>Point With Uncertainty
	
	
	See below
	Ellipsoid point with uncertainty circle

	>Polygon
	
	
	See below
	List of Ellipsoid points

	>Ellipsoid point with uncertainty Ellipse
	
	
	See below
	Ellipsoid point with uncertainty Ellipse

	>Ellipsoid point with altitude
	
	
	See below
	Ellipsoid point with altitude

	>Ellipsoid point with altitude and uncertainty Ellipsoid
	
	
	See below
	Ellipsoid point with altitude and uncertainty Ellipsoid

	>Ellipsoid Arc
	
	
	See below
	Ellipsoid Arc


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Point
	
	
	
	

	>Geographical Coordinates
	M
	
	See below
	


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Point With Uncertainty
	
	
	
	

	>Geographical Coordinates
	M
	
	See below
	

	>Uncertainty Code
	M
	
	INTEGER(

0..127)
	The uncertainty "r" is derived from the "uncertainty code" k by

r = 10x(1.1k-1)


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Polygon
	
	
	
	

	>Geographical Coordinates
	M
	1 to <maxnoofPoints>
	See below
	


	Range bound
	Explanation

	maxnoofPoints
	Maximum no. of points in polygon. Value is 15.


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Ellipsoid point with uncertainty Ellipse
	
	
	
	

	>Geographical Coordinates
	M
	
	See below
	

	>Uncertainty Ellipse
	M
	
	See below
	

	>Confidence
	M
	
	INTEGER(

0..127)
	


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Ellipsoid point with altitude
	
	
	
	

	>Geographical Coordinates
	M
	
	See below
	

	>Altitude and direction
	M
	
	See below
	


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Ellipsoid point with altitude and uncertainty Ellipsoid
	
	
	
	

	>Geographical Coordinates
	M
	
	See below
	

	>Altitude and direction
	M
	
	See below
	

	>Uncertainty Ellipse
	M
	
	See below
	

	>Uncertainty Altitude
	M
	
	INTEGER(

0..127)
	

	>Confidence
	M
	
	INTEGER(

0..127)
	


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Ellipsoid Arc
	
	
	
	

	>Geographical Coordinates
	M
	
	See below
	

	>Inner radius
	M
	
	INTEGER (

0..216-1)
	The relation between the value (N) and the radius (r) in meters it describes is 5N( r <5(N+1), except for N=216-1 for which the range is extended to include all grater values of (r).

	>Uncertainty radius
	M
	
	INTEGER(

0..127)
	The uncertainty "r" is derived from the "uncertainty code" k by

r = 10x(1.1k-1)

	>Offset angle
	M
	
	INTEGER(

0..179)
	The relation between the value (N) and the angle (a) in degrees it describes is 
2N( a <2(N+1)

	>Included angle
	M
	
	INTEGER(

0..179)
	The relation between the value (N) and the angle (a) in degrees it describes is 
2N( a <2(N+1)

	>Confidence
	M
	
	INTEGER(

0..127)
	


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Geographical Coordinates
	
	
	
	

	>Latitude Sign
	M
	
	ENUMERATED (North, South)


	

	>Degrees Of Latitude
	M
	
	INTEGER (

0..223-1)
	The IE value (N) is derived by this formula:

N223 X /90  N+1

X being the latitude in degree (0°.. 90°)

	>Degrees Of Longitude
	M
	
	INTEGER (

-223..223-1)
	The IE value (N) is derived by this formula:

N224 X /360  N+1

X being the longitude in degree (-180°..+180°)



	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Uncertainty Ellipse
	
	
	
	

	>Uncertainty semi-major
	M
	
	INTEGER(

0..127)
	The uncertainty "r" is derived from the "uncertainty code" k by

r = 10x(1.1k-1)

	>Uncertainty semi-minor
	M
	
	INTEGER(

0..127)
	The uncertainty "r" is derived from the "uncertainty code" k by

r = 10x(1.1k-1)

	>Orientation of major axis
	M
	
	INTEGER(

0..179)
	The relation between the IE value (N) and the angle (a) in degrees it describes is 
2N( a <2(N+1). The values 90..179 shall not be used.


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Altitude and direction
	
	
	
	

	>Direction of Altitude
	M
	
	ENUMERATED (Height, Depth)


	

	>Altitude
	M
	
	INTEGER (

0..215-1)
	The relation between the value (N) and the altitude (a) in meters it describes is N( a <N+1, except for N=215-1 for which the range is extended to include all grater values of (a).


/* partly omitted */
9.3.4 Information Element Definitions

/* partly omitted */
-- G

GeographicalArea ::= CHOICE {


point



GA-Point,


pointWithUnCertainty

GA-PointWithUnCertainty,


polygon



GA-Polygon,


...,


pointWithUncertaintyEllipse

GA-PointWithUnCertaintyEllipse,


pointWithAltitude

GA-PointWithAltitude,


pointWithAltitudeAndUncertaintyEllipsoid

GA-PointWithAltitudeAndUncertaintyEllipsoid,


ellipsoidArc

GA-EllipsoidArc

}

GeographicalCoordinates ::= SEQUENCE {


latitudeSign


ENUMERATED { north, south },


latitude


INTEGER (0..8388607),


longitude


INTEGER (-8388608..8388607),


iE-Extensions


ProtocolExtensionContainer { {GeographicalCoordinates-ExtIEs} } OPTIONAL,


...

}

GeographicalCoordinates-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

GA-AltitudeAndDirection ::= SEQUENCE {


directionOfAltitude

ENUMERATED {height, depth},

altitude

INTEGER (0..32767),

...

}

GA-EllipsoidArc ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


innerRadius




INTEGER (0..65535),


uncertaintyRadius


INTEGER (0..127),

offsetAngle




INTEGER (0..179),


includedAngle



INTEGER (0..179),


confidence




INTEGER (0..127),


iE-Extensions



ProtocolExtensionContainer { { GA-EllipsoidArc-ExtIEs} } OPTIONAL,


...

}

GA-EllipsoidArc-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}
GA-Point ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


iE-Extensions


ProtocolExtensionContainer { {GA-Point-ExtIEs} } OPTIONAL,


...

}

GA-Point-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

GA-PointWithAltitude ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


altitudeAndDirection

GA-AltitudeAndDirection,


iE-Extensions



ProtocolExtensionContainer { { GA-PointWithAltitude-ExtIEs} } OPTIONAL,


...

}

GA-PointWithAltitude-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

GA-PointWithAltitudeAndUncertaintyEllipsoid ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


altitudeAndDirection

GA-AltitudeAndDirection,


uncertaintyEllipse


GA-UncertaintyEllipse,


uncertaintyAltitude


INTEGER (0..127),


confidence




INTEGER (0..127),


iE-Extensions



ProtocolExtensionContainer { { GA-PointWithAltitudeAndUncertaintyEllipsoid-ExtIEs} } OPTIONAL,


...

}

GA-PointWithAltitudeAndUncertaintyEllipsoid-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

GA-PointWithUnCertainty ::=SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


iE-Extensions


ProtocolExtensionContainer { {GA-PointWithUnCertainty-ExtIEs} } OPTIONAL,


uncertaintyCode


INTEGER (0..127)

}

GA-PointWithUnCertainty-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

GA-PointWithUnCertaintyEllipse ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


uncertaintyEllipse


GA-UncertaintyEllipse,


confidence




INTEGER (0..127),


iE-Extensions



ProtocolExtensionContainer { { GA-PointWithUnCertaintyEllipse-ExtIEs} } OPTIONAL,


...

}

GA-PointWithUnCertaintyEllipse-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

GA-Polygon ::= SEQUENCE (SIZE (1..maxNrOfPoints)) OF


SEQUENCE {



geographicalCoordinates

GeographicalCoordinates,



iE-Extensions


ProtocolExtensionContainer { {GA-Polygon-ExtIEs} } OPTIONAL,



...


}

GA-Polygon-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

GA-UncertaintyEllipse ::= SEQUENCE {


uncertaintySemi-major

INTEGER (0..127),

uncertaintySemi-minor

INTEGER (0..127),

orientationOfMajorAxis

INTEGER (0..179), 
-- The values 90..179 shall not be used.

...
}

GERAN-BSC-Container



::= OCTET STRING

        -- GERAN BSC Container as defined in [11] --
GERAN-Classmark
 



::= OCTET STRING

        -- GERAN Classmark as defined in [11] --

GlobalCN-ID ::= SEQUENCE {


pLMNidentity



PLMNidentity,


cN-ID



CN-ID

}

GlobalRNC-ID ::= SEQUENCE {


pLMNidentity



PLMNidentity,


rNC-ID



RNC-ID

}

GTP-TEI




::= OCTET STRING (SIZE (4))

-- Reference: xx.xxx

GuaranteedBitrate


::= INTEGER (0..16000000)

-- Unit is bits per sec
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