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8.3.1.2 Successful Operation

/*Partly omitted*/
 [TDD – CCTrCH Handling]:

[TDD – If the UL CCTrCH Information IE is present in the RADIO LINK SETUP REQUEST message, the DRNS shall configure the new UL CCTrCH(s) according to the parameters given in the message.]

[TDD – If the DL CCTrCH Information IE is present in the RADIO LINK SETUP REQUEST message, the DRNS shall configure the new DL CCTrCH(s) according to the parameters given in the message.]

[TDD – If the TPC CCTrCH List IE is present in the RADIO LINK SETUP REQUEST message, the DRNS shall configure the identified UL CCTrCHs with TPC according to the parameters given in the message.]

HS-DSCH(s):

If the HS-DSCH Information IE is present, the DRNS shall establish the requested HS-DSCH resources on the RL indicated by the HS-PDSCH RL ID IE.

In addition, if the HS-PDSCH RL ID IE indicates a radio link in the DRNS, then the DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the RADIO LINK SETUP RESPONSE message.

The DRNS shall also include the Binding ID IE and Transport Layer Address IE for establishment of transport bearer(s) for the HS-DSCH MAC-d flows on this radio link.

If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and Binding ID IE in the HS-DSCH Information IE for an HS-DSCH MAC-d flow, the DRNC may use the transport layer address and the binding identifier received from the SRNC when establishing a transport bearer for the concerned HS-DSCH MAC-d flow.

If the HS-DSCH Information IE is included in the RADIO LINK SETUP REQUEST message, the DRNS may use the Traffic Class IE to determine the transport bearer characteristics to apply between DRNC and Node B for the related MAC-d flows.

[FDD – If the HS-SCCH Power Offset IE is included in the HS-DSCH Information IE, the DRNS may use this value to determine the HS-SCCH power. If there are multiple HS-SCCHs assigned for one UE then the same power offset is applied to each of the HS-SCCH channel.]
The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the RADIO LINK SETUP RESPONSE message for each MAC-d flow, if the DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane as described in [32].

[FDD – The DRNS shall set the Measurement Feedback Reporting Cycle to a default value equal to the largest of the k1 and k2 values.]

[FDD – If RADIO LINK SETUP REQUEST message includes the HS-DSCH Information IE and the PDSCH RL ID IE indicates a Radio Link in the DRNS, then the DRNC shall include the Measurement Power Offset IE in the HS-DSCH Information Response IE in the RADIO LINK SETUP RESPONSE message.]
If the RADIO LINK SETUP REQUEST message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH Information IE, the DRNS shall use this information for QoS management purposes. The concept Guaranteed Bit Rate is in accordance with [42]. It indicates up to which bit rates required QoS attributes should be adhered to.
Physical Channels Handling:

[FDD - Compressed Mode]:

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE, the DRNS shall store the information about the Transmission Gap Pattern Sequences to be used in the Compressed Mode Configuration. This Compressed Mode Configuration shall be valid in the DRNS until the next Compressed Mode Configuration is configured in the DRNS or the last Radio Link is deleted.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE and the Active Pattern Sequence Information IE, the DRNS shall use the information to activate the indicated Transmission Gap Pattern Sequence(s) in the new RL. The received CM Configuration Change CFN IE refers to latest passed CFN with that value. The DRNS shall treat the received TGCFN IEs as follows:]

-
[FDD - If any received TGCFN IE has the same value as the received CM Configuration Change CFN IE, the DRNS shall consider the concerned Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD - If any received TGCFN IE does not have the same value as the received CM Configuration Change CFN IE but the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE has already passed, the DRNS shall consider the concerned Transmission Gap Pattern Sequence as activated at that CFN.]

-
[FDD - For all other Transmission Gap Pattern Sequences included in the Active Pattern Sequence Information IE, the DRNS shall activate each Transmission Gap Pattern Sequence at the first CFN after the CM Configuration Change CFN with a value equal to the TGCFN IE for the Transmission Gap Pattern Sequence.]

[FDD- If the Downlink Compressed Mode Method IE in one or more Transmission Gap Pattern Sequence is set to "SF/2" in the RADIO LINK SETUP REQUEST message, the DRNS shall include the Transmission Gap Pattern Sequence Scrambling Code Information IE in the RADIO LINK SETUP RESPONSE message indicating for each DL Channelisation Code whether the alternative scrambling code shall be used or not.]

[FDD - DL Code Information]:

[FDD – When more than one DL DPDCH are assigned per RL, the segmented physical channel shall be mapped on to DL DPDCHs according to [8]. When p number of DL DPDCHs are assigned to each RL, the first pair of DL Scrambling Code and FDD DL Channelisation Code Number corresponds to "PhCH number 1", the second to "PhCH number 2", and so on until the pth to "PhCH number p".]
/*Partly omitted*/
8.3.4.2
Successful Operation

/*Partly omitted*/
RL Information:

[FDD- If the RL Information IE includes the DL DPCH Timing Adjustment IE, the DRNS shall adjust the timing of the radio link accordingly in the new configuration.]

HS-DSCH Information Addition/Modification/Deletion:

If the RADIO LINK RECONFIGURATION PREPARE message includes any HS-DSCH Information To Modify, HS-DSCH Information To Add or HS-DSCH Information to Delete IEs, then the DRNS shall use this information to add/modify/delete the indicated HS-DSCH resources to/from the radio link, in the same way as the DCH info is used to add/modify/release DCHs.

If the RADIO LINK RECONFIGURATION PREPARE message includes an HS-DSCH Information to Delete IE requesting the deletion of all HS-DSCH resources for the UE Context, then the DRNC shall release the HS-DSCH-RNTI allocated to the UE Context, if there was one.

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-PDSCH RL ID IE and there is a HS-DSCH existing in the UE Context after reconfiguration, then:

-
If the indicated HS-PDSCH RL ID is in the DRNS and there was no HS-DSCH-RNTI allocated to the UE Context, the DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the RADIO LINK RECONFIGURATION READY message.

-
If the indicated HS-PDSCH RL ID is in the DRNS and there was an HS-DSCH-RNTI allocated to the UE Context, the DRNC shall allocate a new HS-DSCH-RNTI to the UE Context, release the old HS-DSCH-RNTI and include the HS-DSCH-RNTI IE in the RADIO LINK RECONFIGURATION READY message.

-
If the indicated HS-PDSCH RL ID is not in the DRNS and there was an HS-DSCH-RNTI allocated to the UE Context, the DRNC shall release this HS-DSCH-RNTI.

· If a reset of the MAC-hs is not required the DRNC shall include the MAC-hs Reset Indicator IE  in the RADIO LINK RECONFIGURATION READY message.

· [FDD – If the indicated HS-PDSCH RL ID is in the DRNS and is different from previous one, then the DRNC shall include the Measurement Power Offset IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
If the RADIO LINK RECONFIGURATION PREPARE message includes any HS-DSCH Information To Add IE or HS-DSCH Information To Modify IE, then the DRNS may use the Traffic Class IE to determine the transport bearer characteristics to apply between DRNC and Node B for the related MAC-d flows.

[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the CQI Feedback Cycle k IE, the CQI Repetition Factor IE , the ACK-NACK Repetiton Factor IE, the ACK Power Offset IE, the NACK Power Offset IE or the CQI Power Offset IE in the HS-DSCH Information To Modify IE, then the DRNS shall use the indicated CQI Feedback Cycle k value, the CQI Repetition Factor or the ACK-NACK Repetition Factor, ACK Power Offset, the NACK Power Offset or the CQI Power Offset  in the new configuration.]

[FDD – If the HS-SCCH Power Offset IE is included in the HS-DSCH Information To Add IE or HS-DSCH Information To Modify IE, the DRNS may use this value to determine the HS-SCCH power. If there are multiple HS-SCCHs assigned for one UE then the same power offset is applied to each of the HS-SCCH channel.]
If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Window Size  IE in the HS-DSCH Information To Modify IE, then the DRNS shall use the indicated MAC-hs window size value in the new configuration.

The DRNC shall include the HS-DSCH Initial Capacity Allocation IE in the RADIO LINK RECONFIGURATION READY message for each MAC-d flow, if the DRNS allows the SRNC to start transmission of MAC-d PDUs before the DRNS has allocated capacity on user plane as described in [32].
If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH Information To Add IE or HS-DSCH Information To Modify IE, the DRNS shall use this information for QoS management purposes. The concept Guaranteed Bit Rate is in accordance with [42]. It indicates up to which bit rates required QoS attributes should be adhered to.
[1.28Mcps TDD – Uplink Synchronisation Parameters LCR]:

[1.28Mcps TDD -If the Uplink Synchronisation Parameters LCR IE is present, the DRNC shall use the indicated values of Uplink synchronisation stepsize IE and Uplink synchronisation frequency IE when evaluating the timing of the UL synchronisation.]

/*Partly omitted*/
9.2.1.30Q
HS-DSCH Information To Modify
The HS-DSCH Information To Modify IE provides information for HS-DSCH to be modified.

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

HS-DSCH MAC-d Flow Specific Information

0..<maxnoofMACdFlows>


–


>HS-DSCH MAC-d Flow ID
M

9.2.1.30O

–


>Allocation/Retention

Priority
O

9.2.1.1A

–


>Transport Bearer Request Indicator
M

9.2.1.61

–


>Traffic Class
O

9.2.1.58A

–


>Binding ID
O

9.2.1.3
Shall be ignored if bearer establishment with ALCAP.
–


>Transport Layer Address
O

9.2.1.62
Shall be ignored if bearer establishment with ALCAP.
–


>Priority Queue Information

0..<maxnoofPrioQueues>


–


>>Priority Queue ID
M

9.2.1.45A

–


>>Scheduling Priority

Indicator
O

9.2.1.51A

–


>>MAC-hs Window Size
O

9.2.1.34C

–


>>MAC-hs Guaranteed Bit Rate
O

9.2.1.xx

–


>>MAC-d PDU Size Index

0..<maxnoofMACdPDUindexes>


–


>>>SID
M

9.2.1.52D

–


>>>MAC-d PDU Size
O

9.2.1.34A

–


CQI Feedback  Cycle k
O

9.2.2.24a
For FDD only
–


CQI Repetition Factor
O

9.2.2.24c
For FDD only
–


ACK-NACK Repetition Factor
O

9.2.2.a
For FDD only
–


CQI Power Offset
O

9.2.2.24b
For FDD only 
–


ACK Power Offset
O

9.2.2.b
For FDD only
–


NACK Power Offset
O

9.2.2.26a
For FDD only
–


HS-SCCH Power Offset
O

9.2.2.19d
For FDD only
–


Range bound
Explanation

maxnoofMACdFlows
Maximum number of MAC-d flows.

maxnoofPrioQueues
Maximum number of Priority Queues.

maxnoofMACdPDUindexes
Maximum number of MAC-d PDU Size Indexes (SIDs).

9.2.1.xx
MAC-hs Guaranteed Bit Rate 
The MAC-hs Guaranteed Bit Rate IE indicates a bit rate measured in bits per second and describes the traffic offered to a MAC-hs Priority Queue. 

IE/Group Name
Presence
Range
IE type and reference
Semantics description

MAC-hs Guaranteed Bit Rate


INTEGER (0..16000000)
Unit: bit/s

9.2.2.19a
HS-DSCH FDD Information
The HS-DSCH FDD Information IE provides information for HS-DSCH MAC-d flows to be established.

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

HS-DSCH MAC-d Flow Specific Information

1..<maxnoofMACdFlows>


–


>HS-DSCH MAC-d Flow ID
M

9.2.1.30O

–


>Allocation/Retention

Priority
M

9.2.1.1A

–


>Traffic Class
M

9.2.1.58A

–


>Binding ID
O

9.2.1.3
Shall be ignored if bearer establishment with ALCAP.
–


>Transport Layer Address
O

9.2.1.62
Shall be ignored if bearer establishment with ALCAP.
–


>Priority Queue Information

1..<maxnoofPrioQueues>


–


>>Priority Queue ID
M

9.2.1.45A

–


>>Scheduling Priority

Indicator
M

9.2.1.51A

–


>>MAC-hs Window Size
M

9.2.1.34C

–


>>MAC-hs Guaranteed Bit Rate
O

9.2.1.xx

–


>>MAC-d PDU Size Index

1..<maxnoofMACdPDUindexes>


–


>>>SID
M

9.2.1.52D

–


>>>MAC-d PDU Size
M

9.2.1.34A

–


UE Capabilities information

1


–


>HS-DSCH TrCH Bits per HS-DSCH TTI
M

ENUMERATED

(7300, 14600, 20456, 28800,…)

–


>HS-DSCH multi-code capability
M

ENUMERATED

(5, 10, 15,…)

–


>Min Inter-TTI Interval
M

INTEGER

(1..3,…)

–


>MAC-hs reordering buffer size
M

INTEGER

(1..300,…)
The total buffer size defined in UE capability minus the RLC AM buffer
–


HARQ Information

1..<maxnoofHARQprocesses>


–


>Process memory size
M

INTEGER

(1..172800,…)
Number of soft channel bits per process.
–


CQI Feedback  Cycle k
M

9.2.2.24a

–


CQI Repetition Factor
C-CQICyclek

9.2.2.24c

–


ACK-NACK Repetition Factor
M

9.2.2.a

–


CQI Power Offset 
M

9.2.2.24b

–


ACK Power Offset
M

9.2.2.b

–


NACK Power Offset
M

9.2.2.26a

–


HS-SCCH Power Offset
O

9.2.2.19d

–


Condition
Explanation

CQICyclek
The IE shall be present if the CQI Feedback  Cycle k IE is set to a value greater than 0.

Range bound
Explanation

maxnoofMACdFlows
Maximum number of MAC-d flows.

maxnoofPrioQueues
Maximum number of Priority Queues.

maxnoofMACdPDUindexes
Maximum number of MAC-d PDU Size Indexes (SIDs).

maxnoofHARQprocesses
Maximum number of HARQ processes.

9.2.3.3aa
HS-DSCH TDD Information

The HS-DSCH TDD Information IE provides information for HS-DSCH to be established.

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

HS-DSCH MAC-d Flow Specific Information

1..<maxnoofMACdFlows>


–


>HS-DSCH MAC-d Flow ID
M

9.2.1.30O

–


>Allocation/Retention

Priority
M

9.2.1.1A

–


>Traffic Class
M

9.2.1.58A

–


>Binding ID
O

9.2.1.3
Shall be ignored if bearer establishment with ALCAP.
–


>Transport Layer Address
O

9.2.1.62
Shall be ignored if bearer establishment with ALCAP.
–


>Priority Queue Information

1..<maxnoofPrioQueues>


-


>>Priority Queue ID
M

9.2.1.45A

-


>>Scheduling Priority

Indicator
M

9.2.1.51A




>>MAC-hs Window Size
M

9.2.1.34C

–


>>MAC-hs Guaranteed Bit Rate
O

9.2.1.xx




>>MAC-d PDU Size Index

1..<maxnoofMACdPDUindexes>





>>>SID
M

9.2.1.52D

-


>>>MAC-d PDU Size
M

9.2.1.34A

-


UE Capabilities information

1


-


>HS-DSCH TrCH Bits per HS-DSCH TTI
M

ENUMERATED

(7040, 10228, 14080,…)

-


>HS-DSCH multi-code capability
M

ENUMERATED

(8, 12, 16,…)

-


>MAC-hs reordering buffer size
M

INTEGER

(1..300,…)
The total buffer size defined in UE capability minus the RLC AM buffer



HARQ Information

1..<maxnoofHARQprocesses>


–


>Process memory size
M

INTEGER

(1..168960,…)
Number of soft channel bits per process.
-


Range bound
Explanation

maxnoofMACdFlows
Maximum number of MAC-d flows.

maxnoofPrioQueues
Maximum number of Priority Queues.

maxnoofMACdPDUindexes
Maximum number of MAC-d PDU Size Indexes (SIDs).

maxnoofHARQprocesses
Maximum number of HARQ processes.

9.3.4
Information Element Definitions

(
(
(
<Parts of the ASN.1 module is omitted>

(
(
(
-- M

MaxNrOfUL-DPCHs



::= INTEGER (1..6)

MAC-c-sh-SDU-Length


::= INTEGER (1..5000)
MAC-c-sh-SDU-LengthList ::= SEQUENCE(SIZE(1..maxNrOfMACcshSDU-Length)) OF MAC-c-sh-SDU-Length
MACdPDU-Size ::= INTEGER (1..5000,...)

MACdPDU-Size-IndexList ::= SEQUENCE (SIZE (1..maxNrOfPDUIndexes)) OF MACdPDU-Size-IndexItem

MACdPDU-Size-IndexItem ::= SEQUENCE {


sID








SID,


mACdPDU-Size





MACdPDU-Size,


iE-Extensions





ProtocolExtensionContainer { { MACdPDU-Size-IndexItem-ExtIEs } }


OPTIONAL,

...

}
MACdPDU-Size-IndexItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
MACdPDU-Size-IndexList-to-Modify ::= SEQUENCE (SIZE (1..maxNrOfPDUIndexes)) OF MACdPDU-Size-IndexItem-to-Modify

MACdPDU-Size-IndexItem-to-Modify ::= SEQUENCE {


sID








SID,


mACdPDU-Size





MACdPDU-Size






OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { MACdPDU-Size-IndexItem-to-Modify-ExtIEs } }


OPTIONAL,

...

}
MACdPDU-Size-IndexItem-to-Modify-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
MAChsGuaranteedBitRate ::= INTEGER (0..16000000)

MAC-hsWindowSize

::= ENUMERATED {v4, v6, v8, v12, v16, v24, v32,...}

MaximumAllowedULTxPower

::= INTEGER (-50..33)

MaxNrDLPhysicalchannels 
::= INTEGER (1..224)

MaxNrTimeslots 



::= INTEGER (1..14)

MaxNrULPhysicalchannels 
::= INTEGER (1..2)

MaxTFCIvalue



::= INTEGER (1..1023)
MeasurementFilterCoefficient ::=  ENUMERATED{k0, k1, k2, k3, k4, k5, k6, k7, k8, k9, k11, k13, k15, k17, k19,...}
-- Measurement Filter Coefficient to be used for measurement
MeasurementID



::= INTEGER (0..1048575)

Measurement-Power-Offset ::= INTEGER(-12 .. 26)
-- Actual value = IE value * 0.5
MinimumSpreadingFactor

::= INTEGER (1..16)

Multi-code-info



::= INTEGER (1..16)
MultipleURAsIndicator ::= ENUMERATED {


multiple-URAs-exist,


single-URA-exists
}

MaxAdjustmentStep


::= INTEGER(1..10)

-- Unit Slot

MeasurementChangeTime

::= INTEGER (1..6000,...)

-- The MeasurementChangeTime  gives the MeasurementChangeTime
-- in number of 10 ms periods.
-- E.g. Value 6000 means 60000ms(1min)

-- Unit is ms, Step is 10 ms

Measurement-Feedback-Offset ::= INTEGER (0..79,...)

MeasurementHysteresisTime

::= INTEGER (1..6000,...)

-- The MeasurementHysteresisTime  gives the

-- MeasurementHysteresisTime in number of 10 ms periods.
-- E.g. Value 6000 means 60000ms(1min)

-- Unit is ms, Step is 10ms

MeasurementIncreaseDecreaseThreshold

::= CHOICE {


sir







SIR-Value-IncrDecrThres,


sir-error





SIR-Error-Value-IncrDecrThres,


transmitted-code-power


Transmitted-Code-Power-Value-IncrDecrThres,


rscp






RSCP-Value-IncrDecrThres,


round-trip-time




Round-Trip-Time-IncrDecrThres,

...,


extension-MeasurementIncreaseDecreaseThreshold

Extension-MeasurementIncreaseDecreaseThreshold
}
Extension-MeasurementIncreaseDecreaseThreshold
::= ProtocolIE-Single-Container {{ Extension-MeasurementIncreaseDecreaseThresholdIE }}
Extension-MeasurementIncreaseDecreaseThresholdIE RNSAP-PROTOCOL-IES ::= {

{ ID id-Load-Value-IncrDecrThres
CRITICALITY reject
TYPE Load-Value-IncrDecrThres
PRESENCE mandatory }|

{ ID id-Transmitted-Carrier-Power-Value-IncrDecrThres
CRITICALITY reject
TYPE Transmitted-Carrier-Power-Value-IncrDecrThres

PRESENCE mandatory }|

{ ID id-Received-Total-Wideband-Power-Value-IncrDecrThres
CRITICALITY reject
TYPE Received-Total-Wideband-Power-Value-IncrDecrThres

PRESENCE mandatory }|

{ ID id-UL-Timeslot-ISCP-Value-IncrDecrThres
CRITICALITY reject
TYPE UL-Timeslot-ISCP-Value-IncrDecrThres
PRESENCE mandatory }|

{ ID id-RT-Load-Value-IncrDecrThres
CRITICALITY reject
TYPE RT-Load-Value-IncrDecrThres
PRESENCE mandatory }|

{ ID id-NRT-Load-Information-Value-IncrDecrThres
CRITICALITY reject
TYPE NRT-Load-Information-Value-IncrDecrThres
PRESENCE mandatory }
}

MeasurementThreshold 


::= CHOICE {


sir







SIR-Value,


sir-error





SIR-Error-Value,


transmitted-code-power


Transmitted-Code-Power-Value,


rscp






RSCP-Value,


rx-timing-deviation



Rx-Timing-Deviation-Value,

round-trip-time




Round-Trip-Time-Value,

...,


extension-MeasurementThreshold
Extension-MeasurementThreshold
}
Extension-MeasurementThreshold
::= ProtocolIE-Single-Container {{ Extension-MeasurementThresholdIE }}
Extension-MeasurementThresholdIE RNSAP-PROTOCOL-IES ::= {

{ ID id-TUTRANGPSMeasurementThresholdInformation
CRITICALITY reject
TYPE TUTRANGPSMeasurementThresholdInformation

PRESENCE mandatory }|

{ ID id-SFNSFNMeasurementThresholdInformation
CRITICALITY reject
TYPE SFNSFNMeasurementThresholdInformation

PRESENCE mandatory }|

{ ID id-Load-Value
CRITICALITY reject
TYPE Load-Value

PRESENCE mandatory }|

{ ID id-Transmitted-Carrier-Power-Value

CRITICALITY reject
TYPE Transmitted-Carrier-Power-Value

PRESENCE mandatory }|


{ ID id-Received-Total-Wideband-Power-Value

CRITICALITY reject
TYPE Received-Total-Wideband-Power-Value

PRESENCE mandatory }|


{ ID id-UL-Timeslot-ISCP-Value

CRITICALITY reject
TYPE UL-Timeslot-ISCP-Value

PRESENCE mandatory }|

{ ID id-RT-Load-Value
CRITICALITY reject
TYPE RT-Load-Value

PRESENCE mandatory }|

{ ID id-NRT-Load-Information-Value
CRITICALITY reject
TYPE NRT-Load-Information-Value

PRESENCE mandatory }|

{ ID id-Rx-Timing-Deviation-Value-LCR
CRITICALITY reject
TYPE Rx-Timing-Deviation-Value-LCR
PRESENCE mandatory}
}

MidambleConfigurationBurstType1And3 ::=

ENUMERATED {v4, v8, v16}
MidambleConfigurationBurstType2 ::=

ENUMERATED {v3, v6}
MidambleShiftAndBurstType ::=

CHOICE {



type1







SEQUENCE {



midambleConfigurationBurstType1And3

MidambleConfigurationBurstType1And3,



midambleAllocationMode 



CHOICE {




defaultMidamble





NULL,




commonMidamble





NULL,




ueSpecificMidamble




MidambleShiftLong,




...



},



...


},


type2







SEQUENCE {



midambleConfigurationBurstType2

MidambleConfigurationBurstType2,



midambleAllocationMode 



CHOICE {




defaultMidamble





NULL,




commonMidamble





NULL,




ueSpecificMidamble




MidambleShiftShort,




...



},



...


},


type3







SEQUENCE {



midambleConfigurationBurstType1And3
MidambleConfigurationBurstType1And3,



midambleAllocationMode 


CHOICE {




defaultMidamble





NULL,




ueSpecificMidamble




MidambleShiftLong,




...



},



...


},


...

}

MidambleShiftLong ::=



INTEGER (0..15)

MidambleShiftShort ::=



INTEGER (0..5)
MidambleShiftLCR ::= SEQUENCE {


midambleAllocationMode

MidambleAllocationMode,


midambleShift



MidambleShiftLong

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {MidambleShiftLCR-ExtIEs} }

OPTIONAL,


...


}

MidambleAllocationMode ::= ENUMERATED {


defaultMidamble,


commonMidamble,


uESpecificMidamble, 


...


}
MidambleShiftLCR-ExtIEs  RNSAP-PROTOCOL-EXTENSION ::= {


...

}
MinUL-ChannelisationCodeLength

::= ENUMERATED {


v4,


v8,


v16,


v32,


v64,


v128,


v256

}

Modulation ::= ENUMERATED {


qPSK,


eightPSK,


...

}
MultiplexingPosition ::= ENUMERATED {


fixed,


flexible

}

MAChs-ResetIndicator ::= ENUMERATED{


mAChs-NotReset

}

(
(
(
<Parts of the ASN.1 module is omitted>

(
(
(
-- P

PagingCause ::= ENUMERATED {


terminating-conversational-call,


terminating-streaming-call,


terminating-interactive-call,


terminating-background-call,


terminating-low-priority-signalling,


...,


terminating-high-priority-signalling, 


terminating–cause-unknown
}

-- See in [16]
PagingRecordType ::= ENUMERATED {


imsi-gsm-map,


tmsi-gsm-map,


p-tmsi-gsm-map,


imsi-ds-41,


tmsi-ds-41,


...

}

-- See in [16]
PartialReportingIndicator ::= ENUMERATED {


partial-reporting-allowed

}
PayloadCRC-PresenceIndicator ::= ENUMERATED {


crc-included,


crc-not-included

}

PCCPCH-Power ::= INTEGER (-150..400,...)

-- PCCPCH-power = power * 10

-- If power <= -15 PCCPCH shall be set to -150

-- If power >= 40 PCCPCH shall be set to 400

-- Unit dBm, Range -15dBm .. +40 dBm, Step 0.1dBm
PCH-InformationList ::= SEQUENCE (SIZE(0..1)) OF PCH-InformationItem
PCH-InformationItem ::= SEQUENCE {


transportFormatSet



TransportFormatSet,


iE-Extensions




ProtocolExtensionContainer { { PCH-InformationItem-ExtIEs} } OPTIONAL,


...

}

PCH-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
PC-Preamble ::= INTEGER(0..7,...)
PDSCHCodeMapping ::= SEQUENCE {


dL-ScramblingCode

DL-ScramblingCode,


signallingMethod

PDSCHCodeMapping-SignallingMethod,


iE-Extensions


ProtocolExtensionContainer { { PDSCHCodeMapping-ExtIEs} } OPTIONAL,


...

}

PDSCHCodeMapping-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCHCodeMapping-SignallingMethod ::= CHOICE {


pDSCHCodeMapping-SignallingMethod-CodeRange

PDSCHCodeMapping-SignallingMethod-CodeRange,


pDSCHCodeMapping-SignallingMethod-TFCIRange

PDSCHCodeMapping-SignallingMethod-TFCIRange,


pDSCHCodeMapping-SignallingMethod-Explicit

PDSCHCodeMapping-SignallingMethod-Explicit,


...,


pDSCHCodeMapping-SignallingMethod-Replace

PDSCHCodeMapping-SignallingMethod-Replace
 }
PDSCHCodeMapping-SignallingMethod-CodeRange ::= SEQUENCE (SIZE (1..maxNoCodeGroups)) OF

SEQUENCE {



spreadingFactor


SpreadingFactor,



multi-code-info


Multi-code-info,



start-CodeNumber

CodeNumber,



stop-CodeNumber


CodeNumber,



iE-Extensions


ProtocolExtensionContainer { { PDSCHCodeMapping-SignallingMethod-CodeRange-ExtIEs} } OPTIONAL,


...


}

PDSCHCodeMapping-SignallingMethod-CodeRange-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
PDSCHCodeMapping-SignallingMethod-TFCIRange ::= SEQUENCE (SIZE (1..maxNoTFCIGroups)) OF

SEQUENCE {



maxTFCIvalue


MaxTFCIvalue,



spreadingFactor


SpreadingFactor,



multi-code-info


Multi-code-info,



codeNumber



CodeNumber,



iE-Extensions


ProtocolExtensionContainer { { PDSCHCodeMapping-SignallingMethod-TFCIRange-ExtIEs} } OPTIONAL,


...


}

PDSCHCodeMapping-SignallingMethod-TFCIRange-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
PDSCHCodeMapping-SignallingMethod-Explicit ::= SEQUENCE (SIZE (1..maxTFCI2Combs)) OF

SEQUENCE {



spreadingFactor


SpreadingFactor,



multi-code-info


Multi-code-info,



codeNumber



CodeNumber,



iE-Extensions


ProtocolExtensionContainer { { PDSCHCodeMapping-SignallingMethod-Explicit-ExtIEs} } OPTIONAL,


...


}
PDSCHCodeMapping-SignallingMethod-Explicit-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
PDSCHCodeMapping-SignallingMethod-Replace ::= SEQUENCE (SIZE (1..maxTFCI2Combs)) OF


SEQUENCE {



tfci-Field2




TFCS-MaxTFCI-field2-Value,



spreadingFactor



SpreadingFactor,



multi-CodeInfo



Multi-code-info,



codeNumber




CodeNumber,



iE-Extensions



ProtocolExtensionContainer { { PDSCHCodeMapping-SignallingMethod-Replace-ExtIEs} }

OPTIONAL,


...

}

PDSCHCodeMapping-SignallingMethod-Replace-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Periodic ::= SEQUENCE {


reportPeriodicity

ReportPeriodicity,


iE-Extensions


ProtocolExtensionContainer { {Periodic-ExtIEs} } OPTIONAL,


...

}

Periodic-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PeriodicInformation ::= SEQUENCE {


informationReportPeriodicity

InformationReportPeriodicity,


iE-Extensions





ProtocolExtensionContainer { {PeriodicInformation-ExtIEs} } OPTIONAL,


...

}

PeriodicInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Permanent-NAS-UE-Identity ::= CHOICE {


imsi

IMSI,


...

}
PLMN-Identity ::= OCTET STRING (SIZE(3))
PowerAdjustmentType ::= ENUMERATED {


none,


common,


individual

}

PowerOffset



::= INTEGER (0..24)

PRC ::= INTEGER (-2047..2047)

--pseudo range correction; scaling factor 0.32 meters

PRCDeviation ::= ENUMERATED {


prcd1,


prcd2,


prcd5,


prcd10,


...

}
Pre-emptionCapability ::= ENUMERATED {


shall-not-trigger-pre-emption,


may-trigger-pre-emption

}

Pre-emptionVulnerability ::= ENUMERATED {


not-pre-emptable,


pre-emptable

}
PredictedSFNSFNDeviationLimit ::= INTEGER (1..256)

-- Unit chip, Step 1/16 chip, Range 1/16..16 chip
PredictedTUTRANGPSDeviationLimit ::= INTEGER (1..256)
-- Unit chip, Step 1/16 chip, Range 1/16..16 chip
PrimaryCPICH-Power


::= INTEGER (-100..500)

-- step 0.1 (Range –10.0..50.0) Unit is dBm

PrimaryCPICH-EcNo


::= INTEGER (-30..30)

PrimaryCCPCH-RSCP


::= INTEGER (0..91)

-- According to maping in [14]

PrimaryScramblingCode


::= INTEGER (0..511)

PriorityLevel



::= INTEGER (0..15)

-- 0 = spare, 1 = highest priority, ...14 = lowest priority and 15 = no priority
PriorityQueue-Id ::= INTEGER (0..maxNrOfPrioQueues-1)

PriorityQueue-InfoList ::= SEQUENCE (SIZE (1..maxNrOfPrioQueues)) OF PriorityQueue-InfoItem

PriorityQueue-InfoItem ::= SEQUENCE {


priorityQueue-Id




PriorityQueue-Id,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


mAC-hsWindowSize




MAC-hsWindowSize,


mAChsGuaranteedBitRate



MAChsGuaranteedBitRate









OPTIONAL,


mACdPDU-Size-Index




MACdPDU-Size-IndexList,


iE-Extensions





ProtocolExtensionContainer { { PriorityQueue-InfoItem-ExtIEs } }


OPTIONAL,

...

}
PriorityQueue-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
PriorityQueue-InfoList-to-Modify ::= SEQUENCE (SIZE (1..maxNrOfPrioQueues)) OF PriorityQueue-InfoItem-to-Modify

PriorityQueue-InfoItem-to-Modify ::= SEQUENCE {


priorityQueue-Id




PriorityQueue-Id,


schedulingPriorityIndicator


SchedulingPriorityIndicator



OPTIONAL,


mAC-hsWindowSize




MAC-hsWindowSize





OPTIONAL,


mAChsGuaranteedBitRate



MAChsGuaranteedBitRate




OPTIONAL,


mACdPDU-Size-Index-to-Modify

MACdPDU-Size-IndexList-to-Modify




OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { PriorityQueue-InfoItem-to-Modify-ExtIEs } }


OPTIONAL,

...

}
PriorityQueue-InfoItem-to-Modify-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
PropagationDelay


::= INTEGER (0..255)

PunctureLimit



::= INTEGER (0..15)

-- 0: 40%; 1: 44%; ... 14: 96%; 15: 100
(
(
(
<Parts of the ASN.1 module is omitted>

(
(
(
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