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3
Definitions, Symbols and Abbreviations

3.1 Definitions

For the purposes of the present document, the following terms and definitions apply.

Node B TX Diversity mode: A Node B is in TX diversity mode when the [FDD - CPICH transmit diversity indicator, P(CCPCH STTD indicator and the primary and secondary SCH TSTD indicators] [3.84 Mcps TDD - P(CCPCH STTD indicator and SCH TSTD indicator] [1.28 Mcps TDD - P(CCPCH TSTD or SCTD indicator and DwPCH TSTD indicator] are enabled. (See [33] for the description of the indicators.)
/*Partly omitted*/
9.2.1.21A
DL Power

The DL Power IE indicates a power level relative to the [FDD - primary CPICH power] [TDD - PCCPCH power] configured in a cell [FDD - If referred to a DPCH, it indicates the power of the transmitted DPDCH symbols]. In Node B TX diversity mode, the parameter indicates the sum for all branches.
[TDD - If referred to a DPCH, it indicates the power of a spreading factor 16 code, the power for a spreading factor 1 code would be 12 dB higher].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	DL Power
	
	
	INTEGER (-350..150)
	Value = DL Power /10
Unit dB 
Range –35.0 .. +15.0 
Step 0.1dB


/*Partly omitted*/
9.2.1.44
Primary CPICH Power
Primary CPICH power is the power that is used for transmitting the Primary CPICH in a cell. The reference point is the antenna connector. In Node B TX diversity mode, the parameter indicates the sum for all branches.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Primary CPICH Power
	
	
	INTEGER (-100..500)
	Value = Primary CPICH Power/10
Unit dBm
Range –10.0..+50.0
Step 0.1 dB


/*Partly omitted*/
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