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8.25
Overload Control

8.25.1
General

This procedure is defined to give some degree of signalling flow control. At the UTRAN "Processor Overload" and "Overload in the Capability to Send Signalling Messages to the UE" are catered for, and at the CN "Processor Overload" is catered for. The procedure uses connectionless signalling.

The philosophy used is to stem the traffic at source with known effect on the service. The algorithm used is:

At the CN side:

-
If TigOC is not running and an OVERLOAD message or "Signalling Point Congested" information is received, the traffic should be reduced by one step. It is also possible, optionally, to indicate the number of steps to reduce the traffic within the Number of Steps IE. At the same time, timers TigOC and TinTC should be started.

-
During TigOC all received OVERLOAD messages or "Signalling Point Congested" information should be ignored.

-
This step by step reduction of traffic should be continued until maximum reduction is obtained by arriving at the last step.

-
If TinTC expires , the traffic should be increased by one step and TinTC should be re-started unless the number of steps by which the traffic is reduced is back to zero.

At the UTRAN side:

-
If TigOR is not running and an OVERLOAD message or "Signalling Point Congested" information is received, the traffic should be reduced by one step. It is also possible, optionally, to indicate the number of steps to reduce the traffic within the Number of Steps IE. At the same time, timers TigOR and TinTR should be started.

-
During TigOR all received OVERLOAD messages or "Signalling Point Congested" information should be ignored.

-
This step-by-step reduction of traffic should be continued until maximum reduction is obtained by arriving at the last step.

-
If TinTR expires ,the traffic should be increased by one step and TinTR should be re-started unless the number of steps by which the traffic is reduced is back to zero.

The number of steps and the method of reducing the load are considered to be an implementation specific function.

There may be other traffic control mechanisms from O&M activities occurring simultaneously.

<<<<<<<<<<<  next change >>>>>>>>>>>>
9.1.38
OVERLOAD
This message is sent by either the CN or the RNC to indicate that the control plane of the node is overloaded.

Direction: RNC ( CN and CN ( RNC.

Signalling bearer mode: Connectionless.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	Number Of Steps
	O
	
	9.2.1.32
	
	YES
	ignore

	Global RNC-ID
	O
	
	9.2.1.39
	
	YES
	ignore

	CN Domain Indicator
	O
	
	9.2.1.5
	
	YES
	ignore

	Global CN-ID
	O
	
	9.2.1.46
	
	YES
	ignore
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