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	At RAN3#39, CRs 71 on TS 25.414, 26 on TS 25.424 and 28 on TS 25.434 have been approved because "it was not clear enough how a node marks IP packets with Diffserv". A similar modification is needed to TS 25.426.

	
	

	Summary of change:
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	It is made explicit that Diffserv marking can be configured by the operator.
Impact Analysis:
This CR has isolated impact on the previous version of the specification (same release) because only one function is impacted.

This CR has an impact under the functional point of view.
The impact can be considered as isolated as it affects only one function, namely marking of IP packets.
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	If the marking is not controllable by the operator, it is very likely that the marking be not adapted to the transport network or to the evolution of the transport network (e.g. addition of new PHBs in the transport network).
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5.3
IP Transport Option

UDP [17] over IP shall be supported as the transport for DCH data streams on Iub and Iur interfaces. The data link layer is as specified in chapter 4.2.

An IP UTRAN Node shall support IPv6. The support of IPv4 is optional. 

NOTE: This does not preclude single implementation and use of IPv4.
IP dual stack support is recommended for the potential transition period from IPv4 to IPv6 in the transport network. 

The transport bearer is identified by the UDP port number and the IP address (source UDP port number, destination UDP port number, source IP address, destination IP address).

IP Differentiated Services code point marking [30] shall be supported. The mapping between traffic categories and Diffserv code points shall be configurable by O&M. Traffic categories are implementation-specific and may be determined from the application parameters.
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