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8.2.8
MBMS UE Linking
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Figure 24: MBMS UE linking signalling flow
This signalling flow is only applicable for handling UEs in PMM-CONNECTED mode with activated MBMS Services.

The signalling flow is used to link a specific UE to one or several MBMS service contexts in the SRNC. The MBMS UE LINKING REQUEST message contains the whole list of MBMS Service Ids and MBMS NSAPIs activated by the UE . If there has not been a MBMS service context related to an MBMS Service Id then SRNC creates a MBMS service context as a result of  this procedure.
8.2.10
MBMS Service Info Request
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Figure 26: MBMS Service Id list over Iu signalling flow

This signalling flow is applicable for handling MBMS to UEs in RRC-Connected, PMM-IDLE state. The list of MBMS services the user has joined is sent over Iu.
The purpose of this signalling flow is to perform UE linking for a RRC connected, PMM idle user.  The UE provides an indication that the user has joined at least one MBMS service and the PS Domain specific IDNNS (the message that would carry this information is FFS) whenever an Iu-cs connection is established and the UE is PMM idle (that is there is no Iu-ps connection), The RNC requests the MBMS services and MBMS NSAPIs the UE has joined from the SGSN (or the SGSN the UE is attached to in case of Iu-flex) using a connectionless procedure.  The MBMS SERVICE INFO REQ contains the IMSI of the UE.  The SGSN response contains the full list of MBMS services and MBMS NSAPIs the user has joined.

The MBMS service list and MBMS NSAPIs are then stored in the RNC.  The information is deleted when the UE moves to RRC idle and the RRC context is removed in the RNC.
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