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Scope

The present document provides a description of the UTRAN RNC-Node B (Iub) interface user plane protocols for Common Transport Channel data streams as agreed within the TSG-RAN working group 3.

NOTE:
By Common Transport Channel one must understand RACH, FACH/PCH, DSCH, USCH and HS-DSCH.

3.2
Abbreviations

For the purposes of the present document, the abbreviations in [2] and the following apply:

CFN
Connection Frame Number


CRC
Cyclic Redundancy Checksum

CRCI
CRC Indicator

DCH
Dedicated Transport Channel

DL
Downlink

DSCH
Downlink Shared Channel

FP
Frame Protocol

FT
Frame Type

HS-DSCH
High Speed Downlink Shared Channel

LTOA
Latest Time of Arrival

PC
Power Control

PDSCH
Physical Downlink Shared Channel

PUSCH
Physical Uplink Shared Channel

QE
Quality Estimate

TB
Transport Block

TBS
Transport Block Set

TFI
Transport Format Indicator

ToA
Time of Arrival

ToAWE
Time of Arrival Window Endpoint
ToAWS
Time of Arrival Window Startpoint
TTI
Transmission Time Interval

UL
Uplink

USCH
Uplink Shared Channel

5.1.2
Void
Void



5.8.1
Association between transport bearer and data/control frames

Table 1 shows how the data and control frames are associated to the transport bearers. 'yes' indicates that the control frame is applicable to the transport bearer, 'no' indicates that the control frame is not applicable to the transport bearer.

Table 1

	Transport bearer used for
	Associated data

frame
	Associated control frames

	
	
	Timing

Adjust-ment
	DL Transport

Channels 

Synchroni​sation
	Node

Synchroni​sation
	Dynamic

PUSCH

Assign​ment 
	Timing

Advance
	DSCH TFCI Signal​ling
	Outer Loop PC Info Xfer
	HS-DSCH  Capacity Request
	HS-DSCH Capacity Allocation

	RACH
	RACH DATA FRAME
	no
	no
	no
	no
	no
	no
	no
	no
	no

	FACH
	FACH DATA FRAME
	yes
	yes
	yes
	no
	no
	no
	no
	no
	no

	
	
	
	
	
	
	
	
	
	
	

	PCH
	PCH DATA FRAME
	yes
	yes
	yes
	no
	no
	no
	no
	no
	no

	DSCH
	DSCH DATA FRAME
	yes
	yes
	yes
	no
	no
	no
	no
	no
	no

	USCH
	USCH DATA FRAME
	no
	no
	no
	yes
	yes
	no
	yes
	no
	no

	HS-DSCH
	HS-DSCH DATA FRAME
	no
	no
	no
	no
	no
	no
	no
	yes
	yes

	TFCI2
	-
	yes
	yes
	yes
	no
	no
	yes
	no
	no
	no


6.2.2
Void
Void
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