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1
Introduction

RAN3 have been working over a number of RAN3 meetings on the subject of “FDD Enhanced Uplink: UTRAN Iub/Iur Protocol Aspects”. 

One aspect of the E-DCH RAN3 work so far is the means to signal congestion situations and take appropriate action to resolve any such situation particularly over the likely bottleneck that is the Iub interface.  

It was felt during the last  RAN3 meeting - and subsequently agreed at RAN Plenary #27 – that a TR (the newly created TR25.902) should be created to capture the understanding, and decision making arguments that will result in a Iub/Iur Congestion Control solution. 

The aim of this document is to include text within the “Background and Introduction to Iub/Iur Congestion Control” section of the newly created TR 25.902. 

2
Discussion

=============================

In RAN Plenary Meeting #27, it was agreed to create a Technical Report on the subject of “Iub/Iur Congestion Control (Rel-6)”. 

The technical objective of this TR is to improve the Congestion Handling performance of the UTRAN over the Iub and the Iur interfaces. 

Any solution should take into account backwards compatibility aspects.

This work item is applicable to both UTRA FDD and TDD.

=============================
3
Proposal

· It is requested that the points listed above in Section 2 above are agreed. 

· It is proposed that the points listed in Section 2 are included within Section 4 of TR 25.902:

