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/* start changed section */
8.15
Paging

8.15.1
General

The purpose of the Paging procedure is to enable the CN to request the UTRAN to contact that UE. The procedure uses connectionless signalling.

8.15.2
Successful Operation
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Figure 16: Paging procedure. Successful operation.

The CN initiates the procedure by sending a PAGING message. The PAGING message shall contain the following IEs:

-
CN Domain Indicator
-
Permanent NAS UE Identity
-
DRX Cycle Length Coefficient (if available)
The PAGING message may contain following IEs:

-
Temporary UE Identity
-
Paging Area
-
Paging Cause
-
Non Searching Indication
-
Global CN-ID

The CN Domain Indicator IE shall be used by the RNC to identify from which CN domain the paging request originates.

The Permanent NAS UE Identity IE (i.e. IMSI) shall be used by the UTRAN paging co-ordination function to check if a signalling connection towards the other CN domain already exists for this UE. In that case, the radio interface paging message shall be sent via that connection instead of using the paging broadcast channel.

The Temporary UE Identity IE (e.g. TMSI) is the temporary identity of the user (allocated by that CN Domain) which can be used in a radio interface paging message. If the Temporary UE Identity IE is not included in the PAGING message, the RNC shall use the Permanent NAS UE Identity instead – if no signalling connection exists.

If NNSF is active, and the Temporary UE Identity IE is not included in the PAGING message, the PAGING message shall include the Global CN-ID IE and, in case this PAGING message is originated from the CS domain, the RNC may start the T NNSF timer and store the Permanent NAS UE Identity IE along with the related Global CN-ID IE until the T NNSF timer has expired.
The Paging Area IE shall be used by the RNC to identify the area in which the radio interface paging message shall be broadcast in case no signalling connection, as described above, already exists for the UE. If the Paging Area IE is not included in the PAGING message, the whole RNC area shall be used as Paging Area – if no signalling connection exists for that UE.

The Paging Cause IE shall indicate to the RNC the reason for sending the PAGING message. The paging cause is transferred transparently to the UE.

The Non Searching Indication IE shall, if present, be used by the RNC to decide whether the UTRAN paging co-ordination function needs to be activated or not. In the absence of this IE, UTRAN paging co-ordination shall be performed.
The DRX Cycle Length Coefficient IE may be included in the PAGING message, and if present, the UTRAN shall, when applicable, use it for calculating the paging occasions for the UE.
It should be noted that each PAGING message on the Iu interface relates to only one UE and therefore the RNC has to pack the pages into the relevant radio interface paging message.
The core network is responsible for the paging repetition over the Iu interface.

8.15.3
Abnormal Conditions

Not applicable.

/* next changed section */
9.5
Timers

TRELOCprep
-
Specifies the maximum time for Relocation Preparation procedure in the source RNC.

TRELOCoverall
-
Specifies the maximum time for the protection of overall Relocation procedure in the source RNC.

TRELOCalloc

-
Specifies the maximum time for Relocation Resource Allocation procedure in the CN.

TRELOCcomplete
-
Specifies the maximum time for waiting the relocation completion in the CN.
T RABAssgt
-
Specifies the maximum time in the CN for the whole RAB Assignment procedure.

TQUEUING

-
Specifies the maximum time in the RNC for queuing of the request of RAB establishment or modification.

TDATAfwd
-
Specifies the maximum time for GTP-PDU forwarding at the source RNC during relocation of SRNS.

TigOC
-
While this timer is running, all OVERLOAD messages or signalling point congested information received at the CN are ignored.

TigOR
-
While this timer is running, all OVERLOAD messages or signalling point congested information received at the RNC are ignored.

TinTC
-
While this timer is running, the CN is not allowed to increase traffic.

TinTR
-
While this timer is running, the RNC is not allowed to increase traffic.

TRafC
-
Specifies the maximum time for Reset procedure in the RNC.
TRatC
-
Specifies a guard period in the RNC before sending a RESET ACKNOWLEDGE message.

TRafR
-
Specifies the maximum time for Reset procedure in the CN.
TRatR
-
Specifies a guard period in the CN before sending a RESET ACKNOWLEDGE message.

TNNSF
-
Specifies the maximum time the RNC may store Permanent NAS UE Identity IE (and the related Global CN-ID IE) when NNSF is active.

/* end changed section */
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