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1. Introduction

SA4 would like to thank GERAN2, RAN2, SA2 for their LSs on Session Repetition (GP-050573, R2-050273, R2-050641, S2-050486) and to inform the above listed WGs about the decisions made by SA4 on the Session Id and Session Id validity timer issues, based on the received feedback.

2. Session Id: presence & size

SA4 agreed on the following points:

· The Session Id is optional, but when included by the BM-SC it shall be delivered to the RAN/GERAN, which in turn shall deliver it to the UEs/MSs.

· SA4 has accepted that the size of the Session Id is 1 byte. The Session Id is delivered in the MBMS SESSION START REQUEST message to the RNCs/BSCs.  

3. Session Id validity timer: presence & handling
SA4 agreed on the following point:

· The Session Id validity timer is defined and handled at the application layer and not at radio level (it is completely transparent to RAN/GERAN), and the value is delivered to the UE/MS either during the MBMS Multicast Service activation procedure (clause 8.2 of TS 23.246) or during the service announcement for Broadcast Services. In particular, the Session Id validity timer is not included in the MBMS SESSION START REQUEST message and shall not be passed to RAN/GERAN.

4. Actions:

To GERAN2, RAN2, SA2, RAN3, CN1, CN3, CN4

ACTION: 


SA4 kindly asks GERAN2, RAN2, SA2, RAN3, CN1, CN3, CN4 to take into account the above points.

5. Date of Next TSG-SA4 WG4 Meetings:

TSG-SA WG4 #35
9th – 13th May, 2005

San Diego
USA

TSG-SA WG4 #36
5th –   9th  September, 2005
TBD
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