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1 Introduction

This document proposes text description of the X2 procedure for the handover preparation at intra-LTE mobility, to be added into TS 36.423.
2 Text Proposal to TS 36.423

8.X

Handover Preparation
8.X.1
General

The purpose of the Handover Preparation procedure is to reserve resources at the target eNodeB for the handover of a UE.
8.X.2
Successful Operation
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Figure YY: Handover preparation: successful operation
The source eNodeB initiates the procedure by sending the HANDOVER REQUEST message to the target eNodeB. The UE Context Information IE shall include the full UE context at the eNodeB, including the SAE bearers to be setup at the target.
When the preparation, including the reservation of necessary resources at the target side is ready, the target eNodeB shall send the HANDOVER REQUEST ACKNOWLEDGE message to the source eNodeB. The target eNodeB shall include in the SAE Bearers Admitted List IE the SAE Bearers for which resources have been prepared at the target cell. The SAE bearers that have not been admitted in the target cell shall be omitted from the list.
The target eNodeB shall decide for which of the SAE Bearers in the SAE Bearers Admitted List IE it wants to perform data forwarding. Forwarded PDUs shall be sent to the tunnel endpoint that is indicated for each respective SAE bearer by the Transport Layer Address IE and the GTP TEID IE.
The HANDOVER REQUEST ACKNOWLEDGE message shall also include the Target eNodeB to Source eNodeB Transparent Container IE, which includes information that shall be transparently sent to the UE from the source eNodeB in the RRC message.
8.X.3
Unsuccessful Operation
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Figure YY: Handover preparation: unsuccessful operation
If the target eNodeB is not able to accept any of the SAE bearers or a failure occurs during the Handover Preparation, the target eNodeB shall send the HANDOVER PREPARATION FAILURE message to the source eNodeB. The message shall contain the Cause IE with an appropriate value.
8.X.4
Abnormal Conditions

9.1.X
HANDOVER REQUEST

This message is sent by the source eNodeB to the target eNodeB to request the preparation of resources for a handover.

Direction: eNodeB ( eNodeB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	
	
	
	

	Source eNB UE Context ID
	M
	
	
	allocated at the source eNodeB
	
	

	Target Cell ID
	
	
	
	
	
	

	UE Context Information
	M
	
	
	
	
	

	> MME UE Context ID
	M
	
	
	allocated at the MME
	
	

	> SAE Bearers To Be Setup List
	M
	
	
	
	
	

	>> SAE Bearer Info
	
	1 to <maxnoof SAEbearers>
	
	
	
	

	>>> SAE Bearer ID
	M
	
	
	
	
	

	>>> Transport Layer Address
	M
	
	
	
	
	

	>>> GTP TEID
	M
	
	
	To deliver UL PDUs
	
	

	>>> RB type (QCI)
	M
	
	
	
	
	

	> RRC Context
	M
	
	
	to transfer UE RAN context, details are FFS
	
	


The details of required IEs to transfer RRC context, security information, roaming restriction information, potentially some user plane related context, etc., are left FFS.
9.1.X
HANDOVER REQUEST ACKNOWLEDGE

This message is sent by the target eNodeB to inform the source eNodeB about the prepared resources at the target.

Direction: eNodeB ( eNodeB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	
	
	
	

	Source eNB UE Context ID
	M
	
	
	allocated at the source eNodeB
	
	

	Target eNB UE Context ID
	M
	
	
	allocated at the target eNodeB
	
	

	SAE Bearers Admitted List
	
	
	
	
	
	

	> SAE Bearer Info
	
	1 to <maxnoof SAEbearers>
	
	
	
	

	>> SAE Bearer ID
	M
	
	
	
	
	

	>> Transport Layer Address
	M
	
	
	
	
	

	>> GTP TEID
	M
	
	
	target eNB may send forwarded PDUs
	
	

	Target eNodeB to Source eNodeB Transparent Container
	M
	
	
	It includes HO info for the UE
	
	


9.1.X
HANDOVER PREPARATION FAILURE

This message is sent by the target eNodeB to inform the source eNodeB that the Handover Preparation has failed.

Direction: eNodeB ( eNodeB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	
	
	
	

	Source eNB UE Context ID
	M
	
	
	allocated  at the source eNodeB
	
	

	Cause
	M
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