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6.2.2
Procedure message interpretation

The following message interpretation rules shall apply to a secondary device in the order mentioned:

-
Any message shorter than 3 octets shall be disregarded. In case of Multi-Antenna-Procedures or TMA-Procedures, which uses a subunit field, any messages shorter than 4 octets shall be disregarded;

-
If a message has a length inconsistent with its “Number of data octets” field value it shall be responded with a failure message stating “FormatError” as the cause of failure. The response message shall be to the initiating message identified by the procedure code;

-
If a secondary device in the OperatingMode state receives a procedure message which is undefined for this device type, it shall respond with "Unknown Procedure";

-
If a secondary device in the OperatingMode state is receiving a procedure message of an optional procedure not supported, it shall respond with a failure message stating “UnsupportedProcedure” as the cause of failure;

-
If a secondary device receives a procedure message, part of the software download procedure sequence described in Annex C, without having received the previous procedure messages in that sequence it shall respond with a failure message stating “InvalidProcedureSequence” as the cause of failure;

-
If a secondary device in the DownloadMode state is receiving a procedure message not supported in that state it shall respond with a failure message stating “WorkingSoftwareMissing” as the cause of failure;

-
If a message has a length inconsistent with the defined message length in the procedure definition it shall be responded with a failure message stating “FormatError” as the cause of failure. The response message shall be to the initiating message identified by the procedure code;

· If a secondary device in the OperatingMode state is receiving a procedure message which addressed device subunit does not exist “FormatError” shall be returned.
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