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6.8.13
TMA Get Supported Non-Linear Gain Values
On receipt of the initiating message, the secondary device shall respond with  a message containing a list of supported values in numerically order, preceded by the number (N) of such values contained in the list.

Table 6.8.13.1: Elementary procedure TMAGetSupportedNonLinearGainValues

	Name: TMAGetSupportedNonLinearGainValues  

	Code:


	Issued by:


	Procedure class:
	DownloadMode state:
	Power mode:



	  0x7B
	Primary device
	1
	No
	n/a


Table 6.8.13.2: Initiating message parameters and format for TMAGetSupportedNonLinearGainValues
	Number
	Length
	Type
	Description

	1
	1 octet
	Unsigned integer
	Subunit number


Table 6.8.13.3: Response message parameters and format for TMAGetSupportedNonLinearGainValues
	Number
	Length
	Type
	Description

	1
	1 octet
	Unsigned integer
	Number of non linear gain values supported (N)

	i+1
	1 octet
	Unsigned integer
	Non linear gain supported value number i (expressed in dB/4)


i=1 .. N
Table 6.8.13.4: Return codes TMAGetSupportedNonLinearGainValues
	OK
	FAIL
	Comment

	
	FormatError
	

	
	Busy
	

	
	WorkingSoftwareMissing
	

	
	UnsupportedProcedure
	UnsupportedProcedure shall be returned if the TMA does not support non-linear gain steps
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