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8.3.1
Radio Link Setup

/* Unchanged omitted*/
[1.28Mcps TDD - Uplink Timing Advance Control LCR]:

[1.28Mcps TDD - The DRNC shall include the Uplink Timing Advance Control LCR IE in the RADIO LINK SETUP RESPONSE message.]
[1.28Mcps TDD -PowerControl GAP]:

[1.28Mcps TDD – If the PowerControl GAP IE is included in the RADIO LINK SETUP REQUEST message, the DRNC shall use the value for the power control for HS-SCCH and HS-SICH according to the [22].]
/* Unchanged omitted*/
General:
If the RADIO LINK SETUP REQUEST message includes the RL Specific DCH Information IE, the DRNC may use the transport layer address and the binding identifier received from the SRNC when establishing a transport bearer for the DCH or the set of co-ordinated DCHs.

If no D-RNTI IE was included in the RADIO LINK SETUP REQUEST message, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the D-RNTI IE, the CN PS Domain Identifier IE and/or the CN CS Domain Identifier IE for the CN domains (using LAC and RAC of the current cell) to which the DRNC is connected.
[1.28 Mcps TDD - If no D-RNTI IE was included in the RADIO LINK SETUP REQUEST message, the DRNC could include in the RADIO LINK SETUP RESPONSE message the UARFCN IE.]
8.3.2
Radio Link Addition

/* Unchanged omitted*/
[1.28Mcps TDD - Uplink Timing Advance Control LCR]:

[1.28Mcps TDD - The DRNC shall include the Uplink Timing Advance Control LCR IE in the RADIO LINK ADDITION RESPONSE message.]
[1.28Mcps TDD -PowerControl GAP]:

[1.28Mcps TDD – If the PowerControl GAP IE is included in the RADIO LINK SETUP REQUEST message, the DRNC could use the use the value in for the power control for HS-SCCH and HS-SICH according to the [22].]
8.3.4
Synchronised Radio Link Reconfiguration Preparation

/* Unchanged omitted*/
[1.28Mcps TDD - Uplink Timing Advance Control LCR]:

[1.28Mcps TDD - The DRNC shall include the Uplink Timing Advance Control LCR IE in the RADIO LINK RECONFIGURATION READY message, if the Uplink Timing Advance Control parameters have been changed.]
[1.28Mcps TDD -PowerControl GAP]:

[1.28Mcps TDD – If the PowerControl GAP IE is included in the RADIO LINK SETUP REQUEST message, the DRNC could use the use the value in for the power control for HS-SCCH and HS-SICH according to the [22].]
/* Unchanged omitted*/
9.1.4
RADIO LINK SETUP RESPONSE

9.1.4.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	RL Information Response
	
	0..1
	
	Mandatory for 3.84Mcps TDD , not applicable to 1.28Mcps TDD or 7.68Mcps TDD
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info
	M
	
	9.2.3.13D
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	   >UARFCN
	O
	
	UARFCN 9.2.1.66
	Corresponds to Nt in ref. [7]
	–
	

	   >Cell Parameter ID
	O
	
	9.2.1.8
	
	–
	

	   >Sync Case
	O
	
	9.2.1.54
	
	–
	

	   >SCH Time Slot
	C-Case2
	
	9.2.1.51
	
	–
	

	   >SCTD Indicator
	O
	
	9.2.1.78
	
	–
	

	   >PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Timing Advance Applied
	M
	
	9.2.3.12A
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	
>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	   >Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info TDD
	O
	
	9.2.3.7B
	
	–
	

	>UL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.13C
	
	–
	

	>>Uplink SIR Target CCTrCH
	O
	
	Uplink SIR 9.2.1.69
	
	YES
	ignore

	>DL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.2C
	
	
	

	>>CCTrCH Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH
	YES
	ignore

	>>CCTrCH Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH
	YES
	ignore

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DSCH Information Response
	
	0 .. <maxnoof DSCHs>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.3.3ag
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>USCH Information Response
	
	0 .. <maxnoof USCHs>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Time Slot for SCH
	C-Case1
	
	Time Slot 9.2.1.56
	
	YES
	ignore

	Uplink SIR Target
	M
	
	Uplink SIR

9.2.1.69
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	RL Information Response LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD, not applicable to 3.84Mcps TDD or 7.68Mcps TDD
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	M
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info LCR
	M
	
	9.2.3.13H
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	   >UARFCN
	O
	
	UARFCN 9.2.1.66
	Corresponds to Nt in ref. [7]
	–
	

	   >Cell Parameter ID
	O
	
	9.2.1.8
	
	–
	

	   >SCTD Indicator
	O
	
	9.2.1.78
	
	–
	

	   >PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	
>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	   >Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info TDD LCR
	O
	
	9.2.3.7F
	
	–
	

	>UL CCTrCH Information LCR
	
	0..<maxnoofCCTrCHsLCR>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information LCR
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.13G
	
	–
	

	>>Uplink SIR Target CCTrCH
	O
	
	Uplink SIR 9.2.1.69
	
	YES
	ignore

	>DL CCTrCH Information LCR
	
	0..<maxnoofCCTrCHsLCR>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information LCR
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.2E
	
	
	

	>>>TSTD Indicator
	M
	
	9.2.3.13E
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DSCH Information Response LCR
	
	0 .. <maxnoof DSCHsLCR>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.3.3ag
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>USCH Information Response LCR
	
	0 .. <maxnoof USCHsLCR>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>Uplink Timing Advance Control LCR
	M
	
	9.2.3.13K
	
	YES
	ignore

	>PowerControl GAP
	O
	
	INTEGER (1..255)
	Unit: umber of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	RL Information Response 7.68Mcps
	
	0..1
	
	Mandatory for 7.68Mcps TDD , not applicable to 1.28Mcps TDD or 3.84Mcps TDD
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info
	M
	
	9.2.3.13D
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>UARFCN
	O
	
	UARFCN 9.2.1.66
	Corresponds to Nt in ref. [7]
	–
	

	>Cell Parameter ID
	O
	
	9.2.1.8
	
	–
	

	>Sync Case
	O
	
	9.2.1.54
	
	–
	

	>SCH Time Slot
	C-Case2
	
	9.2.1.51
	
	–
	

	>SCTD Indicator
	O
	
	9.2.1.78
	
	–
	

	>PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Timing Advance Applied
	M
	
	9.2.3.12A
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	>Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info 7.68Mcps TDD
	O
	
	9.2.3.22
	
	–
	

	>UL CCTrCH Information 7.68 Mcps
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information 7.68Mcps
	M
	
	9.2.3.26
	
	–
	

	>>Uplink SIR Target CCTrCH
	O
	
	Uplink SIR 9.2.1.69
	
	–
	

	>DL CCTrCH Information 7.68 Mcps
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information 7.68Mcps
	M
	
	9.2.3.28
	
	
	

	>>CCTrCH Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH
	–
	

	>>CCTrCH Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH
	–
	

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DSCH Information Response 7.68 Mcps
	
	0 .. <maxnoof DSCHs>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.3.3ag
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>USCH Information Response 7.68 Mcps
	
	0 .. <maxnoof USCHs>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	–
	

	>HCS Prio
	O
	
	9.2.1.30N
	
	–
	

	>Time Slot for SCH
	C-Case1
	
	Time Slot 9.2.1.56
	
	–
	

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	HS-DSCH Information Response
	O
	
	HS-DSCH TDD Information Response

9.2.3.3ab
	
	YES
	ignore

	DSCH-RNTI
	O
	
	9.2.3.3ah
	
	YES
	ignore

	Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	E-DCH Information Response
	O
	
	E-DCH TDD Information Response 9.2.3.41
	3.84Mcps TDD only
	YES
	ignore

	E-DCH Information Response 7.68Mcps
	O
	
	E-DCH TDD Information Response 7.68Mcps 9.2.3.52
	7.68Mcps TDD only
	YES
	ignore

	E-DCH Information Response 1.28Mcps
	O
	
	E-DCH TDD Information Response 1.28Mcps 9.2.3.41a
	1.28Mcps TDD only
	YES
	ignore


	Condition
	Explanation

	Case2
	The IE shall be present if Sync Case IE is equal to "Case2”.

	Case1
	This IE shall be present if Sync Case IE is equal to "Case1".


	Range bound
	Explanation

	maxnoofDSCHs
	Maximum number of DSCHs for one UE for 3.84Mcps TDD or 7.68Mcps TDD.

	maxnoofUSCHs
	Maximum number of USCHs for one UE for 3.84Mcps TDD or 7.68Mcps TDD.

	maxnoofCCTrCHs
	Maximum number of CCTrCH for one UE for 3.84Mcps TDD or 7.68Mcps TDD.

	maxnoofDSCHsLCR
	Maximum number of DSCHs for one UE for 1.28Mcps TDD.

	maxnoofUSCHsLCR
	Maximum number of USCHs for one UE for 1.28Mcps TDD.

	maxnoofCCTrCHsLCR
	Maximum number of CCTrCH for one UE for 1.28Mcps TDD.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.


9.1.7
RADIO LINK ADDITION RESPONSE

9.1.7.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	0..1
	
	Mandatory for 3.84Mcps TDD, not applicable to 1.28Mcps TDD or 7.68Mcps TDD
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info
	M
	
	9.2.3.13D
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	    >Timing Advance Applied
	M
	
	9.2.3.12A
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	>Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info TDD
	O
	
	9.2.3.7B
	
	–
	

	>UL CCTrCH Information
	
	0..<maxnoof CCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.13C
	
	–
	

	>DL CCTrCH Information
	
	0..<maxnoof CCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.2C
	
	–
	

	>>CCTrCH Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH
	YES
	ignore

	>>CCTrCH Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH
	YES
	ignore

	    >DCH Information
	
	0..1
	
	
	–
	

	>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>Combining
	
	
	
	
	–
	

	>>>>RL ID
	M
	
	9.2.1.49
	Reference RL
	–
	

	>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>Non Combining
	
	
	
	
	–
	

	>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>DSCH Information Response
	
	0 .. <maxnoof DSCHs>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.3.3ag
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	>>>Non Combining
	
	
	
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>USCH Information Response
	
	0 .. <maxnoof USCHs>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	>>>Non Combining
	
	
	
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	RL Information Response LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD, not applicable to 3.84Mcps TDD or 7.68Mcps TDD
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	M
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info LCR
	M
	
	9.2.3.13H
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	>Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info TDD LCR
	O
	
	9.2.3.7F
	
	–
	

	>UL CCTrCH Information LCR
	
	0..<maxnoof CCTrCHsLCR>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information LCR
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.13G
	
	–
	

	>DL CCTrCH Information LCR
	
	0..<maxnoof CCTrCHsLCR>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information LCR
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.2E
	
	–
	

	>>>TSTD Indicator
	M
	
	9.2.3.13E
	
	–
	

	>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>DSCH Information Response LCR
	
	0 .. <maxnoof DSCHsLCR>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.3.3ag
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>USCH Information Response LCR
	
	0 .. <maxnoof USCHsLCR>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	            >>>Non Combining
	
	
	
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	    >Cell GA Additional 

    Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Uplink Timing Advance Control LCR
	M
	
	9.2.3.13K
	
	YES
	ignore

	>UARFCN
	O
	
	UARFCN 9.2.1.66
	Applicable to 1.28Mcps TDD only. Mandatory for 1.28Mcps TDD when using multiple frequencies. Corresponds to Nt （3GPP TS 25.105）.
	YES
	ignore

	>PowerControl GAP
	O
	
	INTEGER (1..255)
	Unit: umber of subframes

Applicable to 1.28Mcps TDD only
	YES
	ignore

	RL Information Response 7.68Mcps
	
	0..1
	
	Mandatory for 7.68Mcps TDD, not applicable to 1.28Mcps  TDD or 3.84Mcps TDD
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info
	M
	
	9.2.3.13D
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Timing Advance Applied
	M
	
	9.2.3.12A
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	>Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info 7.68Mcps TDD
	O
	
	9.2.3.22
	
	–
	

	>UL CCTrCH Information 7.68 Mcps
	
	0..<maxnoof CCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information 7.68 Mcps
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information 7.68Mcps
	M
	
	9.2.3.26
	
	–
	

	>DL CCTrCH Information 7.68 Mcps
	
	0..<maxnoof CCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information 7.68 Mcps
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information 7.68Mcps
	M
	
	9.2.3.28
	
	–
	

	>>CCTrCH Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH
	–
	

	>>CCTrCH Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH
	–
	

	>DCH Information
	
	0..1
	
	
	–
	

	>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>Combining
	
	
	
	
	–
	

	>>>>RL ID
	M
	
	9.2.1.49
	Reference RL
	–
	

	>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>Non Combining
	
	
	
	
	–
	

	>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>DSCH Information Response 7.68 Mcps
	
	0 .. <maxnoof DSCHs>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.3.3ag
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	>>>Non Combining
	
	
	
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>USCH Information Response 7.68 Mcps
	
	0 .. <maxnoof USCHs>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	>>>Non Combining
	
	
	
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	–
	

	>HCS Prio
	O
	
	9.2.1.30N
	
	–
	

	Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	HS-DSCH Information Response
	O
	
	HS-DSCH TDD Information Response 9.2.3.3ab
	
	YES
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	E-DCH Information Response
	O
	
	E-DCH TDD Information Response 9.2.3.41
	3.84Mcps TDD only
	YES
	ignore

	E-DCH Information Response 7.68Mcps
	O
	
	E-DCH TDD Information Response 7.68Mcps 9.2.3.52
	7.68Mcps TDD only
	YES
	ignore

	E-DCH Information Response 1.28Mcps
	O
	
	E-DCH TDD Information Response 1.28Mcps 9.2.3.41a
	1.28Mcps TDD only
	YES
	ignore


	Range Bound
	Explanation

	maxnoofDSCHs
	Maximum number of DSCHs for one UE for 3.84Mcps TDD.

	maxnoofUSCHs
	Maximum number of USCHs for one UE for 3.84Mcps TDD.

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for one UE for 3.84Mcps TDD.

	maxnoofDSCHsLCR
	Maximum number of DSCHs for one UE for 1.28Mcps TDD.

	maxnoofUSCHsLCR
	Maximum number of USCHs for one UE for 1.28Mcps TDD.

	maxnoofCCTrCHsLCR
	Maximum number of CCTrCH for one UE for 1.28Mcps TDD.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.


9.1.12
RADIO LINK RECONFIGURATION READY

9.1.12.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	0..<maxnoofRLs>
	
	See Note 1 below
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>Maximum Uplink SIR 
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Secondary CCPCH Info TDD
	O
	
	9.2.3.7B
	Applicable to 3.84Mcps TDD only
	–
	

	>UL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH to be Added
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>> Rx Timing Deviation
	O
	
	9.2.3.7A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.13C
	
	–
	

	>>> Rx Timing Deviation 3.84 Mcps Extended
	O
	
	9.2.3.35
	
	YES
	Ignore

	>>UL DPCH to be Modified
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	O
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information
	
	0..<maxnoOfTS>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.4
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>UL Code Information
	
	0..<maxnoOfDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>>>>TDD Channelisation Code
	O
	
	9.2.3.8
	
	–
	

	>>>UL Timeslot Information LCR
	
	0..<maxnoOfTSLCR>
	
	Applicable to 1.28Mcps TDD only
	GLOBAL
	ignore

	>>>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.4C
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>UL Code Information LCR
	
	0..<maxnoOfDPCHLCR>
	
	
	GLOBAL
	ignore

	>>>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>>>>TDD Channelisation Code LCR
	O
	
	9.2.3.8a
	
	–
	

	>>>>> TDD UL DPCH Time Slot Format LCR
	O
	
	9.2.3.10C
	
	YES
	reject

	>>>UL Timeslot Information 7.68Mcps
	
	0..<maxnoOfTS>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	ignore

	>>>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>>>Midamble Shift And Burst Type 7.68Mcps
	O
	
	9.2.3.23
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>UL Code Information 7.68Mcps
	
	0..<maxnoOfDPCHs768>
	
	
	GLOBAL
	ignore

	>>>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>>>>TDD Channelisation Code 7.68Mcps
	O
	
	9.2.3.25
	
	–
	

	>>UL DPCH to be Deleted
	
	0..<maxnoofDPCHs>
	
	
	GLOBAL
	ignore

	>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>UL DPCH to be Added LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.13G
	
	–
	

	>>UL DPCH to be Added 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>> Rx Timing Deviation 7.68Mcps
	O
	
	9.2.3.30
	
	–
	

	>>>UL Timeslot Information 7.68Mcps
	M
	
	9.2.3.26
	
	–
	

	>DL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH to be Added
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.2C
	
	–
	

	>>DL DPCH to be Modified
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	O
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	
	0..<maxnoOfTS>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.4
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>DL Code Information
	
	0..<maxnoOfDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>>>>TDD Channelisation Code
	O
	
	9.2.3.8
	
	–
	

	>>>DL Timeslot Information LCR
	
	0..<maxnoOfTSLCR>
	
	Applicable to 1.28Mcps TDD only
	GLOBAL
	ignore

	>>>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.4C
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>DL Code Information LCR
	
	0..<maxnoOfDPCHLCR>
	
	
	GLOBAL
	ignore

	>>>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>>>>TDD Channelisation Code LCR
	O
	
	9.2.3.8a
	
	–
	

	>>>>> TDD DL DPCH Time Slot Format LCR
	O
	
	9.2.3.8E
	
	YES
	reject

	>>>>Maximum DL TX Power 
	O
	
	DL Power
9.2.1.21A
	Maximum allowed power on DPCH 
	YES
	ignore

	>>>>Minimum DL TX Power
	O
	
	DL Power
9.2.1.21A
	Minimum allowed power on DPCH
	YES
	ignore

	>>>DL Timeslot Information 7.68Mcps
	
	0..<maxnoOfTS>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	ignore

	>>>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>>>Midamble Shift And Burst Type 7.68Mcps
	O
	
	9.2.3.23
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>DL Code Information
	
	0..<maxnoOfDPCHs768>
	
	
	–
	

	>>>>>DPCH ID 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>>>>TDD Channelisation Code 7.68Mcps
	O
	
	9.2.3.25
	
	–
	

	>>DL DPCH to be Deleted
	
	0..<maxnoofDPCHs>
	
	
	GLOBAL
	ignore

	>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>DL DPCH to be Deleted 7.68Mcps TDD
	
	0..<maxnoofDPCHs768>
	
	
	GLOBAL
	ignore

	>>>DPCH ID 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>DL DPCH to be Added LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.2E
	
	–
	

	>>DL DPCH to be Added 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information 7.68Mcps
	M
	
	9.2.3.28
	
	–
	

	>>CCTrCH Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH
Applicable to 3.84Mcps TDD and 7.68Mcps TDD only
	YES
	ignore

	>>CCTrCH Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH Applicable to 3.84Mcps TDD and 7.68Mcps TDD only
	YES
	ignore

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DSCH to be Added or Modified
	
	0 .. <maxnoof DSCHs>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.3.3ae
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.3.3ag
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	>USCH to be Added or Modified
	
	0 .. <maxnoof USCHs>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	>Uplink Timing Advance Control LCR
	O
	
	9.2.3.13K
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Secondary CCPCH Info TDD LCR
	O
	
	9.2.3.7F
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Secondary CCPCH Info 7.68Mcps TDD
	O
	
	9.2.3.22
	Applicable to 7.68Mcps TDD only
	YES
	ignore

	>UARFCN
	O
	
	UARFCN 9.2.1.66
	Applicable to 1.28Mcps TDD only. Mandatory for 1.28Mcps TDD when using multiple frequencies. Corresponds to Nt （3GPP TS 25.105）. 
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	HS-DSCH Information Response
	O
	
	HS-DSCH TDD Information Response

9.2.3.3ab
	
	YES
	ignore

	DSCH-RNTI
	O
	
	9.2.3.3ah
	
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.34B
	
	YES
	ignore

	E-DCH Information Response
	O
	
	E-DCH TDD Information Response 9.2.3.41
	3.84Mcps TDD only
	YES
	ignore

	E-DCH Information Response 7.68Mcps
	O
	
	E-DCH TDD Information Response 7.68Mcps 9.2.3.52
	7.68Mcps TDD only
	YES
	ignore

	E-DCH Information Response 1.28Mcps
	O
	
	E-DCH TDD Information Response 1.28Mcps 9.2.3.41a
	1.28Mcps TDD only
	YES
	ignore


Note 1: This information element is a simplified representation of the ASN.1. Repetition 1 and repetition 2 through maxnoofRLs are represented by separate ASN.1 structures with different criticalities.

	Range bound
	Explanation

	maxnoofDSCHs
	Maximum number of DSCHs for one UE.

	maxnoofUSCHs
	Maximum number of USCHs for one UE.

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE.

	maxnoofTS
	Maximum number of Timeslots for a UE for 3.84Mcps TDD or 7.68Mcps TDD.

	maxnoofDPCHs
	Maximum number of DPCH for a UE for 3.84Mcps TDD.

	maxnoofTSLCRs
	Maximum number of Timeslots for a UE for 1.28Mcps TDD.

	maxnoofDPCHLCRs
	Maximum number of DPCH for a UE for 1.28Mcps TDD.

	maxnoofRLs
	Maximum number of RLs for one UE

	maxnoofDPCHs768
	Maximum number of DPCH for a UE for 7.68Mcps TDD.


9.1.21
PHYSICAL CHANNEL RECONFIGURATION REQUEST
9.1.21.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information
	
	1
	
	
	YES
	reject

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>UL CCTrCH Information
	
	0.. <maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information
	
	1
	
	
	YES
	notify

	>>>Repetition Period
	O
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information
	
	0..<maxnoOfTS>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.4
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>UL Code Information
	O
	
	TDD UL Code Information

9.2.3.10A
	
	–
	

	>>>UL Timeslot Information LCR
	
	0..<maxnoOfTSLCR>
	
	Applicable to 1.28Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.4C
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>UL Code Information LCR
	O
	
	TDD UL Code Information LCR

9.2.3.10B
	
	–
	

	>>>>PLCCH Information
	O
	
	9.2.3.17
	
	YES
	Reject

	>>>UL Timeslot Information 7.68Mcps
	
	0..<maxnoOfTS>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>>>Midamble Shift And Burst Type 7.68Mcps
	O
	
	9.2.3.23
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>UL Code Information 7.68Mcps
	O
	
	TDD UL Code Information

9.2.3.27
	
	–
	

	>DL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information
	
	1
	
	
	YES
	notify

	>>>Repetition Period
	O
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	
	0..<maxnoOfTS>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.4
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>DL Code Information
	O
	
	TDD DL Code Information

9.2.3.8C
	
	–
	

	>>>DL Timeslot  Information LCR
	
	0..<maxnoOfTSLCR>
	
	Applicable to 1.28Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.4C
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>DL Code Information LCR
	O
	
	TDD DL Code Information LCR

9.2.3.8D
	
	–
	

	>>>DL Timeslot Information 7.68Mcps
	
	0..<maxnoOfTS>
	
	Applicable to 7.68Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>>>Midamble Shift And Burst Type 7.68Mcps
	O
	
	9.2.3.23
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>DL Code Information 7.68Mcps
	O
	
	TDD DL Code Information 7.68Mcps
9.2.3.29
	
	–
	

	>HS-PDSCH Timeslot Specific Information
	
	0..<maxnoofDLts>
	
	Applicable to 3.84Mcps TDD only.
	GLOBAL
	reject

	>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>Midamble Shift And Burst Type
	M
	
	9.2.3.4
	
	–
	

	>HS-PDSCH Timeslot Specific Information LCR
	
	0..<maxnoofDLtsLCR>
	
	Applicable to 1.28Mcps TDD only
	GLOBAL
	reject

	>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.4C
	
	–
	

	>HS-PDSCH Timeslot Specific Information 7.68Mcps
	
	0..<maxnoofDLts>
	
	Applicable to 7.68Mcps TDD only.
	GLOBAL
	reject

	>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.23
	
	–
	

	>UARFCN
	O
	
	UARFCN 9.2.1.66
	Applicable to 1.28Mcps TDD only.
	YES
	ignore


	Range bound
	Explanation

	
	

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE.

	maxnoofTS
	Maximum number of Timeslots for a UE for 3.84Mcps TDD or 7.68Mcps TDD.

	maxnoofTSLCR
	Maximum number of Timeslots for a UE for 1.28Mcps TDD.

	maxnoofDLts
	Maximum number of downlink time slots per Radio Link for 3.84Mcps TDD or 7.68Mcps TDD.

	maxnoofDLtsLCR
	Maximum number of Downlink time slots per Radio Link for 1.28Mcps TDD.


9.1.43
COMMON MEASUREMENT INITIATION REQUEST

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement ID
	M
	
	9.2.1.37
	
	YES
	reject

	
	
	
	
	
	
	

	CHOICE Common Measurement Object Type
	M
	
	
	
	YES
	reject

	>Cell
	
	
	
	
	–
	

	>>Reference Cell Identifier
	M
	
	UTRAN Cell Identifier 9.2.1.71
	May be a GERAN Cell Identifier
	–
	

	>>Time Slot
	O
	
	9.2.1.56
	3.84Mcps TDD and 7.68 Mcps TDD only
	–
	

	>>Time Slot LCR
	O
	
	9.2.3.12a
	1.28Mcps TDD only
	–
	

	>>Neighbouring Cell Measurement Information
	
	0..<maxnoofMeasNCells>
	
	UTRAN only
	–
	

	>>>CHOICE Neighbouring Cell Measurement Information
	
	
	
	
	–
	

	>>>>Neighbouring FDD Cell Measurement Information
	
	
	
	FDD only
	–
	

	>>>>>Neighbouring FDD Cell Measurement Information
	M
	
	9.2.1.41G
	
	–
	

	>>>>Neighbouring TDD Cell Measurement Information
	
	
	
	3.84Mcps TDD only
	–
	

	>>>>>Neighbouring TDD Cell Measurement Information
	M
	
	9.2.1.41H
	
	–
	

	>>>>Additional Neighbouring Cell Measurement Information
	
	
	
	
	–
	

	>>>>>Neighbouring TDD Cell Measurement InformationLCR
	
	
	
	1.28Mcps TDD only
	–
	

	>>>>>>Neighbouring TDD Cell Measurement InformationLCR
	M
	
	9.2.1.41Dd
	
	YES
	reject

	>>>>Additional Neighbouring Cell Measurement Information 7.68Mcps
	
	
	
	
	–
	

	>>>>>Neighbouring TDD Cell Measurement Information 7.68 Mcps
	
	
	
	7.68Mcps TDD only
	–
	

	>>>>>>Neighbouring TDD Cell Measurement Information 7.68 Mcps
	M
	
	9.2.3.32
	
	YES
	reject

	>>UARFCN
	O
	
	UARFCN 9.2.1.66
	Applicable to 1.28Mcps TDD only. 
	YES
	ignore

	>>UpPCH Position LCR
	O
	
	9.2.3.55A
	Applicable to 1.28Mcps TDD only.
	YES
	ignore

	Common Measurement Type
	M
	
	9.2.1.12C
	
	YES
	reject

	Measurement Filter Coefficient
	O
	
	9.2.1.41
	UTRAN only
	YES
	reject

	Report Characteristics
	M
	
	9.2.1.48
	
	YES
	reject

	SFN reporting indicator
	M
	
	FN reporting indicator 9.2.1.28A
	
	YES
	reject

	SFN
	O
	
	9.2.1.52A
	UTRAN only
	YES
	reject

	Common Measurement Accuracy
	O
	
	9.2.1.12A
	UTRAN only
	YES
	reject

	Measurement Recovery Behavior 
	O
	
	9.2.1.38A
	UTRAN only
	YES
	ignore 


	Range bound
	Explanation

	maxnoofMeasNCell
	Maximum number of neighbouring cells on which measurements can be performed.


9.2.1.12C
Common Measurement Type

The Common Measurement Type identifies which measurement that shall be performed.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common Measurement Type
	
	
	ENUMERATED(UTRAN GPS Timing of Cell Frames for UE Positioning ,

SFN-SFN Observed Time Difference, load, transmitted carrier power, received total wide band power, UL timeslot ISCP, …, RT Load,

NRT Load Information, UpPTS interference, UTRAN GANSS Timing of Cell Frames for UE Positioning)
	UL timeslot ISCP shall only be used by TDD.

For measurements, which are requested on the Iur-g interface, only load, RT Load and NRT Load information are used. 

"UpPTS interference" is used by 1.28Mcps TDD only
"UpPTS interference" means “UpPCH interference” in the whole 25.423, refer to [14] and [22]. 


9.2.1.30OQ 
1.28 Mcps TDD uplink physical channel capability
1.28 Mcps TDD uplink physical channel capability IE defines the UE uplink physical channel capability for 1.28 Mcps TDD.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Maximum Number of timeslots per subframe
	M
	
	Integer

(1..6)
	

	Maximum number of physical channels per timeslot
	M
	
	ENUMERATED
(1,2,3,4...)
	


9.2.1.85
Provided Information
This IE contains the relevant data concerned the direct information transfer procedure. Provided Information IE shall include at least one of the following IEs. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	MBMS Channel Type Information
	O
	
	9.2.1.86
	

	MBMS Preferred Frequency Layer Information
	O
	
	9.2.1.87
	

	UpPCH Information LCR
	O
	
	9.2.3.55
	Applicable to 1.28Mcps TDD only .


9.2.3.3aa
HS-DSCH TDD Information

The HS-DSCH TDD Information IE is used for initial addition of HS-DSCH information to a UE Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flows Information
	M
	
	9.2.1.30OA
	
	–
	

	UE Capabilities Information
	
	1
	
	
	–
	

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.30Oa
	
	–
	

	>1.28 Mcps TDD uplink physical channel capability
	O
	
	9.2.1.30OQ
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>NumberofSupportedCarriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Tree-six carrier,

Six-six carrier, ...)
	This IE indicates the number of carrier that UE can support at the same time,where ” One-three carrier” means the number of supported carrier is one for the uplink,and three for the downlink.
	–
	

	MAC-hs Reordering Buffer Size for RLC-UM
	M
	
	9.2.1.34Ab
	
	–
	

	TDD ACK NACK Power Offset
	M
	
	9.2.3.7I
	
	–
	

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.30OC
	If not present, "Indexed MAC-d PDU Size" shall be used.
	YES
	reject

	HS-SICH SIR Target
	O
	
	UL SIR

9.2.1.69
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	HS-SICH TPC step size
	O
	
	9.2.3.10a
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	TSN-Length
	O
	
	9.2.3.3ai
	Applicable for 1.28Mcps TDD when using multiple frequencies
	YES
	reject


9.2.3.3ab
HS-DSCH TDD Information Response
The HS-DSCH TDD Information Response IE provides information for HS-DSCH that have been established or modified. It also provides additional HS-DSCH information determined within the DRNS.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information Response
	
	0..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	–
	

	>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>Transport Layer Address
	O
	
	9.2.1.62
	
	–
	

	>HS-DSCH Initial Capacity Allocation
	O
	
	9.2.1.30Na
	
	–
	

	HS-SCCH Specific Information Response
	
	0..<maxnoofHSSCCHcodes>
	
	Not applicable to 1.28 Mcps TDD or 7.68Mcps TDD
	GLOBAL
	reject

	>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>Midamble Shift And Burst Type
	M
	
	9.2.3.4
	
	–
	

	>TDD Channelisation Code
	M
	
	9.2.3.8
	
	–
	

	>HS-SICH Information
	
	1
	
	
	–
	

	>>HS SICH ID
	M
	
	9.2.3.3ad
	
	–
	

	>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>Midamble Shift And Burst Type
	M
	
	9.2.3.4
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.8
	
	–
	

	HS-SCCH Specific Information Response LCR
	
	0..<maxnoofHSSCCHcodes>
	
	Not applicable to 3.84 Mcps TDD or 7.68Mcps TDD
	GLOBAL
	reject

	>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>Midamble shift LCR
	M
	
	9.2.3.4C
	
	–
	

	>First TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.8
	
	–
	

	>Second TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.8
	
	–
	

	>HS-SICH Information LCR
	
	1
	
	
	–
	

	>>HS SICH ID
	M
	
	9.2.3.3ad
	
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>Midamble shift LCR
	M
	
	9.2.3.4C
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.8
	
	–
	

	>UsedFrequency
	O
	
	UARFCN

9.2.1.66
	Applicable for 1.28Mcps TDD when using multiple frequencies. this IE indicates the frequency which is actually used by the HS-SCCH.
	YES
	reject

	>UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nt （3GPP TS 25.105）

Applicable for 1.28Mcps TDD when using multiple frequencies.

See note1 below
	YES
	ignore

	HS-SCCH Specific Information Response 7.68 Mcps
	
	0..<maxnoofHSSCCHcodes>
	
	Applicable to 7.68 Mcps TDD only
	YES
	ignore

	>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.23
	
	–
	

	>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.25
	
	–
	

	>HS-SICH Information
	
	1
	
	
	–
	

	>>HS SICH ID
	M
	
	9.2.3.3ad
	
	–
	

	>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.23
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.25
	
	–
	

	HS-PDSCH Timeslot Specific Information Response
	
	0..<maxnoofDLts>
	
	Not Applicable to 1.28Mcps TDD or 7.68Mcps TDD.
	GLOBAL
	reject

	>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>Midamble Shift And Burst Type
	M
	
	9.2.3.4
	
	–
	

	HS-PDSCH Timeslot Specific Information Response LCR
	
	0..<maxnoofDLtsLCR>
	
	Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	GLOBAL
	reject

	>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>Midamble Shift LCR
	M
	
	9.2.3.4C
	
	–
	

	HS-PDSCH Timeslot Specific Information Response 7.68Mcps
	
	0..<maxnoofDLts>
	
	Applicable to 7.68Mcps TDD only.
	YES
	Ignore

	>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.23
	
	–
	

	CHOICE HARQ Memory Partitioning
	O
	
	
	
	–
	

	>Implicit
	
	
	
	
	–
	

	>>Number of Processes
	M
	
	INTEGER (1..8)
	For HARQ process IDs going from 0 to “Number of Processes” – 1 the Total number of soft channel bits [42] is partitioned equally between all HARQ processes according to the rules in [16].
	–
	

	>Explicit
	
	
	
	
	–
	

	>>HARQ Memory Partitioning Information
	
	1..<maxnoofHARQprocesses>
	
	The first instance of the parameter corresponds to HARQ process with identifier 0, the second instance to HARQ process with identifier 1, and so on.
	–
	

	>>>Process Memory Size
	M
	
	9.2.1.45B
	See [16]
	–
	

	User Plane Congestion Fields Inclusion
	O
	
	9.2.1.70C
	
	YES
	ignore

	HS-SCCH Specific Information Response LCR per UARFCN
	
	0..<maxHSDPAFrequency-1>
	
	Applicable for 1.28Mcps TDD
	
	

	>HS-SCCH Specific Information Response LCR
	
	1..<maxNoOfHSSCCHcodes>
	
	
	GLOBAL
	reject

	>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.4C
	
	–
	

	>>First TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.8
	
	–
	

	>>Second TDD Channelisation Code
	M
	
	TDD Channelisation Code 9.2.3.8
	
	–
	

	>>HS-SICH Information LCR
	
	1
	
	
	–
	

	>>>HS SICH ID
	M
	
	9.2.3.3ad
	
	
	

	>>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.4C
	
	–
	

	>>>TDD Channelisation Code
	M
	
	9.2.3.8
	
	–
	

	>>UsedFrequency
	O
	
	UARFCN

9.2.1.66
	Applicable for 1.28Mcps TDD when using multiple frequencies. this IE indicates the frequency which is actually used by the HS-SCCH.
	YES
	reject

	>UARFCN
	O
	
	9.2.1.66
	Corresponds to Nt （3GPP TS 25.105）
Applicable for 1.28Mcps TDD when using multiple frequencies.

See note 1 below
	YES
	ignore

	HARQ Memory Partitioning per UARFCN
	
	0..<maxHSDPAFrequency-1>
	
	
	
	

	>CHOICE HARQ Memory Partitioning
	O
	
	
	
	–
	

	>>Implicit
	
	
	
	
	–
	

	>>>Number of Processes
	M
	
	INTEGER (1..8,...)
	For HARQ process IDs going from 0 to “Number of Processes” – 1 the Total number of soft channel bits [42] is partitioned equally between all HARQ processes according to the rules in [16].
	–
	

	>>Explicit
	
	
	
	
	–
	

	>>>HARQ Memory Partitioning Infomation
	
	1..<maxnoofHARQprocesses>
	
	The first instance of the parameter corresponds to HARQ process with identifier 0, the second instance to HARQ process with identifier 1, and so on.
	–
	

	>>>>Process Memory Size
	M
	
	9.2.1.45B
	See [16]
	–
	

	>UARFCN
	O
	
	9.2.1.66
	Corresponds to Nt （3GPP TS 25.105）

Applicable for 1.28Mcps TDD when using multiple frequencies.
See note 1 below
	YES
	ignore

	Multi-Carrier number
	O
	Integer(1.. maxHSDPAFrequency)
	
	Applicable for 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore


Note 1: This information element is a simplified representation of the ASN.1 description.
	Range bound
	Explanation

	maxnoofMACdFlows
	Maximum number of MAC-d flows.

	maxnoofHSSCCHcodes
	Maximum number of HS-SCCH codes.

	maxnoofDLts
	Maximum number of downlink time slots per Radio Link for 3.84Mcps TDD.

	maxnoofDLtsLCR
	Maximum number of Downlink time slots per Radio Link for 1.28Mcps TDD.

	maxnoofHARQprocesses
	Maximum number of HARQ processes.

	maxHSDPAFrequency
	Maximum number of Frequency that UE can support HSDPA


9.2.3.3ad
HS-SICH ID

The HS-SICH ID identifies unambiguously a HS-SICH.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	HS SICH ID
	
	
	INTEGER (0..31)
	For 1.28Mcps TDD, the IE is INTEGER (0..255). In ASN.1, it is presented by another IE for the value beyond the 31.


9.2.3.3ai
TSN-Length

The IE indicates the TSN length.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	TSN-Length
	
	
	ENUMERATED (tsn-6bits, tsn-9bits)
	


9.2.3.55
UpPCH Information LCR

Only for 1.28Mcps TDD.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	UpPCH Information LCR
	
	1..<maxFrequencyinCell>
	
	
	EACH
	ignore

	> UARFCN
	O
	
	9.2.1.66
	
	–
	

	>UpPCH Position LCR
	O
	
	9.2.3.55A
	
	–
	


	Range Bound
	Explanation

	maxFrequencyinCell
	Maximum number of Frequency that can be defined in a Cell


9.2.3.55A
UpPCH Position LCR

Only for 1.28Mcps TDD.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UpPCH Position LCR
	
	
	INTEGER (1..127)
	


9.3.3
PDU Definitions

/* Unchanged omitted*/
-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

/* Unchanged omitted*/

E-DCH-LCR-Information-Response,

ControlGAP,

HS-SICH-ID-Extension, 

TDD-TPC-UplinkStepSize-LCR,


TSN-Length,


UPPCHPositionLCR
FROM RNSAP-IEs
/* Unchanged omitted*/

id-E-DCH-LCR-Information-Reconfig,


id-E-DCH-LCR-Information-Response,


id-PowerControlGAP,


id-UARFCNforNt,

id-HS-SICH-ID-Extension,

id-HSSICH-Info-DM-Rqst-Extension,

id-UPPCHPositionLCR
FROM RNSAP-Constants;

/* Unchanged omitted*/
-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE TDD

--

-- **************************************************************

/* Unchanged omitted*/
RL-LCR-InformationResponseList-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes




CRITICALITY
ignore
EXTENSION
GA-CellAdditionalShapes

PRESENCE optional }|

{ ID id-HCS-Prio







CRITICALITY
ignore
EXTENSION
HCS-Prio






PRESENCE optional }|

{ ID id-UL-TimingAdvanceCtrl-LCR



CRITICALITY ignore
EXTENSION
UL-TimingAdvanceCtrl-LCR

PRESENCE optional }|

--Mandatory for 1.28Mcps TDD only

{ ID id-PowerControlGAP


CRITICALITY ignore
EXTENSION 
ControlGAP
PRESENCE optional },

-- Applicable to 1.28Mcps TDD only

...

}

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE TDD

--

-- **************************************************************

/* Unchanged omitted*/
RL-LCR-InformationResponseList-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes

CRITICALITY
ignore
EXTENSION
GA-CellAdditionalShapes


PRESENCE optional }|


{ ID id-HCS-Prio




CRITICALITY
ignore
EXTENSION
HCS-Prio





PRESENCE optional }|

{ ID id-UL-TimingAdvanceCtrl-LCR
CRITICALITY ignore
EXTENSION
UL-TimingAdvanceCtrl-LCR

PRESENCE optional }|

--Mandatory for 1.28Mcps TDD only

{ ID id-PowerControlGAP


CRITICALITY ignore
EXTENSION 
ControlGAP
PRESENCE optional }|

-- Applicable to 1.28Mcps TDD only

{ ID id-UARFCNforNt




CRITICALITY ignore
EXTENSION 
UARFCN

PRESENCE optional },

-- Applicable to 1.28Mcps TDD only

...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION READY TDD

--

-- **************************************************************

/* Unchanged omitted*/
RL-InformationResponse-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-UL-TimingAdvanceCtrl-LCR





CRITICALITY ignore
EXTENSION
UL-TimingAdvanceCtrl-LCR


PRESENCE optional }|


--For 1.28Mcps TDD only

{ ID id-secondary-LCR-CCPCH-Info-TDD




CRITICALITY ignore
EXTENSION
Secondary-LCR-CCPCH-Info-TDD

PRESENCE optional }|


--For 1.28Mcps TDD only

{ ID id-secondary-CCPCH-Info-RL-ReconfReadyTDD768

CRITICALITY ignore
EXTENSION
Secondary-CCPCH-Info-TDD768

PRESENCE optional }|

{ ID id-UARFCNforNt




CRITICALITY ignore
EXTENSION 
UARFCN

PRESENCE optional },

-- Applicable to 1.28Mcps TDD only

...

}

-- **************************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

/* Unchanged omitted*/
RL-Information-PhyChReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD

CRITICALITY reject
EXTENSION HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD

PRESENCE optional } |


--For 3.84Mcps TDD only


{ ID id-HSPDSCH-Timeslot-InformationListLCR-PhyChReconfRqstTDD
CRITICALITY reject
EXTENSION HSPDSCH-Timeslot-InformationListLCR-PhyChReconfRqstTDD
PRESENCE optional }|


--For 1.28Mcps TDD only

{ ID id-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD768

CRITICALITY reject
EXTENSION HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD768

PRESENCE optional }|

--For 7.68Mcps TDD only


{ ID id-UARFCNforNt




CRITICALITY ignore
EXTENSION 
UARFCN

PRESENCE optional },

-- Applicable to 1.28Mcps TDD only

...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION REQUEST

--

-- **************************************************************

/* Unchanged omitted*/
RL-InformationItem-DM-Rqst-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSSICH-Info-DM-Rqst

CRITICALITY reject



EXTENSION
HSSICH-Info-DM-Rqst

PRESENCE optional}|


-- TDD only

{ ID id-DPCH-ID768-DM-Rqst

CRITICALITY reject



EXTENSION

DPCH-ID768








PRESENCE optional}|

{ ID id-HSSICH-Info-DM-Rqst-Extension

CRITICALITY reject



EXTENSION
HSSICH-Info-DM-Rqst-Extension

PRESENCE optional},

-- Apllicable for 1.28Mcps TDD only when the HS-SICH ID IE is more than 31

...

}

HSSICH-Info-DM-Rqst ::= SEQUENCE (SIZE (1..maxNrOfHSSICHs)) OF HS-SICH-ID
HSSICH-Info-DM-Rqst-Extension ::= SEQUENCE (SIZE (1..maxNrOfHSSICHs)) OF HS-SICH-ID-Extension
-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION RESPONSE

--

-- **************************************************************

/* Unchanged omitted*/
RL-InformationItem-DM-Rsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ID id-HSSICH-Info-DM

CRITICALITY reject



EXTENSION
HS-SICH-ID

PRESENCE optional}|

-- TDD only

{ ID
id-multiple-DedicatedMeasurementValueList-TDD-DM-Rsp
CRITICALITY ignore
EXTENSION Multiple-DedicatedMeasurementValueList-TDD-DM-Rsp
PRESENCE optional
}|    


-- Applicable to 3.84Mcps TDD only. This list of dedicated measurement values is used for the 2nd and beyond measurements of a RL when multiple dedicated measurement values need to be reported. 


{ ID
id-multiple-DedicatedMeasurementValueList-LCR-TDD-DM-Rsp
CRITICALITY ignore
EXTENSION Multiple-DedicatedMeasurementValueList-LCR-TDD-DM-Rsp
PRESENCE optional
}|   


-- Applicable to 1.28Mcps TDD only. This list of dedicated measurement values is used for the 2nd and beyond measurements of a RL when multiple dedicated measurement values need to be reported.

{ ID
id-multiple-HSSICHMeasurementValueList-TDD-DM-Rsp


CRITICALITY ignore
EXTENSION Multiple-HSSICHMeasurementValueList-TDD-DM-Rsp
PRESENCE optional
}|

-- TDD only. This list of HS-SICH measurement values is used for the 2nd and beyond measurements of a RL when multiple HS-SICH measurement values need to be reported.

{ ID
id-multiple-DedicatedMeasurementValueList-TDD768-DM-Rsp

CRITICALITY ignore
EXTENSION Multiple-DedicatedMeasurementValueList-TDD768-DM-Rsp
PRESENCE optional
}|

-- Applicable to 7.68Mcps TDD only. This list of dedicated measurement values is used for the 2nd and beyond measurements of a RL when multiple dedicated measurement values need to be reported.


{ ID
id-DPCH-ID768-DM-Rsp









CRITICALITY ignore
EXTENSION DPCH-ID768










PRESENCE optional}|

{ ID id-HS-SICH-ID-Extension


CRITICALITY ignore

EXTENSION HS-SICH-ID-Extension
PRESENCE optional},

-- Apllicable for 1.28Mcps TDD only when the HS-SICH ID IE is more than 31


...

}
/* Unchanged omitted*/
Multiple-HSSICHMeasurementValueItem-TDD-DM-Rsp ::= SEQUENCE {


hsSICH-ID






HS-SICH-ID, 

dedicatedMeasurementValue


DedicatedMeasurementValue,

iE-Extensions





ProtocolExtensionContainer { { Multiple-HSSICHMeasurementValueItem-TDD-DM-Rsp-ExtIEs} }

OPTIONAL,


...
}

Multiple-HSSICHMeasurementValueItem-TDD-DM-Rsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HS-SICH-ID-Extension


CRITICALITY ignore

EXTENSION HS-SICH-ID-Extension
PRESENCE optional},

-- Apllicable for 1.28Mcps TDD only when the HS-SICH ID IE is more than 31


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION FAILURE

--

-- **************************************************************

/* Unchanged omitted*/
RL-Successful-InformationItem-DM-Fail-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ID id-HSSICH-Info-DM

CRITICALITY reject



EXTENSION
HS-SICH-ID

PRESENCE optional}|

-- TDD only

{ ID id-HS-SICH-ID-Extension


CRITICALITY ignore

EXTENSION HS-SICH-ID-Extension
PRESENCE optional},

-- Apllicable for 1.28Mcps TDD only when the HS-SICH ID IE is more than 31


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT REPORT

--

-- **************************************************************

/* Unchanged omitted*/
RL-InformationItem-DM-Rprt-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ID id-HSSICH-Info-DM-Rprt

CRITICALITY ignore



EXTENSION
HS-SICH-ID

PRESENCE optional}|


-- TDD only

{ ID
id-DPCH-ID768-DM-Rprt

CRITICALITY ignore



EXTENSION
DPCH-ID768

PRESENCE optional}|

{ ID id-HS-SICH-ID-Extension


CRITICALITY ignore

EXTENSION HS-SICH-ID-Extension
PRESENCE optional},

-- Apllicable for 1.28Mcps TDD only when the HS-SICH ID IE is more than 31


...

}

-- **************************************************************

--

-- COMMON MEASUREMENT INITIATION REQUEST

--

-- **************************************************************

/* Unchanged omitted*/
CellItem-CM-Rqst-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-UARFCNforNt




CRITICALITY ignore
EXTENSION 
UARFCN

PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only

{ ID id-UPPCHPositionLCR    CRITICALITY reject      EXTENSION UPPCHPositionLCR     PRESENCE   optional},

    -- Applicable to 1.28Mcps TDD only

...

}

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

/* Unchanged omitted*/

maxGANSSSat,

maxNoGANSS,

maxSgnType,

maxHSDPAFrequency,


maxHSDPAFrequency-1,

maxFrequencyinCell,


maxFrequencyinCell-1,
/* Unchanged omitted*/
id-GANSS-Information,


id-GANSS-Generic-Data,


id-TUTRANGANSSMeasurementThresholdInformation,

id-TUTRANGANSSMeasurementValueInformation,


id-UARFCNforNt,


id-LCRTDD-uplink-Physical-Channel-Capability,


id-number-Of-Supported-Carriers,


id-HSSICH-SIRTarget,


id-HSSICH-TPC-StepSize,


id-tSN-Length,

id-HS-SICH-ID-Extension,


id-multipleFreq-HSPDSCH-InformationList-ResponseTDDLCR,


id-multicarrier-number,


id-UpPCH-InformationList-LCRTDD,

id-UpPCH-InformationItem-LCRTDD
FROM RNSAP-Constants
-- C

/* Unchanged omitted*/
CQI-DTX-Timer ::= ENUMERATED {v0, v1, v2, v4, v8, v16, v32, v64, v128, v256, v512, infinity}

-- Unit subframe
ControlGAP ::= INTEGER (1..255)
CQI-Feedback-Cycle ::= ENUMERATED {v0, v2, v4, v8, v10, v20, v40, v80, v160,..., v16, v32, v64}

/* Unchanged omitted*/
HSDSCH-TDD-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-HSDSCH-MACdPDUSizeFormat 
CRITICALITY reject

EXTENSION
HSDSCH-MACdPDUSizeFormat 
PRESENCE optional}|
{ ID id-HSSICH-SIRTarget

CRITICALITY
ignore

EXTENSION 
UL-SIR
PRESENCE optional}|
-- Applicable to 1.28Mcps TDD only
{ ID id-HSSICH-TPC-StepSize

CRITICALITY
ignore

EXTENSION 
TDD-TPC-UplinkStepSize-LCR PRESENCE 
optional}|
-- Mandatory for 1.28Mcps TDD only
{ ID id-tSN-Length
CRITICALITY reject
EXTENSION  TSN-Length
 PRESENCE optional },
-- Applicable for 1.28Mcps TDD when using multiple frequencies

...

}
HSDSCH-TDD-Information-Response ::= SEQUENCE {


hSDSCH-MACdFlow-Specific-InfoList-Response

HSDSCH-MACdFlow-Specific-InfoList-Response


OPTIONAL,


hSSCCH-TDD-Specific-InfoList-Response


HSSCCH-TDD-Specific-InfoList-Response



OPTIONAL,

-- Not Applicable to 1.28Mcps TDD

hSSCCH-TDD-Specific-InfoList-Response-LCR

HSSCCH-TDD-Specific-InfoList-Response-LCR


OPTIONAL,

-- Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD. This HSSCCH Specific Information is for the first Frequency repetition, HSSCCH Specific  Information for Frequency repetitions 2 and on, should be defined in MultipleFreq-HSPDSCH-InformationList-ResponseTDDLCR

hSPDSCH-TDD-Specific-InfoList-Response


HSPDSCH-TDD-Specific-InfoList-Response



OPTIONAL,


hSPDSCH-TDD-Specific-InfoList-Response-LCR

HSPDSCH-TDD-Specific-InfoList-Response-LCR


OPTIONAL,


hARQ-MemoryPartitioning






HARQ-MemoryPartitioning







OPTIONAL,
-- For 1.28Mcps TDD, this HARQ Memory Partitioning Information is for the first Frequency repetition, HARQ Memory Partitioning Information for Frequency repetitions 2 and on, should be defined in  MultipleFreq-HSPDSCH-InformationList-ResponseTDDLCR

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-TDD-Information-Response-ExtIEs } }


OPTIONAL,

...

}
HSDSCH-TDD-Information-Response-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-User-Plane-Congestion-Fields-Inclusion
CRITICALITY ignore
EXTENSION User-Plane-Congestion-Fields-Inclusion

PRESENCE optional}|
{ ID id-hSSCCH-TDD-Specific-InfoList-Response768
CRITICALITY ignore
EXTENSION HSSCCH-TDD-Specific-InfoList-Response768

PRESENCE optional}|
{ ID id-hSPDSCH-TDD-Specific-InfoList-Response768
CRITICALITY ignore
EXTENSION HSPDSCH-TDD-Specific-InfoList-Response768

PRESENCE optional}|

{ ID id-UARFCNforNt







 CRITICALITY ignore
EXTENSION UARFCN
PRESENCE optional}|

-- Applicable to 1.28Mcps TDD when using multiple frequencies ,This is the UARFCN for the first Frequency repetition

{ ID id-multipleFreq-HSPDSCH-InformationList-ResponseTDDLCR                          CRITICALITY ignore
EXTENSION MultipleFreq-HSPDSCH-InformationList-ResponseTDDLCR  PRESENCE optional }|

-- Applicable to 1.28Mcps TDD when using multiple frequencies ,This MultipleFreq-HSPDSCH-InformationList-ResponseTDDLCR is the HS-SCCH and HARQ Memory Partitioning information for the 2nd and beyond HS-PDSCH frequencies

{ ID id-multicarrier-number
CRITICALITY ignore
EXTENSION  Multicarrier-Number
 PRESENCE optional },

-- Applicable for 1.28Mcps TDD when using multiple frequencies

...

}
Multicarrier-Number ::= INTEGER (1..maxHSDPAFrequency)
/* Unchaned omitted*/
HSSICH-Info-LCR-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HS-SICH-ID-Extension


CRITICALITY ignore

EXTENSION HS-SICH-ID-Extension
PRESENCE optional},

-- Apllicable for 1.28Mcps TDD only when the HS-SICH ID IE is more than 31 

...

}
/* Unchaned omitted*/
HS-SICH-ID ::= INTEGER (0..31)
HS-SICH-ID-Extension ::= INTEGER (32..255,...)
HSSCCH-CodeChangeIndicator
::= ENUMERATED {


hsSCCHCodeChangeNeeded
}

/* Unchaned omitted*/
LoadValue ::= SEQUENCE {



uplinkLoadValue

INTEGER(0..100),



downlinkLoadValue
INTEGER(0..100)

}
LCRTDD-Uplink-Physical-Channel-Capability ::= SEQUENCE {


maxTimeslotsPerSubFrame



INTEGER(1..6),

maxPhysChPerTimeslot



ENUMERATED{ts1, ts2, ts3, ts4,...},

iE-Extensions





ProtocolExtensionContainer { { LCRTDD-Uplink-Physical-Channel-Capability-ExtIEs} } OPTIONAL,


...

}

LCRTDD-Uplink-Physical-Channel-Capability-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- M

/* Unchaned omitted*/
MAChs-ResetIndicator ::= ENUMERATED{


mAChs-NotReset

}

MultipleFreq-HSPDSCH-InformationList-ResponseTDDLCR ::= SEQUENCE (SIZE (1.. maxHSDPAFrequency-1)) OF MultipleFreq-HSPDSCH-InformationItem-ResponseTDDLCR

--Includes the 2nd through the max number of frequency repetitions

MultipleFreq-HSPDSCH-InformationItem-ResponseTDDLCR ::= SEQUENCE{


hSSCCH-TDD-Specific-InfoList-Response-LCR

HSSCCH-TDD-Specific-InfoList-Response-LCR
OPTIONAL,


hARQ-MemoryPartitioning






HARQ-MemoryPartitioning





OPTIONAL,


uARFCN










UARFCN,

-- This is the UARFCN for the second and beyond Frequency repetition.


iE-Extensions








ProtocolExtensionContainer { { MultipleFreq-HSPDSCH-InformationItem-ResponseTDDLCR-ExtIEs } }

OPTIONAL,


...

}

MultipleFreq-HSPDSCH-InformationItem-ResponseTDDLCR-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

...

}

-- N
/* Unchaned omitted*/
N-E-UCCH-LCR ::= INTEGER (1..8)

Number-Of-Supported-Carriers  ::= ENUMERATED {

    one-one-carrier,

    one-three-carrier,

three-three-carrier,
one-six-carrier,

three-six-carrier,

six-six-carrier,
    ...

}
-- O

/* Unchaned omitted*/
ProvidedInformation
::= SEQUENCE {


mBMSChannelTypeInfo

MBMSChannelTypeInfo


OPTIONAL,


mBMSPreferredFreqLayerInfo
MBMSPreferredFreqLayerInfo

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ProvideInformation-ExtIEs} } OPTIONAL,


...

}
ProvideInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-UpPCH-InformationList-LCRTDD 
CRITICALITY ignore

EXTENSION
UpPCH-InformationList-LCRTDD


PRESENCE optional},

-- Applicable to 1.28Mcps TDD only

...

}
UpPCH-InformationList-LCRTDD ::= SEQUENCE (SIZE (0.. maxFrequencyinCell)) OF ProtocolIE-Single-Container {{ UpPCH-InformationItemIE-LCRTDD }}

UpPCH-InformationItemIE-LCRTDD RNSAP-PROTOCOL-IES ::= {


{ ID
id-UpPCH-InformationItem-LCRTDD
CRITICALITY ignore
TYPE UpPCH-InformationItem-LCRTDD
PRESENCE mandatory},


...
}

UpPCH-InformationItem-LCRTDD ::= SEQUENCE {


uARFCNforNt



UARFCN




OPTIONAL,


uPPCHPositionLCR

UPPCHPositionLCR

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { UpPCH-InformationItem-LCRTDD-ExtIEs} }

OPTIONAL,


...

}

UpPCH-InformationItem-LCRTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
PunctureLimit



::= INTEGER (0..15)

-- 0: 40%; 1: 44%; ... 14: 96%; 15: 100

-- 0 is not applicable for E-DPCH

/* Unchaned omitted*/
TrCH-SrcStatisticsDescr

::= ENUMERATED {


speech,


rRC,


unknown,


...

}

TSN-Length ::= ENUMERATED {


tsn-6bits,


tsn-9bits
}
TSTD-Indicator ::= ENUMERATED {


active,


inactive

}

/* Unchaned omitted*/
UE-Capabilities-Info ::= SEQUENCE {


hSDSCH-Physical-Layer-Category

INTEGER (1..64,...),


iE-Extensions





ProtocolExtensionContainer { { UE-Capabilities-Info-ExtIEs } }


OPTIONAL,

...

}
UE-Capabilities-Info-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ID id-LCRTDD-uplink-Physical-Channel-Capability

CRITICALITY ignore

EXTENSION LCRTDD-Uplink-Physical-Channel-Capability

PRESENCE
optional}|

{ID id-number-Of-Supported-Carriers

CRITICALITY reject

EXTENSION Number-Of-Supported-Carriers
PRESENCE
optional},

...

}
/* Unchaned omitted*/
UL-TimeslotISCP


::= INTEGER (0..127)

-- According to mapping in [14]
UPPCHPositionLCR ::= INTEGER (0..127)
UpPTSInterferenceValue
::=
INTEGER (0..127,...)

/* Unchaned omitted*/
maxGANSSSat







INTEGER ::= 32

maxNoGANSS







INTEGER ::= 8
maxSgnType







INTEGER ::= 4
maxHSDPAFrequency          



INTEGER ::= 8

maxHSDPAFrequency-1          


INTEGER ::= 7
maxFrequencyinCell





INTEGER ::= 12

maxFrequencyinCell-1




INTEGER ::= 11  -- maxFrequencyinCell-1
-- **************************************************************

--

-- IEs

--

-- **************************************************************

/* Unchaned omitted*/
id-TUTRANGANSSMeasurementThresholdInformation







ProtocolIE-ID ::= 702
id-TUTRANGANSSMeasurementValueInformation








ProtocolIE-ID ::= 703
id-Enhanced-PCH-Support-Indicator










ProtocolIE-ID ::= 704
id-PowerControlGAP















ProtocolIE-ID ::= xxx
id-UARFCNforNt















ProtocolIE-ID ::= xxx

id-LCRTDD-uplink-Physical-Channel-Capability







ProtocolIE-ID ::= xxx
id-number-Of-Supported-Carriers











ProtocolIE-ID ::= xxx
id-HSSICH-SIRTarget















ProtocolIE-ID ::= xxx

id-HSSICH-TPC-StepSize













ProtocolIE-ID ::= xxx

id-tSN-Length















ProtocolIE-ID ::= xxx
id-HS-SICH-ID-Extension













ProtocolIE-ID ::= xxx
id-HSSICH-Info-DM-Rqst-Extension










ProtocolIE-ID ::= xxx
id-multipleFreq-HSPDSCH-InformationList-ResponseTDDLCR





ProtocolIE-ID ::= xxx
id-multicarrier-number













ProtocolIE-ID ::= xxx
id-UPPCHPositionLCR














ProtocolIE-ID ::= xxx
id-UpPCH-InformationList-LCRTDD











ProtocolIE-ID ::= xxx

id-UpPCH-InformationItem-LCRTDD











ProtocolIE-ID ::= xxx
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