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1. Introduction

At the previous RAN3 meeting, text was added to 36.423 to support the transfer of UE history information between eNBs in order to support various RRM algorithms in the eNB.

This contribution is addressing the open issues and proposes one additional parameter to be transferred between eNBs.

2. Open issues

The following open issues were listed at the previous meeting:

Editors Note: The definition of “Cell Type” is FFS

The definition of the “Cell Type” IE (e.g. macro, micro, pico, femto) was considered a bit unclear. As an alternative it is proposed to use absolute values for the cell size which would be easier to define. 
The following estimated minimum cell radii are proposed: 10, 50, 100, 500, 1000, 5000, 10000 m ,…
The value of the cell radius should be the “normal” coverage of the cell.

Editors Note: The way to indicate user activity (“UL/DL data per Bearer” IE) is FFS.

Regarding this IE it was unclear if this was the best way to indicate the UE activity. A possible complement to this IE could be to indicate if the UE was active in the cell and if it was at which time it was last active in the source cell. This information could be used in the target cell to release inactive UEs to LTE_IDLE.
It is proposed to add a new IE which tells the target eNB when the UE last sent or received data in the cell. 

It is proposed to keep the UL / DL data per Bearer IE, since it would provide additional information about the UE activity.
In addition some editorial changes are proposed.

3. Proposed Changes to 36.423

9.2.Y
UE History Information

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Last Visited Cell List
	
	1 to MaxNrOfCells
	
	Most recent information is added to the top of this list
	
	

	
>Last Visited Cell Information
	M
	
	9.2.Z
	
	
	


Editors Note: Maximum size of the list (MaxNrOfCells) is FFS.

9.2.Z
Last Visited Cell Information
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Global Cell ID
	M
	
	
	
	
	

	Minimum Cell size
	M
	
	ENUMERATED(10, 50, 100, 500, 1000, 5000, 10000, …)
	Estimated minimum cell radius in meter
	
	

	Time UE stayed in cell
	M
	
	INTEGER
	In seconds
	
	

	Time UE has been inactive in cell prior to handover
	M
	
	INTEGER
	In seconds
	
	

	UL / DL data per Bearer
	
	1 to MaxNrOfBearers 
	
	
	
	

	
>Bearer Id
	M
	
	
	
	
	

	
>UL data sent
	M
	
	INTEGER
	In kBytes
	
	

	
>DL data received
	M
	
	INTEGER
	In kBytes
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