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8.2.17.2
Successful Operation
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Figure 24: Radio Link Setup procedure, Successful Operation

Unchanged text ommitted.
Transport Channels Handling:

Unchanged text ommitted.
[FDD - E-DCH]:

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DCH Minimum Set E-TFCI IE the Node B shall use the value for the related resource allocation operation.]
[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DPDCH Power Interpolation IE, the Node B shall use the value to determine the applicable E-DPDCH power formula defined in [10]. If the E-DPDCH Power Interpolation IE is not present, the Node B shall use the E-DPDCH power extrapolation formula defined in [10].]
[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-TFCI BetaEC Boost IE, the Node B shall use the value as specified in [10]. If the E-TFCI BetaEC Boost IE is not present, the Node B shall use the value "127" in the algorithm defined in [10].]
Unchanged text ommitted.
8.3.1.2
Successful Operation
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Figure: 28 Radio Link Addition procedure, Successful Operation

Unchanged text ommitted.
[FDD - E-DPCH Handling]:

[FDD - If the RADIO LINK ADDITION REQUEST message includes an E-DPCH Information IE, the Node B shall use the new parameters for the related resource allocation operations.]
[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DPDCH Power Interpolation IE, the Node B shall use the value to determine the applicable E-DPDCH power formula defined in [10]. If the E-DPDCH Power Interpolation IE is not present, the Node B shall use the E-DPDCH power extrapolation formula defined in [10].]

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-TFCI BetaEC Boost IE, the Node B shall use the value as specified in [10]. If the E-TFCI BetaEC Boost IE is not present, the Node B shall use the value "127" in the algorithm defined in [10].]
Unchanged text ommitted.
8.3.2.2
Successful Operation
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Figure 30: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

Unchanged text ommitted.
[FDD - E-DPCH Handling]:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DPCH Information IE, the Node B shall apply the parameters to the new configuration as follows:]
-
[FDD - If the E-DPCH Information IE includes the Maximum Set of E-DPDCHs IE, the Node B shall apply the contents of the Maximum Set in the new configuration.]

-
[FDD - If the E-DPCH Information IE includes the Puncture Limit IE, the Node B shall apply the value in the uplink of the new configuration]

-
[FDD - If the E-DPCH Information IE includes the E-TFCS Information IE, the Node B shall use the E-TFCS Information IE for the E-DCH when reserving resources for the uplink of the new configuration. The Node B shall apply the new TFCS in the uplink of the new configuration. If the E-TFCS Information IE contains the E-DCH Minimum Set E-TFCI IE the Node B shall use the value for the related resource allocation operation.]
-
[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DPDCH Power Interpolation IE, the Node B shall use the value to determine the applicable E-DPDCH power formula defined in [10]. If the E-DPDCH Power Interpolation IE is not present, the Node B shall use the E-DPDCH power extrapolation formula defined in [10] if the E-DCH FDD Information IE is included in the RADIO LINK RECONFIGURATION PREPARE message.]

-
[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-TFCI BetaEC Boost IE, the Node B shall use the value as specified in [10]. If the E-TFCI BetaEC Boost IE is not present, the Node B shall use the value "127" in the algorithm defined in [10] if the E-DCH FDD Information IE is included in the RADIO LINK RECONFIGURATION PREPARE message.]
-
[FDD - If the E-DPCH Information IE includes the E-TTI IE, the Node B shall use the value when the new configuration is being used.]

-
[FDD - If the E-DPCH Information IE includes the E-DPCCH Power Offset IE, the Node B shall use the value when the new configuration is being used.]

-
[FDD - If the E-DPCH Information IE includes the E-RGCH 2-Index-Step IE, the Node B shall use the value when the new configuration is being used.]
-
[FDD - If the E-DPCH Information IE includes the E-RGCH 3-Index-Step IE, the Node B shall use the value when the new configuration is being used.]

-
[FDD - If the E-DPCH Information IE includes the HARQ Info for E-DCH  IE, the Node B shall use the value when the new configuration is being used.]

-
[FDD - If the E-DPCH Information IE includes the HS-DSCH Configured Indicator IE, the Node B shall use the value when the new configuration is being used.]

Unchanged text ommitted.
8.3.5.2
Successful Operation
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Figure 34: Unsynchronised Radio Link Reconfiguration Procedure, Successful Operation

Unchanged text ommitted.
[FDD - E-DPCH Handling]:

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DPCH Information IE which contains the E-TFCS Information IE, the Node B shall use the E-TFCS Information IE for the E-DCH when reserving resources for the uplink of the new configuration. The Node B shall apply the new TFCS in the uplink of the new configuration. If the E-TFCS Information IE contains the E-DCH Minimum Set E-TFCI IE the Node B shall use the value for the related resource allocation operation.]
[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DPDCH Power Interpolation IE, the Node B shall use the value to determine the applicable E-DPDCH power formula defined in [10]. If the E-DPDCH Power Interpolation IE is not present, the Node B shall use the E-DPDCH power extrapolation formula defined in [10] if the E-DCH FDD Information IE is included in the RADIO LINK RECONFIGURATION REQUEST message.]

[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-TFCI BetaEC Boost IE, the Node B shall use the value as specified in [10]. If the E-TFCI BetaEC Boost IE is not present, the Node B shall use the value "127" in the algorithm defined in [10] if the E-DCH FDD Information IE is included in the RADIO LINK RECONFIGURATION REQUEST message.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains the E-DPCCH Power Offset IE, the Node B shall use the value when the new configuration is being used.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains the E-RGCH 2-Index-Step IE, the Node B shall use the value when the new configuration is being used.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains the E-RGCH 3-Index-Step IE, the Node B shall use the value when the new configuration is being used.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST includes an E-DPCH Information IE which contains the HARQ Info for E-DCH  IE, the Node B shall use the value when the new configuration is being used.]

Unchanged text ommitted.
9.2.2.13Dh
E-DCH Transport Format Combination Set Information (E-TFCS Information)

Whereas the related Transport Block sizes are standardised in [32] this IE gives details on the referenced Transport Block Size Table, the E-DCH Minimum Set E-TFCI, the Reference E-TFCIs and configuration parameters used for the calculation of the gain factors ec and ed defined in [10].
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	E-TFCI Table Index
	M
	
	INTEGER (0..1,..., 2..7)
	Indicates which standardised E-TFCS Transport Block Size Table shall be used. The related tables are specified in [32].
	–
	

	E-DCH Minimum Set E-TFCI
	O
	
	INTEGER (0..127)
	For the concept of "E-DCH Minimum Set of TFCs" see [32] and [18].
	–
	

	Reference E-TFCI Information
	
	1..<maxnoofRefETFCIs>
	
	
	–
	

	>Reference E-TFCI
	M
	
	INTEGER (0..127)
	
	–
	

	>Reference E-TFCI Power Offset
	M
	
	9.2.2.13Dp
	If the Extended Reference E-TFCI Power Offset IE is present, this IE shall be ignored
	–
	

	>Extended Reference E-TFCI Power Offset
	O
	
	9.2.2.13Dq
	
	YES
	reject

	E-TFCI BetaEC Boost
	O
	
	INTEGER (0..127,…)
	E-TFCI threshold beyond which boosting of E-DPCCH is enabled
	YES
	Reject

	E-DPDCH Power Interpolation
	O
	
	BOOLEAN
	True means that the E-DPDCH power interpolation formula shall be applied,

False means that the E-DPDCH power extrapolation formula shall be applied

for the computation of the gain factor ed  according to [10]
	YES
	Reject


	Range Bound
	Explanation

	maxnoofRefETFCIs
	Maximum number of signalled reference E-TFCIs


9.3.4
Information Elements Definitions
--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS

Unchanged text ommitted.

id-SixteenQAM-UL-Information,


id-SixteenQAM-UL-Information-to-Modify,


id-E-TFCI-BetaEC-Boost,


id-E-DPDCH-PowerInterpolation,

id-MaximumMACdPDU-SizeExtended,


id-GANSS-Common-Data,

id-GANSS-Information,
Unchanged text ommitted.
E-DPCCH-PO ::= INTEGER (0..maxNrOfEDPCCH-PO-QUANTSTEPs)
E-DPDCH-PowerInterpolation ::= BOOLEAN

E-Primary-Secondary-Grant-Selector ::= ENUMERATED {


primary,

secondary
}
E-HICH-Signature-Sequence ::= INTEGER (0..maxNrofSigSeqRGHI-1)
End-Of-Audit-Sequence-Indicator ::= ENUMERATED {

end-of-audit-sequence,


not-end-of-audit-sequence
}
E-Serving-Grant-Value ::= INTEGER (0..38)
E-RGCH-2-IndexStepThreshold ::= INTEGER (0..37)
E-RGCH-3-IndexStepThreshold ::= INTEGER (0..37)
E-RGCH-E-HICH-FDD-Code-Information ::= CHOICE {


replace




E-RGCH-E-HICH-FDD-Code-List,


remove




NULL,


...
}
E-RGCH-E-HICH-FDD-Code-List ::= SEQUENCE (SIZE (1..maxNrOfE-RGCHs-E-HICHs)) OF FDD-DL-ChannelisationCodeNumber
E-RGCH-Release-Indicator ::= ENUMERATED {e-RGCHreleased}
E-RGCH-Signature-Sequence ::= INTEGER (0..maxNrofSigSeqRGHI-1)

E-RNTI ::= INTEGER (0..65535)
E-TFCI ::= INTEGER (0..127)
E-TFCI-BetaEC-Boost ::= INTEGER (0..127,...)

E-TFCS-Information ::= SEQUENCE {


e-DCH-TFCI-Table-Index







E-DCH-TFCI-Table-Index,


e-DCH-Min-Set-E-TFCI






E-TFCI


OPTIONAL,


reference-E-TFCI-Information




Reference-E-TFCI-Information,

iE-Extensions








ProtocolExtensionContainer { {E-TFCS-Information-ExtIEs} }

OPTIONAL,


...

}

E-TFCS-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-TFCI-BetaEC-Boost


CRITICALITY reject

EXTENSION
E-TFCI-BetaEC-Boost

PRESENCE optional}|

{ ID id-E-DPDCH-PowerInterpolation
CRITICALITY reject

EXTENSION
E-DPDCH-PowerInterpolation 
PRESENCE optional},

...

}
E-TTI ::= ENUMERATED {


e-TTI-2ms,

e-TTI-10ms
}
Unchanged text ommitted.
9.3.6
Constant Definitions
Unchanged text ommitted.
-- **************************************************************

--

-- IEs

--

-- **************************************************************
Unchanged text ommitted.
id-Additional-failed-HS-SICH









ProtocolIE-ID ::= 881
id-Additional-missed-HS-SICH









ProtocolIE-ID ::= 882
id-Additional-total-HS-SICH










ProtocolIE-ID ::= 883
id-Additional-HS-SICH-Reception-Quality-Measurement-Value


ProtocolIE-ID ::= 884
id-E-TFCI-BetaEC-Boost











ProtocolIE-ID ::= 885

id-E-DPDCH-PowerInterpolation









ProtocolIE-ID ::= 886

id-GANSS-Common-Data











ProtocolIE-ID ::= 887
id-GANSS-Information











ProtocolIE-ID ::= 888

id-GANSS-Generic-Data











ProtocolIE-ID ::= 889

id-TUTRANGANSSMeasurementThresholdInformation





ProtocolIE-ID ::= 890

Unchanged text ommitted.
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