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	Reason for change:
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	The HARQ Memory Partitioning Information Extension For MIMO IE has been defined with the criticality “reject” in NBAP CR 25.433-1397r2 (approved in RAN#37). 
When a criticality is assigned to an IE in a FDD response message, it is usually set to “ignore” (except for the Message Type IE). A change is proposed to apply this rule to HARQ Memory Partitioning Information Extension For MIMO IE.


	
	

	Summary of change:
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	The criticality of the HARQ Memory Partitioning Information Extension For MIMO IE is changed to “ignore”.
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This CR has an impact under protocol point of view.
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9.2.1.102
HARQ Memory Partitioning

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE HARQ Memory Partitioning
	
	1
	
	
	–
	

	>Implicit
	
	
	
	
	–
	

	>>Number of Processes
	M
	
	INTEGER (1..8,...12,14,16)
	For HARQ process IDs going from 0 to "Number of Processes" – 1 the Total number of soft channel bits [33] is partitioned equally between all HARQ processes according to the rules in [18].
	–
	

	>Explicit
	
	
	
	
	–
	

	>>HARQ Memory Partitioning Infomation
	
	1..<maxnoofHARQprocesses>
	
	The first instance of the parameter corresponds to HARQ process with identifier 0, the second instance to HARQ process with identifier 1, and so on.
	–
	

	>>>Process Memory Size
	M
	
	9.2.1.49D
	See [18]
	–
	

	>>HARQ Memory Partitioning Information Extension For MIMO
	
	0, 4, 6 or 8
	
	FDD only 

The 1st instance corresponds to HARQ process with identifier set to  “maxnoofHARQprocesses”, the 2nd  instance to HARQ process with identifier set to “maxnoofHARQprocesses+1”, and so on.
	GLOBAL
	ignore

	>>>Process Memory Size
	M
	
	9.2.1.49D
	See [18]


	–
	


	Range Bound
	Explanation

	MaxnoofHARQprocesses
	Maximum number of HARQ processes for one UE [FDD - per stream (the maximum number of HARQ processes per UE is 2 * MaxnoofHARQprocesses in dual stream transmission mode)]


9.3.4
Information Elements Definitions
--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

Unchanged text ommitted.
HARQ-MemoryPartitioning-Explicit-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

-- The following IE may only be used in FDD, in MIMO dual stream transmission mode


{ID id-HARQ-MemoryPartitioningInfoExtForMIMO
CRITICALITY ignore
EXTENSION HARQ-MemoryPartitioningInfoExtForMIMO
PRESENCE optional},

...

}
Unchanged text ommitted.
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