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1
Introduction

This document provides a draft answer LS to R3-072109/R2-074570 (LS on S1 functionality supporting Handover from LTE to 3GPP2/Mobile WiMAX RATs).
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1. Overall Description:

RAN3 would like to thank RAN2 for their LS on S1 functionality supporting Handover from LTE to 3GPP2/Mobile WiMAX RATs.
RAN3 had reviewed the TR 36.938 v0.4.0 and has identified the following impacts to RAN3 for inter-working with non-3GPP systems:

-
The TR foresees to define DL/UL S1 Information Transfer procedures in S1AP.

-
RAN3 will consider the suggestion from RAN2 regarding the suggestion to define of a new S1 procedures in order to clearly distinguish the handling from NAS transport.

-
It is the understanding of RAN3 that the following parameters outlined in §6.1 of TR 36.938 are to be provided explicitly on S1

 
- 3GPP2 Reference Cell Id (UL)

- RAT Type (UL/DL)

- 3GPP2 message type (UL/DL)

- Data Forwarding information (optional, DL) 

-
Regarding 3GPP2 Reference Cell Id and RAT Type, it is assumed that this information is used in the MME to route the tunneled message towards to a HRPD RNC/1xRTT BS and route the encapsulated CDMA2000 message to it.

-
Regarding 3GPP2 message type, it is understood, that this may provide high level progress information for the eNB. It is assumed the intention is to specify eNB behaviour based on the 3GPP2 message type.

RAN3 would also like to ask RAN2, whether it is the intention to evaluate the 3GPP2 message type at the MME as well when provided in UL direction. 

-
Regarding Forwarding Information, the provision of further details would be welcomed as well (kind of forwarding address/ports etc.) 

In general, RAN3 is of the opinion, that the nature of topics mentioned above are rather of stage 3 nature and should not have impact on stage 2 work in RAN2. RAN3 would anyhow welcome feedback.

2. Actions:

RAN3 kindly requests RAN2 to keep RAN3 updated if any updates to the TR 36.938 impacting RAN3 is done and to answer/confirm the questions/statements outlined above.

3. Date of Next TSG-RAN WG3 Meetings:

RAN3#59
11th – 15th 
February 2007

Sorrento, Italy
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