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8
S1AP Procedures

Editor’s Note: Classification of S1AP procedures and procedural specification of S1AP procedures.

8.1
List of S1AP Elementary procedures

Table YY:
	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Handover Preparation
	HANDOVER REQUIRED
	HANDOVER COMMAND
	HANDOVER PREPARATION FAILURE

	Handover Resource Allocation
	HANDOVER REQUEST
	HANDOVER REQUEST ACKNOWLEDGE
	HANDOVER FAILURE

	Handover Notification
	HANDOVER NOTIFY
	
	

	Path Switch Request
	PATH SWITCH REQUEST
	PATH SWITCH REQUEST ACKNOWLEDGE
	PATH SWITCH REQUEST FAILURE

	S1 Setup
	S1 SETUP REQUEST
	S1 SETUP RESPONSE
	S1 SETUP FAILURE


----------------End of change---------------------

Skip to next change

----------------Start of change---------------------

8.7
Management procedures

Editor’s Note: Placeholder for a procedure description of common procedures as defined in TS 36.300
8.7.1
Reset

8.7.2
Error Indication

8.7.x
S1 Setup 

8.7.x.1
General

The purpose of the S1 Setup procedure is to exchange application level data needed for the eNodeB and MME to interoperate correctly on the S1 interface.  
8.7.x.2
Successful Operation

[image: image1.emf] 
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The eNodeB initiates the procedure by sending a S1 SETUP REQUEST message including the appropriate data to the MME. This message shall be the first S1AP message sent after the TNL association has become operational. The MME responds with S1 SETUP RESPONSE including the appropriate data. 

The exchanged data shall be stored in respective node and used for the duration of the TNL association. When this procedure is finished S1 interface is operational and other S1 messages can be exchanged.

8.7.x.3
Unsuccessful Operation


[image: image2.emf] 
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If the MME can not accept the setup it should respond with a S1 SETUP FAILURE and appropriate cause value.

If the S1 SETUP FAILURE messages include the Time To Wait IE the eNodeB shall wait at least for the indicated time before reinitiating the S1 setup towards the same MME.

8.7.x.4
Abnormal Conditions

----------------End of change---------------------
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9.1.X Management messages
9.1.X.1
S1 SETUP REQUEST

This message is sent by the eNB to transfer information for a TNL association.  

Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	eNB ID
	M
	
	OCTET STRING
	
	YES
	reject

	eNB Name
	M
	
	OCTET STRING
	FSS if IE is optional
	YES
	ignore

	Supported TAIs
	
	1..<maxnoofTAIs>
	
	Supported  TAIs in the eNB
	GLOBAL
	reject

	  >TAI
	M
	
	OCTET STRING
	
	-
	

	>Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs 
	-
	

	 >>PLMN Identity
	M
	
	OCTET STRING (SIZE (3))
	
	-
	


9.1.X.2
S1 SETUP RESPONSE

This message is sent by the MME to transfer information for a TNL association.

Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME Name
	M
	
	OCTET STRING
	FSS if IE is optional
	YES
	ignore

	Served PLMNs
	
	1..<maxnoofPLMNsPer MME>
	
	
	GLOBAL
	reject

	 >PLMN Identity
	M
	
	OCTET STRING (SIZE (3))
	
	-
	

	NRIs
	
	1..<maxnoofNRIs>
	
	
	GLOBAL
	reject

	 >NRI
	M
	
	OCTET STRING
	
	-
	


9.1.X.2
S1 SETUP FAILURE

This message is sent by the MME to indicate S1 Setup failure.

Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Cause 
	M
	
	9.2.1.3
	
	YES
	ignore

	Time to wait
	O
	
	OCTET STRING
	
	YES
	ignore


----------------End of change---------------------
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9.3.2
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

S1AP-PDU-Descriptions  { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-PDU-Descriptions (0)}
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM S1AP-CommonDataTypes


HandoverRequired,


HandoverCommand,


HandoverPreparationFailure,


HandoverRequest,


HandoverRequestAcknowledge,


HandoverFailure,


HandoverNotify,


PathSwitchRequest,


PathSwitchRequestAcknowledge,


PathSwitchRequestFailure,

S1SetupRequest,


S1SetupResponse,


S1SetupFailure,




SAEBearerSetupRequest,


SAEBearerSetupResponse,


SAEBearerModifyRequest,


SAEBearerModifyResponse,


SAEBearerReleaseCommand,


SAEBearerReleaseComplete,


SAEBearerReleaseRequest,


InitialContextSetupRequest,


InitialContextSetupResponse,


InitialContextSetupFailure,


Paging,


DownlinkNASTransport,


InitialUEMessage,


UplinkNASTransport

FROM S1AP-PDU-Contents


id-HandoverPreparation,


id-HandoverResourceAllocation,


id-HandoverNotification,


id-PathSwitchRequest,

id-S1Setup,

id-SAEBearerSetup,


id-SAEBearerModify,


id-SAEBearerRelease,


id-SAEBearerReleaseRequest,


id-InitialContextSetup,


id-Paging,


id-downlinkNASTransport,


id-initialUEMessage,


id-uplinkNASTransport

FROM S1AP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

S1AP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome



OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&procedureCode


ProcedureCode 
UNIQUE,


&criticality


Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE

&InitiatingMessage


[SUCCESSFUL OUTCOME

&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


PROCEDURE CODE



&procedureCode


[CRITICALITY


&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

S1AP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


successfulOutcome
SuccessfulOutcome,


unsuccessfulOutcome
UnsuccessfulOutcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureCode
S1AP-ELEMENTARY-PROCEDURE.&procedureCode
({S1AP-ELEMENTARY-PROCEDURES}),


criticality
S1AP-ELEMENTARY-PROCEDURE.&criticality

({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

S1AP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

SuccessfulOutcome ::= SEQUENCE {


procedureCode
S1AP-ELEMENTARY-PROCEDURE.&procedureCode
({S1AP-ELEMENTARY-PROCEDURES}),


criticality
S1AP-ELEMENTARY-PROCEDURE.&criticality

({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

S1AP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureCode
S1AP-ELEMENTARY-PROCEDURE.&procedureCode
({S1AP-ELEMENTARY-PROCEDURES}),


criticality
S1AP-ELEMENTARY-PROCEDURE.&criticality

({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

S1AP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

S1AP-ELEMENTARY-PROCEDURES S1AP-ELEMENTARY-PROCEDURE ::= {


S1AP-ELEMENTARY-PROCEDURES-CLASS-1

|


S1AP-ELEMENTARY-PROCEDURES-CLASS-2,



...

}

S1AP-ELEMENTARY-PROCEDURES-CLASS-1 S1AP-ELEMENTARY-PROCEDURE ::= {

handoverPreparation



|


handoverResourceAllocation

|


pathSwitchRequest 



|


sAEbearerSetup




|


sAEbearerModify




|


sAEbearerRelease



|


initialContextSetup



|


s1Setup,


...

}

S1AP-ELEMENTARY-PROCEDURES-CLASS-2 S1AP-ELEMENTARY-PROCEDURE ::= {



handoverNotification


|


sAEbearerReleaseRequest


|


paging 






|


downlinkNASTransport





|


initialUEMessage






|


uplinkNASTransport,


...

}

-- **************************************************************

--

-- Interface Elementary Procedures
--

-- **************************************************************

handoverPreparation S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
HandoverRequired


SUCCESSFUL OUTCOME
HandoverCommand


UNSUCCESSFUL OUTCOME
HandoverPreparationFailure


PROCEDURE CODE


id-HandoverPreparation


CRITICALITY

reject
}

handoverResourceAllocation S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
HandoverRequest


SUCCESSFUL OUTCOME
HandoverRequestAcknowledge


UNSUCCESSFUL OUTCOME
HandoverFailure


PROCEDURE CODE


id-HandoverResourceAllocation


CRITICALITY

reject
}

handoverNotification S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
HandoverNotify


PROCEDURE CODE


id-HandoverNotification


CRITICALITY

reject
}

pathSwitchRequest S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PathSwitchRequest


SUCCESSFUL OUTCOME
PathSwitchRequestAcknowledge


UNSUCCESSFUL OUTCOME
PathSwitchRequestFailure


PROCEDURE CODE


id-PathSwitchRequest


CRITICALITY

reject
}

sAEbearerSetup S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
SAEBearerSetupRequest


SUCCESSFUL OUTCOME
SAEBearerSetupResponse


PROCEDURE CODE

id-SAEBearerSetup


CRITICALITY

reject
}

sAEbearerModify S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
SAEBearerModifyRequest


SUCCESSFUL OUTCOME
SAEBearerModifyResponse


PROCEDURE CODE

id-SAEBearerModify


CRITICALITY

reject
}

sAEbearerRelease S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
SAEBearerReleaseCommand


SUCCESSFUL OUTCOME
SAEBearerReleaseComplete


PROCEDURE CODE

id-SAEBearerRelease


CRITICALITY

reject
}

sAEbearerReleaseRequest S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
SAEBearerReleaseRequest


PROCEDURE CODE

id-SAEBearerReleaseRequest


CRITICALITY

ignore

}

initialContextSetup S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
InitialContextSetupRequest


SUCCESSFUL OUTCOME
InitialContextSetupResponse


UNSUCCESSFUL OUTCOME InitialContextSetupFailure


PROCEDURE CODE

id-InitialContextSetup


CRITICALITY

reject
}

paging S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Paging


PROCEDURE CODE

id-Paging


CRITICALITY


ignore

}

downlinkNASTransport S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DownlinkNASTransport

PROCEDURE CODE


id-downlinkNASTransport


CRITICALITY



ignore

}

initialUEMessage S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

InitialUEMessage

PROCEDURE CODE


id-initialUEMessage

CRITICALITY



ignore

}

uplinkNASTransport S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UplinkNASTransport

PROCEDURE CODE


id-uplinkNASTransport

CRITICALITY



ignore

}

s1Setup S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

S1SetupRequest


SUCCESSFUL OUTCOME

S1SetupResponse


UNSUCCESSFUL OUTCOME 
S1SetupFailure

PROCEDURE CODE


id-S1Setup


CRITICALITY



reject
}

END

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS

MME-UE-S1AP-ID,


ENB-UE-S1AP-ID,


HandoverType,


Cause,


SourceID,


TargetID,


SourceeNodeB-ToTargeteNodeB-TransparentContainer,


SourceRNC-ToTargetRNC-TransparentContainer,


SourceBSS-ToTargetBSS-TransparentContainer,


TargeteNodeB-ToSourceeNodeB-TransparentContainer,


TargetRNC-ToSourceRNC-TransparentContainer,


TargetBSS-ToSourceBSS-TransparentContainer,



SAE-Bearer-ID,


TransportLayerAddress,


GTP-TEID,


SAE-BearerLevelQoSParameters,

SAEBearerList,

Cause,

TraceActivation,


NAS-PDU,


UserDataType,


SecurityInformation,


S-TMSI,


PagingDRX,


PagingCause,


TAId,

ENB-ID,


ENBname,

MMEname,


NRIs,


ServedPLMNs,

SupportedTAIs,


TimeToWait
FROM S1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


ProtocolIE-SingleContainer{},

S1AP-PRIVATE-IES,


S1AP-PROTOCOL-EXTENSION,


S1AP-PROTOCOL-IES,


S1AP-PROTOCOL-IES-PAIR

FROM S1AP-Containers


id-Cause,

id-ENB-ID,


id-eNBname,

id-eNB-UE-S1AP-ID,

id-HandoverRestrictionItem,


id-HandoverRestrictionList,

id-HandoverType,


id-InitialContextSetup,


id-Intra-LTEHOInformationReq,


id-Intra-LTEHOInformationRes,


id-LTEtoGERANHOInformationReq,


id-LTEtoGERANHOInformationRes,


id-LTEtoUTRANHOInformationReq,


id-LTEtoUTRANHOInformationRes,


id-GERANtoLTEHOInformationReq,


id-GERANtoLTEHOInformationRes,


id-UTRANtoLTEHOInformationReq,


id-UTRANtoLTEHOInformationRes,

id-MMEname,

id-MME-UE-S1AP-ID,

id-NAS-PDU,

id-NRIs,

id-pagingCause,


id-pagingDRX,

id-SAEBearerAdmittedItem,


id-SAEBearerDataForwardingItem,


id-SAEBearerFailedToModifyList,


id-SAEBearerFailedToReleaseList,


id-SAEBearerFailedtoSetupItemHOReqAck,


id-SAEBearerFailedToSetupListCtxtSURes,


id-SAEBearerFailedToSetupListHOReqAck,


id-SAEBearerModify,


id-SAEBearerModifyItemBearerModRes,


id-SAEBearerModifyListBearerModRes,


id-SAEBearerRelease,


id-SAEBearerReleaseItemBearerRelComp,


id-SAEBearerReleaseItemHOCmd,


id-SAEBearerReleaseListBearerRelComp,


id-SAEBearerReleaseRequest,


id-SAEBearerAdmittedList,


id-SAEBearerSetup,


id-SAEBearerSetupItemBearerSURes,


id-SAEBearerSetupItemCtxtSURes,

id-SAEBearerSetupListBearerSURes,

id-SAEBearerSetupListCtxtSURes,


id-SAEBearerFailedToSetupListBearerSURes,


id-SAEBearerSubjecttoDataForwardingList,


id-SAEBearerToBeModifiedItemBearerModReq,


id-SAEBearerToBeModifiedListBearerModReq,


id-SAEBearerToBeReleasedList,


id-SAEBearerToBeSetupItemBearerSUReq,


id-SAEBearerToBeSetupItemHOReq,

id-SAEBearerToBeSetupItemCtxtSUReq,

id-SAEBearerToBeSetupListBearerSUReq,


id-SAEBearerToBeSetupListCtxtSUReq,


id-SAEBearerToBeSetupListHOReq,


id-SAEBearertoReleaseListHOCmd,


id-SAEBearerToBeSwitchedDLList,

id-SAEBearerToBeSwitchedDLItem,


id-Security-Information,

id-ServedPLMNs,

id-SourceID,


id-s-TMSI,

id-SupportedTAIs,

id-TAIdItem,


id-TAIdList,


id-TargetID,

id-TimeToWait,

id-TraceActivation,


maxNrOfHORAs,

maxnoofTAI,

maxNrOfSAEBs
FROM S1AP-Constants;

-- **************************************************************

--

-- Common Container Lists

--

-- **************************************************************

SAEB-IE-ContainerList                  { S1AP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfSAEBs,   {IEsSetParam} }

SAEB-IE-ContainerPairList              { S1AP-PROTOCOL-IES-PAIR : IEsSetParam }
::= ProtocolIE-ContainerPairList { 1, maxNrOfSAEBs,   {IEsSetParam} }

ProtocolError-IE-ContainerList        { S1AP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfSAEBs,   {IEsSetParam} }

-- **************************************************************

--

-- HANDOVER PREPARATION ELEMTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Handover Required

--

-- **************************************************************

HandoverRequired ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { HandoverRequiredIEs} },


...

}

HandoverRequiredIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-HandoverType




CRITICALITY reject
TYPE HandoverType

 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
} |


{ ID id-SourceID



CRITICALITY ignore
TYPE SourceID
 



PRESENCE mandatory
} |


{ ID id-TargetID



CRITICALITY reject
TYPE TargetID
 



PRESENCE mandatory
} |


{ ID id-Intra-LTEHOInformationReq


CRITICALITY reject
TYPE Intra-LTEHOInformationReq

PRESENCE conditional


-- This IE shall be present if Handover Type IE is set to value “IntraLTE” --

} |


{ ID id-LTEtoUTRANHOInformationReq


CRITICALITY reject
TYPE LTEtoUTRANHOInformationReq


PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “LTEtoUTRAN” --

} |


{ ID id-LTEtoGERANHOInformationReq









CRITICALITY reject
TYPE LTEtoGERANHOInformationReq PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “LTEtoGERAN” --











},


...

}

Intra-LTEHOInformationReq ::= SEQUENCE {


sourceeNodeB-ToTargeteNodeB-TransparentContainer




SourceeNodeB-ToTargeteNodeB-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {Intra-LTEHOInformationReq-ExtIEs} }


OPTIONAL,


...

}

Intra-LTEHOInformationReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

LTEtoUTRANHOInformationReq ::= SEQUENCE {


sourceRNC-ToTargetRNC-TransparentContainer




SourceRNC-ToTargetRNC-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {LTEtoUTRANHOInformationReq-ExtIEs} }


OPTIONAL,


...

}

LTEtoUTRANHOInformationReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

LTEtoGERANHOInformationReq ::= SEQUENCE {


sourceBSS-ToTargetBSS-TransparentContainer




SourceBSS-ToTargetBSS-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {LTEtoGERANHOInformationReq-ExtIEs} }


OPTIONAL,


...

}

LTEtoGERANHOInformationReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Handover Command

--

-- **************************************************************

HandoverCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container { { HandoverCommandIEs} },


...

}

HandoverCommandIEs S1AP-PROTOCOL-IES ::= {



{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-SAEBearerSubjecttoDataForwardingList




CRITICALITY ignore
TYPE SAEBearerSubjecttoDataForwardingList

 


PRESENCE mandatory
} |


{ ID id-SAEBearertoReleaseListHOCmd




CRITICALITY ignore
TYPE SAEBearertoReleaseListHOCmd

 


PRESENCE mandatory
} |


{ ID id-Intra-LTEHOInformationRes


CRITICALITY reject
TYPE Intra-LTEHOInformationRes

PRESENCE conditional


-- This IE shall be present if Handover Type IE is set to value “IntraLTE” --

} |


{ ID id-LTEtoUTRANHOInformationRes


CRITICALITY reject
TYPE LTEtoUTRANHOInformationRes


PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “LTEtoUTRAN” --

} |


{ ID id-LTEtoGERANHOInformationRes









CRITICALITY reject
TYPE LTEtoGERANHOInformationRes PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “LTEtoGERAN” --











},


...

}

SAEBearerSubjecttoDataForwardingList ::= SAEB-IE-ContainerList { {SAEBearerDataForwardingItemIEs} }

SAEBearerDataForwardingItemIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerDataForwardingItem


CRITICALITY ignore
TYPE SAEBearerDataForwardingItem


PRESENCE mandatory
},


...

}

SAEBearerDataForwardingItem ::= SEQUENCE {


sAE-Bearer-ID





SAE-Bearer-ID,


transportLayerAddress



TransportLayerAddress,


gTP-TEID




GTP-TEID,


iE-Extensions




ProtocolExtensionContainer { { SAEBearerDataForwardingItem-ExtIEs} }


OPTIONAL,


...

}

SAEBearerDataForwardingItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAEBearertoReleaseListHOCmd




::= SAEB-IE-ContainerList { {SAEBearerReleaseItemHOCmdIEs} }

SAEBearerReleaseItemHOCmdIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerReleaseItemHOCmd


CRITICALITY ignore
TYPE SAEBearerReleaseItemHOCmd


PRESENCE mandatory
},


...

}

SAEBearerReleaseItemHOCmd ::= SEQUENCE {


sAE-Bearer-ID





SAE-Bearer-ID,

iE-Extensions




ProtocolExtensionContainer { { SAEBearerReleaseItemHOCmd-ExtIEs} }


OPTIONAL,


...

}

SAEBearerReleaseItemHOCmd-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

Intra-LTEHOInformationRes ::= SEQUENCE {


targeteNodeB-ToSourceeNodeB-TransparentContainer




TargeteNodeB-ToSourceeNodeB-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {Intra-LTEHOInformationRes-ExtIEs} }


OPTIONAL,


...

}

Intra-LTEHOInformationRes-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

LTEtoUTRANHOInformationRes ::= SEQUENCE {


targetRNC-ToSourceRNC-TransparentContainer




TargetRNC-ToSourceRNC-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {LTEtoUTRANHOInformationRes-ExtIEs} }


OPTIONAL,


...

}

LTEtoUTRANHOInformationRes-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

LTEtoGERANHOInformationRes ::= SEQUENCE {


targetBSS-ToSourceBSS-TransparentContainer




TargetBSS-ToSourceBSS-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {LTEtoGERANHOInformationRes-ExtIEs} }


OPTIONAL,


...

}

LTEtoGERANHOInformationRes-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Handover Preparation Failure

--

-- **************************************************************

HandoverPreparationFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { HandoverPreparationFailureIEs} },


...

}

HandoverPreparationFailureIEs S1AP-PROTOCOL-IES ::= {



{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- HANDOVER RESOURCE ALLOCATION ELEMTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Handover Request

--

-- **************************************************************

HandoverRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {HandoverRequestIEs} },


...

}

HandoverRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-HandoverType




CRITICALITY reject
TYPE HandoverType

 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
} |


{ ID id-SAEBearerToBeSetupListHOReq




CRITICALITY reject
TYPE SAEBearerToBeSetupListHOReq

 


PRESENCE mandatory
} |


{ ID id-Intra-LTEHOInformationReq


CRITICALITY reject
TYPE Intra-LTEHOInformationReq

PRESENCE conditional


-- This IE shall be present if Handover Type IE is set to value “IntraLTE” --

} |


{ ID id-UTRANtoLTEHOInformationReq


CRITICALITY reject
TYPE UTRANtoLTEHOInformationReq


PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “UTRANtoLTE” --

} |


{ ID id-GERANtoLTEHOInformationReq









CRITICALITY reject
TYPE GERANtoLTEHOInformationReq PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “GERANtoLTE” --











},


...

}
SAEBearerToBeSetupListHOReq 




::= SAEB-IE-ContainerList { {SAEBearerToBeSetupItemHOReqIEs} }

SAEBearerToBeSetupItemHOReqIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerToBeSetupItemHOReq


CRITICALITY ignore
TYPE SAEBearerToBeSetupItemHOReq


PRESENCE mandatory
},


...

}

SAEBearerToBeSetupItemHOReq ::= SEQUENCE {


sAE-Bearer-ID





SAE-Bearer-ID,


transportLayerAddress



TransportLayerAddress,


gTP-TEID




GTP-TEID,

sAE-BearerlevelQosParameters



SAE-BearerLevelQoSParameters,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerToBeSetupItemHOReq-ExtIEs} }


OPTIONAL,


...

}

SAEBearerToBeSetupItemHOReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

UTRANtoLTEHOInformationReq ::= SEQUENCE {


sourceRNC-ToTargetRNC-TransparentContainer




SourceRNC-ToTargetRNC-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {UTRANtoLTEHOInformationReq-ExtIEs} }


OPTIONAL,


...

}

UTRANtoLTEHOInformationReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GERANtoLTEHOInformationReq ::= SEQUENCE {


sourceBSS-ToTargetBSS-TransparentContainer




SourceBSS-ToTargetBSS-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {GERANtoLTEHOInformationReq-ExtIEs} }


OPTIONAL,


...

}

GERANtoLTEHOInformationReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- Handover Request Acknowledge

--

-- **************************************************************

HandoverRequestAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {HandoverRequestAcknowledgeIEs} },


...

}

HandoverRequestAcknowledgeIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
} |


{ ID id-SAEBearerAdmittedList




CRITICALITY reject
TYPE SAEBearerAdmittedList

 


PRESENCE mandatory
} |


{ ID id-SAEBearerFailedToSetupListHOReqAck




CRITICALITY ignore
TYPE SAEBearerFailedtoSetupListHOReqAck

 


PRESENCE mandatory
} |


{ ID id-Intra-LTEHOInformationRes


CRITICALITY reject
TYPE Intra-LTEHOInformationRes

PRESENCE conditional


-- This IE shall be present if Handover Type IE is set to value “IntraLTE” --

} |


{ ID id-UTRANtoLTEHOInformationRes


CRITICALITY reject
TYPE LTEtoUTRANHOInformationRes


PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “UTRANtoLTE” --

} |


{ ID id-GERANtoLTEHOInformationRes









CRITICALITY reject
TYPE LTEtoGERANHOInformationRes PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “GERANtoLTE” --











},


...

}
SAEBearerAdmittedList 




::= SAEB-IE-ContainerList { {SAEBearerAdmittedItemIEs} }

SAEBearerAdmittedItemIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerAdmittedItem


CRITICALITY ignore
TYPE SAEBearerAdmittedItem


PRESENCE mandatory
},


...

}

SAEBearerAdmittedItem ::= SEQUENCE {


sAE-Bearer-ID





SAE-Bearer-ID,


transportLayerAddress



TransportLayerAddress,


gTP-TEID




GTP-TEID,

iE-Extensions




ProtocolExtensionContainer { {SAEBearerAdmittedItem-ExtIEs} }


OPTIONAL,


...

}

SAEBearerAdmittedItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAEBearerFailedtoSetupListHOReqAck 




::= SAEB-IE-ContainerList { {SAEBearerFailedtoSetupItemHOReqAckIEs} }

SAEBearerFailedtoSetupItemHOReqAckIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerFailedtoSetupItemHOReqAck


CRITICALITY ignore
TYPE SAEBearerFailedToSetupItemHOReqAck


PRESENCE mandatory
},


...

}

SAEBearerFailedToSetupItemHOReqAck ::= SEQUENCE {


sAE-Bearer-ID





SAE-Bearer-ID,


cause



Cause,


iE-Extensions




ProtocolExtensionContainer { { SAEBearerFailedToSetupItemHOReqAckExtIEs} }


OPTIONAL,


...

}

SAEBearerFailedToSetupItemHOReqAckExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

UTRANtoLTEHOInformationRes ::= SEQUENCE {


targetRNC-ToSourceRNC-TransparentContainer




TargetRNC-ToSourceRNC-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {UTRANtoLTEHOInformationRes-ExtIEs} }


OPTIONAL,


...

}

UTRANtoLTEHOInformationRes-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GERANtoLTEHOInformationRes ::= SEQUENCE {


targetBSS-ToSourceBSS-TransparentContainer




TargetBSS-ToSourceBSS-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {GERANtoLTEHOInformationRes-ExtIEs} }


OPTIONAL,


...

}

GERANtoLTEHOInformationRes-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- Handover Failure

--

-- **************************************************************

HandoverFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { HandoverFailureIEs} },


...

}

HandoverFailureIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
},


...

}
-- **************************************************************

--

-- HANDOVER NOTIFICATION ELEMTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Handover Notify

--

-- **************************************************************

HandoverNotify ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { HandoverNotifyIEs} },


...

}

HandoverNotifyIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- PATH SWITCH REQUEST ELEMTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Path Switch Request

--

-- **************************************************************

PathSwitchRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { PathSwitchRequestIEs} },


...

}

PathSwitchRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-HandoverType




CRITICALITY reject
TYPE HandoverType

 


PRESENCE mandatory
} |


{ ID id-SAEBearerToBeSwitchedDLList




CRITICALITY reject
TYPE SAEBearerToBeSwitchedDLList

 


PRESENCE mandatory
},


...

}
SAEBearerToBeSwitchedDLList 




::= SAEB-IE-ContainerList { {SAEBearerToBeSwitchedDLItemIEs} }

SAEBearerToBeSwitchedDLItemIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerToBeSwitchedDLItem


CRITICALITY ignore
TYPE SAEBearerToBeSwitchedDLItem


PRESENCE mandatory
},


...

}

SAEBearerToBeSwitchedDLItem ::= SEQUENCE {


sAE-Bearer-ID





SAE-Bearer-ID,


transportLayerAddress



TransportLayerAddress,


gTP-TEID




GTP-TEID,

iE-Extensions




ProtocolExtensionContainer { { SAEBearerToBeSwitchedDLItem-ExtIEs} }


OPTIONAL,


...

}

SAEBearerToBeSwitchedDLItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- Path Switch Request Acknowledge

--

-- **************************************************************

PathSwitchRequestAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { PathSwitchRequestAcknowledgeIEs} },


...

}

PathSwitchRequestAcknowledgeIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 


PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- Path Switch Request Failure

--

-- **************************************************************

PathSwitchRequestFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { PathSwitchRequestFailureIEs} },


...

}

PathSwitchRequestFailureIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY reject
TYPE Cause

 


PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- SAE BEARER SETUP ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- SAE Bearer Setup Request

--

-- **************************************************************

SAEBearerSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SAEBearerSetupRequestIEs} },


...

}

SAEBearerSetupRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerToBeSetupListBearerSUReq


CRITICALITY reject
TYPE SAEBearerToBeSetupListBearerSUReq
 
PRESENCE mandatory
}|


{ ID id-TraceActivation



CRITICALITY ignore
TYPE TraceActivation
 

PRESENCE optional
}|


{ ID id-NAS-PDU



CRITICALITY ignore
TYPE NAS-PDU
 

PRESENCE mandatory},


...

}

SAEBearerToBeSetupListBearerSUReq ::= SEQUENCE (SIZE(1.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerToBeSetupItemBearerSUReqIEs} }

SAEBearerToBeSetupItemBearerSUReqIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerToBeSetupItemBearerSUReq
 CRITICALITY reject 
TYPE SAEBearerToBeSetupItemBearerSUReq 
PRESENCE mandatory },


...

}

SAEBearerToBeSetupItemBearerSUReq ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,

sAE-BearerlevelQoSParameters




SAE-BearerLevelQoSParameters,

-- Optionality of SAE bearer QoS IE FFS


transportLayerAddress 


TransportLayerAddress,


gTP-TEID




GTP-TEID,


userDataType 




UserDataType,
-- FFS

iE-Extensions




ProtocolExtensionContainer { {SAEBearerToBeSetupItemBearerSUReqExtIEs} } OPTIONAL,


...

}
SAEBearerToBeSetupItemBearerSUReqExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SAE Bearer Setup Response
--

-- **************************************************************

SAEBearerSetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SAEBearerSetupResponseIEs} },


...

}

SAEBearerSetupResponseIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerSetupListBearerSURes



CRITICALITY reject
TYPE SAEBearerSetupListBearerSURes


PRESENCE optional
}|


{ ID id-SAEBearerFailedToSetupListBearerSURes

CRITICALITY ignore
TYPE SAEBearerList




PRESENCE optional
}|


{ ID id-NAS-PDU



CRITICALITY ignore
TYPE NAS-PDU
 

PRESENCE mandatory},


...

}

SAEBearerSetupListBearerSURes ::= SEQUENCE (SIZE(0.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerSetupItemBearerSUResIEs} }

SAEBearerSetupItemBearerSUResIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerSetupItemBearerSURes
 CRITICALITY reject 
TYPE SAEBearerSetupItemBearerSURes 
PRESENCE mandatory },


...

}

SAEBearerSetupItemBearerSURes ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,

transportLayerAddress 


TransportLayerAddress,


gTP-TEID




GTP-TEID,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerSetupItemBearerSUResExtIEs} } OPTIONAL,


...

}
SAEBearerSetupItemBearerSUResExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SAE BEARER MODIFY ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- SAE Bearer Modify Request

--

-- **************************************************************

SAEBearerModifyRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SAEBearerModifyRequestIEs} },


...

}

SAEBearerModifyRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerToBeModifiedListBearerModReq

CRITICALITY reject
TYPE SAEBearerToBeModifiedListBearerModReq
 
PRESENCE mandatory
}|


{ ID id-NAS-PDU



CRITICALITY ignore
TYPE NAS-PDU
 

PRESENCE mandatory},


...

}

SAEBearerToBeModifiedListBearerModReq ::= SEQUENCE (SIZE(1.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerToBeModifiedItemBearerModReqIEs} }

SAEBearerToBeModifiedItemBearerModReqIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerToBeModifiedItemBearerModReq
 CRITICALITY reject 
TYPE SAEBearerToBeModifiedItemBearerModReq 
PRESENCE mandatory },


...

}

SAEBearerToBeModifiedItemBearerModReq ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,


sAE-BearerLevelQoSParameters




SAE-BearerLevelQoSParameters,

-- Optionality of SAE bearer QoS IE FFS


iE-Extensions




ProtocolExtensionContainer { {SAEBearerToBeModifyItemBearerModReqExtIEs} } OPTIONAL,


...

}
SAEBearerToBeModifyItemBearerModReqExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SAE Bearer Modify Response
--

-- **************************************************************

SAEBearerModifyResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SAEBearerModifyResponseIEs} },


...

}

SAEBearerModifyResponseIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerModifyListBearerModRes



CRITICALITY ignore
TYPE SAEBearerModifyListBearerModRes

PRESENCE optional
}|


{ ID id-SAEBearerFailedToModifyList

CRITICALITY ignore
TYPE SAEBearerList



PRESENCE optional
}|


{ ID id-NAS-PDU



CRITICALITY ignore
TYPE NAS-PDU
 

PRESENCE mandatory},


...

}

SAEBearerModifyListBearerModRes ::= SEQUENCE (SIZE(0.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerModifyItemBearerModResIEs} }

SAEBearerModifyItemBearerModResIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerModifyItemBearerModRes
 CRITICALITY reject 
TYPE SAEBearerModifyItemBearerModRes 
PRESENCE mandatory },


...

}

SAEBearerModifyItemBearerModRes ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerModifyItemBearerModResExtIEs} } OPTIONAL,


...

}
SAEBearerModifyItemBearerModResExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SAE BEARER RELEASE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- SAE Bearer Release Command

--

-- **************************************************************

SAEBearerReleaseCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SAEBearerReleaseCommandIEs} },


...

}

SAEBearerReleaseCommandIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerToBeReleasedList

CRITICALITY ignore
TYPE SAEBearerList




PRESENCE optional
},


...

}

-- **************************************************************

--

-- SAE Bearer Release Complete

--

-- **************************************************************

SAEBearerReleaseComplete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { SAEBearerReleaseCompleteIEs } },


...

}

SAEBearerReleaseCompleteIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerReleaseListBearerRelComp



CRITICALITY ignore
TYPE SAEBearerReleaseListBearerRelComp

PRESENCE optional
}|


{ ID id-SAEBearerFailedToReleaseList

CRITICALITY ignore
TYPE SAEBearerList



PRESENCE optional
},


...

}

SAEBearerReleaseListBearerRelComp ::= SEQUENCE (SIZE(0.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerReleaseItemBearerRelCompIEs} }

SAEBearerReleaseItemBearerRelCompIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerReleaseItemBearerRelComp
 CRITICALITY reject 
TYPE SAEBearerReleaseItemBearerRelComp 
PRESENCE mandatory },


...

}

SAEBearerReleaseItemBearerRelComp ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerReleaseItemBearerRelCompExtIEs} } OPTIONAL,


...

}
SAEBearerReleaseItemBearerRelCompExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SAE BEARER RELEASE REQUEST ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- SAE Bearer Release Request

--

-- **************************************************************

SAEBearerReleaseRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SAEBearerReleaseRequestIEs} },


...

}

SAEBearerReleaseRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY ignore
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY ignore
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerToBeReleasedList

CRITICALITY ignore
TYPE SAEBearerList




PRESENCE optional
},


...

}
-- **************************************************************

--

-- INITIAL CONTEXT SETUP ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Initial Context Setup Request

--

-- **************************************************************

InitialContextSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {InitialContextSetupRequestIEs} },


...

}

InitialContextSetupRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerToBeSetupListCtxtSUReq


CRITICALITY reject
TYPE SAEBearerToBeSetupListCtxtSUReq
 
PRESENCE mandatory
}|


{ ID id-Security-Information

CRITICALITY ignore
TYPE SecurityInformation

PRESENCE mandatory
}|


{ ID id-TraceActivation



CRITICALITY ignore
TYPE TraceActivation
 

PRESENCE optional
}|


{ ID id-HandoverRestrictionList

CRITICALITY ignore
TYPE HandoverRestrictionList
PRESENCE optional
}|


{ ID id-NAS-PDU



CRITICALITY ignore
TYPE NAS-PDU
 

PRESENCE optional},


...

}

HandoverRestrictionList ::= SEQUENCE (SIZE(1.. maxNrOfHORAs)) OF ProtocolIE-SingleContainer { {HandoverRestrictionItemIEs} }
HandoverRestrictionItemIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-HandoverRestrictionItem
 CRITICALITY ignore 
TYPE HandoverRestrictionItem 
PRESENCE mandatory },


...

}
HandoverRestrictionItem ::= SEQUENCE {

dummyIE
ENUMERATED {whatever},

iE-Extensions




ProtocolExtensionContainer { {HandoverRestrictionItemExtIEs} } OPTIONAL,


...

}

HandoverRestrictionItemExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAEBearerToBeSetupListCtxtSUReq ::= SEQUENCE (SIZE(1.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerToBeSetupItemCtxtSUReqIEs} }

SAEBearerToBeSetupItemCtxtSUReqIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerToBeSetupItemCtxtSUReq
 CRITICALITY reject 
TYPE SAEBearerToBeSetupItemCtxtSUReq 
PRESENCE mandatory },


...

}

SAEBearerToBeSetupItemCtxtSUReq ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,


sAE-BearerlevelQoSParameters




SAE-BearerLevelQoSParameters,

-- Optionality of SAE bearer QoS IE FFS


transportLayerAddress 


TransportLayerAddress,


gTP-TEID


GTP-TEID,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerToBeSetupItemCtxtSUReqExtIEs} } OPTIONAL,


...

}
SAEBearerToBeSetupItemCtxtSUReqExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Initial Context Setup Response
--

-- **************************************************************

InitialContextSetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {InitialContextSetupResponseIEs} },


...

}

InitialContextSetupResponseIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerSetupListCtxtSURes



CRITICALITY reject
TYPE SAEBearerSetupListCtxtSURes


PRESENCE optional
}|


{ ID id-SAEBearerFailedToSetupListCtxtSURes

CRITICALITY ignore
TYPE SAEBearerList




PRESENCE optional
},


...

}

SAEBearerSetupListCtxtSURes ::= SEQUENCE (SIZE(1.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerSetupItemCtxtSUResIEs} }

SAEBearerSetupItemCtxtSUResIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerSetupItemCtxtSURes
 CRITICALITY reject 
TYPE SAEBearerSetupItemCtxtSURes 
PRESENCE mandatory },


...

}

SAEBearerSetupItemCtxtSURes ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,

transportLayerAddress 


TransportLayerAddress,


gTP-TEID


GTP-TEID,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerSetupItemCtxtSUResExtIEs} } OPTIONAL,


...

}
SAEBearerSetupItemCtxtSUResExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Initial Context Setup Failure
--

-- **************************************************************

InitialContextSetupFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {InitialContextSetupFailureIEs} },


...

}

InitialContextSetupFailureIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- Paging

--

-- **************************************************************

Paging ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{PagingIEs}},


...

}

PagingIEs S1AP-PROTOCOL-IES ::= {


{ ID id-s-TMSI





CRITICALITY ignore
TYPE S-TMSI



PRESENCE mandatory
} |


{ ID id-pagingDRX




CRITICALITY ignore
TYPE PagingDRX


PRESENCE mandatory
} |


{ ID id-pagingCause




CRITICALITY ignore
TYPE PagingCause

PRESENCE mandatory
} |


{ ID id-TAIdList




CRITICALITY ignore
TYPE TAIdList

 
PRESENCE mandatory
},


...

}

TAIdList::= SEQUENCE (SIZE(1.. maxnoofTAI)) OF ProtocolIE-SingleContainer {{TAIdItemIEs}}

TAIdItemIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-TAIdItem
 CRITICALITY ignore

TYPE TAIdItem
PRESENCE mandatory },


...

}

TAIdItem ::= SEQUENCE {


tAId 






TAId, -- FFS


iE-Extensions




ProtocolExtensionContainer { {TAIdItemExtIEs} } OPTIONAL,


...

}

TAIdItemExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- DOWNLINK NAS TRANSPORT
--

-- **************************************************************

DownlinkNASTransport ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DownlinkNASTransport-IEs}},


...

}

DownlinkNASTransport-IEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID


CRITICALITY reject
TYPE MME-UE-S1AP-ID



PRESENCE mandatory} |

{ ID id-eNB-UE-S1AP-ID


CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory} |

{ ID id-NAS-PDU




CRITICALITY reject
TYPE NAS-PDU



PRESENCE mandatory} ,


...

}
-- **************************************************************

--

-- INITIAL UE MESSAGE
--

-- **************************************************************

InitialUEMessage ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{InitialUEMessage-IEs}},


...

}

InitialUEMessage-IEs S1AP-PROTOCOL-IES ::= {


{ ID id-eNB-UE-S1AP-ID


CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory} |

{ ID id-NAS-PDU




CRITICALITY reject
TYPE NAS-PDU



PRESENCE mandatory} ,


...

}
-- **************************************************************

--

-- UPLINK NAS TRANSPORT
--

-- **************************************************************

UplinkNASTransport ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{UplinkNASTransport-IEs}},


...

}

UplinkNASTransport-IEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID


CRITICALITY reject
TYPE MME-UE-S1AP-ID



PRESENCE mandatory} |

{ ID id-eNB-UE-S1AP-ID


CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory} |

{ ID id-NAS-PDU




CRITICALITY reject
TYPE NAS-PDU



PRESENCE mandatory} ,


...

}
-- **************************************************************

--

-- S1 SETUP ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- S1 Setup Request

--

-- **************************************************************

S1SetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {S1SetupRequestIEs} },


...

}

S1SetupRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-ENB-ID



CRITICALITY reject
TYPE ENB-ID
 


PRESENCE mandatory
}|


{ ID id-eNBname



CRITICALITY ignore
TYPE ENBname


PRESENCE mandatory
}|


{ ID id-SupportedTAIs

CRITICALITY reject
TYPE SupportedTAIs
 
PRESENCE mandatory
},

...

}
-- **************************************************************

--

-- S1 Setup Response
--

-- **************************************************************

S1SetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {S1SetupResponseIEs} },


...

}

S1SetupResponseIEs S1AP-PROTOCOL-IES ::= {

{ ID id-MMEname



CRITICALITY ignore
TYPE MMEname
 

PRESENCE mandatory
}|


{ ID id-ServedPLMNs


CRITICALITY reject
TYPE ServedPLMNs

PRESENCE mandatory
}|


{ ID id-NRIs



CRITICALITY reject
TYPE NRIs



PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- S1 Setup Failure
--

-- **************************************************************

S1SetupFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {S1SetupFailureIEs} },


...

}

S1SetupFailureIEs S1AP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-TimeToWait




CRITICALITY ignore
TYPE TimeToWait




PRESENCE optional
},

...

}
END

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions
--

-- **************************************************************

S1AP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-SAEBearerItem,


maxNrOfSAEBs,


maxNrOfInterfaces,


maxNrOfHORAs,

maxnoofBPLMNs,


maxnoofNRIs,


maxnoofPLMNsPerMME,

maxnoofTAIs
FROM S1AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM S1AP-CommonDataTypes


ProtocolExtensionContainer{},


S1AP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


S1AP-PROTOCOL-IES

FROM S1AP-Containers;

-- A

-- B
BPLMNs ::= SEQUENCE (SIZE(1.. maxnoofBPLMNs)) OF PLMNidentity
-- C

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,

not-enough-user-plane-processing-resources,


hardware-failure,


om-intervention,

unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,

abstract-syntax-error-falsely-constructed-message,


unspecified,

...

}

CauseRadioNetwork ::= ENUMERATED {


unspecified,

...

}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,

unspecified,


...

}
CGI ::= SEQUENCE {


pLMNidentity



PLMNidentity,


lAC



LAC,


cI



CI


}

CI




::= OCTET STRING (SIZE (2))

-- D

-- E

ENB-UE-S1AP-ID



::= TBCD-STRING (SIZE (3))
ENB-ID






::= INTEGER (0..65535)

ExtendedRNC-ID




::= INTEGER (4096..65535)
ENBname ::= OCTET STRING
-- F

-- G

GTP-TEID




::= OCTET STRING (SIZE (4))

-- H

HandoverType ::= ENUMERATED {


intralte,


ltetoutran,


ltetogeran,

utrantolte,


gerantolte,


...

}

-- I

InterfacesToTraceList ::= SEQUENCE (SIZE (1..maxNrOfInterfaces)) OF InterfacesToTraceItem

InterfacesToTraceItem ::= SEQUENCE {


interfaceType


InterfaceType,


traceDepth



TraceDepth,


iE-Extensions


ProtocolExtensionContainer { {InterfacesToTraceItem-ExtIEs} }
OPTIONAL,


...

}

InterfacesToTraceItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

InterfaceType ::= ENUMERATED {


s1,


x2,


uu,

...

}

-- J

-- K

-- L

LAC
::= OCTET STRING (SIZE (2))

LAI ::= SEQUENCE {


pLMNidentity



PLMNidentity,


lAC



LAC,


iE-Extensions


ProtocolExtensionContainer { {LAI-ExtIEs} } OPTIONAL

}

LAI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- M

MMEname ::= OCTET STRING
MME-UE-S1AP-ID



::= TBCD-STRING (SIZE (3))

-- N

NAS-PDU ::=  OCTET STRING
NRIs ::= SEQUENCE (SIZE(1..maxnoofNRIs)) OF NRI

NRI ::= OCTET STRING

-- O

-- P

PLMNidentity 



::= TBCD-STRING (SIZE (3))

PagingDRX ::= INTEGER (0..4095)
PagingCause ::= ENUMERATED { 


terminating-conversational-call, 


terminating-streaming-call, 


terminating-interactive-call, 


terminating-background-call, 


terminating-low-priority-signalling,


..., 


terminating-high-priority-signalling

}
-- Q

-- R

RAC




::= OCTET STRING (SIZE (1))
RNC-ID




::= INTEGER (0..4095)

-- S

SAE-Bearer-ID

::= OCTET STRING

SAEBearerList ::= SEQUENCE (SIZE(0.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerItemIEs} }

SAEBearerItemIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerItem
 CRITICALITY reject 
TYPE SAEBearerItem 
PRESENCE mandatory },


...

}

SAEBearerItem ::= SEQUENCE {


sAE-Bearer-ID



SAE-Bearer-ID,

cause





Cause,


iE-Extensions



ProtocolExtensionContainer { {SAEBearerItem-ExtIEs} } OPTIONAL,


...

}
SAEBearerItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAE-BearerLevelQoSParameters

::= OCTET STRING

SourceBSS-ToTargetBSS-TransparentContainer

::= OCTET STRING

SourceID ::= SEQUENCE {


sourceeNB-ID


SourceeNB-ID,

...

}

SourceeNB-ID ::= SEQUENCE {


pLMNidentity



PLMNidentity,


eNB-ID



ENB-ID

}

SourceeNodeB-ToTargeteNodeB-TransparentContainer

::= OCTET STRING

SourceRNC-ToTargetRNC-TransparentContainer

::= OCTET STRING

SecurityInformation ::= SEQUENCE {


securityPlaceHolder

ENUMERATED {whatever},


iE-Extensions


ProtocolExtensionContainer { { SecurityInformation-ExtIEs} } OPTIONAL

}

SecurityInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
ServedPLMNs ::= SEQUENCE (SIZE(1.. maxnoofPLMNsPerMME)) OF PLMNidentity
S-TMSI ::= OCTET STRING
SupportedTAIs ::= SEQUENCE (SIZE(1.. maxnoofTAIs)) OF SupportedTAs-Item

SupportedTAs-Item ::=
SEQUENCE  {


tAI




TAId,

broadcastPLMNs

BPLMNs,


...

}
-- T

TAId ::= OCTET STRING

TBCD-STRING 



::= OCTET STRING

TargetID ::= CHOICE {


targeteNB-ID


TargeteNB-ID,


targetRNC-ID


TargetRNC-ID,


cGI



CGI,


...

}

TargeteNB-ID ::= SEQUENCE {


pLMNidentity



PLMNidentity,


eNB-ID



ENB-ID

}

TargetRNC-ID ::= SEQUENCE {


lAI



LAI,


rAC



RAC 

OPTIONAL,


rNC-ID



RNC-ID


}

TargeteNodeB-ToSourceeNodeB-TransparentContainer

::= OCTET STRING

TargetRNC-ToSourceRNC-TransparentContainer

::= OCTET STRING

TargetBSS-ToSourceBSS-TransparentContainer

::= OCTET STRING
TimeToWait ::= OCTET STRING
TransportLayerAddress

::= OCTET STRING

TraceActivation ::= SEQUENCE {


traceReference




TraceReference,


interfacesToTraceList


InterfacesToTraceList,


iE-Extensions




ProtocolExtensionContainer { { TraceActivation-ExtIEs} }

OPTIONAL
}

TraceActivation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TraceDepth ::= ENUMERATED { 


minimum,


medium,


maximum,


...

}
TraceReference ::=  OCTET STRING (SIZE (3))
-- U

UserDataType ::= INTEGER
-- Editors note: FFS (ENUMERATED?)

-- V

-- W

-- X

-- Y
-- Z

END

9.3.5
Common Definitions

-- **************************************************************

--

-- Common definitions

--

-- **************************************************************

S1AP-CommonDataTypes {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-CommonDataTypes (3) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Criticality

::= ENUMERATED { reject, ignore, notify }

Presence

::= ENUMERATED { optional, conditional, mandatory }

PrivateIE-ID
::= CHOICE {


local



INTEGER (0..65535),


global



OBJECT IDENTIFIER

}

ProcedureCode

::= INTEGER (0..255)

ProtocolExtensionID
::= INTEGER (0..65535)

ProtocolIE-ID

::= INTEGER (0..65535)

TriggeringMessage
::= ENUMERATED { initiating-message, successful-outcome, unsuccessfull-outcome }

END

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

S1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-HandoverPreparation 



INTEGER ::= 0

id-HandoverResourceAllocation 

INTEGER ::= 1

id-HandoverNotification 


INTEGER ::= 2

id-PathSwitchRequest 



INTEGER ::= 3

id-HandoverCancel 




INTEGER ::= 4

id-SAEBearerSetup





INTEGER ::= 5

id-SAEBearerModify 




INTEGER ::= 6

id-SAEBearerRelease




INTEGER ::= 7

id-SAEBearerReleaseRequest



INTEGER ::= 8

id-InitialContextSetup





INTEGER ::= 9

id-Paging






INTEGER ::= 10
id-downlinkNASTransport



INTEGER ::= 11
id-initialUEMessage




INTEGER ::= 12
id-uplinkNASTransport



INTEGER ::= 13
id-S1Setup






INTEGER ::= 14
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs 





INTEGER ::= 65535

maxProtocolExtensions 



INTEGER ::= 65535

maxProtocolIEs





INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfSAEBs






INTEGER ::= 256

maxNrOfInterfaces





INTEGER ::= 3   --FFS

maxNrOfHORAs






INTEGER ::= 10
--  FFS

maxnoofTAI







INTEGER ::= 256 --FFS
maxnoofBPLMNs






INTEGER ::= 6
maxnoofNRIs







INTEGER ::= 512 -- FFS
maxnoofPLMNsPerMME





INTEGER ::= 32 -- FFS
maxnoofTAIs







INTEGER ::= 256  -- FFS 
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-MME-UE-S1AP-ID








INTEGER ::= 0

id-HandoverType








INTEGER ::= 1

id-Cause









INTEGER ::= 2

id-SourceID









INTEGER ::= 3

id-TargetID









INTEGER ::= 4

id-Intra-LTEHOInformationReq




INTEGER ::= 5

id-LTEtoUTRANHOInformationReq




INTEGER ::= 6

id-LTEtoGERANHOInformationReq




INTEGER ::= 7
id-eNB-UE-S1AP-ID







INTEGER ::= 8

id-Intra-LTEHOInformationRes




INTEGER ::= 9
id-LTEtoUTRANHOInformationRes




INTEGER ::= 10
id-LTEtoGERANHOInformationRes




INTEGER ::= 11

id-SAEBearerSubjecttoDataForwardingList

INTEGER ::= 12

id-SAEBearertoReleaseListHOCmd



INTEGER ::= 13

id-SAEBearerDataForwardingItem



INTEGER ::= 14

id-SAEBearerReleaseItemBearerRelComp


INTEGER ::= 15

id-SAEBearerToBeSetupListBearerSUReq


INTEGER ::= 16

id-SAEBearerToBeSetupItemBearerSUReq


INTEGER ::= 17

id-SAEBearerAdmittedList





INTEGER ::= 18

id-SAEBearerFailedToSetupListHOReqAck

INTEGER ::= 19

id-SAEBearerAdmittedItem





INTEGER ::= 20

id-SAEBearerFailedtoSetupItemHOReqAck



INTEGER ::= 21

id-SAEBearerToBeSwitchedDLList




INTEGER ::= 22

id-SAEBearerToBeSwitchedDLItem



INTEGER ::= 23

id-SAEBearerToBeSetupListCtxtSUReq



INTEGER::= 24

id-TraceActivation







INTEGER::= 25

id-NAS-PDU







INTEGER ::= 26

id-SAEBearerToBeSetupItemHOReq





INTEGER ::= 27

id-SAEBearerSetupListBearerSURes




INTEGER ::= 28

id-SAEBearerFailedToSetupListBearerSURes


INTEGER ::= 29
id-SAEBearerToBeModifiedListBearerModReq


INTEGER ::= 30
id-SAEBearerModifyListBearerModRes




INTEGER ::= 31
id-SAEBearerFailedToModifyList





INTEGER ::= 32
id-SAEBearerToBeReleasedList





INTEGER ::= 33
id-SAEBearerReleaseListBearerRelComp



INTEGER ::= 33
id-SAEBearerFailedToReleaseList




INTEGER ::= 34

id-SAEBearerItem








INTEGER ::= 35

id-SAEBearerToBeModifiedItemBearerModReq

INTEGER ::= 36
id-SAEBearerModifyItemBearerModRes



INTEGER ::= 37
id-SAEBearerReleaseItem






INTEGER ::= 38

id-SAEBearerSetupItemBearerSURes




INTEGER ::= 39
id-Security-Information






INTEGER ::= 40
id-HandoverRestrictionList





INTEGER ::= 41

id-HandoverRestrictionItem





INTEGER ::= 42
id-s-TMSI 









INTEGER ::= 43

id-pagingDRX 








INTEGER ::= 44

id-pagingCause








INTEGER ::= 45
id-TAIdList









INTEGER ::= 46

id-TAIdItem









INTEGER ::= 47

id-SAEBearerFailedToSetupListCtxtSURes


INTEGER ::= 48

id-SAEBearerReleaseItemHOCmd




INTEGER ::= 49

id-SAEBearerSetupItemCtxtSURes




INTEGER ::= 50

id-SAEBearerSetupListCtxtSURes




INTEGER ::= 51

id-SAEBearerToBeSetupItemCtxtSUReq



INTEGER ::= 52

id-SAEBearerToBeSetupListHOReq



INTEGER ::= 53

id-GERANtoLTEHOInformationReq



INTEGER ::= 54

id-GERANtoLTEHOInformationRes



INTEGER ::= 55

id-UTRANtoLTEHOInformationReq



INTEGER ::= 55

id-UTRANtoLTEHOInformationRes



INTEGER ::= 55
id-ENB-ID








INTEGER ::= 56
id-eNBname








INTEGER ::= 57
id-MMEname








INTEGER ::= 58
id-NRIs









INTEGER ::= 59
id-ServedPLMNs







INTEGER ::= 60
id-SupportedTAIs






INTEGER ::= 61
id-TimeToWait







INTEGER ::= 62
END

9.3.7
Container Definitions

-- **************************************************************

--

-- Container definitions

--

-- **************************************************************

S1AP-Containers {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-Containers (5) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


Presence,


PrivateIE-ID,


ProtocolExtensionID,


ProtocolIE-ID

FROM S1AP-CommonDataTypes


maxPrivateIEs,


maxProtocolExtensions,


maxProtocolIEs

FROM S1AP-Constants;

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

S1AP-PROTOCOL-IES ::= CLASS {


&id



ProtocolIE-ID 




UNIQUE,


&criticality


Criticality,


&Value,


&presence


Presence

}

WITH SYNTAX {


ID



&id


CRITICALITY


&criticality


TYPE



&Value


PRESENCE


&presence

}

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

S1AP-PROTOCOL-IES-PAIR ::= CLASS {


&id



ProtocolIE-ID 




UNIQUE,


&firstCriticality

Criticality,


&FirstValue,


&secondCriticality

Criticality,


&SecondValue,


&presence


Presence

}

WITH SYNTAX {


ID



&id


FIRST CRITICALITY 

&firstCriticality


FIRST TYPE


&FirstValue


SECOND CRITICALITY 

&secondCriticality


SECOND TYPE


&SecondValue


PRESENCE


&presence

}

-- **************************************************************

--

-- Class Definition for Protocol Extensions

--

-- **************************************************************

S1AP-PROTOCOL-EXTENSION ::= CLASS {


&id



ProtocolExtensionID 



UNIQUE,


&criticality


Criticality,


&Extension,


&presence

Presence

}

WITH SYNTAX {


ID



&id


CRITICALITY


&criticality


EXTENSION


&Extension


PRESENCE

&presence

}

-- **************************************************************

--

-- Class Definition for Private IEs

--

-- **************************************************************

S1AP-PRIVATE-IES ::= CLASS {


&id



PrivateIE-ID,


&criticality


Criticality,


&Value,


&presence

Presence

}

WITH SYNTAX {


ID



&id


CRITICALITY


&criticality


TYPE


&Value


PRESENCE

&presence

}

-- **************************************************************

--

-- Container for Protocol IEs

--

-- **************************************************************

ProtocolIE-Container {S1AP-PROTOCOL-IES : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-SingleContainer {S1AP-PROTOCOL-IES : IEsSetParam} ::= 


ProtocolIE-Field {{IEsSetParam}}
ProtocolIE-Field {S1AP-PROTOCOL-IES : IEsSetParam} ::= SEQUENCE {


id



S1AP-PROTOCOL-IES.&id



({IEsSetParam}),


criticality


S1AP-PROTOCOL-IES.&criticality


({IEsSetParam}{@id}),


value



S1AP-PROTOCOL-IES.&Value
        
({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container for Protocol IE Pairs

--

-- **************************************************************

ProtocolIE-ContainerPair {S1AP-PROTOCOL-IES-PAIR : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-FieldPair {{IEsSetParam}}

ProtocolIE-FieldPair {S1AP-PROTOCOL-IES-PAIR : IEsSetParam} ::= SEQUENCE {


id



S1AP-PROTOCOL-IES-PAIR.&id


({IEsSetParam}),


firstCriticality

S1AP-PROTOCOL-IES-PAIR.&firstCriticality
({IEsSetParam}{@id}),


firstValue


S1AP-PROTOCOL-IES-PAIR.&FirstValue
        ({IEsSetParam}{@id}),


secondCriticality

S1AP-PROTOCOL-IES-PAIR.&secondCriticality
({IEsSetParam}{@id}),


secondValue


S1AP-PROTOCOL-IES-PAIR.&SecondValue
        ({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container Lists for Protocol IE Containers

--

-- **************************************************************

ProtocolIE-ContainerList {INTEGER : lowerBound, INTEGER : upperBound, S1AP-PROTOCOL-IES : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-SingleContainer {{IEsSetParam}}

ProtocolIE-ContainerPairList {INTEGER : lowerBound, INTEGER : upperBound, S1AP-PROTOCOL-IES-PAIR : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-ContainerPair {{IEsSetParam}}

-- **************************************************************

--

-- Container for Protocol Extensions

--

-- **************************************************************

ProtocolExtensionContainer {S1AP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= 


SEQUENCE (SIZE (1..maxProtocolExtensions)) OF


ProtocolExtensionField {{ExtensionSetParam}}

ProtocolExtensionField {S1AP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= SEQUENCE {


id



S1AP-PROTOCOL-EXTENSION.&id


({ExtensionSetParam}),


criticality


S1AP-PROTOCOL-EXTENSION.&criticality

({ExtensionSetParam}{@id}),


extensionValue


S1AP-PROTOCOL-EXTENSION.&Extension

({ExtensionSetParam}{@id})

}

-- **************************************************************

--

-- Container for Private IEs

--

-- **************************************************************

PrivateIE-Container {S1AP-PRIVATE-IES : IEsSetParam } ::= 


SEQUENCE (SIZE (1.. maxPrivateIEs)) OF


PrivateIE-Field {{IEsSetParam}}

PrivateIE-Field {S1AP-PRIVATE-IES : IEsSetParam} ::= SEQUENCE {


id



S1AP-PRIVATE-IES.&id


({IEsSetParam}),


criticality


S1AP-PRIVATE-IES.&criticality

({IEsSetParam}{@id}),


value


S1AP-PRIVATE-IES.&Value

({IEsSetParam}{@id})

}

END
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